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EXECUTIVE SUMMARY

In an effort to quantify the quality of Gettysburg Borough’s roadway network system, an extensive survey was performed throughout the Borough. The survey included the collection of roadway surface conditions and drainage conditions. All of this data has been compiled into the following report and five (5) year maintenance plan. 
The purpose of this report is to provide the Borough with a working maintenance plan from which yearly budgeting can be determined and future projects can be planned.  Due to the large number of roadways within the Borough, this report has been divided into two major parts, one for the streets and one for the alleys.  In summary, the quality of streets, much like the alleys throughout the Borough, is generally poor. 

The following chart shows the overall condition of the Borough’s streets. 
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The above chart shows the percentage of streets that are in each condition category based on square yardage.  From this chart it can be seen that most of the streets (57%) are in poor condition. 
The following chart shows the overall condition of the Borough’s alleys. 
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The above chart shows the percentage of alleys that are in each condition category based on square yardage.  From this chart it can be seen that most of the alleys (58%) are in poor condition.  

INTRODUCTION/ Philosophy
Pavement management philosophy includes preservation and maintenance procedures as opposed to the traditional “worst first” philosophy. The cost benefits of a sound pavement preservation program can be seen in figure 1. Spending one dollar on preservation treatments can eliminate or delay the need to spend up to ten times as much on rehabilitation or reconstruction costs. Throughout the analysis an emphasis was placed on the importance of asset management by preserving roadways in good to excellent condition using this current pavement management philosophy.
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Figure 1 – Pavement Distress Curve (FHWA)

The initial pavement condition data collection was performed in the summer and fall of 2010, by C.S. Davidson, Inc. staff. During the initial data collection process, five common distresses were rated including: Fatigue (Alligator) Cracking, Longitudinal Cracking, Transverse Cracking, Rutting, and Patching. From these individual distress ratings and an assessment of the pavements weathering, an overall roadway rating was calculated with zero being a road in the worst condition and 100 being a road in excellent condition. The following scale was used to determine the overall surface condition of the roadway:

0-60 Poor

61-84 Fair

85-94 Good

95-100 Excellent

After calculating a roadway rating in the office, a field view was performed, to determine an appropriate treatment and decide which roadways could be treated together based upon similar distresses and geographic locations. This field view was performed by Christopher Toms, P.E. and Chris Metz, E.I.T. of C.S. Davidson, Inc. Final roadway treatment recommendations were provided with the interest of Gettysburg Borough, pavement management philosophy, and industry best practices in mind.  It should be noted that the above rating scale was used solely to determine the condition of the pavement surface. Additional features evaluated during the data collection process included overall roadway drainage conditions and curb conditions.
FUNDING

Budgetary cost estimates for each street or street segment are included in the 5 year plan and can be found in Appendix D for all the streets and Appendix E for all the alleys.  The estimates were created using a unit cost for each type of treatment prescribed:  $3.00 per square yard for micro surface treatments, $50.00 per square yard for contracted base repair, $25.00 per square yard for contracted binder repair; $4.00 per square yard for scratch course and $17.00 per square yard for contracted mill and overlay projects.  For roadways receiving base replacement and a 3” overlay, a unit cost of $12.00 per square yard was used based on provided estimates from the Borough for those alleys being treated in 2010 where the Borough staff performed the work with rented equipment.  Each estimate includes a 15% design contingency meant to cover design, bidding, contract administration, inspection, and occasional incidental non-pavement construction such as culverts or driveway repairs.  This contingency may be high for some projects and low for others, but is appropriate for long term budgetary planning.    

In conclusion, the total estimated cost of maintenance for all the streets located within the Borough was about $7.2 million and $610,000 for all alleys.  Asphalt paving should be minimally maintained within 15 years.  Thus the Borough would need to allocate $500,000 a year toward street maintenance and $40,000 per year for alley maintenance.  
PIB LOANS
Low interest loans are available through the Pennsylvania Infrastructure Bank (PIB). The PIB is a PennDOT operated program that provides financing alternatives to help fund transportation projects. As budgets shrink, this is a way to accelerate priority projects that otherwise wouldn’t get funding. Loans vary based on each individual situation, but the maximum term for a PIB loan is 10 years. Payment plans are scheduled annually, bi-annually, quarterly, or monthly. The loans have a fixed interest rate set at one-half the prime lending rate at the time the loan is submitted (www.federalreserve.gov).
CDBG

CDBG funds should be allocated where curb, curb ramps and storm sewer are being replaced.  We would recommend that any additional CDBG funds be allocated to these types of improvements.  Almost all of the streets within the Borough have existing sidewalk that require improvements.  
LIQUID FUELS
One possibility we are recommending that the Borough look into is widening alleys receiving a treatment of base replacement and 3” overlay.  Where this is possible and feasible, alleys could be widened to 16 feet with additional right-of-way added to obtain a 16 foot right-of-way width.  This would make these alleys eligible for county liquid fuels funds.  

The following alleys receiving treatment in the 5 year maintenance plan would be good candidates to widen.  The prepared cost estimates (Appendix E) do not include additional cost for widening any alley.  Additional cost would include Right-of-way acquisition and additional pavement material.  Other alleys could also be widened where it is feasible to do so. 

Bream Alley – currently 13’

Brickyard Alley- currently 12’ 

Hudson Alley – (Fourth Street to Sixth Street) – currently 12’

Hartzell Alley – (Barlow Street to Stratton Street) – currently 12’   

Levan Alley – currently 10’ 

Racehorse Alley
 (Carlisle St. to Buford Avenue)-width varies from 10’ to 25’

Roth Alley – currently 11’ 

United Alley – currently 10’ to 16’ 

Zerfing Alley (Fifth to Sixth Street) – currently 10’ 

We also recommend that the Borough contact the local PennDOT municipal services representative as alleys are improved and become eligible for liquid fuels funding and update their total mileage for county liquid fuel each year.  Additionally, the Borough should review the following alleys for addition to their list of liquid fuels eligible routes.  It appears these alleys meet the requirements for some pavement sections based upon pavement width.  Right-of-Way widths should be reviewed to determine eligibility.   

Hospital Alley

0.036 miles

Racehorse Alley

0.185 miles (Parking Garage to Reaser Alley)

Schoolhouse Alley
0.168 miles 

Zerfing Alley

0.084 miles
 (Portion from Franklin Street to West Street)

Total Additional

0.473 miles

Mileage
Pavement Evaluations & Recommendations for Streets

STREET LIST

The following is a list of all the streets that were reviewed. The entire network of streets consists of approximately 15.08 miles. The lengths provided below are those measured by our office while performing field evaluations. Streets were evaluated starting at the centerline of the intersecting street with the first station 0+00 not being used in the rating determination.  The measured length was from the edge of the road curb line as indicated by a change in pavement materials.  Lengths of streets do not include intersecting roadways.  
Roadway




Length (Mi.)

From



To
Barlow Street
0.244


Fourth Street


Markley Alley
Breckenridge Street
0.291


Baltimore Street


West Street
Constitution Avenue
0.461


Lincoln Avenue


Washington Street
Culp Street
0.175


Steinwehr Avenue

Fairview Avenue
East Broadway Street
0.288


Fourth Street


Carlisle Street
East Lincoln Avenue
0.133


Fourth Street


Old Harrisburg Road
East Middle Street
0.598


Sixth Street


Baltimore Street
East Railroad Street
0.221


Dead End



Fourth Street
Elm Street

0.090


Hay Street



Buford Avenue
Fairview Avenue
0.441


Long lane



Gettys Street
Fifth Street 
0.267


Racehorse Alley


Middle Street
Fourth Street
0.580


East Broadway Street

Middle Street
Franklin Street 
0.114


Breckenridge Street

High Street
Franklin Street
0.244


High Street


Cul de Sac
Gettys Street
0.234


Washington Street

Long Lane

Hay Street
0.091


Middle Street 


Hamme Alley
Hay Street
0.248


Middle Street


Buford Avenue
High Street
0.581


Stratton Street


Howard Avenue
Highland Avenue
0.484


Long Lane



John’s Avenue
Hillcrest Plaza
0.093


Locust Avenue


Weaver Alley
Howard Avenue
0.210 

Prince Street


Middle Street
Howard Avenue
0.086


McMillian Street


Prince Street

Howard Avenue
0.180


Middle Street 


Buford Avenue
Johns Avenue
0.509


Long Lane



Washington Street
King Street
0.278


Steinwehr Avenue

Long Lane 

Lefever Street
0.382


Middle Street


Baltimore Street
Liberty Street
0.076


Middle Street


Chambersburg Street
Locust Avenue
0.071


Baltimore Street


Wainwright Avenue
Long Lane
0.612


Cul De Sac

 

Breckenridge Street
Long Lane Section 1 
0.129


Steinwehr Avenue

Highland Avenue + 40’
Long Lane Section 1
0.104


Highland Avenue + 40’      
Sunset Avenue
McMillan Street
0.043


Ridge Avenue


Howard Avenue
Mummasburg Street
0.106


Stevens Street


Water Street
Park Street
0.058


Long Lane



Sunset Avenue
Pine Street
0.058


Barlow Street


Dead End



Prince Street
0.068


Ridge Avenue


Howard Avenue
Queen Street
0.295


Steinwehr Avenue

Long Lane
Railroad Street
0.112


Carlisle Street


Washington Street
Red Patch Avenue
0.083


Ridge Avenue


Dead End
Roadway




Length (Mi.)

From



To
Reynolds Street section 1
0.149


Middle Street


Buford Avenue
Reynolds Street Section 2 
0.038


High Street


 Legion Alley


Ridge Avenue
0.273


Middle Street


McMillian Street
Seminary Avenue
0.168


Buford Avenue


Hay Street
Sixth Street
0.312


Middle Street


York Street
South Street
0.112


Baltimore Street


Washington Street
Spring Avenue
0.395


Seminary Ridge Avenue
West Street
Stevens Street
0.224


Stratton Street


Washington Street
Stratton Street
0.620


Wall Alley



Lincoln Avenue
Sunset Avenue
0.394


Long Lane



Park Street
Third Street
0.172


Middle Street


Racehorse Alley
Victor Street
0.116


Pine Street



Fourth Street
Village Drive
0.153


West Street


Cul de Sac
Wade Avenue
0.029


Baltimore Street


Schoolhouse Alley
Wainwright Avenue
0.070


Lefever Street


Locust Avenue

Washington Street
0.208


Steinwehr Avenue

Hospital Alley
Washington Street 
0.156


Hospital Alley


Breckenridge Street
Washington Street

0.114


Breckenridge Street

High Street
Washington Street
0.162


High Street


Chambersburg Street
Washington Street 
0.537


Chambersburg Street

Brickyard Alley
Water St
0.436


Washington Street

Water Street
West Broadway Street
0.398


Carlisle Street


Constitution Avenue

West Lincoln (12+71 to 17+95)
0.099


College Avenue


Pavement Seam 
West Lincoln (17+95 to 25+00)
0.134


Pavement Seam


End at college entrance
West St
0.268


Buford Avenue


Breckenridge Street

MAINTENANCE, PRESERVATION, AND REHABILITATION OPTIONS

Based upon Borough preferences and our observations, we have recommended the following treatment options depending upon road conditions.

Streets that are in the poorest condition are generally recommended to be improved with full depth reclamation of the existing pavement and base followed by the placement of a binder course and a wearing overlay. Reclamation involves pulverization of the existing pavement and subbase followed by placement of a binder course and a wearing surface course.  The existing road material including the stone subbase and possibly the underlying soil is pulverized and then a bonding agent is added (as needed).  The uniform mixture is placed and compacted to create a stable road base.  This process minimizes waste of existing materials.  Streets identified for reclamation require a core sample to determine the thickness of each layer.  These cores should be pulverized and tested with various additives, such as lime, Portland cement, or calcium chloride, to determine the best additive mix for a stable reclaimed subbase. 

If the existing pavement section and soils are not appropriate for reclamation, a complete reconstruction may be necessary.  This entails excavating the existing base material and soil, if necessary, placing and compacting a stone base, followed by the application of an asphalt binder course and wearing course. Both a reclamation and reconstruction treatment option would allow an opportunity to build up the pavement profile to promote drainage.

The third option for streets in the poorest condition is to mill and overlay with some base repair.  Most streets that received this recommendation are experiencing major cracking in the existing pavement surface, but do not appear to have a major subgrade issue.  Due to the age of the pavement, we recommend milling and overlaying to maintain curb reveal and remove the poor pavement.  Additionally, most of these streets will require small amounts of binder and base repair where the subbase appears to be failing.     

For Streets that are in a good/fair condition, we are recommending two different options.  The first option is to receive a 1.5” mill and overlay. These streets, like those in poor condition, are experiencing cracking in the existing pavement.  Any Street that is proposed to receive a 1.5” mill and overlay should be cored and reviewed.  These recommendations may need to be altered based on the amount of existing pavement on these Streets.  If there isn’t adequate existing pavement thickness after the milling is completed then alterations will be required.  No overlay wearing course should be placed on an inadequate binder course. 

The second option for streets in good/fair condition is to perform a surface treatment.  This recommendation will provide a more cost effective treatment for streets where the pavement is experiencing minor cracking, mostly longitudinal.         
We recommend that streets in excellent condition receive a surface treatment application. Some roads in good/fair condition also fall in this category if they have a sound base, or if the base is repaired, and a good surface is present. There are many Surface treatments available; however because of the past experience the Borough has had with microsurfacing and due to the aesthetics that it provides, we are recommending microsurfacing for all streets requiring a surface treatment. 

Microsurfacing consists of a mixture of fine aggregate and asphalt emulsion. The mix is formulated for a very quick cure and traffic can typically return within one hour. Because of its quick curing ability microsurfacing can be placed thicker than other emulsion surface treatments and can be used to fill ruts and for minor re-profiling. It is not intended as a crack treatment and will not prevent cracks in underlying pavements from reflecting through to the surface. Microsurfacing has been estimated to last 6 to 8 years. The treatments life depends on the stability of the microsurfacing, the traffic levels, construction techniques, and the condition of the underlying pavement. There are a variety of different microsurfacing mix designs that should be considered based upon the existing distresses that are present.

In addition to receiving a surface treatment, some streets in good and fair condition will require base or binder repair.  If a street is to receive a surface treatment then all base and binder repair along with crack sealing should be done prior to any surface treatment.  

As streets in the Borough are improved to good or excellent condition, a surface treatment program is necessary to maintain the roads in this condition.  For streets within the Borough, we generally recommend the continued use of microsurfacing with applications planned for every five to ten years. 
Streets in good to excellent condition that show minor signs of cracking should receive only the application of crack sealant as needed. It should be noted that routes in good condition should still receive sealant in years that they are not being treated and should not be allowed to deteriorate to a fair condition.

Drainage of water from pavements is always an important consideration when performing roadway rehabilitation. Excess water combined with traffic loads often lead to early pavement distress. Methods of treating this water generally consist of preventing the water from entering the pavement which is often addressed with crack sealing and surface treatments, and providing drainage to quickly remove excess water.  Almost all the streets have some stormsewer.  Additional stormsewer should be added where drainage issues are present.  Where a street is being reclaimed, all stormsewer should be properly sized.   
The goal of the Borough pavement management program is to maintain all roads in good to excellent condition. To accomplish this it is important to prevent the roads already in this condition from deteriorating any further. Some years it may be necessary to treat the roads in good condition while allowing the ones in fair condition to deteriorate to poor condition. The treatments for a road in fair condition with a poor base structure are often fairly similar to those for a road in poor condition; therefore there is little benefit to treating a road that has been rated as fair but has a poor base. In many situations we recommend allowing a road in fair condition with a poor base to deteriorate to poor condition before treatment. We usually do not recommend this philosophy be applied to roads with high levels of vehicular and/or truck traffic.
In addition, we would recommend that all pavement material used for paving be a Marshall Mix (i.e. ID-2, etc).  These pavement types appear to be present on some Borough Streets already and have held up well for their age.  We feel these pavement types will perform better than Superpave materials due to the low volume of traffic on most of the Borough’s Streets.  

PAVEMENT HISTORY

The following is a list of Streets the Borough has record of paving:

	Name
	Year paved

	Long Lane (Breckenridge St. to Gettys St.)
	Est. 1999

	Seminary Avenue
	Est. 2003

	Elm Street
	Est. 2003

	Washington Street (Steinwehr Ave.to Hospital Alley)
	2005

	Hillcrest Plaza
	2007

	Locust Avenue
	2007

	E. Broadway (Harrisburg St. to Carlisle St.)
	1998

	Village Drive
	Est. 2003

	West Lincoln Avenue (Constitution Ave. west)
	2000

	South Street
	2000

	Culp Street (John’s Avenue To Fairview Avenue) 
	2000


5 YEAR MAINTENANCE PLAN 
The five (5) year maintenance plan for streets was created under the assumption that an initial budget of $530,000 was available. It was also assumed that $100,000, which includes a combination of liquid fuels funds and general funds, would be allocated to street maintenance each year. The five (5) year maintenance plan schedule was developed by taking into consideration pavement ages and conditions, drainage conditions, street locations (i.e. Ward 1, 2 or 3), traffic volumes, previous treatments and the Borough’s recommendations. Treatment timings were primarily influenced by the existing condition of the street.  Streets that require an immediate treatment were usually those that were close to falling into a worse condition which would create a more expensive treatment if treatment was delayed.  The following is a summary of the attached five year plan.  It shows the streets planned for maintenance for the next five years. It is important to note that the treatments specified below are recommended based upon the existing conditions as well as locations of each route. If the treatments are delayed, a more extensive and costly treatment may become necessary. 
The attached five year plan has been completed using these estimates and the year of treatment recommended.  We have provided the Borough with an electronic copy of the spreadsheet to aid them with budget planning.  By inserting an “x” in the year work is proposed, the spreadsheet calculates an inflationary adjustment at 3% per year and totals the pavement maintenance work to be completed in that year.  

The five year plan should be updated by the end of 2014 or early 2015 so that plans can be prepared for the next five years and work completed to date can be tracked for future managers of the road network.

2011 PLANNED MAINTENANCE
Name





Recommendation



Ward




Fifth Street




Crack Seal, Base repair

1








as required

LIBERTY STREET



Crack Seal, Microsurface

1

franklin street



Crack Seal, Base Repair,

2, 3

(HIGH ST. TO CUL-DE-SAC)

Binder Repair, Microsurface

franklin street



Crack Seal, Base Repair,

3

(BRECKENRIDGE TO HIGH ST.)
Binder Repair, Microsurface

WASHINGTON STREET


ALREADY BID



3
(BRECKENRIDGE TO HIGH ST.)
(To be completed in Spring)

SUNSET AVENUE



Crack Seal, Microsurface, 

3
PARK STREET




Crack Seal, Microsurface, 

3

lONG lANE




Crack Seal, Microsurface

3
(HIGHLAND AVE. TO SUNSET)

Sunset Avenue, Park Street, and Long Lane should be done together
washington street


Crack Seal, Microsurface

3

(STEINWEHR TO HOSPITAL ALY)

The above streets are in fair, good and excellent condition with the exception of Franklin Street (Breckenridge to High Street) and Washington Street (Breckenridge to High Street).  These sections of Franklin Street and Washington Street fell into the poor category.  Washington Street was planned for treatment during 2010 by the Borough.  Fifth and Franklin Street (High St. to cul-de-sac) require minimal treatment therefore we’ve recommended them to be treated in order to prevent a more extensive and costly treatment in the future.  They will both need some base repair and binder repair where required along with crack sealing.  We’ve included the portion of Franklin Street from Breckenridge to High Street to keep the treatment of Franklin Street grouped together. Sunset Avenue, Park Street, Liberty Street and the above portions of Long Lane and Washington Street are all in good to excellent condition.  These streets should be sealed in order to keep them in a good to excellent condition.  Additionally all the streets requiring crack sealing and microsurface have been grouped together for cost savings.     

2012 PLANNED MAINTENANCE
Name





Recommendation



Ward




stratton street



Crack Seal, Base repair

1








Binder repair, Replace 








Damaged Curb

howard avenue



Full Depth Reclamation & 

3
(PRINCE ST. TO MIDDLE ST.)

3.5” Overlay, Curb and Storm 

Drainage Improvements
The portion of Howard Avenue from Prince Street to Middle Street was rated one of the poorest streets.  This street appears to have subgrade issues and an inadequate subbase underneath the roadway.  We felt that one poor street should be treated as part of the treatment plan for this year.  On the attached 5 year maintenance plan, we have included $90,000 for the reclamation of this portion of Howard Avenue.  We’ve estimated the stormsewer and curb improvement to be $180,000.  This money should come from CDBG funds.  Stratton Street requires minimal treatment therefore we’ve recommended it to be treated in order to prevent a more extensive and costly treatment in the future    

2013 PLANNED MAINTENANCE
Name





Recommendation



Ward

MCMILLAN STREET


Crack Seal, Base repair

3








As required, Microsurface

third street 



Crack Seal, Base repair

1







As required 
howard avenue



Crack Seal, Microsurface

3
(MCMILLIAN ST. TO PRINCE ST.)








CONSTITUTION AVENUE

Crack Seal, Microsurface

2







Base repair as required 
WEST LINCOLN AVENUE

Crack Seal, Binder repair 

2








As required

Constitution Avenue, McMillan Street, Third Street and the above portion of Howard Avenue and West Lincoln Avenue are all in fair to good condition.  These streets only require crack sealing with base/binder repair and microsurfacing where applicable.  These streets should be sealed in order to keep them in a good to excellent condition.  For this reason these streets were chosen for treatment.  We would recommend that any extra CDBG funds be used for curb ramp improvements during this treatment year.  
2014 PLANNED MAINTENANCE
Name





Recommendation



Ward

RAILROAD STREET



Crack Seal & Microsurface

2

EAST MIDDLE STREET


Full Depth Reclamation &  

1







5” Overlay & Replace

Damaged Curb
Railroad Street was repaved around 2006.  This street is in excellent shape and shows no cracking presently.  It is appropriate to seal this street to keep it in excellent shape.  Therefore we’ve recommended a crack seal and microsuface treatment.    East Middle Street was rated in poor condition.  We’ve recommended this street for treatment primarily because of its location and the traffic volume it receives.  The street shows the beginning stage of base failure along with major pavement cracking.  This street is a good candidate for full depth reclamation and overlay because of the large traffic volumes it receives and the size of the roadway.  Reclamation will be more cost effective than a road reconstruction. We recommend that CDBG funds be used for the curb ramp improvements along East Middle Street.  This work should be completed in conjunction with street reclamation.  The cost shown in appendix D does not include any stormsewer improvements for East Middle Street.     

2015 PLANNED MAINTENANCE
Name





Recommendation



Ward

LOCUST AVENUE



Crack Seal & Microsurface

1

SIXTH STREET 



Crack Seal, Base Repair

1







& Drainage Improvements
reynoldS street


Full Depth Reclamation &  

3
(MIDDLE ST. TO BUFORD AVE.)
3.5” Overlay, Replace

Damaged Curb & Drainage 

Improvements
Locust Street was repaved in 2007.  This street is in excellent shape and shows no cracking presently.  It is appropriate to seal this street to keep it in excellent shape.  Sixth Street was rated in good condition.  It will only require some base repair and crack sealing.  It will also require some drainage improvements between York Street and Hanover Street, where existing stormwater is eroding the existing sub base along the edge of the street.   The above portion of Reynolds Street is in poor condition.  Once again we felt that one poor street should be treated as part of the treatment plan for this year.  This section of street should be reclaimed and overlaid.  CDBG funds should be used to replace the curb and storm sewer.  The cost included in the 5 year plan is $65,000.  This only includes the street improvements and assumes that CDBG funds will be available to complete the curb and storm sewer improvements.   
Pavement Evaluations & Recommendations for Alleys

ALLEYS LIST

 The following is a list of all the alleys that were reviewed. The entire network of alleys consists of approximately 8.43 miles. The lengths provided below are those measured by our office while performing field evaluations. Alleys adjacent to state owned roads were evaluated starting at the centerline of the intersecting street with the first station 0+00 not being used.  The measured length was from the edge of the state right-of-way as indicated by a change in pavement materials.  Lengths of alleys do not include intersecting roadways.  
Roadway




Length (Mi.)

From



To
Ackerson Alley




0.047


Naugle Alley 


Hartzell Alley
Barbehenn Alley



0.077


Water Street


Steven Street
Bickle Alley




0.187


College Avenue


Linbro Alley


Bream Alley
0.079
Spring Street


West Middle Street

Brickyard Alley
0.207


Smith Alley


College Avenue

Bush Alley
0.037


Sickles Alley


West Middle Street

Cannery Alley
0.093


Fourth Street


East Railroad Street

Cemetery Alley
0.111


Washington Street

Long Lane

Columbia Alley
0.032
Hazel Alley


Stratton Street

Court Alley
0.464


Washington Street

Legion Alley

Delap Avenue
0.112


Washington Street

Carlisle Street

Dobbin Alley
0.098


Hospital Alley


Washington Street

Dobbin Alley
0.071


Schimmelpfennig Alley
Dead End

Foth Alley
0.080


Stratton Street


Strickhouser Alley

Furniture Alley
0.156
Sixth Street


Little Alley

Gilliland Alley
0.108


Railroad Street


West Street

Hamme Alley
0.118


Hay Street



West Middle Street

Hartzell Alley
0.128


Barlow Street


Markley Alley

Hazel Alley
0.256


Barlow Street


Dead End

Hospital Alley
0.036


Washington Street

Dobbin Alley

Hudson Alley 

0.229


Third Street 


Sixth Street
Jacobs Alley
0.091


East Broadway Street

Dead End

Keefer Alley
0.067


Wye Alley



Hudson Alley

Kuhn Alley
0.069


Water Street


Monument Alley

Legion Alley
0.761


Reynolds Street


East Middle Street

Levan Alley
0.048
Court Alley


Patrick Alley

Linbro Alley
0.076
Lincoln Street


Broadway Street

Lincoln Lane
0.134


Washington Street

Long Lane

Little Alley
0.039


York Street


Racehorse Alley

Markley Alley
0.200


Steven Street


Broadway Street

Mayor Alley
0.050


Dobbin Alley


Court Alley

Monument Alley
0.066


Water Street


Delap Avenue

Naugle Alley
0.074


Markley Alley


Stratton Street

No name Alley
0.033


Stratton Street 


Hazel Alley

Noonan Alley
0.188


Queen Street


John’s Avenue

Pape Alley
0.050


Franklin Street


Warner Alley


Patrick Alley
0.075


Wall Alley



Breckenridge Street

Pfeffer Alley
0.030


Schoolhouse Alley

Baltimore Street

Plank Alley
0.075


High Street


Middle Street

Racehorse Alley
0.377
Carlisle Street


Little Alley

Roadway




Length (Mi.)

From



To
Racehorse Alley 
0.336


Carlisle Street


Buford Avenue

Reaser Alley
0.040


York Street


Racehorse Alley

Roth Alley
0.112


Stratton Street


Legion Alley


Schimmelpfennig Alley
0.080


Court Alley


Washington Street

Schoolhouse Alley
0.168


Lefever Street


Wall Alley

Shealer Alley
0.042


Hamme Alley


Ridge Avenue

Sheely Alley
0.127


Markley Alley


Old Harrisburg Road

Sickles Alley
0.091


Ridge Avenue


Howard Avenue

Slentz Alley
0.037


Legion Alley


East Middle Street

Smith Alley
0.037


West Broadway Street

Brickyard Alley


Stauffer Alley
0.037


East Middle Street

Zerfing Alley

Strickhouser Alley
0.094


Foth Alley



Water Street

United Alley
0.080


Franklin Street


Washington Street

Wall Alley
0.221


Stratton Street


Washington Street

Warner Alley
0.165


Cemetery Alley


High Street



Weaver Alley
0.114


Hillcrest Plaza


Locust Avenue

Wentz Alley
0.170


Reynolds Street


Hay Street

Wolf Alley
0.170


Hay Street



Reynolds Street

Wye Alley 
0.212


Hudson Alley


Sixth Street

Zerfing Alley 
0.863


Sixth Street


West Street

MAINTENANCE, PRESERVATION, AND REHABILITATION OPTIONS

Based upon Borough preferences and our observations, we have recommended the following treatment options depending upon alley conditions.

Alleys that are in the poorest condition are generally recommended to be improved with either one of three options.  These alleys are identified on the five year plan as receiving a base replacement and 3” overlay.  This description is broad to allow the Borough the option of choosing the best treatment for a given alley once the suitability of the base material is determined.  

The first option under the base replacement treatment consists of a full depth reclamation of the existing pavement and base followed by the placement of a binder course and a wearing overlay. Reclamation involves pulverization of the existing pavement and subbase followed by placement of a binder course and a wearing surface course.  The existing road material including the stone subbase and possibly the underlying soil is pulverized and then a bonding agent is added (as needed).  The uniform mixture is placed and compacted to create a stable road base.  This process minimizes waste of existing materials.  Alleys identified for reclamation require a core sample to determine the thickness of each layer.  These cores should be pulverized and tested with various additives, such as lime, Portland cement, or calcium chloride, to determine the best additive mix for a stable reclaimed subbase.  Because reclamation will increase the pavement elevation, the Borough should determine which alleys can increase in pavement elevation without creating drainage issues.  Depending on what kind of subbase is present, additional material may be required to be removed from the roadway.  

The second option under the base replacement treatment consists of a complete reconstruction. This may be necessary if the existing pavement section and soils are not appropriate for reclamation. This entails excavating the existing base material and soil, if necessary, placing and compacting a stone base, followed by the application of an asphalt binder course and wearing course.  This option is also appropriate for alleys where pavement elevation cannot be increased due to existing drainage conditions.  If suitable soils are present then the third option should be utilized.   

The third option under the base replacement treatment is to mill all the existing pavement out and place a new binder and wearing course.  This option is recommended for alleys that have excessive cracking in the pavement and minor edge rutting, but no apparent subbase issues.  This option is also appropriate for alleys where pavement elevation cannot be increased and where working conditions are tighter.  This philosophy is also being used currently for alleys in the Borough and we feel it can be more cost effective than option 1 and 2 as long as the subbase is adequate.  

Due to variations in cost for the three above options, the cost estimates prepared by C.S. Davidson, Inc. are only based on option 3 assuming the work is being completed by the public works crew using rented equipment, as has been done in the past.  These costs were estimated based on previous project cost data received from the Borough.  Options 1 and 2 will require more cost depending on the subbase condition.  Additional cost will be required for a contractor to perform the work.    

For some alleys that are in a fair/poor condition that do not appear to have subbase issues we are recommending a 1.5” mill and overlay.  Some of these include Bush Alley, Columbia Alley and portions of Wall Alley.  For any alley that is proposed to receive this treatment, the existing pavement thickness should be cored and reviewed.  These recommendations may need to be altered based on the amount of existing pavement on these alleys.  If there isn’t adequate existing pavement thickness after the milling is completed then alterations will be required or else the paving equipment could damage the thin binder course.  No overlay wearing course should be placed on an inadequate binder course. Additionally,  if treatment on these alleys is prolonged, a mill and overlay may not be an adequate treatment.       

We recommend that alleys in good condition receive a surface treatment application. Alleys in fair condition may also fall in this category if they have a sound base, or if the base is repaired, and a good surface is present. There are many surface treatments available; however, because of the past experience the Borough has had with microsurfacing and due to the aesthetics that it provides, we are recommending microsurfacing for all alleys requiring a surface treatment. 

Microsurfacing consists of a mixture of fine aggregate and asphalt emulsion. The mix is formulated for a very quick cure and traffic can typically return within one hour. Because of its quick curing ability microsurfacing can be placed thicker than other emulsion surface treatments and can be used to fill ruts and for minor re-profiling. It is not intended as a crack treatment and will not prevent cracks in underlying pavements from reflecting through to the surface. Microsurfacing has been estimated to last 6 to 8 years. The treatments life depends on the stability of the microsurfacing, the traffic levels, construction techniques, and the condition of the underlying pavement. There are a variety of different microsurfacing mix designs that should be considered based upon the existing distresses that are present.

In addition to receiving a surface treatment, some alleys in good and fair condition will require base or binder repair.  Most of these repairs will occur along the edge of the cartway. If an alley is to receive a surface treatment then all base and binder repair along with crack sealing should be done prior to any surface treatment.  

As alleys in the Borough are improved to good or excellent condition, a surface treatment program is necessary to maintain the roads in this condition.  For alleys within the Borough, we generally recommend the continued use of microsurfacing with applications planned for every five to ten years. 

Alleys in good to excellent condition that show minor signs of cracking should receive only the application of crack sealant as needed. It should be noted that routes in good condition should still receive sealant in years that they are not being treated and should not be allowed to deteriorate to a fair condition.

Drainage of water from pavements is always an important consideration when performing pavement rehabilitation. Excess water combined with traffic loads often lead to early pavement distress. Methods of treating this water generally consist of preventing the water from entering the pavement which is often addressed with crack sealing and surface treatments, and providing drainage to quickly remove excess water.  Some of the alleys within the Borough have inverted crowns with inlets placed toward the center of the alley usually at intersections with streets.  We feel this is a good method of draining the alleys without creating drainage conflicts with adjacent properties.  This also provides some crown while a flat alley allows water to seep into the pavement structure.  We feel the use of an inverted crown should be considered for all alleys receiving a base replacement treatment.  Additional storm inlets may be necessary on some alleys and in some streets.  This should be coordinated with any street improvements.  We would also recommend the use of perforated underdrain to remove water from the subbase material.  This is a cost effective method of removing excess water.  
The goal of the Borough pavement management program is to maintain all alleys in good to excellent condition. To accomplish this it is important to prevent the alleys already in this condition from deteriorating any further. Some years it may be necessary to treat the alleys in good condition while allowing the ones in fair condition to deteriorate to poor condition. The treatments for an alley in fair condition with a poor base structure are often fairly similar to those for an alley in poor condition; therefore there is little benefit to treating an alley that has been rated as fair but has a poor base. In many situations, we recommend allowing an alley in fair condition with a poor base to deteriorate to poor condition before treatment. 

PAVEMENT HISTORY

The following is a list of alleys the Borough has record of paving:

	Name
	Year paved

	Hamme Alley
	2007

	Keefer Alley
	2007

	Hazel Alley
	2007

	Wentz Alley
	2008

	Columbia Alley
	2008

	Part of W. Wall Alley
	2009

	Naugle Alley
	2009

	Hartzel Alley
	2009

	Wye Alley (3rd to 4th St.)
	2009

	Hudson Alley (Wye to 4th. St.)
	2009

	Shealer Alley
	2009

	Delap Avenue
	2010

	W. Wall Alley, 100' East of S. Wash. To Balt. St.
	2010

	Warner Alley
	2010

	Shealer Alley
	2010

	Schimmelpfennig Alley
	2010

	Bikel Alley (100' west of Wash. To College Ave.) 
	2010


5 YEAR MAINTENANCE PLAN
The five (5) year maintenance plan for alleys was created under the assumption that no initial budget money was available. It was also assumed that $40,000 of general funds would be allocated to alley maintenance each year. The five (5) year maintenance plan schedule was developed by taking into consideration pavement ages and conditions, drainage conditions, alley locations (i.e. Ward 1, 2 or 3), traffic volumes, previous treatments and the Borough’s recommendations. Treatment timings were primarily influenced by the existing condition of the alley pavement.  Alleys that require an immediate treatment were usually those that were close to falling into a worse condition which would create a more expensive treatment if treatment was delayed. 

The attached five year plan has been completed using these estimates and the year of treatment recommended.  We have provided the Borough with an electronic copy of the spreadsheet to aid them with budget planning.  By inserting an “x” in the year work is proposed, the spreadsheet calculates an inflationary adjustment at 3% per year and totals the pavement maintenance work to be completed in that year.  

The five year plan should be updated by the end of 2014 or early 2015 so that plans can be prepared for the next five years and work completed to date can be tracked for future managers of the road network.

The following is a summary of the attached five year plan.  It shows the alleys planned for maintenance for the next five years.  It is important to note that the treatments specified below are recommended based upon the existing conditions as well as locations of each route. If the treatments are delayed, a more extensive and costly treatment may become necessary. 

Additionally, two alleys and a portion of another were paved after the pavement condition data was collected.  Schimmelpfennig Alley and an un-named alley between Columbia and Water Street were initially rated as poor.  After performing field views, it was discovered that these alleys had been paved after the initial ratings were taken.  Therefore these alleys are in the excellent column in the 5 year plan but were rated at a 41.3 and 56.7 respectively.  A portion of Wall Alley from Washington to Baltimore Street was also repaved after the initial rating was taken.  This road was originally rated in fair condition and due to the small amount of repaved area we feel this alley as a whole should be considered fair.
2011 PLANNED MAINTENANCE (Borough’s Plan - already approved)

Borough Staff Projects

Name





Planned Maintenance


Ward




Wye  alley




Base Replacement and 3”

1

(SIXTH ST. TO FOURTH ST.)

Overlay

Linbro alley



Base Replacement and 3”

2








Overlay

Zerfing alley



Base Replacement and 3”

1

(SIXTH ST. TO FIFTH ST.)


Overlay

Zerfing alley



Base Replacement and 3”

3

(WASH. ST. TO FRANKLIN ST.)

Overlay

hUDSON alley



Base Replacement and 3”

1

(FOURTH ST. TO SIXTH ST.)

Overlay

Weaver alley



Base Replacement and 3”

1








Overlay

2012 PLANNED MAINTENANCE

Borough Staff Projects

None

Contracted Projects- to be bid together on PennDOT Forms

Name





Recommendation



Ward




SChoolhouse alley


Crack Seal, Microsurface, 

1

Binder repair as required

Pfeffer alley



Crack Seal, Microsurface

1

dOBBIN ALLEY



Crack Seal, Microsurface

3

(SOUTH ST. TO END)

MAYOR ALLEY



Crack Seal, Microsurface

3








Base repair as required

NOONAN alley



Crack Seal, Microsurface

3

Cannery alley



Crack Seal, Microsurface, 

1

Base Repair as required

Legion alley



Crack Seal, Microsurface

3

(STRATTON ST. TO LEFEVER ST.)
Binder repair as required

Bickle Alley



Crack Seal, Microsurface

2

(4+16 TO LINBRO ALLEY)

Base repair as required


The above alleys are in fair to good condition.  Noonan Alley was in good condition showing some signs of weathering and has large aggregate material present on the pavement surface. It should be treated with a microsurface treatment and crack seal to bring it up to an excellent condition and seal the pavement.  Cannery Alley, Dobbin Alley, Mayor Alley, Pfeffer Alley and Schoolhouse Alley and the above mentioned portions of Legion and Bickle Alley were all in fair condition.  Dobbin, Mayor, and Pfeffer Alley all have large aggregate material present on the pavement surface. These five alleys should be treated with a microsurface treatment and crack seal with some localized binder and base repair to bring them up to an excellent condition. We recommend that these alleys be treated as early as possible to avoid continued deterioration which will result in pavement reconstruction and more costly repairs.     

2013 PLANNED MAINTENANCE

Contracted Projects- to be bid together on PennDOT Forms

Name





Recommendation



Ward


ACKERSON Alley



Crack Seal, Microsurface

1








Base repair as required

HAZEL ALLEY




Crack Seal, Base repair

1








As required 

DOBBIN ALLEY



Crack Seal, Microsurface

3

(HOSPITAL ALY TO COURT ALY) 
Base repair as required

Hospital ALLEY 



Crack Seal, Microsurface

3
Little ALLEY



Crack Seal, Microsurface

1

JACOBS ALLEY



Crack Seal, Microsurface

1








Base repair as required

LEGION ALLEY



Crack Seal, Microsurface

3

(REYNOLDS ST. TO WEST ST)

Base repair as required

WALL ALLEY




Crack Seal, Microsurface,

1,3








Base repair As required, Mill 








And overlay 300 ft section 

The above alleys are in fair condition.  Hazel Alley was in a good condition showing a small area of required base repair. It should be treated with a microsurface treatment and crack seal to bring it up to an excellent condition and seal the pavement.  Ackerson, Hospital, Little, Jacobs, Wall Alley and the above portions of Legion and Dobbin Alley were all in fair condition. These seven alleys should be treated with a microsurface treatment and crack seal with some localized binder and base repair to bring them up to an excellent condition. Hazel Alley should be treated with a crack seal and base repair and is planned for a microsurface treatment in 2016 since this alley was paved in 2007.  

2014 PLANNED MAINTENANCE

Borough Staff Projects

Name





Recommendation



Ward


MARKLEY ALLEY

Sheely Alley to East Broadway Street
Base Replacement and 3”

1








Overlay


BREAM ALLEY



Base Replacement and 3”

2








Overlay

ROTH ALLEY




Base Replacement and 3”

1








Overlay

HARTZELL ALLEY 



Base Replacement and 3”

1

(BARLOW TO STRATTON ST)

Overlay

Contracted Projects- to be bid together on PennDOT Forms

MARKLEY ALLEY



Crack Seal, Microsurface,

1

(excludes Sheely to Broadway St.)
Base repair as required

Markley Alley is in fair condition, except for one section.  The part from Sheely Alley to East Broadway Street was in poor condition.  Some of the alley appeared to have been paved in the last 5 years.  The portion of the alley from Sheely Alley to East Broadway should receive base replacement and a 3” overlay.  The cost for this section was calculated assuming the Borough is performing the work.  Bream, Roth Alley and portions Hartzell Alley are in poor condition and require base replacement and overlay.  Bream, Roth and portions of Hartzell Alley were selected because they were rated as some of the worst roads.  The focus of the 2014 treatment plan was to treat some of the worst alleys.    

2015 PLANNED MAINTENANCE

Borough Staff Projects

Name





Recommendation



Ward


Kuhn ALLEY 




Base Replacement and 3”

2








Overlay

SMITH ALLEY




Base Replacement and 3”

2








Overlay

BRICKYARD ALLEY


Base Replacement and 3”

2








Overlay

Stauffer ALLEY 



Base Replacement and 3”

1








Overlay

Slentz alley



Base Replacement and 3”

1








Overlay

The above alleys are in poor condition. These five alleys should be treated with a base replacement and 3” overlay.  The cost estimates assume the Borough work crew is doing the work. Bream, Roth and portions of Hartzell Alley were selected because they were rated as some of the worst alleys. Additionally they were chosen because of their location.   Again the focus of the 2015 treatment plan was to continue treating some of the worst alleys.  

2016 PLANNED MAINTENANCE

Borough Staff Projects

Name





Recommendation



Ward


levan ALLEY 



Base Replacement and 3”

3








Overlay

Dobbin ALLEY



Base Replacement and 3”

3

(SCHIMMELPFENNIG ALLEY 

Overlay

TO SOUTH ST)








Contracted Projects- to be bid together on PennDOT Forms

Name





Recommendation



Ward


Hamme Alley



Crack Seal, Microsurface

3

HAZEL ALLEY




Crack Seal, Microsurface

1

WENTZ ALLEY



Crack Seal, Microsurface

2

KEEFER ALLEY 



Crack Seal, Microsurface

1








Base repair as required

STRICKHOUSER ALLEY


Crack Seal, Microsurface

1

PLANK ALLEY 



Crack Seal, Microsurface

3
zERFING ALLEY



Crack Seal, Microsurface

3

(FRANKLIN TO WEST STREET)

Because the Borough has a budgeted plan for 2011, we have added additional maintenance for 2016.  Levan and portions of Dobbin Alley are in poor condition. They should be treated with a base replacement and 3” overlay.  The cost estimates assume the Borough work crew is doing the work.  After selecting alleys to be microsurfaced, money was left in the budget; therefore these two were chosen to receive treatment because of their small size.  The above contracted alleys including Hamme, Hazel,Wentz, Keefer, Strickhouser, Plank and portions of Zerfing Alley should receive a crack seal and microsurface treatment.  These alleys were all paved between 2005 and 2008 and will require a microsurface treatment by 2016.  

In cases where there is money left in the budget from the previous year’s alley projects, we would recommend that additional alleys be treated.  For alleys receiving a microsurface treatment in 2012 and 2013, it is important that these alleys be treated as soon as possible.  The longer the treatment is prolonged, the more costly the repair will be.   If possible, we would recommend that all base and binder repair be performed at the same time by one contractor.  This will be more cost effective.  Additionally, if possible, all alleys scheduled for microsurfacing should be treated at the same time by one contractor or the same contractor completing the base and binder repair.  This will ultimately allow for better prices and make the contracting easier.    

Link to Interactive Cost Estimate (an Excel document)
i

_1359971441.xls
Chart1

		0.5695808572

		0.3557958676

		0.0187563665

		0.0558669087



CONDITION VS. AREA (SY)



Template

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Route Name		Route #

		Road Length (miles)								Type		Local										Storm Sewer Condition:

		Paved width (feet)						Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition:

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		100.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		200.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		300.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		400.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		500.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		600.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		700.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		800.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		900.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		1000.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

																						100.0		100.0		100.0		100.0		100.0		100.0

		1. Stationing from ___________________ to _____________________





Ackerson Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Ackerson Alley

		Road Length (miles)		0.04678						Type		Alley		Area =		302		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				5.5"		Left Side								Overall Curb Condition:				Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway																				Alligator		Longitud.		Transverse		Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating																				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		025.00+		None		Medium		None		None		No		0		5(left)		Fair		No		100		75		100		100		100		75																				None		Medium		None		None

		050.00+		None		Medium		None		Medium		No		0		6.5(left)		Fair		No		100		75		100		75		100		50																				None		Medium		None		Medium

		075.00+		None		None		None		Medium		No		0		6(left)		Fair		No		100		100		100		75		100		75																				None		None		None		Medium

		100.00+		None		None		None		None		No		0						No		100		100		100		100		100		100																				None		None		None		None

		125.00+		Medium		None		None		High		No		0						No		75		100		100		60		100		35																				High		None		None		High

		150.00+																				0		0		0		0

		175.00+		Medium		None		None		Medium		No		0						No		75		100		100		75		100		50																				Medium		None		None		Medium

		200.00+		Low		Medium		None		Low		No		0		5(left)		Fair		No		90		75		100		90		100		55																				Low		Medium		None		Low

		225.00+		High		None		None		None		No		0		6(left)		Fair		No		60		100		100		100		100		60																				High		None		None		None

		250.00+		None		High		None		Low		No		0						No		100		60		100		90		100		50																				None		High		None		Low

																						88.9		87.2		100.0		85.0		100.0		61.1

		1. Stationing from Naugle Alley to Hartzell Alley

		Notes:		*0+00 at the centerline of Naugle Alley

				*0+06 at the curbline of Naugle Alley

				*2+84 at the pavement seam of Hartzell Alley

				*Depressed step at 0+54 is a drainage issue

				*Curbline of Barlow Street at 1+32 to 1+63

				*Curb starts at 1+63 left side and ends at 2+27





Barbehenn Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Barbehenn Alley

		Road Length (miles)		0.07727						Type		Alley		Area =		454		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

																																														Revised						Old

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway														Alligator		Longitud.				Alligator		Longitud.

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating														Cracking		Cracking				Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		050.00+		High		None		None		Medium		No		0								60		100		100		75		100		35														High		None				None		High

		100.00+		None		High		None		High		No		0								100		60		100		60		100		20														None		High				None		High

		150.00+		Medium		None		None		High		No		0								75		100		100		60		100		35														Medium		None				Medium		None

		200.00+		None		High		None		Low		No		0								100		60		100		90		100		50														None		High				None		High

		250.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50														Medium		None				Low		High

		300.00+		None		None		None		Low		No		0								100		100		100		90		100		90														None		None				None		None

		350.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65														None		Medium				None		High

		400.00+		Low		None		None		Medium		No		0								90		100		100		75		100		65														Low		None				Low		High

																						87.5		86.9		100.0		76.9		100.0		51.3

		1. Stationing from Water Street to Stevens Street

				*0+00 at centerline of Water Street

				*0+12 at curbline of Water Street

				*4+20 at curbline of Stevens Street

				*Concrete wall on left from 0+12 to 0+74





Barlow Street

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Barlow Street

		Road Length (miles)		0.2438		excl. inter.)				Type		Local		Area =		4291		SY				Storm Sewer Condition: Poor

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				3										Overall Curb Condition: Poor

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		High		Low		No		0		3(left), 5(right)				Yes		100		60		60		90		100		10

		200.00+		None		Medium		High		Medium		Yes		50		4.5(left), 4(right)				Yes		100		75		60		75		99		9

		300.00+		None		High		High		Low		No		0		DA, 5(right)				Yes		100		60		60		90		100		10

		400.00+		None		High		High		Low		No		0		4.5(left), DA				Yes		100		60		60		90		100		10

		500.00+		Low		High		High		Low		No		0		4(left), 4(right)				Yes		90		60		60		90		100		0

		600.00+		Medium		High		Medium		None		Yes		100		3.5(right)				Yes		75		60		75		100		98		8

		700.00+		High		High		Medium		Medium		No		0		4.5(left), 3.5(right)				Yes		60		60		75		75		100		0

		800.00+		None		High		None		Medium		No		0		4.5(left), 3.5(right)				Yes		100		60		100		75		100		35

		900.00+		High		None		High		Low		No		0		4.5(left), 3.5(right)				Yes		60		100		60		90		100		10

		1000.00+		None		Medium		None		None		No		0		2(left), 1.5(right)				Yes		100		75		100		100		100		75

		1100.00+		None		None		Medium		None		No		0		2(left), 1.5(right)				Yes		100		100		75		100		100		75

		1200.00+		None		None		None		Medium		No		0		2(left), 1.5(right)				Yes		100		100		100		75		100		75

		1300.00+		None		High		None		Medium		No		0		4(left), 1.5(right)				Yes		100		60		100		75		100		35

																						88.5		67.0		71.0		87.5		99.7		27.1

		1. Stationing from Fourth Street (0+15) to Markley Alley (13+31)

				*0+00 at centerline of Fourth Street

				*0+15 at curbline of Fourth Street

				*13+31 at pavement seam of Markley Alley

				*assume 5% base repair

				*2 inlets needed at 9+00

				*curbline of Stratton at 9+16 and 9+45, ponding water on right

				*9+45 inlet on left

				*replace curb on left from 9+45 to 11+00

				*consider replacing all curb from Stratton to Markley

				*replace inlets

				*Inlets at 0+15(L&R), 7+31, 9+45(on Stratton)

				*replace right curb from 0+23 to 0+74

				*replace curb on right from 1+42 to 1+76, replace left curb from 1+42 to 1+93

				*mill and overlay

				*stormsewer need 2 boxes at 3+90 (lump sum for Stormsewer)

				*curbline of Pine Street at 5+93 and 6+23

				*5+80 need box on left

				*parking ticks on both sides

				*add additional inlet at Ackerson Alley





Bikle Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Bikle Alley

		Road Length (miles)		0.07595		Section 1				Type		Alley		Area =		535		SY		Section 1		Storm Sewer Condition: N/A

		Road Length (miles)		0.11136		Section 2								Area =		784		SY		Section 2

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100

		200.00+		None		None		None		None		No		0								100		100		100		100		100		100

		300.00+		None		None		None		None		No		0								100		100		100		100		100		100

		400.00+		None		None		None		None		No		0								100		100		100		100		100		100

		500.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		600.00+																				0		0		0		0

		700.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		800.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		900.00+		Low		None		None		Medium		No		0								90		100		100		75		100		65

		1000.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

																College Ave to Washington St						100		100		100		98		100		98

																Washington to Linbro Alley						86.25		100		100		82.5		100		68.75

																				Overall Rating		93.9		100.0		100.0		91.1		100.0		85.0

																										College Ave to Washington St						100.0

		1. Section 1 is College Avenue to pavement seam before Washington Street (0+15 to 4+16)																								Washington to Linbro Alley						73.0

		Section 2 is pavement seam to Linbro Alley (4+16 to 10+35)





Bream Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Bream Alley

		Road Length (miles)		0.07897						Type		Alley		Area =		603		SY				Storm Sewer Condition: Fair

		Paved width (feet)		13				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:  N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		High		None		Medium		Yes		100								100		60		100		75		90		25

		100.00+		Medium		High		None		Medium		Yes		100								75		60		100		75		90		0

		150.00+		None		High		None		Medium		Yes		100								100		60		100		75		90		25

		200.00+		None		High		None		Medium		yes		100								100		60		100		75		90		25

		250.00+		None		Medium		None		High		Yes		100								100		75		100		60		90		25

		300.00+		None		High		None		Medium		Yes		100								100		60		100		75		90		25

		350.00+		Low		High		None		Medium		Yes		100								90		60		100		75		90		15

		400.00+		None		High		None		Medium		Yes		100								100		60		100		75		90		25

																						95.6		61.9		100.0		73.1		89.7		20.4

		1. Stationing from Springs Avenue (0+20 ) to Middle Street (4+37)

				*0+00 at centerline of Springs Avenue

				*Inlets at 1+63 and 2+25

				*2' utility patch whole length





Brecken Ridge St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Brecken Ridge Street

		Road Length (miles)		0.11269		0+15 to 6+16		excl. inter.)		Type		Local		Area =		1455		SY				Storm Sewer Condition:

				0.17822		6+46 to End		excl. inter.)						Area =		3137		SY

		Paved width (feet)		22		0+00 to 6+46		Pavement Age (yrs)														Fair

		Paved width (feet)		30		6+46 to End

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition:

		Weathering		Good		Fair		Poor														Mostly Monolithic

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Medium		None		Medium		No		0		4.5(L), 7(R)				No		100		75		100		75		100		50				None		Medium		None

		200.00+		None		Low		Medium		Low		No		0		4.5(L), 7(R)				No		100		90		75		90		100		55				None		Low		Medium

		300.00+		None		Medium		None		Medium		No		0		4.5(L), 7(R)				No		100		75		100		75		100		50				None		Medium		None

		400.00+		None		Medium		None		Medium		No		0		4.5(L), 7(R)				No		100		75		100		75		100		50				None		Medium		None

		500.00+		None		None		None		Medium		No		0		4.5(L), 7(R)				No		100		100		100		75		100		75				None		None		None

		600.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90				None		None		None

		700.00+		None		None		Medium		None		No		0		6				No		100		100		75		100		100		75				None		None		Medium

		800.00+		None		Low		None		None		No		0						No		100		90		100		100		100		90				None		Low		None

		900.00+		None		Low		Medium		Low		No		0						No		100		90		75		90		100		55				None		Low		Medium

		1000.00+		None		Low		Medium		None		Yes		40		5(L), 7(R)				Yes		100		90		75		100		99		64				None		Low		Medium

		1100.00+		None		Medium		Medium		Low		No		0						Yes		100		75		75		90		100		40				None		Medium		Medium

		1200.00+		None		None		Medium		Low		No		0		5(L), 8(R)				Yes		100		100		75		90		100		65				None		None		Medium

		1300.00+		Low		Medium		None		Low		No		0						Yes		90		75		100		90		100		55				Low		High		None

		1400.00+		None		Medium		Medium		Low		No		0						Yes		100		75		75		90		100		40				None		High		Medium

		1500.00+		None		Medium		Low		None		No		0						Yes		100		75		90		100		100		65				None		High		Low

																						99.3		85.7		87.7		88.7		99.9		61.3

		1. Stationing from Baltimore Street (0+15) to Curbline at Corner (15+87)





Brickyard Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Brickyard Alley

		Road Length (miles)		0.2068						Type		Alley		Area =		1456		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+																				0		0		0		0

		200.00+																				0		0		0		0

		300.00+		Medium		None		None		High		No		0								75		100		100		60		100		35

		400.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		500.00+		High		None		None		High		No		0								60		100		100		60		100		20

		600.00+		Medium		Medium		None		Low		No		0								75		75		100		90		100		40

		700.00+		High		None		None		High		No		0								60		100		100		60		100		20

		800.00+		High		None		None		High		No		0								60		100		100		60		100		20

		900.00+		High		None		None		High		No		0								60		100		100		60		100		20

		1000.00+		High		None		None		High		No		0								60		100		100		60		100		20

		1100.00+		Medium		None		None		High		No		0								75		100		100		60		100		35

		1200.00+		High		None		None		High		No		0								60		100		100		60		100		20

																						63.8		96.9		100.0		65.6		100.0		26.5

		1. Stationing from Smith Alley (2+00) to College Avenue (12+92)

				*starts at 2+00 where Smith Alley ended.





Broadway St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Broadway Street

		Road Length (miles) East		0.18826		0+16 to 10+10		excl. inter.)		Type		Local		Area =		5302		SY				Storm Sewer Condition: Fair

		Road Length (miles) West		0.39754		10+40 to End		excl. inter.)						Area =		9489		SY

		Road Length (miles) East		0.1		0+16 to 5+40								Area =		2400		SY

		Paved width (feet) (East)		48				Pavement Age (yrs)

		Paved width (feet) (West)		48

		Paved width (feet) (West)		34		11+00 to 22+00

		Paved width (feet) (East)		40		0+16 to 5+40

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				3										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		None		None		None		None						5 L, 5 R		Fair				100		100		100		100		100		100

		100.00+		None		Medium		None		None				105		4 L, 4 R		Fair				100		75		100		100		98		73

		200.00+		Medium		None		None		Low												75		100		100		90		100		65

		300.00+		Medium		Medium		None		Low												75		75		100		90		100		40

		400.00+		High		None		None		Medium				10								60		100		100		75		100		35

		500.00+		High		Medium		None		Low												60		75		100		90		100		25

		Station2

		000.00+																				0		0		0		0

		100.00+		High		None		None		Low		Yes		5		5		Fair		Yes		60		100		100		90		100		50

		200.00+		Medium		None		None		Low		Yes		176		5		Fair		Yes		75		100		100		90		98		63

		300.00+		Medium		Medium		Low		Low		No				5		Fair		Yes		75		75		90		90		100		30

		400.00+		Medium		Medium		None		Medium		Yes		6		3		Fair		Yes		75		75		100		75		100		25

		500.00+		None		Low		Low		Low		No				3		Fair		Yes		100		90		90		90		100		70

		600.00+		Medium		None		None		None		Yes		112		3		Fair		Yes		75		100		100		100		98		73

		700.00+		Low		Medium		Medium		Low		No				3		Fair		Yes		90		75		75		90		100		30

		800.00+		Low		Medium		None		Low		No				3		Fair		Yes		90		75		100		90		100		55

		900.00+		Low		Medium		None		Medium		Yes		331		3		Fair		Yes		90		75		100		75		95		35

		1000.00+		Low		Medium		Medium		Medium		No				3		Fair		Yes		90		75		75		75		100		15		End of East Broadway

		1100.00+		None		Medium		Medium		None		No				3		Fair		Yes		100		75		75		100		100		50

		1200.00+		None		Medium		None		Low		No				3		Poor		Yes		100		75		100		90		100		65

		1300.00+		None		Medium		None		None		No				3		Fair		Yes		100		75		100		100		100		75

		1400.00+		None		Medium		None		None		No				3		Fair		Yes		100		75		100		100		100		75

		1500.00+		None		Medium		Medium		None		No				3		Fair		Yes		100		75		75		100		100		50

		1600.00+		None		None		None		None		No				3		Fair		Yes		100		100		100		100		100		100

		1700.00+		None		None		None		Low		Yes		103		3		Poor		Yes		100		100		100		90		99		89

		1800.00+		None		Medium		None		None		No				3		Fair		Yes		100		75		100		100		100		75

		1900.00+		None		High		None		Low		No				3		Fair		Yes		100		60		100		90		100		50

		2000.00+		None		Medium		None		High		No				3		Fair		Yes		100		75		100		60		100		35

		2100.00+		None		Medium		Medium		None		No				3		Fair		Yes		100		75		75		100		100		50

		2200.00+		None		None		High		None		No				3		Fair		Yes		100		100		60		100		100		60

		2300.00+		Low		High		Medium		Medium		No				3		Fair		Yes		90		60		75		75		100		0

		2400.00+		Low		Medium		Medium		None		No				3		Fair		Yes		90		75		75		100		100		40

		2500.00+		None		High		None		Low		No				3		Fair		Yes		100		60		100		90		100		50

		2600.00+		None		High		None		Low		No				3		Fair		Yes		100		60		100		90		100		50

		2700.00+		None		Medium		None		Low		No				3		Fair		Yes		100		75		100		90		100		65

		2800.00+		None		Medium		None		None		Yes		420		3		Fair		Yes		100		75		100		100		94		69

		2900.00+		None		High		None		Low		No				3		Fair		Yes		100		60		100		90		100		50

		3000.00+		None		Medium		None		Low		No				3		Fair		Yes		100		75		100		90		100		65

		3100.00+		None		High		None		None		No				3		Fair		Yes		100		60		100		100		100		60

																						91.1		79.1		93.6		90.9		99.5		54.2

																				East Broadway		80.6		85.3		95.6		88.1		99.3		49.0

		1. Stationing from Old Harrisburg Road (0+16)to Fourth Street (5+40)																		West Broadway		99.0		74.3		92.1		93.1		99.7		58.2

		2. Stationing from Old Harrisburg Road (0+16)to College Parking area (3199)





Bush Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Bush Alley

		Road Length (miles)		0.0373						Type		Alley		Area =		285		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		13				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		High		None		None		High		No		0						No		60		100		100		60		100		20

		050.00+		Medium		Low		None		Medium		No		0						No		75		90		100		75		100		40

		075.00+		Medium		None		None		Medium		No		0						No		75		100		100		75		100		50

		100.00+		High		None		None		High		No		0						No		60		100		100		60		100		20

		125.00+		High		Medium		None		Medium		No		0						No		60		75		100		75		100		10

		150.00+		Low		None		None		Low		No		0						No		90		100		100		90		100		80

		175.00+		Medium		None		None		Low		No		0						No		75		100		100		90		100		65

		200.00+		High		None		None		Low		No		0						No		60		100		100		90		100		50

																						69.4		95.6		100.0		76.9		100.0		41.9

		1. Stationing from Sickles Alley (0+10) to Middle Street (2+07

				*Station 0+00 at edge of gravel of driveway

				*Road starts at 0+10 at center of inlet

				*Road ends at 2+07 at the curbline of Middle Street





Cannery Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Cannery Alley

		Road Length (miles)		0.09318						Type		Alley		Area =		656		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse		Rutting		Patching

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking				Yes or No

		Station1

		000.00+																				0		0		0		0

		050.00+		Medium		Medium		None		Low		No		0								75		75		100		90		100		40				Medium		Medium		None		Low		No

		100.00+		Low		None		None		Low		No		0								90		100		100		90		100		80				Low		None		None		Low		No

		150.00+		Medium		Medium		None		Low		No		0								75		75		100		90		100		40				High		Medium		None		Medium		No

		200.00+		None		Medium		None		None		No		0								100		75		100		100		100		75				None		Medium		None		None		No

		250.00+		Medium		Medium		None		Low		No		0								75		75		100		90		100		40				Medium		High		None		Low		No

		300.00+		Medium		Medium		None		Medium		No		0								75		75		100		75		100		25				Medium		Medium		None		Medium		No

		350.00+		Low		None		None		Medium		No		0								90		100		100		75		100		65				Low		None		None		Medium		No

		400.00+		None		Medium		None		None		No		0								100		75		100		100		100		75				None		Medium		None		None		No

		450.00+		Low		None		None		Low		No		0								90		100		100		90		100		80				Low		None		None		Low		No

		500.00+		Low		None		None		None		No		0								90		100		100		100		100		90				Low		None		None		None		No

																						86.0		85.0		100.0		90.0		100.0		61.0

		1. Stationing from Fourth Street (0+10) to East Railroad Street (5+02)

				*0+00 at centerline of Fourth Street

				*0+10 at curbline of Fourth Street

				*5+02 at curbline of East Railroad Street

				*at 2+00 goes to 11' width





Cemetery Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Cemetery Alley

		Road Length (miles)		0.1108						Type		Alley		Area =		612		SY				Storm Sewer Condition: N/A

		Paved width (feet)		12		9		Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

		200.00+		High		None		None		Medium		No		0						No		60		100		100		75		100		35

		300.00+		Medium		None		None		Medium		No		0						No		75		100		100		75		100		50

		400.00+		Medium		None		None		Low		No		0						No		75		100		100		90		100		65

		500.00+		High		None		None		None		No		0						No		60		100		100		100		100		60

																						74.0		100.0		100.0		86.0		100.0		60.0

		1. Stationing from Washington Street (0+20) to Long Lane (6+05)

				*Station 0+00 at centerline of Washington Street

				*Road starts at 0+20

				*Road ends at 6+05 at the curbline of Long Lane

				*Road tapers to 9 feet wide at 1+00

				*Curb on left at 2+54 has 7.5" average reveal





College Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		College Avenue

		Road Length (miles)		0.1214		no interse.				Type		Local		Area =		2137		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		Low		None		None		No		0		7, 4		Fair				100		90		100		100		100		90

		100.00+		Low		Medium		None		None		No		0		5.5, 4		Fair				90		75		100		100		100		65

		150.00+		Low		None		None		Low		No		0		5, 4		Fair				90		100		100		90		100		80

		200.00+		Low		None		None		Low		No		0		DA, 4		Fair				90		100		100		90		100		80

		250.00+		None		High		None		Low		No		0		5.5, 4		Fair				100		60		100		90		100		50

		300.00+		Low		Medium		None		None		Yes		300		5.5, 5		Fair				90		75		100		100		87		52

		350.00+		Low		High		None		None		No		0		5, 5		Fair				90		60		100		100		100		50

		400.00+		Low		Medium		None		None		No		0		4, 4.5		Fair				90		75		100		100		100		65

		450.00+		None		Medium		None		None		No		0		6(right)		Fair				100		75		100		100		100		75

		500.00+		Low		High		None		None		No		0		6(right)		Fair				90		60		100		100		100		50

		550.00+		Medium		High		None		Low		No		0		7(right)		Fair				75		60		100		90		100		25

		600.00+		Low		Medium		None		None		No		0		8(right)		Fair				90		75		100		100		100		65

		650.00+		Low		Medium		None		Low		No		0		8(right)		Fair				90		75		100		90		100		55

																						91.2		75.4		100.0		96.2		99.0		61.7

		1. Stationing from Lincoln Avenue (0+15) to  Brickyard Alley (6+56)





Columbia Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Columbia Alley

		Road Length (miles)		0.03182						Type		Alley		Area =		169		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		9				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		050.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		075.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100

		125.00+		Medium		High		None		Medium		No		0								75		60		100		75		100		10

		150.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		175.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

																						96.4		90.7		100.0		85.0		100.0		72.1

		1. Stationing from Hazel Alley (0+09) to Stratton Street (1+77)

				*0+00 at centerline of Hazel Alley

				*0+09 at edge of Hazel Alley

				*1+77 at curbline of Stratton





Constitution Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Constitution Avenue

		Road Length (miles)		0.461		no interse.				Type		Local		Area =		8114		SY				Storm Sewer Condition: Good

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				6										Overall Curb Condition: Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		None		None		None		None		No		0								100		100		100		100		100		100

		100.00+		None		High		None		Low		Yes		60		6, 6.5		Good				100		60		100		90		99		49

		200.00+		None		None		Medium		None		No		0		6.5, 7		Good				100		100		75		100		100		75

		300.00+		Low		Medium		None		Low		No		0		6, 7.5		Good				90		75		100		90		100		55

		400.00+		Low		Medium		None		Low		No		0		6, 7.5		Good				90		75		100		90		100		55

		500.00+		Low		None		None		None		No		0		6.5, 7.5		Good				90		100		100		100		100		90

		600.00+		None		None		None		None		No		0		HCR, HCR						100		100		100		100		100		100

		700.00+		None		Medium		None		Medium		No		0		6.5, 7		Good				100		75		100		75		100		50

		800.00+		None		None		None		None		No		0		6, 6		Good				100		100		100		100		100		100

		900.00+		None		Medium		None		Low		No		0		6, 6		Good				100		75		100		90		100		65

		1000.00+		Low		None		High		Low		No		0		6,6		Good				90		100		60		90		100		40

		1100.00+		None		None		None		None		No		0		6,6		Good				100		100		100		100		100		100

		1200.00+		None		Medium		Medium		None		No		0		6,6		Good				100		75		75		100		100		50

		1300.00+		None		None		None		None		No		0		6,6		Good				100		100		100		100		100		100

		1400.00+		Low		None		None		None		No		0		6,6		Good				90		100		100		100		100		90

		1500.00+		None		None		Medium		Low		No		0		6,6		Good				100		100		75		90		100		65

		1600.00+		Low		None		None		Medium		No		0		6,6		Good				90		100		100		75		100		65

		1700.00+		Low		None		None		None		No		0		6,6		Good				90		100		100		100		100		90

		1800.00+		None		Medium		None		None		No		0		6,6		Good				100		75		100		100		100		75

		1900.00+		Low		None		High		Low		No		0		6,6		Good				90		100		60		90		100		40

		2000.00+		High		None		None		High		No		0		6,6		Good				60		100		100		60		100		20

		2100.00+		None		None		None		None		No		0		6,6		Good				100		100		100		100		100		100

		2200.00+		None		None		None		Low		No		0		6,6		Good				100		100		100		90		100		90

		2300.00+		None		Low		None		None		No		0		6,6		Good				100		90		100		100		100		90

		2400.00+		None		Medium		None		Low		No		0		6,6		Good				100		75		100		90		100		65

																						95.2		91.0		93.8		92.8		99.9		72.7

		1. Stationing from West Lincoln Avenue (0+15) to Washington Street (24+49)





Court Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Court Alley

		Road Length (miles)		0.4644						Type		Alley		Area =		3542		SY				Storm Sewer Condition: Fair

		Paved width (feet)		13				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		High		Yes		78						Yes		100		100		100		60		96		56

		200.00+		None		Medium		None		Medium		No		0						Yes		100		75		100		75		100		50

		300.00+		None		High		None		High		No		0						Yes		100		60		100		60		100		20

		400.00+		None		High		None		High		Yes		12						Yes		100		60		100		60		99		19

		500.00+		Medium		High		None		High		No		0						Yes		75		60		100		60		100		0

		600.00+		None		Medium		None		None		No		0						Yes		100		75		100		100		100		75

		700.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		800.00+		None		Medium		None		None		No		0						Yes		100		75		100		100		100		75

		900.00+		Medium		Medium		None		Medium		Yes		6						Yes		75		75		100		75		100		25

		1000.00+		Medium		None		None		Medium		Yes		6						Yes		75		100		100		75		100		50

		1100.00+		None		High		None		High		No		0						Yes		100		60		100		60		100		20

		1200.00+		High		None		None		Low		No		0						Yes		60		100		100		90		100		50

		1300.00+		High		None		None		High		No		0						Yes		60		100		100		60		100		20

		1400.00+		Medium		None		None		Low		No		0						Yes		75		100		100		90		100		65

		1500.00+		Medium		None		None		Low		No		0						Yes		75		100		100		90		100		65

		1600.00+		Low		None		None		Medium		No		0						Yes		90		100		100		75		100		65

		1700.00+		None		None		None		Medium		No		0						Yes		100		100		100		75		100		75

		1800.00+		High		None		None		High		No		0						Yes		60		100		100		60		100		20

		1900.00+		Medium		None		None		None		No		0						Yes		75		100		100		100		100		75

		2000.00+		High		None		None		Medium		No		0						Yes		60		100		100		75		100		35

		2100.00+		None		None		Medium		None		No		0						Yes		100		100		75		100		100		75

		2200.00+		High		None		None		High		No		0						Yes		60		100		100		60		100		20

		2300.00+																		Yes		0		0		0		0

		2400.00+		None		None		None		Low		No		0						Yes		100		100		100		90		100		90

		2500.00+		None		Medium		None		Low		No		0						Yes		100		75		100		90		100		65

																						85.0		88.1		99.0		78.3		99.8		50.4

		1. Stationing from Washington Street (0+18) to Legion Alley (25+26)

																										High St to Legion Alley						78

				*Station 0+00 at centerline of Washington Street (straight with inlet box)

				*Road starts at 0+18(edge of Court Alley)

				*Starting around Station 9+00 the alley narrows to 12'

				*Station 23+00 falls in the intersection of High Street

				*Inlet boxes found at 0+60, 2+98, 6+95, 9+20, 10+30, 12+70, 14+43 (double inlet box), 16+60, 16+82

				*At 3+50 curb starts (left), alley widens to 18', appears boro only maintains 12'.

				*12+54 curbline of South Street

				*16+60 curbline of Breckenridge Street, 16+82 curbline on opposite side.





Culp St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Culp Street		Route #

		Road Length (miles)		0.1753		(incl. inter.)				Type		Local		Area =		3086		SY				Storm Sewer Condition: All underground

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5.5										Overall Curb Condition:				Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		Low		Medium		Medium		Low		No		0		5.5		Fair		Yes		90		75		75		90		100		30

		200.00+		High		None		None		None		No		0		5.5		Fair		Yes		60		100		100		100		100		60

		300.00+		High		None		None		High		No		0		5.5		Poor		Yes		60		100		100		60		100		20

		400.00+		None		High		Medium		Medium		No		0		5.5		Fair		Yes		100		60		75		75		100		10

		500.00+		None		High		None		Medium		Yes		102		5.5		Fair		Yes		100		60		100		75		98		33

		600.00+		Low		High		Medium		High		No		0		5.5		Fair		Yes		90		60		75		60		100		0

		700.00+		None		High		Low		None		No		0		5.5		Fair		Yes		100		60		90		100		100		50

		800.00+		None		High		None		None		No		0		5.5		Fair		Yes		100		60		100		100		100		60

		900.00+		Medium		High		None		None		Yes		18		5.5		Fair		Yes		75		60		100		100		100		35

																						86.1		70.6		90.6		84.4		99.7		33.0

		1. Stationing from centerline of Steinwehr Avenue to Curb line of Fairview Street

		General Notes:		0+19, edge of Steinwehr Avenue

				3+00, curb is shoving for 30'

				Underground stormsewer

				9+45, edge of curbline of Fairview Street





Delap Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Delap Avenue

		Road Length (miles)		0.11193						Type		Alley		Area =		920		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		14				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		None		No		0								100		100		100		100		100		100

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100

		150.00+		None		None		None		None		No		0								100		100		100		100		100		100

		200.00+		None		None		None		None		No		0								100		100		100		100		100		100

		250.00+		None		None		None		None		No		0								100		100		100		100		100		100

		300.00+		None		None		None		None		No		0								100		100		100		100		100		100

		350.00+		None		None		None		None		No		0								100		100		100		100		100		100

		400.00+		None		None		None		None		No		0								100		100		100		100		100		100

		450.00+		None		None		None		None		No		0								100		100		100		100		100		100

		500.00+		None		None		None		None		No		0								100		100		100		100		100		100

		550.00+		None		None		None		None		No		0		4.5(left)		Fair				100		100		100		100		100		100

		600.00+		None		None		None		None		No		0								100		100		100		100		100		100

																						100.0		100.0		100.0		100.0		100.0		100.0

		1. Stationing from Washington Street (0+11) to Carlise Street (6+01)





Dobbin Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Dobbin Alley

		Road Length (miles)		0.098295		Section 1				Type		Alley		Area =		730		SY		Section 1		Storm Sewer Condition: Fair

		Road Length (miles)		0.0714		Section 2								Area =		420		SY		Section 2

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		None		Low		No		0								100		60		100		90		100		50

		200.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		300.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		400.00+		None		Low		None		Low		No		0								100		90		100		90		100		80

		500.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

																						100.0		90.0		100.0		87.0		100.0		77.0

		1. Stationing from Schimmelpfennig Alley(0+06) to Hospital building (5+25)																												Schimmelpfennig to South Street		50.0

				*Station 0+00 at centerline of Schimmelpfennig Alley

				*1+70 back of side walk, 1+76 curb of South Street

				*2+00 starts 14' width

				*Section 1 ends at 5+25 (sidewalk)

		Section 2

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse		Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Low		Low		Medium		No		0								100		90		90		75		100		55				None		Low		Low		Medium

		200.00+		None		None		Medium		High		No		0								100		100		75		60		100		35				None		None		Medium		High

		300.00+		None		None		None		Low		No		0								100		100		100		90		100		90				None		None		None		Low

		400.00+		None		None		High		Low		No		0								100		100		60		90		100		50				None		None		High		Low

																						100.0		97.5		81.3		78.8		100.0		57.5

																														Overall Average		68

		1. Stationing from Pavement seam at Hospital Alley (0+60 to Court Alley (4+37)

				*0+00.00 at curbline of Wellspan

				*Section 2 starts at 0+60 at the pavement seam

				*Inlets at 1+35, 4+00, 4+37





East Lincoln Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		East Lincoln Avenue

		Road Length (miles)		0.13315						Type		Local		Area =		2344		SY				Storm Sewer Condition:				Poor

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		Medium		High		None		Medium		No		0		4.5(left), 5.5(right)						75		60		100		75		100		10

		200.00+		Medium		High		None		Medium		No		0		4.5(left), 5.5(right)						75		60		100		75		100		10

		300.00+		Low		High		Medium		Medium		No		0		5.5(left), 4.5(right)						90		60		75		75		100		0

		400.00+		None		High		Medium		Low		No		0		6(left), 5.5(right)						100		60		75		90		100		25

		500.00+		Low		High		None		Medium		No		0		5.5(left), 4.5(right)						90		60		100		75		100		25

		600.00+		Low		High		High		Low		Yes		100								90		60		60		90		98		0

		700.00+		None		High		None		Medium		Yes		100								100		60		100		75		98		33

																						88.6		60.0		87.1		79.3		99.4		14.7

		1. Stationing from Fourth Street (0+19) to Old Harrisburg Road (7+22)

				*0+00 at centerline of Fourth Street

				*0+19 at curbline of Fourth Street

				*7+22 at curbline of Old Harrisburg Road

				*inlets at 0+19(Fourth St, cover issues), 1+00, 3+00, 5+45(L&R), 7+03, 9+08

				*regular curb with 40" grass strip on right

				*4+59 replace right curb to 4+85

				*6+98 utility pole# 14643-18389





East Middle St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		East Middle Street

		Road Length (miles)		0.59754		(incl. inter.)				Type		Local		Area =		10900		SY				Storm Sewer Condition: Fair

		Paved width (feet)		40		30		Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5.5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		High		None		None		Low		No		0		7, 7		Good				60		100		100		90		100		50

		200.00+		Medium		None		None		Low		No		0		7, 6		Good				75		100		100		90		100		65

		300.00+		High		None		None		Medium		No		0		7, 7		Good				60		100		100		75		100		35

		400.00+		High		None		None		High		No		0		Inters						60		100		100		60		100		20

		500.00+		High		None		None		Medium		No		0		6, 4		Fair				60		100		100		75		100		35

		600.00+		High		None		None		High		No		0		DA, 5.5		Fair				60		100		100		60		100		20

		700.00+		High		None		None		High		No		0		5, 4		Fair				60		100		100		60		100		20

		800.00+		High		None		None		Medium		No		0		DA, DA						60		100		100		75		100		35

		900.00+		Low		None		None		Low		No		0		4, 5		Fair				90		100		100		90		100		80

		1000.00+		Medium		None		None		Medium		No		0		5.5, 5		Fair				75		100		100		75		100		50

		1100.00+		Medium		None		None		Medium		No		0		4.5, DA		Good				75		100		100		75		100		50

		1200.00+		Medium		None		None		High		No		0		6, 2.5		Fair				75		100		100		60		100		35

		1300.00+		Medium		None		None		Medium		No		0		6, 6		Fair				75		100		100		75		100		50

		1400.00+		Low		None		None		Medium		No		0		Inters						90		100		100		75		100		65

		1500.00+		None		High		None		Medium		No		0		4.5, 6		Fair				100		60		100		75		100		35

		1600.00+		Medium		None		None		Medium		No		0		6, 4		Fair				75		100		100		75		100		50

		1700.00+		Low		High		None		Low		No		0		6, 6		Fair				90		60		100		90		100		40

		1800.00+		Low		None		None		Medium		No		0		6.5, 6.5		Fair				90		100		100		75		100		65

		1900.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		2000.00+		High		None		None		Medium		Yes		16								60		100		100		75		100		35

		2100.00+		Medium		None		None		Medium		Yes		1200								75		100		100		75		80		30

		2200.00+		Medium		None		None		High		No		0								75		100		100		60		100		35

		2300.00+		Low		None		Medium		Low		No		0								90		100		75		90		100		55

		2400.00+		Low		None		Low		Medium		No		0		6.5, 5.5		Good				90		100		90		75		100		55

		2500.00+		Medium		None		None		High		No		0		5, 5		Fair				75		100		100		60		100		35

		2600.00+		Medium		None		None		Low		Yes		40								75		100		100		90		99		64

		2700.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		2800.00+		None		Medium		None		Low		No		0		5.5, 5.5		Fair				100		75		100		90		100		65

		2900.00+		None		None		None		Low		Yes		120		5.5, 5.5		Fair				100		100		100		90		98		88

		3000.00+		Low		None		None		None		Yes		20		DA, 5.5		Fair				90		100		100		100		100		90

		3100.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

																						78.7		96.6		98.9		77.7		99.2		51.2

		1. Stationing from Curbline of 6th (0+37)street to Baltimore Street (31+92)





East Railroad St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		East Railroad Street

		Road Length (miles)		0.221						Type		Local		Area =		2015		SY				Storm Sewer Condition: N/A

		Paved width (feet)		24		12,17		Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100

		200.00+		Low		None		None		None		No		0								90		100		100		100		100		90

		300.00+		None		Medium		None		None		No		0								100		75		100		100		100		75

		400.00+		High		None		None		High		No		0								60		100		100		60		100		20

		500.00+		High		None		None		High		No		0								60		100		100		60		100		20

		600.00+		High		None		None		High		No		0								60		100		100		60		100		20

		700.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		800.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		900.00+		Medium		None		None		Low		No		0								75		100		100		90		100		65

		1000.00+		High		None		None		Low		No		0		4"(right)		Fair				60		100		100		90		100		50

		1100.00+		High		None		None		Medium		No		0		4"(right)		Fair				60		100		100		75		100		35

																						72.7		97.7		100.0		80.5		100.0		50.9

		1. Stationing from Dead end (0+00) to Fourth Street (11+67)

				*0+00 at the end of East Railroad Road

				*1+85 begin 12' width

				*7+86 flares to 17'

				*curb starts on right (monolithic) at 9+73

				*11+67 at the curbline of Fourth Street





Elm St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Elm Street

		Road Length (miles)		0.09						Type		Local		Area =		1584		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				3										Overall Curb Condition: Fair, minimal reveal

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		High		None		Medium		Yes		12		3						100		60		100		75		99		34

		100.00+		None		None		None		High		Yes		318		3						100		100		100		60		86		46

		150.00+		None		High		None		High		No		0		3						100		60		100		60		100		20

		200.00+		None		High		None		Low		No		0		3						100		60		100		90		100		50

		250.00+		None		High		None		High		No		0		3						100		60		100		60		100		20

		300.00+		None		High		None		None		No		0		2(left), 4(right)						100		60		100		100		100		60

		350.00+		None		High		None		None		No		0		2(left), DA(right)						100		60		100		100		100		60

		400.00+		None		High		None		Low		No		0		2						100		60		100		90		100		50

		450.00+		None		High		None		Medium		No		0		2						100		60		100		75		100		35

																						100.0		64.4		100.0		78.9		98.4		41.7

		1. Stationing from Hay Street (0+15) to Buford Avenue (4+90)

				*Station 0+00 at centerline of Hay Street

				*0+15 at Curbline of Hay St

				*4+90 at curbline of Route 30

				*Inlets at 0+18, 3+45(L&R), 4+90(L&R)

				*Replace both curbs from 0+27 to end.





Fairview Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Fairview Avenue

		Road Length (miles)		0.4441		(excl. inter.)				Type		Local		Area =		7817		SY				Storm Sewer Condition: N/A

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		Low		None		High		Medium		No		0		7.5 right, 4.5 (L)		Fair		Yes		90		100		60		75		100		25

		200.00+		None		Medium		None		Medium		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		100		75		100		50

		300.00+		None		Low		None		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		90		100		90		100		80

		400.00+		Low		Low		Low		Medium		No		0		7.5 right, 4.5 (L)		Fair		Yes		90		90		90		75		100		45

		500.00+		Low		Low		Medium		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		90		90		75		90		100		45

		600.00+		Low		None		High		Low		Yes		15		7.5 right, 4.5 (L)		Fair		Yes		90		100		60		90		100		40

		700.00+		None		Medium		None		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		100		90		100		65

		800.00+		None		Low		Medium		None		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		90		75		100		100		65

		900.00+		None		Medium		Medium		Medium		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		75		75		100		25

		1000.00+		None		Medium		Low		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		90		90		100		55

		11+00.00		Low		High		Medium		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		90		60		75		90		100		15

		12+00.00		Low		Medium		None		Medium		No		0		7.5 right, 4.5 (L)		Fair		Yes		90		75		100		75		100		40

		13+00.00		None		Medium		None		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		100		90		100		65

		14+00.00		Low		Medium		None		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		90		75		100		90		100		55

		15+00.00		None		Medium		Low		Medium		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		90		75		100		40

		16+00.00		None		Medium		Medium		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		75		90		100		40

		17+00.00		None		Low		Low		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		90		90		90		100		70

		18+00.00		None		None		None		High		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		100		100		60		100		60

		19+00.00		Low		Medium		Medium		None		No		0		7.5 right, 4.5 (L)		Fair		Yes		90		75		75		100		100		40

		20+00.00		None		Medium		Medium		Medium		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		75		75		100		25

		21+00.00		None		None		Medium		High		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		100		75		60		100		35

		22+00.00		None		Medium		Low		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		90		90		100		55

		23+00.00		None		Medium		Low		Medium		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		90		75		100		40

		24+00.00		Low		Medium		Medium		None		No		0		7.5 right, 4.5 (L)		Fair		Yes		90		75		75		100		100		40

																						96.3		81.7		84.8		83.8		100.0		46.4

		1. Stationing from Long Lane (0+13) to Gettys Street (24+35)

				*Station 0+00.00 at centerline of Long Lane

				*Road ends at 24+35 at the curbline of Gettys Street

				*Curb on right from 7+87 to 8+78 is pushing in/falling over

				*Curb on right is shoving into street almost entire length.

				*Station 18+00 falls on center of intersection with Queen Street





Fifth St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Fifth Street

		Road Length (miles)		0.2665		(excludes inters)				Type		Local		Area =		4691		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				6										Overall Curb Condition: Fair/Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		Low		None		None		High		Yes		400		7, 7.5		Fair				90		100		100		60		91		41

		200.00+		None		None		None		Low		Yes		400		HCR, HCR		Good				100		100		100		90		91		81

		300.00+		Low		None		None		None		No		0		7.5, 7.5		Fair				90		100		100		100		100		90

		400.00+		None		None		None		None		Yes		50		HCR, HCR		Fair				100		100		100		100		99		99

		500.00+		None		Medium		Medium		None		Yes		50		5, DA		Fair				100		75		75		100		99		49

		600.00+		None		None		None		None		No		0		7, 7		Fair				100		100		100		100		100		100

		700.00+		None		None		None		None		No		0								100		100		100		100		100		100

		800.00+		None		None		None		None		No		0		HCR, 7.5		Good				100		100		100		100		100		100

		900.00+		Medium		None		None		Medium		Yes		48		5.5, 6.5		Fair				75		100		100		75		99		49

		1000.00+		High		None		None		High		No		0		4, 5		Fair				60		100		100		60		100		20

		1100.00+		None		None		None		None		No		0		HCR, HCR						100		100		100		100		100		100

		1200.00+		None		None		None		None		No		0		5, DA		Fair				100		100		100		100		100		100

		1300.00+		None		None		None		None		Yes		200		8.5, DA		Fair				100		100		100		100		96		96

		1400.00+		None		None		None		None		No		0		DA, 5.5		Fair				100		100		100		100		100		100

																						91.5		97.5		97.5		88.5		97.9		80.3

		1. Stationing from Furniture Alley (0+06) to Middle Street (14+82)

				*HCR denotes Handicap Ramp





Foth Alley

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Foth Alley

		Road Length (miles)		0.07973						Type		Alley		Area =		562		SY				Storm Sewer Condition:				Poor

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		High		Medium		None		Low		No		0								60		75		100		90		100		25

		100.00+		High		None		None		High		No		0								60		100		100		60		100		20

		150.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		200.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		250.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		300.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		350.00+		Low		None		None		None		No		0								90		100		100		100		100		90

		400.00+		High		Low		None		None		No		0								60		90		100		100		100		50

																						75.0		95.6		100.0		86.9		100.0		57.5

		1. Stationing from Strattion Street (0+10) to Strickhouser Alley (4+31)





Fourth St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Fourth Street

		Road Length (miles)		0.58		(excl. intersections)				Type		Local		Area =		10200		SY				Storm Sewer Condition: Poor

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5"										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		Broadway Street

		100.00+		Broadway Street

		200.00+		Broadway Street

		300.00+		Broadway Street

		400.00+		Broadway Street

		500.00+		Broadway Street

		600.00+		Low		Medium		None		None												90		75		100		100		100		65

		700.00+		Medium		None		None		Low						6.5, L 3 R		Fair				75		100		100		90		100		65

		800.00+		Low		Medium		None		None												90		75		100		100		100		65

		900.00+		Low		High		None		Low												90		60		100		90		100		40

		1000.00+		None		Medium		None		None												100		75		100		100		100		75

		1100.00+		Medium		Medium		None		Medium												75		75		100		75		100		25

		1200.00+		Low		Medium		None		None												90		75		100		100		100		65

		1300.00+		Low		None		None		None												90		100		100		100		100		90

		1400.00+		Low		Medium		None		None												90		75		100		100		100		65

		1500.00+		Low		None		None		None												90		100		100		100		100		90

		1600.00+		Medium		None		None		Low												75		100		100		90		100		65

		1700.00+		High		None		None		Low												60		100		100		90		100		50

		1800.00+		Low		Medium		None		Low												90		75		100		90		100		55

		1900.00+		Low		None		None		Low												90		100		100		90		100		80

		2000.00+		Low		None		None		None						5 L, 5 R		Fair				90		100		100		100		100		90

		2100.00+		Medium		None		Medium		Medium						5 L, 5 R		Fair				75		100		75		75		100		25

		2200.00+		None		None		None		Low												100		100		100		90		100		90

		2300.00+		None		Medium		None		Low												100		75		100		90		100		65

		2400.00+		None		Medium		None		Medium												100		75		100		75		100		50

		2500.00+		Low		Low		None		Medium												90		90		100		75		100		55

		2600.00+		Low		None		None		Low												90		100		100		90		100		80

		2700.00+		None		High		None		Low												100		60		100		90		100		50

		2800.00+		None		None		Medium		None												100		100		75		100		100		75

		2900.00+		Low		None		None		None												90		100		100		100		100		90

		3000.00+		None		None		Low		None												100		100		90		100		100		90

		3100.00+		None		None		None		Low												100		100		100		90		100		90

		3200.00+		Low		None		None		None												90		100		100		100		100		90

		3300.00+		Low		None		None		Low												90		100		100		90		100		80

		3400.00+		Medium		None		None		Low												75		100		100		90		100		65

		3500.00+		Low		None		None		None												90		100		100		100		100		90

		3600.00+		Low		High		None		Low												90		60		100		90		100		40

																						89.2		88.5		98.1		92.3		100.0		68.1

		1. Stationing from Old Harrisburg Road(0+16) to Middle Street (36+16)

				Fourth street starts at 5+40





Franklin St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Franklin Street

		Road Length (miles)		0.2442		(incl. intersections)				Type		Local		Area =		4893		SY				Storm Sewer Condition: Fair

		Road Length (miles)		0.114015												2007

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		Medium		Low		No		0		DA, 5.5(right)		Fair		Yes		100		60		75		90		100		25

		200.00+		None		High		None		High		No		0		DA, DA		Fair		Yes		100		60		100		60		100		20

		300.00+		None		Medium		None		High		No		0		5(left), 5(right)		Fair		Yes		100		75		100		60		100		35

		400.00+		None		High		Medium		High		No		0		5(left), 5(right)		Fair		Yes		100		60		75		60		100		0

		500.00+		None		High		Medium		Medium		No		0		5.5(right)		Fair		Yes		100		60		75		75		100		10

		600.00+		None		High		Medium		High		No		0		5.5(right)		Fair		Yes		100		60		75		60		100		0

		700.00+		None		High		None		Low		No		0		5(left), 3(right)		Fair		Yes		100		60		100		90		100		50

		800.00+		None		High		Low		Medium		Yes		40		3(left), 4.5(right)		Fair		Yes		100		60		90		75		99		24

		900.00+		None		None		None		None		No		0		4(left), 5(right)		Fair		Yes		100		100		100		100		100		100

		1000.00+		None		Low		None		None		No		0		3.5(left), 6(right)		Fair		Yes		100		90		100		100		100		90

		1100.00+		None		Medium		None		Medium		No		0		7(left), 4.5(right)		Fair		Yes		100		75		100		75		100		50

		1200.00+		None		High		Medium		None		No		0		7(left), 4.5(right)		Fair		Yes		100		60		75		100		100		35

		1300.00+		None		High		None		None		No		0		DA, 6(right)		Fair		Yes		100		60		100		100		100		60

		1400.00+		None		High		High		Low		No		0		4.5(left), 7.5(right)		Fair		Yes		100		60		60		90		100		10

		1500.00+																				0		0		0		0

		1600.00+		None		None		None		None		No		0		3.5(left), 6.5(right)		Fair		Yes		100		100		100		100		100		100

		1700.00+		None		High		None		None		No		0		3.5(left), 6.5(right)		Fair		Yes		100		60		100		100		100		60

		1800.00+		None		High		None		Low		No		0		6.5(right)		Fair		Yes		100		60		100		90		100		50

		1900.00+		None		None		None		None		No		0		5(left), 5(right)		Fair		Yes		100		100		100		100		100		100

																						100.0		70.0		90.3		84.7		100.0		45.5

																				Breckenridge St to High St		100		63		83		68		100		15

		1. Stationing from Breckenridge Street (0+20) to Cul-De-Sac (19+12)																		High St to Cul-De-Sac		100		74		94		93		100		61

				*0+00 at centerline of Breckenridge

				*0+20 at curbline of Breckenridge

				*19+12 at back of curb on cul-de-sac

				*cul-de-sac begins at 18+27, curbed entirely around, 63' diameter

				*Inlets at 1+92, 4+39, 6+22(l&r), 10+42, 10+47, 12+68, 14+66, 15+13, 16+92(l&r), 17+20,  17+72, 18+27, 18+88, one inlet not standard size

				*stopbar at 15+34 and 14+70

				*double yellow from 14+70 to 15+56

				*start regular curb on right at 15+11

				*curbline of Racehorse Alley at 17+00 and 17+13

				*17+20 curb starts on right

				*double yellow from 0+70 to 0+94

				*scratch, underlay, profile, resurface

				*utility patch 3' wide for whole length

				*monolithic sidewalk on right

				*regular curb on right starting at 4+00

				*curbline of High St. at 6+22 and 6+52

				*monolithic sidewalk on both sides starting at 6+52

				*double yellow starts at 8+58

				*Curbline of Middle Street at 10+42 and 10+74

				*Stopbar at 10+90 and start of double yellow

				*regular curb on left at 10+74

				*curbline of Route 30 at 14+70 and 15+11





Furniture Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Furniture Alley

		Road Length (miles)		0.15625						Type		Alley		Area =		970		SY				Storm Sewer Condition: Fair

		Paved width (feet)		12		10		Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		Low		Yes		40						Yes		100		100		100		90		96		86

		100.00+		None		High		Medium		Low		Yes		40						Yes		100		60		75		90		96		21

		150.00+		None		None		Medium		Low		Yes		40						Yes		100		100		75		90		96		61

		200.00+		High		High		Medium		Medium		Yes		40						Yes		60		60		75		75		96		0

		250.00+		High		None		None		Medium		Yes		40						Yes		60		100		100		75		96		31

		300.00+		None		Medium		High		Medium		Yes		40						Yes		100		75		60		75		96		6

		350.00+		High		High		None		Medium		Yes		40				Poor		Yes		60		60		100		75		96		0

		400.00+		Medium		High		High		Medium		Yes		40						Yes		75		60		60		75		96		0

		450.00+		Low		High		Medium		Medium		Yes		40						Yes		90		60		75		75		96		0

		500.00+		High		High		None		High		Yes		40						Yes		60		60		100		60		96		0

		550.00+		None		High		High		High		Yes		40						Yes		100		60		60		60		96		0

		600.00+		High		High		None		High		Yes		40						Yes		60		60		100		60		96		0

		650.00+		None		None		None		High		Yes		40						Yes		100		100		100		60		96		56

		700.00+		High		High		None		High		Yes		40						Yes		60		60		100		60		96		0

		750.00+		High		High		None		Medium		Yes		40						Yes		60		60		100		75		96		0

		800.00+		None		None		None		Medium		Yes		40						Yes		100		100		100		75		96		71

		850.00+		None		None		None		None		Yes		40						Yes		100		100		100		100		96		96

																						81.5		75.0		87.1		74.7		95.6		25.0

		1. Stationing from sixth street (0+00) to Little Alley (8+55)

				*0+00 adjacent to manhole on Sixth Street

				*8+55 pavement seam at Little Alley

				*Inlets at 0+09 and 0+25

				*10' width starting at 0+60

				*4' wide patch whole length

				*Curb on left at 3+42 to 3+71

				*curbline of Fourth at 6+57 and 6+88, goes to 12' width at 6+88





Gettys St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Gettys Street

		Road Length (miles)		0.2337		no interse.				Type		Local		Area =		4936		SY				Storm Sewer Condition: Fair

		Paved width (feet)		36				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		Low		Medium		None		Medium		Yes		6				Good		Yes		90		75		100		75		100		40

		200.00+		None		Medium		None		Low								Good		Yes		100		75		100		90		100		65

		300.00+		Low		None		None		Medium								Good		Yes		90		100		100		75		100		65

		400.00+		Low		Medium		None		Medium								Good		Yes		90		75		100		75		100		40

		500.00+		Medium		Medium		None		High		Yes		4				Good		Yes		75		75		100		60		100		10

		600.00+		Low		Medium		Medium		Medium								Good		Yes		90		75		75		75		100		15

		700.00+		Low		None		Medium		High								Good		Yes		90		100		75		60		100		25

		800.00+		Low		High		Medium		Medium								Good		Yes		90		60		75		75		100		0

		900.00+		Low		Medium		Medium		None						4(L), 6(R )		Good		Yes		90		75		75		100		100		40

		1000.00+		Low		Medium		None		Low						6 (R )		Good		Yes		90		75		100		90		100		55

		1100.00+		Low		Medium		High		Medium						6 (R )		Good		Yes		90		75		60		75		100		0

		1200.00+		Low		Medium		High		Low						4(L), 6(R )		Good		Yes		90		75		60		90		100		15

																						89.6		77.9		85.0		78.3		100.0		30.8

		1. Stationing from Washington Street (0+20) to Long Lane (12+49)

				*Station 0+00.00 at Yellow centerline of Washington Street

				*Ends at 12+49 (curbline of Long Lane).





Gilliland Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Gilliland Alley

		Road Length (miles)		0.03844		Section 1				Type		Alley		Area =		271		SY		Section 1		Storm Sewer Condition:				Fair

		Road Length (miles)		0.07		Section 2								Area =		493		SY		Section 2

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		None		No		0								100		100		100		100		100		100

		100.00+		Low		None		None		None		No		0								90		100		100		100		100		90

		150.00+		None		None		None		None		No		0								100		100		100		100		100		100

		200.00+																				0		0		0		0

		250.00+		Medium		None		None		High		No		0								75		100		100		60		100		35

		300.00+		High		None		None		High		No		0								60		100		100		60		100		20

		350.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		400.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		450.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		500.00+		Low		None		None		High		No		0								90		100		100		60		100		50

		550.00+		None		Low		None		None		No		0								100		90		100		100		100		90

																		Railroad to Delap				96.7		100.0		100.0		100.0		100.0		96.7

																		Delap to Water St				76.4		98.6		100.0		72.1		100.0		47.1

																				Overall rating		80.6		100.0		100.0		78.3		100.0		62.0

		1. Stationing from East Railroad Street (0+08) to Water Street (5+91)





Hamme Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Hamme Alley

		Road Length (miles)		0.11761						Type		Alley		Area =		1030		SY				Storm Sewer Condition: Fair

		Paved width (feet)		24		14		Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway						Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100						Low

		200.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100						Low

		300.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100						Medium

		400.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		500.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		600.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

																						100.0		100.0		100.0		100.0		100.0		100.0

		1. Stationing from Hay Street (0+00) to Middle Street (6+21)

				*Station 0+00 at curbline/paving seam of Hay Street

				*Inlets at 1+06 and 4+40

				*1+00 pavement width goes to 13.5'

				*4+40 centerline of Shealer Alley

				*at 5+30 width goes to 11'





Hartzell Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Hartzell Alley

		Road Length (miles)		0.05549		section 1				Type		Alley		Area =		391		SY		section 1		Storm Sewer Condition:				Fair

		Road Length (miles)		0.073295		section 2								Area =		516		SY		section 2

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		High		None		None		No		0								100		60		100		100		100		60				Low

		100.00+		None		High		None		None		No		0								100		60		100		100		100		60				Low

		150.00+		Medium		None		None		None		No		0								75		100		100		100		100		75				Medium

		200.00+		Medium		Medium		None		None		No		0								75		75		100		100		100		50				Medium

		250.00+		Low		High		None		None		No		0								90		60		100		100		100		50				High

		300.00+		High		None		None		None		No		0								60		100		100		100		100		60				Low

		350.00+		None		Medium		None		None		No		0								100		75		100		100		100		75				None

		400.00+		None		None		None		None		No		0								100		100		100		100		100		100				None

		450.00+		None		Medium		None		None		No		0								100		75		100		100		100		75				None

		500.00+		None		None		None		None		No		0								100		100		100		100		100		100				None

		550.00+		None		None		None		None		No		0								100		100		100		100		100		100				None

		600.00+		None		None		None		None		No		0								100		100		100		100		100		100				None

		650.00+		None		None		None		None		No		0								100		100		100		100		100		100				None

		700.00+		None		None		None		None		No		0								100		100		100		100		100		100				None

																				Barlow to Stratton Section 1 rating		83.3		75.8		100.0		100.0		100.0		59.2

																				Stratton to Markley Aly Section 2 rating		100.0		93.8		100.0		100.0		100.0		93.8

																				Overall rating		90.0		80.5		100.0		100.0		100.0		70.5

		1. Stationing from Barlow Street (0+15) to Markley Alley (7+25)

				*0+00 at the centerline of Barlow Street

				*0+15 at the curbline of Barlow Street

				*7+25 at the edge of Markley Alley

				*Inlets at 0+79(in the grass) and 1+38(double grate, Type M), 3+07(12" x 18", not bicycle safe), 3+37(Stratton Street)

				*curbline of Stratton Street at 3+08 and 3+38





Hay St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Hay Street

		Road Length (miles)		0.0907						Type		Local		Area =		1597		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				4.5-5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse		Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		050.00+		Low		Medium		Medium		None						4.5L, 3.5R		Fair				90		75		75		100		100		40				Low		Medium		High		None

		100.00+		None		Medium		None		Low						4L, 4R		Fair				100		75		100		90		100		65				None		Medium		None		Low

		150.00+		None		Medium		None		None						5L, 4.5R		Fair				100		75		100		100		100		75				None		Medium		None		None

		200.00+		None		Medium		None		None						5L, 4R		Fair				100		75		100		100		100		75				None		Medium		None		None

		250.00+		None		Medium		None		None						4L, 4R		Fair		Yes		100		75		100		100		100		75				None		Medium		None		None

		300.00+		Medium		None		Medium		None		Yes		30		3L, 4R		Fair		Yes		75		100		75		100		99		49				Medium		None		Medium		None

		350.00+		None		Medium		Medium		None		Yes		30		2L, 4R		Fair		Yes		100		75		75		100		99		49				None		Medium		Medium		None

		400.00+		None		None		None		High		Yes		60		3L, 4R		Poor		Yes		100		100		100		60		97		57				None		None		None		High

		450.00+		Low		None		None		Medium						3L, 6R		Fair		Yes		90		100		100		75		100		65				Low		None		None		Medium

																						95.0		83.3		91.7		91.7		99.4		61.1

		1. Stationing from Middle Street (0+21) to Hamme Alley (5+00)

				*Station 0+00.00 at centerline of Route 116

				*Road starts at 0+21 at the curbline of Route 116

				*0+00 to 2+00 curb on right is pushing in

				*Inlet at 2+80, SLCP, cast in place, 3' utility patch starts length of right side, utility patch is rutted

				*3+30, 4x8' sidewalk block missing

				*Inlet at 4+61 on the right goes to sewer manhole.

				*4' sidewalks on both sides

				*on right side replace curb from 3+80 to 4+00

				*from 4+20 to 4+90 replace curb on both sides.

				*curb should extend to 5+00





Hay St sect.2

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Hay Street Section. 2

		Road Length (miles)		0.2483		(exclu. Intersect.)				Type		Local		Area =		4371		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: Poor

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Medium		None		Medium		No		0		7L, 8R		Poor				100		75		100		75		100		50

		200.00+		None		High		Medium		Low		No		0		6L, 7R		Poor				100		60		75		90		100		25

		300.00+		None		None		Medium		None		No		0		6L, 7R		Poor				100		100		75		100		100		75

		400.00+		None		Medium		None		None		No		0		6L, 7R		Poor				100		75		100		100		100		75

		500.00+		None		High		Medium		Low		No		0		6L, 6.5R		Poor				100		60		75		90		100		25

		600.00+		Low		High		Medium		None		No		0		7L, 6R		Poor				90		60		75		100		100		25

		700.00+		None		High		Medium		Low		No		0		7L, 6R		Poor				100		60		75		90		100		25

		800.00+		None		High		Medium		Low		No		0		7L, 6R		Poor				100		60		75		90		100		25

		900.00+		None		High		Medium		Medium		No		0		6		Poor				100		60		75		75		100		10

		1000.00+		None		Medium		Medium		None		No		0		6		Fair				100		75		75		100		100		50

		1100.00+		None		High		Medium		Low		No		0		6		Fair				100		60		75		90		100		25

		1200.00+		None		Medium		Medium		Low		No		0		6.5L, 7R		Fair				100		75		75		90		100		40

		1300.00+		None		Medium		None		Medium		No		0		6		Fair				100		75		100		75		100		50

																						99.2		68.8		80.8		89.6		100.0		38.5

		1. Stationing from Buford Avenue (0+19) to Middle Street (13+72)

				*Station 0+00 at centerline of Route 30

				*Road starts at 0+19 at curbline of Route 30

				*Road ends at 13+72 at curbline of Route 116

				*Curbline of Spring 9+49 and 9+91

				*beginning at 9+91 street slants towards the east

				*Inlets at 0+45(right), 1+35(right), 2+48(right), 3+74(left), 3+92(right), 7+64(left), 11+85

				*replace curb on right from 0+20 to 9+42

				*possible treatment: surface treatment or scratch and overlay

				*good crown

				*curb upheaving

				*replace curb on left from 4+11 to 4+60

				*roots in road at 4+22

				*replace left curb from 6+00 to 9+42





Hazel Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Hazel Alley

		Road Length (miles)		0.256						Type		Alley		Area =		2050		SY				Storm Sewer Condition:				Fair

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100

		200.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		300.00+		None		None		None		None		No		0								100		100		100		100		100		100

		400.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		500.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		600.00+		None		None		None		None		No		0								100		100		100		100		100		100

		700.00+		None		None		None		None		No		0								100		100		100		100		100		100

		800.00+		None		Medium		None		None		No		0								100		75		100		100		100		75

		900.00+		None		Medium		None		None		No		0								100		75		100		100		100		75

		1000.00+		None		Low		None		Low		Yes		400								100		90		100		90		78		58

		1100.00+		None		Medium		None		None		No		0								100		75		100		100		100		75

		1200.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		1300.00+		None		None		None		None		No		0								100		100		100		100		100		100

																						100.0		93.5		100.0		96.2		98.3		87.9

		1. Stationing from Barlow Street (0+18) to Dead End (13+87)

				*0+00 at centerline of Barlow Street

				*0+18 at curbline of Barlow

				*13+87 at end of pavement

				*curbline of Water Street at 7+48 and 7+77

				*concrete bridge from 8+12 to 8+29

				*inlet at 8+82

				*other side of Water Street(beginning 7+77) widens to 13 feet

				*10+67 widens to 18 feet





High St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		High Street

		Road Length (miles)		0.5807		(exclud. Intersect.)				Type		Local		Area =		10561		SY				Storm Sewer Condition: Fair

		Paved width (feet)		31				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse		Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		None		Medium		No		0				Poor		No		100		60		100		75		100		35				None		High		None		High

		200.00+		Low		None		None		Medium		No		0		5(left), 5.5(right)		Fair		No		90		100		100		75		100		65				None		High		Medium		High

		300.00+		Low		None		None		Low		No		0		6(left), 5.5(right)		Fair		No		90		100		100		90		100		80				None		High		Medium		Low

		400.00+		None		Medium		None		Low		No		0		5.5(left), 5(right)		Fair		No		100		75		100		90		100		65				None		Medium		None		Low

		500.00+		None		High		None		Low		No		0		6(left), 5(right)		Fair		No		100		60		100		90		100		50				None		High		None		Low

		600.00+																				0		0		0		0

		700.00+		None		Low		None		Medium		No		0		3.5(left), 4(right)		Fair		No		100		90		100		75		100		65				None		Low		None		Medium

		800.00+		Low		None		None		Low		No		0		DA, 5.5(right)		Good		No		90		100		100		90		100		80				Low		High		Medium		Low

		900.00+		None		High		None		Low		No		0		DA, 5.5(right)		Good		No		100		60		100		90		100		50				None		High		None		Low

		1000.00+		Low		Medium		None		Low		No		0		6(left), 5(right)		Good		No		90		75		100		90		100		55				Low		Medium		None		Low

		1100.00+		None		High		None		Low		No		0		6(left), 5.5(right)		Fair		No		100		60		100		90		100		50				None		High		None		Low

		1200.00+		None		Medium		None		None		No		0		6(left), 5.5(right)		Fair		No		100		75		100		100		100		75				None		Medium		None		None

		1300.00+		Medium		None		None		Medium		No		0		6(left), 5.5(right)		Fair		No		75		100		100		75		100		50				None		High		High		High

		1400.00+		Low		None		None		Low		No		0		5.5(left), 5(right)		Good		No		90		100		100		90		100		80				None		High		Medium		Low

		1500.00+		None		Medium		None		Medium		No		0		6(left), 5(right)		Fair		No		100		75		100		75		100		50				None		Medium		None		Medium

		1600.00+		None		Medium		None		High		No		0		6(left), 5(right)		Fair		No		100		75		100		60		100		35				None		Medium		None		High

		1700.00+		Low		None		None		Medium		No		0		6(left), 5(right)		Good		No		90		100		100		75		100		65				None		High		High		Medium

		1800.00+		Low		Medium		None		Low		No		0		6(left), 5(right)		Good		No		90		75		100		90		100		55				Low		High		None		Low

		1900.00+		None		Medium		None		Low		No		0		3(left), 5(right)		Good		No		100		75		100		90		100		65				None		Medium		None		Low

		2000.00+		None		Medium		None		Low		No		0		2(left), 5(right)		Fair		No		100		75		100		90		100		65				None		High		None		Low

		2100.00+		None		Medium		None		Low		Yes		200		2(left), DA		Fair		No		100		75		100		90		96		61				None		High		None		Low

		2200.00+																				0		0		0		0

		2300.00+		None		None		Low		Low		No		0		5(left), 6(right)		Fair		No		100		100		90		90		100		80				None		None		Low		Low

		2400.00+		None		Medium		Low		Low		No		0		5(left), 5(right)		Fair		No		100		75		90		90		100		55				None		Medium		Low		Low

		2500.00+		None		None		Medium		Low		No		0		DA, 3(right)		Fair		No		100		100		75		90		100		65				None		None		High		Low

		2600.00+		None		None		Medium		Low		No		0		6(left), 4.5(right)		Fair		No		100		100		75		90		100		65				None		None		Medium		Low

		2700.00+		None		None		None		None		Yes		60		4(left), 3.5(right)		Fair		No		100		100		100		100		99		99				None		None		None		None

		2800.00+		None		Medium		None		None		No		0		2(left), 3.5(right)		Fair		No		100		75		100		100		100		75				None		Medium		None		None

		2900.00+		None		None		Medium		Low		No		0		3(left), 3(right)		Fair		No		100		100		75		90		100		65				None		None		Medium		Low

		3000.00+		Low		Medium		None		Medium		Yes		643		3(left), 3(right)		Fair		No		90		75		100		75		86		26				Low		High		None		Medium

		3100.00+		None		Medium		None		Medium		Yes		643		3.5(left), 3(right)		Fair		No		100		75		100		75		86		36				None		High		None		Medium

																						96.4		82.9		96.7		85.9		98.9		60.8

		1. Stationing from Stratton Street (0+10) to Howard Avenue (31+77)

				*0+00 at centerline of Stratton

				*0+10 at curbline of Stratton

				*31+77 at curbline of Howard

				*10+13 regular curb on left

				*0+10 to 0+86 replace curb on left

				*monolithic sidewalks on right side

				*Double yellow and parking ticks on right side

				*start regular curb on right at 1+40

				*monolithic sidewalks on left side at 1+87

				*2+55 start monolithic sidewalk on right

				*surface treatment, mill and overlay

				*Baltimore curbline at 5+97 and 6+40

				*monolithic sidewalks on both sides

				*assume 5% base repair

				*Inlets at 12+30, 12+64, 14+00, 16+37, 17+06, 17+34, 21+80, 22+08, 23+00, 25+93, 26+07, 26+70, 27+79, 31+66

				*29+66 concrete channel, ends at 29+82

				*monolithic sidewalk on left from 22+08 to 23+85

				*West St. curbline 21+80 and 22+08

				*Curbline of Washington at 12+31 and 12+62

				*Stormsewer starts at Washington St.

				*13+00 start regular curb on right

				*monolithic sidewalk starts on right at 15+00

				*curbline of Franklin at 17+05 and 17+35

				*Start regular curb on left at 17+05





Highland Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Highland Avenue

		Road Length (miles)		0.4839		(includes Intersects.)				Type		Local		Area =		8517		SY				Storm Sewer Condition:

		Paved width (feet)		30				Pavement Age (yrs)														underground, poor

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Poor

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		None		No				5 right, 5.5 (L)				Yes		100		100		100		100		100		100

		200.00+		None		Medium		Medium		None		No				5 right, 5.5 (L)				Yes		100		75		75		100		100		50

		300.00+		Low		High		High		None		No				5 right, 5.5 (L)				Yes		90		60		60		100		100		10

		400.00+		None		High		Medium		None		No				5 right, 5.5 (L)				Yes		100		60		75		100		100		35

		500.00+		None		Medium		Medium		None		No				5 right, 5.5 (L)				Yes		100		75		75		100		100		50

		600.00+		None		Medium		Low		None		No				5 right, 5.5 (L)				Yes		100		75		90		100		100		65

		700.00+		Low		Medium		Medium		Low		No				5 right, 5.5 (L)				Yes		90		75		75		90		100		30

		800.00+		Low		Medium		None		None		Yes		90		5 right, 5.5 (L)				Yes		90		75		100		100		98		63

		900.00+		Low		High		None		Low		No				5 right, 5.5 (L)				Yes		90		60		100		90		100		40

		1000.00+		Low		Medium		Medium		Low		No				5 right, 5.5 (L)				Yes		90		75		75		90		100		30

		1100.00+		Low		Medium		None		None		No				5 right, 5.5 (L)				Yes		90		75		100		100		100		65

		1200.00+		Medium		Medium		None		Medium		No				5 right, 5.5 (L)				Yes		75		75		100		75		100		25

		1300.00+		None		High		None		Medium		No				5 right, 5.5 (L)				Yes		100		60		100		75		100		35

		1400.00+		High		None		None		High		No				5 right, 5.5 (L)				Yes		60		100		100		60		100		20

		1500.00+		Medium		Medium		None		Medium		No				5 right, 5.5 (L)				Yes		75		75		100		75		100		25

		1600.00+		Low		High		High		Low		No				5 right, 5.5 (L)				Yes		90		60		60		90		100		0

		1700.00+		Low		None		Medium		Low		Yes		220		5 right, 5.5 (L)				Yes		90		100		75		90		95		50

		1800.00+		Medium		None		None		None		No				5 right, 5.5 (L)				Yes		75		100		100		100		100		75

		1900.00+		Low		None		None		Low		No				5 right, 5.5 (L)				Yes		90		100		100		90		100		80

		2000.00+		Medium		Low		None		High		Yes		196		5 right, 5.5 (L)				Yes		75		90		100		60		96		21

		2100.00+		High		None		None		Medium		No				5 right, 5.5 (L)				Yes		60		100		100		75		100		35

		2200.00+		Medium		Medium		None		Medium		No				5 right, 5.5 (L)				Yes		75		75		100		75		100		25

		2300.00+		Medium		Medium		None		Low		No				5 right, 5.5 (L)				Yes		75		75		100		90		100		40

		2400.00+		Medium		Medium		None		None		Yes		90		5 right, 5.5 (L)				Yes		75		75		100		100		98		48

		2500.00+		Medium		Medium		None		High		No				5 right, 5.5 (L)				Yes		75		75		100		60		100		10

																						85.2		78.6		90.4		87.4		99.5		41.1

		1. Stationing from ______Long Lane_____________ to _______25+68______________

				*Station 0+00 at the centerline of Long Lane

				*8+00 is the curbline of King St, right/north side possible inlet location

				*13+00 to 15+00 section should be addressed immediatley

				*20+00 to 22+00 bad condition

				*24+00 stormwater pipe doesn’t have adequate cover

				*road ends at the curbline of John's Avenue





Hillcrest Plz

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Hillcrest Plaza

		Road Length (miles)		0.0926						Type		Local		Area =		1630		SY				Storm Sewer Condition: N/A

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)														Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		None		No		0		6(L), 7R		Fair		No		100		100		100		100		100		100

		100.00+		None		None		None		Low		No		0		5.5(L), 5.5R		Fair		No		100		100		100		90		100		90

		150.00+		None		None		None		None		No		0		5.5(L), 5.5R		Fair		No		100		100		100		100		100		100

		200.00+		None		None		None		None		No		0		6.5(L), 5.5R		Fair		No		100		100		100		100		100		100

		250.00+		None		None		None		Low		Yes		24		5.5(L), 5.5R		Fair		No		100		100		100		90		99		89

		300.00+		None		None		None		Medium		No		0		5.5(L), 5.5R		Fair		No		100		100		100		75		100		75

		350.00+		None		None		None		Low		No		0		5.5(L), 5.5R		Fair		No		100		100		100		90		100		90

		400.00+		None		None		None		Low		No		0		5.5(L), 5.5R		Fair		No		100		100		100		90		100		90

		450.00+		None		None		None		Low		No		0		5.5(L), 5.5R		Fair		No		100		100		100		90		100		90

																						100.0		100.0		100.0		91.7		99.9		91.5

		1. Stationing from ________0+10___________ to _______4+99______________

				*Station 0+00.00 at centerline of Locust Street

				*Road starts at 0+10 at curbline of Locust Street

				*Road ends at 4+99 at pavement seam at driveway

				*Pavement in very good shape

				*Left curb is monolithic





Hospital Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Hospital Alley

		Road Length (miles)		0.03598						Type		Alley		Area =		507		SY				Storm Sewer Condition: Good

		Paved width (feet)		24				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				8										Overall Curb Condition: Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		None		None		None		None		No		0		8		Good		Yes		100		100		100		100		100		100

		050.00+		None		None		None		None		No		0		8		Good		Yes		100		100		100		100		100		100

		075.00+		None		Medium		None		Low		No		0		8		Good		Yes		100		75		100		90		100		65

		100.00+		None		Medium		None		Low		No		0		8		Good		Yes		100		75		100		90		100		65

		125.00+		None		None		None		None		No		0		8		Good		Yes		100		100		100		100		100		100

		150.00+		None		None		None		None		No		0		8		Good		Yes		100		100		100		100		100		100

		175.00+		None		None		None		Low		No		0		8		Good		Yes		100		100		100		90		100		90

		200.00+		None		None		High		Medium		No		0		8		Good		Yes		100		100		60		75		100		35

																						100.0		93.8		95.0		93.1		100.0		81.9

		1. Stationing from Washington Street (0+13) to Dobbin Alley (2+05)

				*Station 0+00 at centerline of Washington Street

				*Alley starts at 0+13

				*Inlets at 0+40, 1+16, 1+85





Howard Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Howard Avenue

		Road Length (miles)		0.08598		Mcmillian Street to Prince Street										1515		SY

		Road Length (miles)		0.20984		Prince Street to Middle Street										3695		SY

		Road Length (miles)		0.18049		Middle to Buford				Type		Local		Area =		3180		SY				Storm Sewer Condition:

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition:

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		None		None		High		None		No		0		6L, 6.5R		Good		Yes		100		100		60		100		100		60

		100.00+		None		None		None		None		No		0		6L, 6.5R		Good		Yes		100		100		100		100		100		100

		200.00+		None		None		None		Low		No		0		6.5L, 7R		Good		Yes		100		100		100		90		100		90

		300.00+		None		Medium		None		Low		No		0		6.5L, 7R		Good		Yes		100		75		100		90		100		65

		400.00+		None		Medium		Medium		None		No		0		5L, daL		Good		Yes		100		75		75		100		100		50

		500.00+		None		High		Medium		Medium		No		0		3L, 4R		Good		Yes		100		60		75		75		100		10

		600.00+		Low		High		High		High		No		0		3L, 4R		Good		Yes		90		60		60		60		100		0

		700.00+		Medium		High		High		High		Yes		50		3L, 4R		Good		Yes		75		60		60		60		99		0

		800.00+		Low		High		High		High		No		0		3L, 4R		Good		Yes		90		60		60		60		100		0

		900.00+		Medium		High		Medium		High		Yes		70		3L, 4R		Good		Yes		75		60		75		60		98		0

		1000.00+		High		High		High		High		Yes		50		3L, 4R		Good		Yes		60		60		60		60		99		0

		1100.00+		None		None		None		Medium		No		0		3L, 4R		Good		Yes		100		100		100		75		100		75

		1200.00+		Medium		High		None		Medium		No		0		3L, 4R		Good		Yes		75		60		100		75		100		10

		1300.00+		Medium		Medium		None		Low		No		0		3L, 5R		Good		Yes		75		75		100		90		100		40

		1400.00+		Medium		Medium		None		Low		No		0		5L, 5R		Good		Yes		75		75		100		90		100		40

		1500.00+		High		Medium		None		High		Yes		350		3.5L, 3R		Good		Yes		60		75		100		60		92		0

		1600.00+		None		Medium		Medium		Medium		Yes		400		3.5L, 3R		Good		Yes		100		75		75		75		91		16

		1700.00+		None		High		Medium		Low		No		0		5L,6R		Good		Yes		100		60		75		90		100		25

		1800.00+		None		High		Medium		Low		No		0		5L, 6R		Good		Yes		100		60		75		90		100		25

		1900.00+		Low		High		None		Low		No		0		5L, 6R		Fair		Yes		90		60		100		90		100		40

		2000.00+		None		None		None		None		No		0								100		100		100		100		100		100

		2100.00+		High		High		None		None		No		0		5L, 6R		Fair		Yes		60		60		100		100		100		20

		2200.00+		None		High		None		Medium		No		0		5L, 6R		Fair		Yes		100		60		100		75		100		35

		2300.00+		None		High		Medium		Low		No		0		6L, 5.5R		Fair		Yes		100		60		75		90		100		25

		2400.00+		None		None		None		None		No		0								100		100		100		100		100		100

		2500.00+		Low		Medium		Medium		Low		No		0		6L, 5.5R		Fair		Yes		90		75		75		90		100		30

		2600.00+		None		High		Medium		High		Yes		200		6L, 5.5R		Fair		Yes		100		60		75		60		96		0

																				Overall Rating		89.4		72.8		84.3		81.7		99.1		35.4

																				Mcmillian to Prince		100.0		93.8		90.0		95.0		100.0		78.8

		1. Stationing from McMillian Street (0+00) to Buford Avenue (26+16)																		Prince to Middle St		81.3		68.3		80.4		72.1		99.0		18.8

																				Middle St to Bufford Ave.		94.5		70.0		86.4		87.3		98.8		37.8

				*Station 0+00.00 at curbline on radius adjacent to inlet on left at centerline.

				*Inlets at 0+30(right), 2+40(r&l), 4+54(right), 4+83(right), 6+83(left), 8+68(left), 11+22(left), 11+70(left), 13+70(l&r), 17+85(left), 19+80(l&r), 22+08, 23+89, 24+18, 26+16

				*Drainage box at 0+30 needs addressed

				*4+54 Edge of Prince Street

				*road needs reprofiled

				*need inlet at 6+00

				*needs surveyed, mill and recycle

				*sidewalk depressed from curb starting at 0+00

				*scratch from 5+00 on

				*replace curb on left entire

				*additional inlets needed on right side

				*replaces right curb from 7+99 to 8+12

				*11+97 pavement seam begins more recent and better pavement condition

				*15+62 to 15+93 curbline of Route 116

				*20+00 falls in intersection of Springs Ave

				*19+83 to 20+23 curbline of intersection with Springs

				*replace 10' curb on left around 21+00 to 21+17

				*23+89 to 24+18 is curbline of Seminary Ave





Hudson Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Hudson Alley

		Road Length (miles)		0.11		Section 1				Type		Alley		Area =		803		SY		Section 1		Storm Sewer Condition: N/A

		Road Length (miles)		0.12		Section 2								Area =		812		SY		Section 2

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor		Section 1

		Weathering		Good		Fair		Poor		Section 2

		Drainage		Good		Fair		Poor		Section 1

		Drainage		Good		Fair		Poor		Section 2

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		Low												100		100		100		90		100		90

		200.00+		None		None		None		None												100		100		100		100		100		100

		300.00+		None		None		None		Low												100		100		100		90		100		90

		400.00+		None		None		None		None												100		100		100		100		100		100

		500.00+		None		None		None		None												100		100		100		100		100		100

		600.00+		None		None		None		None												100		100		100		100		100		100

		700.00+		Medium		None		None		Medium												75		100		100		75		100		50

		800.00+		Medium		None		None		High												75		100		100		60		100		35

		900.00+		High		None		None		High												60		100		100		60		100		20

		1000.00+		Medium		None		None		High												75		100		100		60		100		35

		1100.00+		Low		Low		None		Low												90		90		100		90		100		70

		1200.00+		None		Low		None		Medium												100		90		100		75		100		65

																				Section 1 Third to Fourth St		100.0		100.0		100.0		96.7		100.0		96.7

																				Section 2 Fourth to Sixth St		79.2		96.7		100.0		70.0		100.0		45.8

																				Overall rating		88.5		100.0		100.0		83.5		100.0		71.3

		1. Stationing from Third Street (0+10) to Sixth Street (12+82)





Jacobs Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Jacobs Alley

		Road Length (miles)		0.091478						Type		Alley		Area =		698		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		13				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		100.00+		Low		None		None		Medium		No		0								90		100		100		75		100		65

		150.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		200.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		250.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		300.00+		None		Medium		None		Medium		No		0								100		75		100		75		100		50

		350.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		400.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		450.00+		None		Low		None		Low		No		0								100		90		100		90		100		80

		500.00+		None		None		None		Low		No		0								100		100		100		90		100		90

																						97.0		96.5		100.0		84.0		100.0		77.5

		1. Stationing from East Broadway Street (0+24) to Dead End (5+07)





John's Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		John's Avenue

		Road Length (miles)		0.5089		(includes intersec)				Type		Local		Area =		8957		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)														underground

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Low		Low		Low		No				4.5 right, 6 (L)		Fair		Yes		100		90		90		90		100		70

		200.00+		None		Low		None		None		No				4.5 right, 6 (L)		Fair		Yes		100		90		100		100		100		90

		300.00+		Low		Low		Low		Low		No				4.5 right, 6 (L)		Fair		Yes		90		90		90		90		100		60

		400.00+		Medium		Low		None		None		No				4.5 right, 6 (L)		Fair		Yes		75		90		100		100		100		65

		500.00+		Low		None		None		None		No				4.5 right, 6 (L)		Fair		Yes		90		100		100		100		100		90

		600.00+		None		Medium		None		None		No				4.5 right, 6 (L)		Fair		Yes		100		75		100		100		100		75

		700.00+		None		Low		Low		None		No				4.5 right, 6 (L)		Fair		Yes		100		90		90		100		100		80

		800.00+		None		Low		None		None		No				4.5 right, 6 (L)		Fair		Yes		100		90		100		100		100		90

		900.00+		None		Low		Low		Low		Yes		450		4.5 right, 6 (L)		Fair		Yes		100		90		90		90		90		60

		1000.00+		Medium		None		High		None		No				4.5 right, 6 (L)		Fair		Yes		75		100		60		100		100		35

		1100.00+		None		Medium		None		Low		No				4.5 right, 6 (L)		Fair		Yes		100		75		100		90		100		65

		1200.00+		Medium		Medium		Medium		Low		No				4.5 right, 6 (L)		Fair		Yes		75		75		75		90		100		15

		1300.00+		Medium		Medium		None		Low		No				4.5 right, 6 (L)		Fair		Yes		75		75		100		90		100		40

		1400.00+		None		Medium		Low		Medium		No				4.5 right, 6 (L)		Fair		Yes		100		75		90		75		100		40

		1500.00+		Medium		Low		Medium		Low		No				4.5 right, 6 (L)		Fair		Yes		75		90		75		90		100		30

		1600.00+		None		Low		None		Medium		Yes		52		4.5 right, 6 (L)		Fair		Yes		100		90		100		75		99		64

		1700.00+		None		Low		None		Medium		No				4.5 right, 6 (L)		Fair		Yes		100		90		100		75		100		65

		1800.00+		None		Medium		Medium		Low		No				4.5 right, 6 (L)		Fair		Yes		100		75		75		90		100		40

		1900.00+		None		Low		Low		None		No				4.5 right, 6 (L)		Fair		Yes		100		90		90		100		100		80

		2000.00+		None		Medium		Low		Low		No				4.5 right, 6 (L)		Fair		Yes		100		75		90		90		100		55

		2100.00+		Medium		Low		Low		None		Yes		45		4.5 right, 6 (L)		Fair		Yes		75		90		90		100		99		54

		2200.00+		Medium		None		Low		Low		No				4.5 right, 6 (L)		Fair		Yes		75		100		90		90		100		55

		2300.00+		Medium		None		None		Low		No				4.5 right, 6 (L)		Fair		Yes		75		100		100		90		100		65

		2400.00+		None		Medium		None		Low		No				4.5 right, 6 (L)		Fair		Yes		100		75		100		90		100		65

		2500.00+		High		None		None		Medium		No				4.5 right, 6 (L)		Fair		Yes		60		100		100		75		100		35

		2600.00+		None		None		None		None		No				4.5 right, 6 (L)		Fair		Yes		100		100		100		100		100		100

		2700.00+		None		Low		None		None		Yes		300		4.5 right, 6 (L)		Fair		Yes		100		90		100		100		93		83

																						90.4		87.8		92.4		91.9		99.3		61.7

		1. Stationing from Long Lane (0+ 13) to Washington Street(27+00)

				*possible maintenance: reseal, aggregate is showing

				*Intersection of Culp St. is at 13+00

				*19+00 is curbline of Queen Street

				*right side of the road is scratched with bigger aggregate

				*27+00 is curbline of Washington St

				*1% crown at beginning of road. Road loses crown.





Keefer Aly

		Keefer Alley

		Road Length (miles)		0.067045						Type		Alley		Area =		472		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		None		None		None		None		No		0								100		100		100		100		100		100

		050.00+		None		None		None		None		No		0								100		100		100		100		100		100

		075.00+		None		None		None		None		No		0								100		100		100		100		100		100

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100

		125.00+		None		None		None		None		No		0								100		100		100		100		100		100

		150.00+		None		None		None		None		No		0								100		100		100		100		100		100

		175.00+		None		None		None		None		No		0								100		100		100		100		100		100

		200.00+		None		None		None		None		No		0								100		100		100		100		100		100

		225.00+		None		None		None		None		No		0								100		100		100		100		100		100

		250.00+		Low		None		None		None		No		0								90		100		100		100		100		90

		275.00+		Low		None		None		None		No		0								90		100		100		100		100		90

		300.00+		Low		None		None		None		No		0								90		100		100		100		100		90

		325.00+		None		None		None		None		No		0								100		100		100		100		100		100

		350.00+		None		None		None		None		No		0								100		100		100		100		100		100

																						97.9		100.0		100.0		100.0		100.0		97.9

		1. Stationing from Hudson Alley (0+06) to Wye Alley (3+60)





King St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		King Street

		Road Length (miles)		0.2784		(includes intersec)				Type		Local		Area =		4900		SY				Storm Sewer Condition:

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition:

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		Low		High		None		Low		Yes		200		5.5		Fair		Yes		90		60		100		90		96		36

		200.00+		Medium		High		Medium		Medium		Yes		16		5.5		Fair		Yes		75		60		75		75		100		0

		300.00+		None		Medium		High		Medium		No				5.5		Fair		Yes		100		75		60		75		100		10

		400.00+		Low		Medium		Medium		Medium		No				5.5		Fair		Yes		90		75		75		75		100		15

		500.00+		High		None		None		Medium		No				5.5		Fair		Yes		60		100		100		75		100		35

		600.00+		Medium		None		High		Low		No				5.5		Fair		Yes		75		100		60		90		100		25

		700.00+		Low		Medium		Medium		Medium		No				5.5		Fair		Yes		90		75		75		75		100		15

		800.00+		Low		High		None		Low		No				5.5		Fair		Yes		90		60		100		90		100		40

		900.00+		Medium		High		None		High		No				5.5		Fair		Yes		75		60		100		60		100		0

		1000.00+		Low		None		Medium		Medium		No				5.5		Fair		Yes		90		100		75		75		100		40

		1100.00+		Low		None		Medium		High		No				5.5		Fair		Yes		90		100		75		60		100		25

		1200.00+		Low		High		High		Medium		No				5.5		Fair		Yes		90		60		60		75		100		0

		1300.00+		None		None		None		Low		No				5.5		Fair		Yes		100		100		100		90		100		90

		1400.00+		None		None		Medium		None		No				5.5		Fair		Yes		100		100		75		100		100		75

																						86.8		80.4		80.7		78.9		99.7		29.0

		1. Stationing from Steinwehr Avenue (0+15) to Long Lane (14+86)

				*station 0+00 is at the curbline of Steinwehr Ave.

				*road ends at 14+86 at curbline of Long Lane

				*Storm sewer pipe on right shoulder at approx. 9 inches depth

				*existing 15 inch corrugated metal pipe at station 11+00

				*at 13+00 pavement is pushing away from curb

				*curb changes at Fairview Ave, goes to 8 inches





Kuhn Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Kuhn Alley

		Road Length (miles)		0.06856						Type		Alley		Area =		483		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		Low		No		0		6(right)		Fair				100		100		100		90		100		90

		100.00+		Low		None		None		Medium		No		0		10(right)		Fair				90		100		100		75		100		65

		150.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		200.00+		None		High		None		Medium		No		0								100		60		100		75		100		35

		250.00+		High		None		None		High		No		0								60		100		100		60		100		20

		300.00+		Medium		None		None		Low		No		0								75		100		100		90		100		65

		350.00+		High		None		None		Low		No		0								60		100		100		90		100		50

																						82.1		94.3		100.0		81.4		100.0		57.9

		1. Stationing from Water Street (0+18) to Monument Alley (3+80)





Lefever St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Lefever Street

		Road Length (miles)		0.382		(no intersect)				Type		Local		Area =		6510		SY				Storm Sewer Condition: N/A

		Paved width (feet)		25				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

																																				Alligator		Longitud.		Transverse		Rutting

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Cracking		Cracking		Cracking

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0								Low		Medium		None		Medium

		100.00+		Low		Medium		None		Medium		No		0						No		90		75		100		75		100		40				Low		Medium		None		Medium

		200.00+		Low		Medium		None		Medium		No		0						No		90		75		100		75		100		40				Low		Low		None		Low

		300.00+		Low		Low		None		Low		No		0						No		90		90		100		90		100		70				Low		Low		None		Medium

		400.00+		Low		Low		None		Medium		No		0						No		90		90		100		75		100		55				Low		None		None		Medium

		500.00+		Low		None		None		Medium		Yes		880						No		90		100		100		75		77		42				None		High		Medium		Low

		600.00+		None		High		Medium		Low		No		0						No		100		60		75		90		100		25				Low		High		High		High

		700.00+		Low		High		High		High		No		0						No		90		60		60		60		100		0				Low		Medium		Medium		None

		800.00+		Low		Medium		Medium		None		No		0						No		90		75		75		100		100		40				Low		Medium		None		Low

		900.00+		Low		Medium		None		Low		No		0						No		90		75		100		90		100		55				Low		Medium		None		Medium

		1000.00+		Low		Medium		None		Medium		No		0						No		90		75		100		75		100		40				Low		Medium		None		Medium

		1100.00+		Low		Medium		None		Medium		No		0						No		90		75		100		75		100		40				None		Low		None		None

		1200.00+		None		Low		None		None		No		0		5.5(L)				Yes		100		90		100		100		100		90				None		Low		Medium		None

		1300.00+		None		Low		Medium		None		No		0						No		100		90		75		100		100		65				None		None		None		None

		1400.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				None		None		None		Medium

		1500.00+		None		None		None		Medium		No		0						No		100		100		100		75		100		75				Low		Medium		None		Low

		1600.00+		Low		Medium		None		Low		No		0						No		90		75		100		90		100		55				Medium		Medium		Medium		Medium

		1700.00+		Medium		Medium		Medium		Medium		No		0						No		75		75		75		75		100		0				Medium		Low		None		Low

		1800.00+		Medium		Low		None		Low		No		0						No		75		90		100		90		100		55				Low		None		None		None

		1900.00+		Low		None		None		None		No		0						No		90		100		100		100		100		90				None		Medium		None		None

		2000.00+		None		Medium		None		None		Yes		32		3(L)				No		100		75		100		100		99		74

																						91.5		82.3		93.0		85.5		98.8		52.5

		1. Stationing from East Confederate Avenue (0+26) to Baltimore Street (20+45)

				*Station 0+00.00 at centerline of East Confederate Ave

				*Road starts at 0+26

				*Road ends at 20+45 at curbline of Baltimore Street

				*At 11+00 sidewalk starts.

				*At 11+50 road widens to 32'

				*Inlet at 12+25

				*At 18+75 widens to 36'

				*4' paved sidewalk on the right

				*6' patch from 4+87 to 5+97 appears to just be scratch

				*6+23 appears shoulder is washed by stormwater

				*At 10+00 curb blocks and 6' wide paved sidewalk on right.





Legion Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Legion Alley

		Road Length (miles)		0.107954		Reynolds to West								Area =		635		SY

		Road Length (miles)		0.39867		West to Stratton								Area =		2340		SY

		Road Length (miles)		0.25189		Stratton to Middle				Type		Alley		Area =		1720		SY				Storm Sewer Condition: Fair

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				Medium

		200.00+		Medium		None		None		None		No		0						No		75		100		100		100		100		75				Low

		300.00+		Medium		None		None		High		No		0						No		75		100		100		60		100		35				High

		400.00+		None		High		None		None		No		0						No		100		60		100		100		100		60				Low

		500.00+		Medium		Medium		None		None		No		0						No		75		75		100		100		100		50				Low

		600.00+																				0		0		0		0

		700.00+		High		High		None		Medium		No		0						No		60		60		100		75		100		0				Medium

		800.00+		High		None		None		Low		No		0						No		60		100		100		90		100		50				Low

		900.00+		High		None		None		High		No		0						No		60		100		100		60		100		20				High

		1000.00+		High		High		None		High		No		0						No		60		60		100		60		100		0				High

		1100.00+		High		None		None		Low		No		0						No		60		100		100		90		100		50				Low

		1200.00+		High		None		None		Low		No		0						No		60		100		100		90		100		50				Low

		1300.00+		High		Medium		None		Medium		No		0						No		60		75		100		75		100		10				Medium

		1400.00+		High		None		None		Low		No		0						No		60		100		100		90		100		50				Low

		1500.00+		None		Medium		None		Low		No		0						No		100		75		100		90		100		65				Low

		1600.00+		Medium		Medium		None		Low		No		0						No		75		75		100		90		100		40				Low

		1700.00+		High		None		None		Medium		No		0						No		60		100		100		75		100		35				Medium

		1800.00+		High		None		None		High		No		0						No		60		100		100		60		100		20				High

		1900.00+		High		Medium		None		High		No		0						No		60		75		100		60		100		0				High

		2000.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90				Low

		2100.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				None

		2200.00+																				0		0		0		0

		2300.00+		High		None		None		High		No		0						No		60		100		100		60		100		20				High

		2400.00+		Medium		None		None		Low		No		0						No		75		100		100		90		100		65				Low

		2500.00+		Medium		Medium		None		Medium		No		0						No		75		75		100		75		100		25				Medium

		2600.00+		High		None		None		High		No		0						No		60		100		100		60		100		20				High

		2700.00+		Medium		Medium		None		High		Yes		600						No		75		75		100		60		60		0				High

		2800.00+																				0		0		0		0

		2900.00+		Low		High		None		High		No		0						No		90		60		100		60		100		10				High

		3000.00+		None		High		None		None		No		0						No		100		60		100		100		100		60				None

		3100.00+		None		Medium		None		Low		No		0						No		100		75		100		90		100		65				Low

		3200.00+		None		Low		None		Low		No		0						No		100		90		100		90		100		80				Low

		3300.00+		High		None		None		High		No		0						No		60		100		100		60		100		20				High

		3400.00+																				0		0		0		0

		3500.00+		High		Medium		None		Medium		No		0						No		60		75		100		75		100		10				Medium

		3600.00+		High		None		None		Medium		No		0						No		60		100		100		75		100		35				Medium

		3700.00+		High		None		None		Medium		No		0						No		60		100		100		75		100		35				Medium

		3800.00+		None		High		None		Low		No		0						No		100		60		100		90		100		50				Low

		3900.00+		High		None		None		Medium		No		0						No		60		100		100		75		100		35				Medium

		4000.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				None

		4100.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				None

																				Overall rating		74.9		86.8		100.0		80.3		98.9		44.1

																				Reynolds to West St.		85.0		87.0		100.0		92.0		100.0		64.0

		1. Stationing from Reynolds Street (0+00) to Middle Street (41+65)																		West St. to Stratton St.		69.0		88.5		100.0		77.0		98.0		35.5

																				Stratton St. to Middle St.		82.5		85.0		100.0		82.5		100.0		50.0

				*0+00 at centerline of Reynolds

				*41+65 at curbline of East Middle

				*24+80 to 25+35 run all on right side (3' high)

				*24+80 possible storm sewer to Stratton

				*lump sum for design and improvements

				*run curb on right 26+80 to 27+73

				*curbline of Stratton 27+80 to 28+07

				*from Stratton to end of Legion: 5% base repair, 50% base repair for the rest

				*13' width at 28+00

				*34+00 width to 10'

				*Lefever curbine from 33+80 to 34+08

				*39+62 pavement seam to 41+35 appears to be 1/2" of scratch

				*depressed in center

				*base repair

				*Inlets at 4+08 (in Plank)

				*curbline of West St. 5+85 and 6+15

				*base repair, reclaim

				*wheel paths on both sides, 6' wide

				*Franklin curbline 10+58 and1+88

				*curbline of Washington 15+30 and 15+61, at 15+61 begin 11.5' width

				*17+00 drainage issues

				*17+00 narrows to 10'

				*Baltimore curbline at 21+50 and 21+92

				*Washington to Baltimore crowns to center





Levan Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Levan Alley

		Road Length (miles)		0.04848		(no intersects)				Type		Alley		Area =		285		SY				Storm Sewer Condition: N/A

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		050.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		075.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		100.00+		None		Low		None		Low		No		0								100		90		100		90		100		80

		125.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		150.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		175.00+		None		Medium		None		Medium		No		0								100		75		100		75		100		50

		200.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		225.00+		Low		None		Medium		Medium		No		0								90		100		75		75		100		40

		250.00+		High		None		None		High		No		0								60		100		100		60		100		20

																						82.5		96.5		97.5		78.0		100.0		54.5

		1. Stationing from Court Alley (0+06) to Patrick Alley (2+56)





Liberty St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Liberty Street

		Road Length (miles)		0.075757		(no intersects)				Type		Local		Area =		1334		SY				Storm Sewer Condition:

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)														Overall Curb Condition:

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse		Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		None		No		0		6(L), 3.5(R)						100		100		100		100		100		100				None		Medium		None		None

		100.00+		None		None		None		Low		No		0		DA(L), 4(R)						100		100		100		90		100		90				None		Low		None		Low

		150.00+		None		None		None		Low		No		0		DA(L), 4(R)						100		100		100		90		100		90				None		Medium		None		Low

		200.00+		Low		None		None		Low		No		0		DA(L), 4(R)						90		100		100		90		100		80				None		Medium		Low		Low

		250.00+		Low		None		None		Low		No		0		7.5(L), 4(R)						90		100		100		90		100		80				None		High		Low		Low

		300.00+		Low		None		None		Low		No		0		7.5(L), 4(R)						90		100		100		90		100		80				None		High		Low		Low

		350.00+		Medium		None		None		Low		No		0		5(L), 4(R)						75		100		100		90		100		65				None		Medium		Medium		Low

		400.00+		Medium		None		None		Low		No		0		5(L), 5.5(R)						75		100		100		90		100		65				None		Medium		Low		Low

																						90.0		100.0		100.0		91.3		100.0		81.3

		1. Stationing from Middle Street (0+17) to York Street (4+17)

				*0+00 at the centerline of Middle Street

				*0+17 at the curbline of Middle Street

				*4+17 at the curbline of Route 30

				*double yellow lines start at 0+29, end at 3+87

				*monolithic sidewalk on both sides.

				*parking lanes on the right

				*at 2+00 on the right replace 100' of curb

				*stop bar at 3+87

				*surface treatment, scratch, possible milling.





Linbro Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Linbro Alley

		Road Length (miles)		0.076136		(no intersects)				Type		Alley		Area =		447		SY				Storm Sewer Condition:				Poor

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		Low		None		None		Medium		No		0								90		100		100		75		100		65

		100.00+		Low		None		None		Medium		No		0								90		100		100		75		100		65

		150.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		200.00+		Medium		None		None		High		No		0								75		100		100		60		100		35

		250.00+		High		None		None		High		No		0								60		100		100		60		100		20

		300.00+		High		High		None		Medium		No		0								60		60		100		75		100		0

		350.00+		Low		Low		None		Low		No		0								90		90		100		90		100		70

		400.00+		Low		None		None		None		No		0								90		100		100		100		100		90

																						78.8		93.8		100.0		76.3		100.0		49.4

		1. Stationing from Lincoln Avenue (0+12) to Broadway Street (4+14)





Lincoln Lane

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Lincoln Lane

		Lincoln Lane		0.133522						Type		Alley		Area =		970		SY				Storm Sewer Condition: Fair

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				7										Overall Curb Condition: Good (where applicable)

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Low		None		Low		No		0						Yes		100		90		100		90		100		80

		200.00+		None		Medium		None		Low		No		0						Yes		100		75		100		90		100		65

		300.00+		None		None		None		None		No		0		7		Good		Yes		100		100		100		100		100		100

		400.00+		None		Low		None		None		No		0		7		Good		Yes		100		90		100		100		100		90

		500.00+		None		Low		None		Low		No		0		7		Good		Yes		100		90		100		90		100		80

		600.00+		None		Medium		None		High		No		0		7		Good		Yes		100		75		100		60		100		35

		700.00+		Low		Low		Medium		Medium		No		0		7		Good		Yes		90		90		75		75		100		30

																						98.6		87.1		96.4		86.4		100.0		68.6

		1. Stationing from Washington Street (0+20) to Long Lane (7+25)

				*Station 0+00.00 at centerline of Washington Street

				*Curb on right starts at 2+63

				*Around 4+00 road flares out to 14 feet

				*Road ends at 7+25 on the curbline of Long Lane.





Little Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Little Alley

		Road Length (miles)		0.038825		(no intersects)				Type		Alley		Area =		262		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		11.5				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

		050.00+		High		None		None		Medium		No		0						No		60		100		100		75		100		35

		075.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

		100.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

		125.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

		150.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

		175.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

		200.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

																						95.0		100.0		100.0		88.1		100.0		83.1

		1. Stationing from York Street (0+18) to Racehorse Alley (2+23)

				*0+00 at centerline of Route 30

				*0+18 at curbline of Route 30

				*2+23 at the post at end

				*curbline to 0+45 1.5" curb on right





Locust Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Locust Avenue

		Road Length (miles)		0.07121		(no intersects)				Type		Local		Area =		836		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		20				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				4										Overall Curb Condition:				Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		None		No		0		1(L), 5.5R		Good		No		100		100		100		100		100		100

		100.00+		None		None		None		None		No		0				Good		No		100		100		100		100		100		100

		150.00+		None		None		None		None		No		0		5.5R		Good		No		100		100		100		100		100		100

		200.00+		None		None		None		None		No		0		3(L), 8R		Good		No		100		100		100		100		100		100

		250.00+		None		None		None		None		No		0		3(L)		Good		No		100		100		100		100		100		100

		300.00+		None		None		None		None		No		0		3(L), 4R		Good		No		100		100		100		100		100		100

		350.00+		None		None		None		None		No		0		3R		Good		No		100		100		100		100		100		100

																						100.0		100.0		100.0		100.0		100.0		100.0

		1. Stationing from Baltimore Street (0+19) to Wainwright Avenue (3+95)

				*Station 0+00.00 at centerline of Baltimore Street

				*Road starts at 0+19 at the curbline of Baltimore Street

				*Road ends at 3+95 at curbline of Wainwright Ave

				*Monolithic sidewalks on both sides

				*Driveway apron on left at 1+50 and 3+50

				*At 1+26 start of regular curb on the right

				*Monolithic sidewalks on both sides starting at 3+00 again

				*good crown.





Long Ln

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Long Lane

		Road Length (miles)		0.104163		(no intrs)		7+00 to 12+00		Type		Local		Area =		1589		SY				Storm Sewer Condition:				Fair

		Road Length (miles)		0.128787		0+00 to 7+00										1965

		Road Length (miles)		0.6123		(no intrs)								Area =		10777		SY

				Section 1		Secton 2

		Paved width (feet)		26		30		Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				6										Overall Curb Condition:				Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Section 1

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Low		Low		None		No		0		5		Fair		Yes		100		90		90		100		100		80

		200.00+		None		Medium		None		None		No		0		5		Fair		Yes		100		75		100		100		100		75

		300.00+		None		Low		Low		Low		No		0		5		Fair		Yes		100		90		90		90		100		70

		400.00+		None		Medium		None		None		No		0		5		Fair		Yes		100		75		100		100		100		75

		500.00+		None		Medium		None		None		No		0		5		Fair		Yes		100		75		100		100		100		75

		600.00+		None		Medium		None		None		No		0		5		Fair		Yes		100		75		100		100		100		75

		700.00+		None		Low		None		None		No		0		5		Fair		Yes		100		90		100		100		100		90

		800.00+		None		Low		None		None		Yes		4		5		Fair		Yes		100		90		100		100		100		90

		900.00+		None		Low		None		None		No		0		5		Fair		Yes		100		90		100		100		100		90

		1000.00+		Low		None		None		None		Yes		5		5		Fair		Yes		90		100		100		100		100		90

		1100.00+		None		Low		None		None		No		0		5		Fair		Yes		100		90		100		100		100		90

		1200.00+		None		None		None		None		No		0		5		Fair		Yes		100		100		100		100		100		100

		Section 2

		Station2

		1+00.00		None		None		Low		None		Yes		176		5		Fair		Yes		100		100		90		100		96		86

		2+00.00		None		None		None		None		Yes		80		5		Fair		Yes		100		100		100		100		98		98

		3+00.00		None		None		None		None		No		0		5		Fair		Yes		100		100		100		100		100		100

		4+00.00		Medium		High		None		None		Yes		112		5		Fair		Yes		75		60		100		100		98		33

		5+00.00		None		Medium		None		None		No		0		5		Fair		Yes		100		75		100		100		100		75

		6+00.00		None		Medium		Low		Low		No		0		5		Fair		Yes		100		75		90		90		100		55

		7+00.00		None		Low		None		None		Yes		72		5		Fair		Yes		100		90		100		100		98		88

		8+00.00		Medium		Low		Low		None		Yes		80		5		Fair		Yes		75		90		90		100		98		53

		9+00.00		Low		None		None		None		No		0		5		Fair		Yes		90		100		100		100		100		90

		10+00.00		Low		Medium		None		None		No		0		5		Fair		Yes		90		75		100		100		100		65

		11+00.00		None		Medium		Medium		None		No		0		5		Fair		Yes		100		75		75		100		100		50

		12+00.00		None		Medium		Medium		None		No		0		5		Fair		Yes		100		75		75		100		100		50

		13+00.00		None		Low		Low		None		Yes		0		5		Fair		Yes		100		90		90		100		100		80

		14+00.00		None		None		None		None		No		0		5		Fair		Yes		100		100		100		100		100		100

		15+00.00		Low		Low		None		Low		No		0		5		Fair		Yes		90		90		100		90		100		70

		16+00.00		Low		Low		Low		None		No		0		5		Fair		Yes		90		90		90		100		100		70

		17+00.00		Medium		High		Medium		Low		No		0		5		Fair		Yes		75		60		75		90		100		0

		18+00.00		Medium		High		Medium		Low		Yes		52		5		Fair		Yes		75		60		75		90		99		0

		19+00.00		Medium		Medium		Medium		Low		Yes		140		5		Fair		Yes		75		75		75		90		97		12

		20+00.00		Medium		High		Medium		Low		No		0		5		Fair		Yes		75		60		75		90		100		0

		21+00.00		None		Low		None		None		No		0		8		Good		Yes		100		90		100		100		100		90

		22+00.00		None		None		Low		None		No		0		8		Good		Yes		100		100		90		100		100		90

		23+00.00		None		Medium		None		Low		No		0		8		Good		Yes		100		75		100		90		100		65

		24+00.00		None		Low		Low		Low		No		0		8		Good		Yes		100		90		90		90		100		70

		25+00.00		Low		Low		Low		Medium		No		0		8		Good		Yes		90		90		90		75		100		45

		26+00.00		Medium		Medium		Medium		Medium		No		0		8		Good		Yes		75		75		75		75		100		0

		27+00.00		Medium		Low		Low		Low		No		0		8		Good		Yes		75		90		90		90		100		45

		28+00.00		Low		Low		None		Low		No		0		8		Good		Yes		90		90		100		90		100		70

		29+00.00		None		Medium		Low		None		No		0		8		Good		Yes		100		75		90		100		100		65

		30+00.00		Low		Medium		Low		Low		No		0		8		Good		Yes		90		75		90		90		100		45

		31+00.00		None		High		Low		Low		No		0		8		Good		Yes		100		60		90		90		100		40

		32+00.00		None		Medium		Low		None		No		0		8		Good		Yes		100		75		90		100		100		65

																				Overall Rating		93.6		83.3		92.6		95.9		99.6		65.1

																				Steinwehr Ave to Sunset Ave Section 1 (0+00 to 7+00-Highland Ave)		100.0		80.0		96.7		98.3		100.0		75.0

																				Steinwehr Ave to Sunset Ave Section 1 (7+00-Highland Ave to Sunset.)		98.3		93.3		100.0		100.0		100.0		91.6

																				Cul De Sac to Breckenridge Street Section 2		91.6		82.0		90.5		94.7		99.5		58.3

		1. Stationing from Steinwehr Avenue (0+19) to Curbline of Sunset Avenue (12+45)

		2. Stationing from Edge of Cul de Sac (0+00) to Curbline of BreckenRidge Street (32+26)

		General Notes:

				11+94 Curb starts on left and road width is 32'





Markley Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Markley Alley

		Road Length (miles)		0.200056		(no intersects)				Type		Alley		Area =		1409		SY				Storm Sewer Condition:				Fair

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition:				Good (where applicable)

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		200.00+		None		high		None		Low		No		0								100		60		100		90		100		50

		300.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		400.00+		None		None		None		None		Yes		86								100		100		100		100		95		95

		500.00+		None		None		None		Medium		Yes		86		5		Good				100		100		100		75		95		70

		600.00+		None		high		None		Low		No		0		5		Good				100		60		100		90		100		50

		700.00+		None		None		None		None		No		0								100		100		100		100		100		100

		800.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		900.00+		Medium		high		None		Low		No		0								75		60		100		90		100		25

		1000.00+		None		None		None		Low		No		0								100		100		100		90		100		90

																						97.5		83.0		100.0		90.5		99.0		70.0

		1. Stationing from Stevens Street (0+17) to Broadway Street (10+76)

				*0+00 at the centerline of Stevens Ave

				*0+16 at the curbline of Stevens Ave

				*10+76 at the curbline of East Broadway

				*4+41 begins a 2 1/2' utility patch to 5+23

				*5+21 begin curb on right

				*curbline of East Linclon at 6+45 and 6+75

				*consider an inlet at 6+45

				*inlets at 6+77 and 8+34

				*from 6+75 to end alley has depressed center, good pavement

				*pavement seam at 8+47 start of bad pavement

				*9-29-10





Mayor Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Mayor Alley

		Road Length (miles)		0.05018		(no intersects)				Type		Alley		Area =		354		SY				Storm Sewer Condition: N/A

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)														Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		None		Low		None		None		No		0						No		100		90		100		100		100		90

		050.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

		075.00+		None		High		None		Low		No		0						No		100		60		100		90		100		50

		100.00+		None		High		None		Low		No		0						No		100		60		100		90		100		50

		125.00+		None		Medium		None		Medium		No		0						No		100		75		100		75		100		50

		150.00+		None		None		None		None		No		0						No		100		100		100		100		100		100

		175.00+		None		High		None		Medium		No		0						No		100		60		100		75		100		35

		200.00+		None		Medium		None		None		No		0						No		100		75		100		100		100		75

		225.00+		None		Medium		None		None		No		0						No		100		75		100		100		100		75

		250.00+		None		High		None		None		No		0						No		100		60		100		100		100		60

																						100.0		75.5		100.0		92.0		100.0		67.5

		1. Stationing from Dobbin Alley (0+06) to Court Alley (2+71)





McMillian St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		McMillian Street

		Road Length (miles)		0.04261		(no intersects)				Type		Local		Area =		750		SY				Storm Sewer Condition:

		Paved width (feet)		30				Pavement Age (yrs)														Good

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				6										Overall Curb Condition:

		Weathering		Good		Fair		Poor														Good

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		None		None		None		High		Yes		200								100		100		100		60		82		42

		025.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		050.00+		None		None		None		None		No		0		6L, daR		Good		No		100		100		100		100		100		100

		075.00+		None		Low		None		None		No		0		6L, 7R		Good		No		100		90		100		100		100		90

		100.00+		None		None		None		None		No		0						No		100		100		100		100		100		100

		125.00+		None		None		None		None		No		0						No		100		100		100		100		100		100

		150.00+		None		None		None		Low		No		0		6.5L, 6R		Good		No		100		100		100		90		100		90

		175.00+		None		Low		None		None		No		0		6.5L, 5R		Good		No		100		90		100		100		100		90

		200.00+		None		None		None		None		No		0		6L, 5.5R		Good		No		100		100		100		100		100		100

		225.00+		None		None		Low		Low		No		0		6L, 5.5R		Good		No		100		100		90		90		100		80

																						100.0		95.5		99.0		93.0		98.2		85.7

		1. Stationing from Ridge Avenue (0+00) to Howard Avenue (2+40)

				*Station 0+00 at curbline of Ridge Ave adjacent to Inlet

				*Road ends at 2+40 on the curbline of Howard

				*Inlets at 0+38(left), 2+25(r&l)

				*regular curbing

				*Surface treatment, crack sealing

				*0+99 utility patch 150 sq.ft.

				*1+00 to 2+00 sidewalk needs raised





Monument Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Monument Alley

		Road Length (miles)		0.065909		(no intersects)				Type		Alley		Area =		348		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		9				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		High		None		None		High		No		0								60		100		100		60		100		20

		100.00+		High		None		None		High		No		0								60		100		100		60		100		20

		150.00+		High		None		None		High		No		0								60		100		100		60		100		20

		200.00+		High		None		None		High		No		0								60		100		100		60		100		20

		250.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		300.00+		High		None		None		Low		No		0								60		100		100		90		100		50

		350.00+		None		High		None		Low		No		0								100		60		100		90		100		50

																						65.7		94.3		100.0		70.7		100.0		30.7

		1. Stationing from Water Street (0+19) to Delap Avenue (3+67)





Mummasburg St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Mummasburg Street

		Road Length (miles)		0.10606		(no intersects)				Type		Local		Area =		1494		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		24				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				6										Overall Curb Condition:				Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

																																						Before Revision

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway						Alligator		Longitud.		Transverse

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating						Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		050.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65				1+00		High		High		High

		100.00+		Medium		High		High		Medium		No		0		7,DA		Fair				75		60		60		75		100		0				2+00		None		High		High

		150.00+		None		Medium		None		Low		No		0		6(left), 5(right)		Fair				100		75		100		90		100		65				3+00		None		High		None

		200.00+		None		High		None		None		No		0		7, 5.5		Fair				100		60		100		100		100		60				4+00		None		High		None

		250.00+		Low		High		None		Low		No		0		6(left), 5.5(right)		Fair				90		60		100		90		100		40				5+00		None		Medium		None

		300.00+		None		Low		None		None		No		0		6,5		Fair				100		90		100		100		100		90

		350.00+		Low		None		None		Low		No		0		6(left), 5.5(right)		Fair				90		100		100		90		100		80

		400.00+		Low		None		None		Medium		No		0		5(right)		Fair				90		100		100		75		100		65

		450.00+		None		Medium		None		Low		No		0		6(left), 5.5(right)		Fair				100		75		100		90		100		65

		500.00+		None		Medium		None		Medium		No		0		6, 5.5		Fair				100		75		100		75		100		50

		550.00+		None		Medium		None		Medium		No		0		6(left), 5.5(right)		Fair				100		75		100		75		100		50

																						95.0		76.8		96.4		86.4		100.0		57.3

		1. Stationing from Steven Street (0+18) to Water Street (5+78)

				*replace left curb 0+40 to 1+20

				*monolithic sidewalk on right at 1+73

				*parking lanes on left

				*need 2 inlets at 3+00 and 5+78 (both sides)

				*replace left curb from 4+10 to 4+80

				*inlet at 5+78





Naugle Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Naugle Alley

		Road Length (miles)		0.073674						Type		Alley		Area =		476		SY				Storm Sewer Condition: N/A

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		Low		No		0								100		100		100		90		100		90				Medium

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100

		150.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		200.00+		None		None		None		None		No		0								100		100		100		100		100		100

		250.00+		None		None		None		None		No		0								100		100		100		100		100		100

		300.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		350.00+		None		None		None		Low		No		0								100		100		100		90		100		90

																						100.0		100.0		100.0		94.3		100.0		94.3

		1. Stationing from Markley Alley (0+06) to Stratton Street (3+95)





No Name Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		No Name Alley

		Road Length (miles)		0.032575						Type		Alley		Area =		192		SY				Storm Sewer Condition: N/A

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+																				0		0		0		0

		050.00+		None		High		None		High		No		0								100		60		100		60		100		20

		075.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		100.00+		None		None		None		High		No		0								100		100		100		60		100		60

		125.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		150.00+		None		High		None		High		No		0								100		60		100		60		100		20

		175.00+		None		None		None		Low		No		0								100		100		100		90		100		90

																						100.0		86.7		100.0		70.0		100.0		56.7

		1. Stationing from Stratton Street (0+20) to Hazel Alley (1+92)

				*0+00 at the centerline of Stratton

				*0+20 at curbline of Stratton

				*1+92 at edge of Hazel

				*back of sidewalk, along Stratton, at 0+30

				*4' utility patch whole length of alley

				*inlet at 1+42, needs replaced.





Noonan Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Noonan Alley

		Road Length (miles)		0.188		993 feet				Type		Alley		Area =		1214		SY		Storm Sewer Condition:				Fair

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:

		Weathering		Good		Fair		Poor														N/A

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		Low		No		0		N/A		N/A		No		100		100		100		90		100		90

		200.00+		None		None		None		None		No		0		N/A		N/A		No		100		100		100		100		100		100

		300.00+		None		None		None		Medium		No		0		N/A		N/A		No		100		100		100		75		100		75

		400.00+		None		None		None		Low		No		0		N/A		N/A		No		100		100		100		90		100		90

		500.00+		None		None		None		Low		No		0		N/A		N/A		No		100		100		100		90		100		90

		600.00+		None		None		None		Low		No		0		N/A		N/A		No		100		100		100		90		100		90

		700.00+		None		Low		None		Low		No		0		N/A		N/A		No		100		90		100		90		100		80

		800.00+		None		Low		None		Low		No		0		N/A		N/A		No		100		90		100		90		100		80

		900.00+		None		None		None		Low		No		0		N/A		N/A		Yes		100		100		100		90		100		90

		1000.00+		None		None		None		Low		No		0		N/A		N/A		Yes		100		100		100		90		100		90

																						100.0		98.0		100.0		89.5		100.0		87.5

		1. Stationing from centerline of Queen Street (0+17) to Curb Line of Johns Avenue (10+10)

		General note:		Existing 2 Inlets at end of Alley In center of road and 5 on edge of John's Avenue





Pape Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Pape Alley

		Road Length (miles)		0.05		264 Feet				Type		Alley		Area =		323		SY				Storm Sewer Condition:

		Paved width (feet)		11				Pavement Age (yrs)														Fair

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:

		Weathering		Good		Fair		Poor														N/A

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		Medium		None		None		High		No		0						No		75		100		100		60		100		35

		100.00+		Medium		None		None		Low		No		0						No		75		100		100		90		100		65

		150.00+		Medium		Medium		None		Medium		No		0						No		75		75		100		75		100		25

		200.00+		Medium		None		Medium		High		No		0						No		75		100		75		60		100		10

		250.00+		High		None		None		Medium		No		0						No		60		100		100		75		100		35

																						72.0		95.0		95.0		72.0		100.0		34.0

		1. Stationing from Centerline of Franklin Street (0+23) to Edge of Warner Alley (2+87)

		General Notes:		Sidewalk along right side until 1+12

				Road flares out to 17' wide at 1+58

				Block laid curb starts at 1+58 on left





Park St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Park Street

		Road Length (miles)		0.058		306 feet				Type		Local		Area =		1021		SY				Storm Sewer Condition:

		Paved width (feet)		30				Pavement Age (yrs)				Under 7 years										None

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				5.5										Overall Curb Condition:

		Weathering		Good		Fair		Poor														Good

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+												0		5.0 to 5.5		Good		No		0		0		0		0

		050.00+		None		Low		None		None		No		0		5.0 to 5.5		Good		No		100		90		100		100		100		90

		100.00+		None		Low		Low		None		No		0		5.0 to 5.5		Good		No		100		90		90		100		100		80

		150.00+		None		Low		None		None		No		0		5.0 to 5.5		Good		No		100		90		100		100		100		90

		200.00+		None		Low		None		None		Yes		251		5.0 to 5.5		Good		No		100		90		100		100		89		79

		250.00+		None		None		None		None		No		0		5.0 to 5.5		Good		No		100		100		100		100		100		100

		300.00+		None		None		None		None		No		0		5.0 to 5.5		Good		No		100		100		100		100		100		100

																						100.0		93.3		98.3		100.0		98.1		89.8

		1. Stationing from Long Lane (0+12)  to Curbline at Utility Pole (3+18)





Patrick Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Patrick Alley

		Road Length (miles)		0.075						Type		Alley		Area =		484		SY				Storm Sewer Condition:

		Paved width (feet)		11				Pavement Age (yrs)														N/A

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)														Overall Curb Condition:

		Weathering		Good		Fair		Poor														N/A

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		High		None		None		High		No		0								60		100		100		60		100		20

		100.00+		Medium		None		None		Low		No		0								75		100		100		90		100		65

		150.00+		Medium		Medium		None		None		No		0								75		75		100		100		100		50

		200.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		250.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		300.00+		High		Medium		None		Low		No		0								60		75		100		90		100		25

		350.00+		Medium		High		None		Medium		No		0								75		60		100		75		100		10

		400.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

																						79.4		82.5		100.0		85.6		100.0		47.5

		1. Stationing from Wall Alley (0+02) to Breckenridge (3+98)





Pfeffer Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Pfeffer Alley

		Road Length (miles)		0.029924						Type		Alley		Area =		211		SY				Storm Sewer Condition: N/A

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		None		None		None		None		Yes		112						Yes		100		100		100		100		75		75				Medium

		050.00+		None		Low		None		None		Yes		112						Yes		100		90		100		100		75		65				Medium

		075.00+		None		Low		None		None		Yes		112						Yes		100		90		100		100		75		65				Medium

		100.00+		None		Low		Medium		None		Yes		112						Yes		100		90		75		100		75		40				Medium

		125.00+		None		Low		None		None		Yes		112						Yes		100		90		100		100		75		65				Medium

		150.00+		None		None		None		None		No		112						Yes		100		100		100		100		75		75				High

																						100.0		93.3		95.8		100.0		75.1		64.3

		1. Stationing from Schoolhouse Alley (0+10) to Baltimore Street (1+68)

				*0+00 at centerline of Schoolhouse Alley

				*0+10 at pavement seam at Schoolhoues Alley

				*1+68 at curbline of Baltimore St

				*4' utility patch whole length





Pine St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Pine Street

		Road Length (miles)		0.0581439						Type		Local		Area =		1024		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				5										Overall Curb Condition:				Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		Low		High		High		Low		No		0		5.5(left), 5(right)		Fair		No		90		60		60		90		100		0

		100.00+		Low		Medium		Medium		Low		No		0		6.5(left), DA		Fair		No		90		75		75		90		100		30

		150.00+		None		High		None		None		No		0		DA, 5(right)		Fair		No		100		60		100		100		100		60

		200.00+		Low		High		Medium		None		No		0		4.5(left), 5.5(right)		Poor		No		90		60		75		100		100		25

		250.00+		Medium		None		Medium		Low		No		0		4.5(left), 5.5(right)		Fair		No		75		100		75		90		100		40

		300.00+		None		High		None		Low		No		0		5.5(left), 5.5(right)		Fair		No		100		60		100		90		100		50

																						90.8		69.2		80.8		93.3		100.0		34.2

		1. Stationing from Barlow Street (0+15) to Dead End (3+22)

				*0+00 at the centerline of Barlow Street

				*0+15 at curbline of Barlow Street

				*3+22 at end of pavement

				*spot base repair, mill, and overlay

				*replace curb on right from 1+75 to 2+37

				*Victor Street curbline at 2+37

				*consider inlets at intersection of Pine Street and Barlow Street. Neighbor lady complained of ponding water.

				*restore 2% crown





Plank Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Plank Alley

		Road Length (miles)		0.0753787						Type		Alley		Area =		531		SY				Storm Sewer Condition: N/A

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		100.00+		None		High		None		None		No		0						Yes		100		60		100		100		100		60

		150.00+		None		Low		None		None		No		0						Yes		100		90		100		100		100		90

		200.00+		None		Low		None		None		No		0						Yes		100		90		100		100		100		90

		250.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		300.00+		None		Medium		None		None		No		0						Yes		100		75		100		100		100		75

		350.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		400.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

																						100.0		89.4		100.0		100.0		100.0		89.4

		1. Stationing from High Street (0+18) to Middle Street (4+16)

				*Station 0+00 at centerline of High St

				*0+18 at curbline of High St

				*4+16 at curbline of Rt. 116

				*small yard inlet 1+20

				*curb on left 0+18 to 1+90

				*Inlets at 2+18 and 4+16

				*at 2+25 alley flares

				*seal on both sides

				*DM-depressed middle





Prince St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Prince Street

		Road Length (miles)		0.068181						Type		Local		Area =		1035		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse		Rutting		Patching

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking				Yes or No

		Station1

		000.00+																				0		0		0		0

		050.00+		Low		None		None		Low		Yes		180		4.5(left), 5.5(right)		Fair		No		90		100		100		90		92		72				Medium		High		None		Low		Yes

		100.00+		Low		None		None		Low		Yes		180		4(left), DA		Fair		No		90		100		100		90		92		72				High		High		High		Low		Yes

		150.00+		Low		None		Medium		Medium		Yes		180		4(left), DA		Fair		No		90		100		75		75		92		32				Medium		High		Medium		High		Yes

		200.00+		Low		None		Medium		Medium		Yes		180		5(left), 5(right)		Fair		No		90		100		75		75		92		32				High		Medium		High		High		Yes

		250.00+		Low		None		None		Medium		Yes		180		4(right), 5(right)		Poor		No		90		100		100		75		92		57				Low		High		None		Medium		Yes

		300.00+		Low		Medium		None		None		No		0		4(right), 5(right)		Fair		Yes		90		75		100		100		100		65				Low		High		None		Low		No

		350.00+		None		None		None		None		No		0		7(right)		Fair		Yes		100		100		100		100		100		100				None		None		None		None		No

																						91.4		96.4		92.9		86.4		94.3		61.4

		1. Stationing from Ridge Avenue (0+16) to Howard Avenue (3+76)

				*0+00 at centerline of Ridge (by manhole)

				*0+16 curbline of Ridge

				*3+76 at end of pavement at channel

				*Inlets at 2+68 and 2+96 (in Howard Ave)

				*assume 15% base repair

				*3' utility patch whole length to 3+00

				10' curb replacement on left

				*2+68 and 2+96 curbline of Howard

				*3+22 goes to 18' width

				*2'x16" drainage pipe needs replaced for about 100'





Queen St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Queen Street

		Road Length (miles)		0.29469						Type		Local		Area =		5273		SY				Storm Sewer Condition: Fair (where applicable)

		Paved width (feet)		30.5				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Low		None		None		No		0		5		Good		Yes		100		90		100		100		100		90

		200.00+		None		Low		Low		None		No		0				Good		Yes		100		90		90		100		100		80

		300.00+		None		None		None		None		No		0				Good		Yes		100		100		100		100		100		100

		400.00+		None		Low		Low		Low		Yes		49				Fair		Yes		100		90		90		90		99		69

		500.00+		Low		Low		Low		Medium		No		0		5		Fair		Yes		90		90		90		75		100		45

		600.00+		Low		Low		Low		None		No		0				Fair		Yes		90		90		90		100		100		70

		700.00+		None		Low		Low		Low		No		0				Fair		Yes		100		90		90		90		100		70

		800.00+		None		Low		Low		Medium		No		0				Fair		Yes		100		90		90		75		100		55

		900.00+		Low		Low		None		Low		No		0		5		Fair		Yes		90		90		100		90		100		70

		1000.00+		None		None		None		None		No		0		5		Fair		Yes		100		100		100		100		100		100

		11+00.00		None		None		None		None		No		0				Fair		Yes		100		100		100		100		100		100

		12+00.00		Low		None		None		Low		No		0		5		Fair		Yes		90		100		100		90		100		80

		13+00.00		Low		Low		None		Low		No		0				Fair		Yes		90		90		100		90		100		70

		14+00.00		Low		None		None		Low		No		0				Fair		Yes		90		100		100		90		100		80

		15+00.00		Low		None		None		Medium		No		0		5		Fair		Yes		90		100		100		75		100		65

																						95.3		94.0		96.0		91.0		99.9		76.3

		1. Stationing from Steinwehr Avenue (0+19) to Long Lane (15+74)

		General Notes:		1. Pavement is probably 15 to 20 years old

				2. Queen Street begins at 0+19

				3. Crown starts at 2% and Flattens out past Johns Avenue

				Only 2 inlets present with pipe crossing Queen St.





Racehorse Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Racehorse Alley

		Road Length (miles)		0.3767		Sect 1				Type		Alley		Area =		4851		SY				Storm Sewer Condition: Fair

		Road Length (miles)		0.33636		Sect 2								Area =		3215		SY

		Paved width (feet)		13				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: Good where curb exist

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		200.00+		None		None		None		None		No		0								100		100		100		100		100		100

		300.00+		None		None		None		Medium		No		0		5.5		Good				100		100		100		75		100		75

		400.00+		None		High		None		High		Yes		70		5.5		Good				100		60		100		60		96		16

		500.00+		None		High		None		Medium		Yes		70		5.5		Good				100		60		100		75		96		31

		600.00+		High		None		None		High		No		0		5.5		Good				60		100		100		60		100		20

		700.00+		None		Medium		None		Low		No		0		7		Good				100		75		100		90		100		65

		800.00+		None		High		Medium		Low		No		0		7		Good				100		60		75		90		100		25

		900.00+		None		High		None		None		No		0		7		Good				100		60		100		100		100		60

		1000.00+		None		High		None		Low		No		0		6		Good				100		60		100		90		100		50

		1100.00+		None		High		None		Medium		No		0		8		Good				100		60		100		75		100		35

		1200.00+		None		High		Medium		None		No		0		6.5		Good				100		60		75		100		100		35

		1300.00+		High		None		None		None		No		0								60		100		100		100		100		60

		1400.00+		High		None		None		Low		No		0								60		100		100		90		100		50

		1500.00+		High		High		None		High		No		0								60		60		100		60		100		0

		1600.00+		None		None		None		None		No		0								100		100		100		100		100		100

		1700.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		1800.00+		None		High		None		Low		No		0								100		60		100		90		100		50

		1900.00+		None		High		None		Low		No		0								100		60		100		90		100		50

		2000.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		Station2

		000.00+																				0		0		0		0

		100.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		200.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		300.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		400.00+		High		High		High		Medium		No		0								60		60		60		75		100		0

		500.00+		Medium		High		None		High		No		0								75		60		100		60		100		0

		600.00+		None		None		Medium		Medium		No		0								100		100		75		75		100		50

		700.00+		None		High		None		Medium		No		0								100		60		100		75		100		35

		800.00+		High		High		None		Medium		No		0								60		60		100		75		100		0

		900.00+		High		High		None		High		No		0								60		60		100		60		100		0

		1000.00+		High		None		None		High		No		0								60		100		100		60		100		20

		1100.00+																				0		0		0		0

		1200.00+		Medium		None		None		High		No		0								75		100		100		60		100		35

		1300.00+		High		None		None		High		No		0								60		100		100		60		100		20

		1400.00+		High		High		None		High		No		0								60		60		100		60		100		0

		1500.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		1600.00+		None		High		None		Low		No		0								100		60		100		90		100		50

		1700.00+		Low		High		None		Low		No		0								90		60		100		90		100		40

		1800.00+		None		None		None		Low		No		0								100		100		100		90		100		90

																				Overall rating		86.9		78.5		96.9		80.8		99.8		46.0

		1. Stationing from Carlisle Street (0+22 -east bound) to Little Alley (20+41-east bound)

																				Eastbound		92.0		77.5		97.5		85.8		99.6		53.4

		2. Stationing from Carlisle Street (0+22-west bound) to Buford Avenue (18+58-west bound)																		Westbound		80.9		79.7		96.2		75.0		100.0		37.4

																														Racehorse Section 2 (0 to 2+34) Westbound		90

		East Bound Notes:		*0+00 at centerline of Carlisle Street																										Racehorse Section 2 (2+34 to Washington St.) Westbound		25

				*0+22 at curbline of Carlisle Street																										Racehorse Section 2 (Washington St. to Franklin St.) westbound		14

				*20+41 at edge of Little Alley																										Racehorse Section 2 (Franklin St. to Bufford Ave.) Westbound		43

				*Inlets at 0+96, 3+04, 4+66, 8+43(L&R, need grates), 9+31, 10+44																										Racehorse Section 1  (0 to 2+96)		95

																														Racehorse Section 1  (2+96 to 6+17)		36

				*seal along curb and building																										Racehorse Section 1  ( 6+48 to 20+41)		53

				*2+00 to 2+80 curbline of Racehorse Alley Parking

				*2+96 pavement seam and newer pavement

				*0+00 to 2+96 surface treatment

				*32' width at 3+00

				*5' patch from 3+00 to 4+71

				*curb on left and parking from 3+00 to 5+00

				*curb on left continues

				*double yellow at 5+12

				*assume 1% base repair

				*curbline Stratton 6+17 and 6+48

				*from Stratton scratch and overlay

				*7+00 white lines on right

				*pavement seam at 13+06 and curb ends

				*13+00 width 42'

		West Bound Notes:		*0+00 at centerline of Carlisle Street

				*0+22 at curbline of Carlisle Street

				*18+58 pavement seam at Route 30

				*inlets at 0+26, 2+58, 3+46, 15+48(2x2), 15+67(2x2),

				*14' wide

				*0+00 to 2+34 surface treatment, good pavement

				*4+00 mill, assume 40% base repair

				*curb on right side at 4+20

				*curbline of Washington at 6+12 and 6+41

				*6+41 begin 25' width

				*9+20 concrete apron on right side

				*10+10 flares down to 13'

				*curbline of Franklin at 10+93 and 11+26

				*at 12+00 12' width

				*assume 5% base repair at 13+00

				*13+18 goes to 17' wide

				*bridge from 15+50 to 15+67

				*sidewalk on right at 16+70, monolithic, 6" reveal

				*possible restrictins on traffic

				*17+36 check wall on left

				*Major traffic





Railroad St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Railroad Street

		Road Length (miles)		0.111553						Type		Local		Area =		1080		SY				Storm Sewer Condition:				Good

		Paved width (feet)		16.5				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				8										Overall Curb Condition:				Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		None		No		0		8(right)		Good				100		100		100		100		100		100

		100.00+		None		Low		None		None		No		0		8(right)		Good				100		90		100		100		100		90

		150.00+		None		None		None		None		No		0		8(right)		Good				100		100		100		100		100		100

		200.00+		None		None		None		None		No		0		8(right)		Good				100		100		100		100		100		100

		250.00+		None		None		None		None		No		0		8(right)		Good				100		100		100		100		100		100

		300.00+		None		None		None		None		No		0		DA(right)						100		100		100		100		100		100

		350.00+		None		None		None		None		No		0		8(right)		Good				100		100		100		100		100		100

		400.00+		None		None		None		Medium		No		0		8(right)		Good				100		100		100		75		100		75

		450.00+		None		None		None		None		No		0		DA(right)						100		100		100		100		100		100

		500.00+		None		None		None		None		No		0		8(right)		Good				100		100		100		100		100		100

		550.00+		None		None		None		None		No		0		8(right)		Good				100		100		100		100		100		100

		600.00+		None		None		None		None		No		0		8(right)		Good				100		100		100		100		100		100

																						100.0		99.2		100.0		97.9		100.0		97.1

		1. Stationing from Carlisle Street (0+23) to Washington Street (6+12)





Reaser Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Reaser Alley

		Road Length (miles)		0.04034						Type		Alley		Area =		213		SY				Storm Sewer Condition: N/A

		Paved width (feet)		9				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+																				0		0		0		0

		050.00+		None		None		None		Medium		No		0						No		100		100		100		75		100		75

		075.00+		None		None		None		Medium		No		0						No		100		100		100		75		100		75

		100.00+		None		Medium		None		Low		No		0						No		100		75		100		90		100		65

		125.00+		None		High		None		Low		No		0						No		100		60		100		90		100		50

		150.00+		Medium		None		None		Low		No		0						No		75		100		100		90		100		65

		175.00+		None		Medium		None		Low		No		0						No		100		75		100		90		100		65

		200.00+		High		None		None		None		No		0						No		60		100		100		100		100		60

																						90.7		87.1		100.0		87.1		100.0		65.0

		1. Stationing from York Street (0+25) to Racehorse Alley (2+38)

				*0+00 at the centerline of Route 30

				*0+25 at curbline of Route 30

				*2+38 at end of gravel (far edge of Racehorse Alley)

				*assume 10% base repair

				*scratch and overlay

				*edge of Racehorse Alley at 2+13 and 2+38





Red Patch Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Red Patch Avenue

		Road Length (miles)		0.08333						Type		Local		Area =		1467		SY				Storm Sewer Condition: N/A

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)														Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		High		Low		None		Low		No		0		5.5		Fair		No		60		90		100		90		100		40

		100.00+		High		None		None		Medium		No		0		5.5		Fair		No		60		100		100		75		100		35

		150.00+		Medium		High		None		Medium		No		0		5.5		Poor		No		75		60		100		75		100		10

		200.00+		High		None		None		Low		Yes		20		5		Fair		No		60		100		100		90		99		49

		250.00+		High		Medium		None		Low		No		0		5		Fair		No		60		75		100		90		100		25

		300.00+		Medium		Medium		Medium		Medium		No		0		5		Fair		No		75		75		75		75		100		0

		350.00+		High		None		None		High		No		0		5		Fair		No		60		100		100		60		100		20

		400.00+		High		None		None		High		No		0		5		Fair		No		60		100		100		60		100		20

		450.00+		High		None		None		Medium		No		0		5		Fair		No		60		100		100		75		100		35

																						63.3		88.9		97.2		76.7		99.9		26.0

		1. Stationing from Ridge Avenue (0+15) to Dead End (4+55)

				*Station 0+00 at center line of Ridge Ave

				*Road starts at 0+15 at the curbline of Ridge Ave.

				*drainage issues on left curbline

				*1+45 poor curb on both side of 1+63

				*reclaim or mill and recycle

				*tear down to base





Reynolds St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Reynold's Street

		Road Length (miles)		0.14867						Type		Local		Area =		2617		SY				Storm Sewer Condition: Poor

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				7										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		High		Medium		Yes		30		7		Fair		Yes		100		60		60		75		99		0

		200.00+		None		High		Medium		Medium		No		0				Fair		Yes		100		60		75		75		100		10

		300.00+		None		High		Medium		Medium		No		0		7		Fair		Yes		100		60		75		75		100		10

		400.00+		Low		High		High		Medium		No		0		7		Fair		Yes		90		60		60		75		100		0

		500.00+		None		High		Medium		Medium		No		0				Fair		Yes		100		60		75		75		100		10

		600.00+		Low		High		Medium		Medium		No		0		7		Fair		Yes		90		60		75		75		100		0

		700.00+		None		High		Medium		Medium		No		0		7		Fair		Yes		100		60		75		75		100		10

																						97.1		60.0		70.7		75.0		99.9		5.7

		1. Stationing from Middle Street (0+14) to Buford Avenue (7+99)

				*Station 0+00 at centerline of Route 116

				*Road starts at 0+14 at the curbline of Route 116

				*Road ends at 7+99 at the curbline of Route 30

				*Inlets at 1+03(left), 4+06, 7+36(left), 7+87(right)

				*Flat street <1% crown

				*Possible treatment: scratch course to reprofile road and overlay.

				*3+04 to 3+95 replace curb on the left

				*10% base repair

				*4+06 and 4+47 curbline of Spring Street

				*4+95 tree on right uprooting pavement.

				*4+77 to 5+10 replace curb on right

				*5+27 to 6+18 left side, replace curb

				*parking lanes on right.





Reynolds St(small)

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Reynold's Street

		Road Length (miles)		0.038257		(no intersects)				Type		Local		Area =		675		SY				Storm Sewer Condition: N/A

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				4										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

																																				original

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse		Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		025.00+		None		Low		None		Low		No		0		4.5(left), 4(right)		Poor		Yes		100		90		100		90		100		80				None		Low		None		Medium

		050.00+		Low		None		None		Low		Yes		12				Poor		Yes		90		100		100		90		99		79				None		None		Medium		Low

		075.00+		None		Low		None		Low		No		0		4.5(left)		Poor		Yes		100		90		100		90		100		80				None		Medium		None		Medium

		100.00+		None		Medium		None		Low		No		0		4.5(left)		Poor		Yes		100		75		100		90		100		65				None		High		None		Medium

		125.00+		None		Medium		None		Low		Yes		100		4.5		Poor		Yes		100		75		100		90		91		56				None		High		None		Medium

		150.00+		None		Medium		None		Low		No		0				Fair		Yes		100		75		100		90		100		65				None		High		None		Low

		175.00+		None		Low		None		Low		No		0				Fair		Yes		100		90		100		90		100		80				None		Medium		None		Low

		200.00+		Low		Medium		None		Low		No		0		4.5		Fair		Yes		90		75		100		90		100		55				Low		High		None		Low

																						97.5		83.8		100.0		90.0		98.8		70.0

		1. Stationing from High Street (0+19) to Legion Alley (2+21)

				*0+00 at centerline of High St

				*0+19 at curbline of High St

				*2+21 at end of pavement

				*Inlets at 0+17(on High St), 2+06

				*Replace right curb 0+20 to 0+59, replace left curb 0+20 to 1+31

				*surface treatment

				*curb on left runs to 2+33





Ridge Ave

				None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Ridge Avenue

		Road Length (miles)		0.2733						Type		Local		Area =		4810		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Medium		Medium		Low		Yes		117		5L, 3.5R		Fair		Yes		100		75		75		90		97		37

		200.00+		None		High		None		None				0		5L, 3.5R		Fair		Yes		100		60		100		100		100		60

		300.00+		None		High		None		Low		No		0		5L, 5.5R		Fair		Yes		100		60		100		90		100		50

		400.00+		None		High		None		None		No		0		4L, daR		Fair		Yes		100		60		100		100		100		60

		500.00+		None		High		None		Low		No		0		5L, 5.5R		Fair		Yes		100		60		100		90		100		50

		600.00+		None		None		None		Low		No		0		7.5L, 5.5R		Fair		Yes		100		100		100		90		100		90

		700.00+		None		Medium		None		None		No		0		7.5L, 5.5R		Fair		Yes		100		75		100		100		100		75

		800.00+		None		Medium		None		Medium		Yes		112		5.5L		Fair		Yes		100		75		100		75		98		48

		900.00+		None		Low		None		Low		Yes		40		5.5L, 5R		Fair		Yes		100		90		100		90		99		79

		1000.00+		None		None		None		Low		Yes		100		4L, 5R		Fair		Yes		100		100		100		90		98		88

		1100.00+		None		Medium		None		None		No		0		5.5L, 6R		Fair		Yes		100		75		100		100		100		75

		1200.00+		None		High		None		None		No		0		5.5L, 6R		Fair		Yes		100		60		100		100		100		60

		1300.00+		None		Medium		Medium		Low		No		0		5L, 6.5R		Good		Yes		100		75		75		90		100		40

		1400.00+		None		High		None		None		No		0		8L, 8R		Good		Yes		100		60		100		100		100		60

																						100.0		73.2		96.4		93.2		99.4		62.3

		1. Stationing from Middle Street (0+21) to McMillian Street (14+64)

				*Station 0+00 at centerline of Route 116

				*Road starts at 0+21 at curbline/pavement seam of Route 116

				*Replace curb from 9+36 to 9+48

				*Inlets at 2+10(right), 2+18(left), 3+26(left), 3+32(right), 5+00(left), 5+20(right 2'x2'), 7+02(left), 7+05(right 2'x2'), 7+91(left), 8+16, 8+20, 9+24, 9+80, 10+42, 10+90, 11+81, 12+53(right), 13+56(right), 14+64

				*possible treatment: mill along curbs and overlay, surface treatment

				*Monolithic curb on left

				*Drainage underground

				*4+00 start of regular curb

				*from 4+00 to 4+30 curb should be replaced

				*4+30 curb back to monolithic

				*replace curb on right from 5+46 to 7+05

				*drainage issues at 11+00





Roth Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Roth Alley

		Road Length (miles)		0.111553						Type		Alley		Area =		720		SY				Storm Sewer Condition: Poor

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		None		High		No		0						No		100		60		100		60		100		20

		200.00+		High		Medium		None		Medium		No		0						No		60		75		100		75		100		10

		300.00+		Medium		High		Medium		Medium		No		0						No		75		60		75		75		100		0

		400.00+		High		High		High		Medium		No		0						No		60		60		60		75		100		0

		500.00+		Medium		High		None		Medium		No		0						No		75		60		100		75		100		10

		600.00+		High		None		None		Low		No		0						No		60		100		100		90		100		50

																						71.7		69.2		89.2		75.0		100.0		15.0

		1. Stationing from Stratton Street (0+13) to Legion Alley (6+02)

				*0+00 at centerline of Stratton

				*0+13 at curbline of Stratton

				*6+02 at edge of Legion

				*paved curb on right

				*Inlet at 1+67 (extreme safety hazard)

				*Drainage improvements

				*needs to slope towards tennis courts

				*five trees along right side causing issues from 4+00 to 5+00

				*15% base repair

				*possible treatment cold-in-place recycling or reclamation





Schimmelpfennig Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Schimmelpfennig Alley

		Road Length (miles)		0.08049						Type		Alley		Area =		567		SY				Storm Sewer Condition: N/A

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)														Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		100.00+		High		None		None		Low		No		0								60		100		100		90		100		50

		150.00+		Medium		Medium		None		Medium		No		0								75		75		100		75		100		25

		200.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		250.00+		High		None		None		High		No		0								60		100		100		60		100		20

		300.00+		Medium		High		None		Medium		No		0								75		60		100		75		100		10

		350.00+		None		Medium		None		None		No		0								100		75		100		100		100		75

		400.00+		Medium		None		None		Low		No		0								75		100		100		90		100		65

																						72.5		88.8		100.0		80.0		100.0		41.3

		1. Stationing from Court Alley (0+05) to Washington Street (4+30)

				*Station 0+00.00 at centerline of Court Alley

				*Road starts at 0+05

				*Crowns towards center

				*Inlets at 2+04, 4+30

				*Sidewalk along Washington starts at 4+20





Schoolhouse Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Schoolhouse Alley

		Road Length (miles)		0.16799						Type		Alley		Area =		1580		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		16				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A (Paved Curb)										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Low		None		None		No		0						No		100		90		100		100		100		90

		200.00+		None		None		None		None		No		0						No		100		100		100		100		100		100

		300.00+		None		Medium		None		Low		No		0						No		100		75		100		90		100		65

		400.00+		None		Medium		None		Low		No		0						No		100		75		100		90		100		65

		500.00+		Low		High		None		Low		No		0						No		90		60		100		90		100		40

		600.00+		None		Medium		None		None		No		0						No		100		75		100		100		100		75

		700.00+		Low		None		None		Medium		No		0						No		90		100		100		75		100		65

		800.00+		None		None		None		None		No		0						No		100		100		100		100		100		100

		900.00+		High		High		None		High		No		0						No		60		60		100		60		100		0

																						93.3		81.7		100.0		89.4		100.0		66.7

		1. Stationing from Lefever Street (0+23) to Wall Alley (9+10)

				*Station 0+00.00 at centerline of Lefever

				*Road starts at 0+23 at pavement seam

				*Road ends at 9+10 at the pavement seam of Wall

				*Road is flat

				*2+00 concrete pad across the road

				*Inlet at 2+50

				*Pavement seam at 3+70 beginning of older pavement

				*Newer pavement is in good condition, good drainage

				*paved curb begins around 3+90 on the right as well as guard rail (good shape)

				*utility patch from 6+50 (4' wide) ends at 8+35





Seminary Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Seminary Avenue

		Road Length (miles)		0.168371						Type		Local		Area =		2964		SY				Storm Sewer Condition: Poor

		Paved width (feet)		29.5				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		Medium		None		No		0		7L, 7.5R						100		60		75		100		100		35

		200.00+		None		None		None		None		Yes		48		5L, 6R						100		100		100		100		99		99

		300.00+		None		Low		Low		Low		No		0		5L, 6R						100		90		90		90		100		70

		400.00+		Medium		None		None		High		No		0		5.5L, 1.5R						75		100		100		60		100		35

		500.00+		None		High		None		None		No		0		5						100		60		100		100		100		60

		600.00+		None		Medium		None		High		No		0		5L, 4R						100		75		100		60		100		35

		700.00+		None		High		None		High		Yes		96		5L, 4R						100		60		100		60		98		18

		800.00+		None		None		None		High		No		0		4L, 5.5R						100		100		100		60		100		60

		900.00+		None		None		None		Low		No		0		6.5L, 4R						100		100		100		90		100		90

																						97.2		82.8		96.1		80.0		99.6		55.7

		1. Stationing from Buford Avenue (0+23) to Hay Street (9+12)

				*Station 0+00 at centerline of Route 30

				*Road starts at 0+23 at the pavement seam of Route 30

				*Road ends at 9+12 at the curbline of Hay Street

				*Inlets at 0+23, 1+00(left), 2+98(right), 2+74(left), 3+83(L&R)

				*Parking lanes on both sides

				*larger aggregate

				*curbline of Howard 3+55 and 3+85

				*possible curb replacement on right from 3+98 to 5+37 due to small curb reveal

				*5+31 remove tree

				*assume 15% base repair

				*replace curb on right side from 7+00 to 7+70

				*replace curb on left from 7+00 to 8+61





Shealer Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Shealer Alley

		Road Length (miles)		0.0422348						Type		Alley		Area =		273		SY				Storm Sewer Condition: Fair

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		050.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		075.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		100.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		125.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		150.00+		None		Low		None		None		No		0						Yes		100		90		100		100		100		90

		175.00+		None		Low		None		None		No		0						Yes		100		90		100		100		100		90

		200.00+		None		Medium		None		None		No		0						Yes		100		75		100		100		100		75

																						100.0		94.4		100.0		100.0		100.0		94.4

		1. Stationing from Hamme Alley (0+00) to Ridge Avenue (2+23)

				*0+00 at the centerline of hamme Alley at the corner of the inlet

				*Road ends at 2+23 at the curbline of Ridge Ave at the inlet

				*Crowned in center

				*Depressed in center

				*newly paved, consider surface treatment in next five years

				*inlet at 1+60





Sheely Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Sheely Alley

		Road Length (miles)		0.12727						Type		Alley		Area =		752		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		Low		High		None		None		No		0								90		60		100		100		100		50

		100.00+		Medium		None		None		Low		No		0								75		100		100		90		100		65

		150.00+		Medium		High		None		Medium		No		0								75		60		100		75		100		10

		200.00+		Low		High		None		Low		No		0								90		60		100		90		100		40

		250.00+		None		High		None		None		No		0								100		60		100		100		100		60

		300.00+		Medium		None		None		Low		No		0								75		100		100		90		100		65

		350.00+		Medium		High		None		Low		No		0								75		60		100		90		100		25

		400.00+		Low		High		None		Low		No		0								90		60		100		90		100		40

		450.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		500.00+		None		High		None		Low		No		0								100		60		100		90		100		50

		550.00+		Low		High		None		Medium		No		0								90		60		100		75		100		25

		600.00+		Medium		High		None		Medium		No		0								75		60		100		75		100		10

		650.00+		Medium		High		None		Low		No		0								75		60		100		90		100		25

																						84.6		69.2		100.0		88.1		100.0		41.9

		1. Stationing from Markley Alley (0+06) to Old Harrisburg Road (6+78)

				*0+00 at centerline of Markley Alley

				*0+06 at curbline of Markley Alley

				*6+78 at curbline of Old Harrisburg Road

				*assume 5% base repair

				*9-29-10





Sickles Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Sickles Alley

		Road Length (miles)		0.0909						Type		Alley		Area =		587		SY				Storm Sewer Condition: Poor

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		Low		Low		None		Low		No		0						Yes		90		90		100		90		100		70

		100.00+		Low		Medium		None		Medium		No		0						Yes		90		75		100		75		100		40

		150.00+		Medium		Medium		None		High		No		0						Yes		75		75		100		60		100		10

		200.00+		None		High		None		Medium		No		0						Yes		100		60		100		75		100		35

		250.00+		Low		Medium		None		Medium		No		0						Yes		90		75		100		75		100		40

		300.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		350.00+		None		Medium		None		Medium		Yes		15						Yes		100		75		100		75		98		48

		400.00+		High		Medium		None		Low				0						Yes		60		75		100		90		100		25

		450.00+		Medium		Medium		None		Low		No		0						Yes		75		75		100		90		100		40

		500.00+		Low		None		None		High		Yes		48						Yes		90		100		100		60		94		44

																						87.0		80.0		100.0		79.0		99.2		45.2

		1. Stationing from Ridge Avenue (0+16) to Bush Alley (5+25)

				*Station 0+00 at centerline of Ridge Ave

				*Road starts at 0+16 at the curbline of Ridge Ave

				*Road ends at 5+25 at the edge of the inlet box with Bush Alley

				*Possible repair: mill and recycle, replace

				*tree roots at 1+56

				*inlets at 1+94, 2+76, 3+05

				*Crowned in center

				*2+76 and 3+05 curbline of Howard Ave





Sixth St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Sixth Street

		Road Length (miles)		0.3123						Type		Local		Area =		5975		SY				Storm Sewer Condition: Fair

		Paved width (feet)		40		0+00 to 4+27

		Paved width (feet)		30		4+67 to 17+13		Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				7										Overall Curb Condition: Fair (where applicable)

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		Medium		None		None		None		No		0								75		100		100		100		100		75

		100.00+		Low		Medium		None		Low		No		0		6.5,6.5						90		75		100		90		100		55

		200.00+		Low		Low		None		None		No		0								90		90		100		100		100		80

		300.00+		None		Low		None		None		No		0		6						100		90		100		100		100		90

		400.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		500.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		600.00+		None		Medium		None		None		No		0								100		75		100		100		100		75

		700.00+		Low		None		None		None		No		0								90		100		100		100		100		90

		800.00+		None		Medium		None		None		No		0								100		75		100		100		100		75

		900.00+		Low		Medium		None		None		No		0								90		75		100		100		100		65

		1000.00+		Low		None		None		None		No		0								90		100		100		100		100		90

		1100.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		1200.00+		Low		None		None		Low		No		0		8.5 L						90		100		100		90		100		80

		1300.00+		Low		None		Medium		None		No		0								90		100		75		100		100		65

		1400.00+		None		None		None		Low		Yes		20		8 L						100		100		100		90		100		90

		1500.00+		None		None		None		None		No		0		6 L						100		100		100		100		100		100

		1600.00+		High		None		None		None		Yes		30								60		100		100		100		99		59

		1700.00+		Low		None		None		Medium		No		0								90		100		100		75		100		65

																						92.3		86.8		100.0		97.3		100.0		76.6

		1. Stationing from Middle Street (0+00) to Racehorse Alley (17+13)





Slentz Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Slentz Alley

		Road Length (miles)		0.0369318						Type		Alley		Area =		195		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		9				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				6.5 left side										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		Low		None		None		Medium												90		100		100		75		100		65

		050.00+		Low		None		None		Medium												90		100		100		75		100		65

		075.00+		None		High		None		High												100		60		100		60		100		20

		100.00+		None		High		None		High												100		60		100		60		100		20

		125.00+		None		High		None		High												100		60		100		60		100		20

		150.00+		Medium		High		None		High												75		60		100		60		100		0

		175.00+		None		None		Medium		Medium												100		100		75		75		100		50

																						93.6		77.1		96.4		66.4		100.0		34.3

		1. Stationing from Legion Alley (0+05) to Middle Street (2+00)





Smith Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Smith Alley

		Road Length (miles)		0.036553						Type		Alley		Area =		240		SY				Storm Sewer Condition: N/A

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)														Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		Medium		None		None		Low		No		0								75		100		100		90		100		65

		050.00+		High		Medium		None		High		No		0								60		75		100		60		100		0

		075.00+		High		None		None		High		No		0								60		100		100		60		100		20

		100.00+		Medium		Medium		None		Medium		No		0								75		75		100		75		100		25

		125.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		150.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		175.00+		Medium		Medium		None		High		No		0								75		75		100		60		100		10

		200.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

																						69.4		90.6		100.0		71.3		100.0		31.9

		1. Stationing from Broadway Street (0+07) to Brickyard Alley (2+00)





South St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		South Street

		Road Length (miles)		0.111553						Type		Local		Area =		1575		SY				Storm Sewer Condition: Fair

		Paved width (feet)		24				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				4										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		High		None		None		Medium		No		0		5.5 (L), 3.5 R		Fair		Yes		60		100		100		75		100		35

		200.00+		Medium		None		Medium		Low		No		0		5.5 (L), 3.5 R		Fair		Yes		75		100		75		90		100		40

		300.00+		None		Low		Low		None		Yes		49		5.5 (L), 3.5 R		Fair		Yes		100		90		90		100		99		79

		400.00+		None		Medium		None		Medium		No		0		5.5 (L), 3.5 R		Fair		Yes		100		75		100		75		100		50

		500.00+		None		Medium		Low		Low		No		0		5.5 (L), 3.5 R		Fair		Yes		100		75		90		90		100		55

		600.00+		None		High		None		None		No		0		5.5 (L), 3.5 R		Fair		Yes		100		60		100		100		100		60

																						89.2		83.3		92.5		88.3		99.8		53.1

		1. Stationing from Baltimore Street (0+21) to Washington Street (6+10)

				*Station 0+00.00 at centerline of Baltimore Street

				*Road starts at 0+21

				*At 2+00 monolithic driveway apron on right

				*Monolithic sidewalk until 0+84 on right

				*pavement is larger aggregate with some polishing





Spring Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Spring Avenue

		Road Length (miles)		0.39545						Type		Local		Area =		9750						Storm Sewer Condition: Poor

		Paved width (feet)		42				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Poor

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		Medium		Medium		Medium		High		No		0		5.5(left), 6(right)		Fair				75		75		75		60		100		0

		200.00+		Low		Medium		None		High		No		0		6		Fair				90		75		100		60		100		25

		300.00+		High		Medium		High		High		Yes		0		6		Fair				60		75		60		60		100		0

		400.00+		Medium		High		High		High		No		0		6		Poor				75		60		60		60		100		0

		500.00+		Low		High		Medium		Medium		No		0		6		Poor				90		60		75		75		100		0

		600.00+		None		Medium		None		Medium		No		0		4.5(left), 5(right)		Fair				100		75		100		75		100		50

		700.00+		Low		Medium		None		High		No		0		4.5(left), 5(right)		Poor				90		75		100		60		100		25

		800.00+		Low		None		Medium		High		Yes		1050		5.5		Poor				90		100		75		60		83		8

		900.00+		Medium		High		None		Medium		No		0		6		Poor				75		60		100		75		100		10

		1000.00+		Low		Medium		Low		Medium		Yes		168		4.5(left), 5.5(right)		Poor				90		75		90		75		97		27

		1100.00+		Low		High		None		Medium		No		0		6(left), 2.5(right)		Fair				90		60		100		75		100		25

		1200.00+		Medium		Low		Medium		Medium		No		0		4.5		Poor				75		90		75		75		100		15

		1300.00+		Medium		None		Medium		Medium		No		0		4.5		Poor				75		100		75		75		100		25

		1400.00+		Low		Medium		Medium		Medium		No		0		4.5		Poor				90		75		75		75		100		15

		1500.00+		Medium		High		None		Medium		No		0		6		Poor				75		60		100		75		100		10

		1600.00+		None		Medium		High		Medium		No		0		6		Poor				100		75		60		75		100		10

		1700.00+		None		Medium		None		Medium		No		0		6		Poor				100		75		100		75		100		50

		1800.00+		None		High		None		High		No		0		8.5(left), 5.5(right)		Fair				100		60		100		60		100		20

		1900.00+		High		High		High		Medium		No		0		4(left), 5(right)		Fair				60		60		60		75		100		0

		2000.00+		None		High		High		High		Yes		220		5(left), 5.5(right)		Fair				100		60		60		60		97		0

																						85.0		72.3		82.0		69.0		98.9		15.8

		1. Stationing from Seminary Ridge (0+12) to Buford Avenue (21+00)

				*Station 0+00 at centerline of Seminary Ave

				*Road starts at 0+12 at the curbline of Seminary Ave

				*Road ends at 21+00 at pavement seam of Route 30

				*utility patch from beginning to 15+10

				*no yellow centerline until stream channel

				*crosswalks at 19+00 and 21+00(and stopbar)

				*profile and mill

				*5+62 and 5+93 curbline of Hays Street

				*Base repair, assume 20%

				*replace left curb from 6+96 to 10+55

				*replace right curb from 10+55 to 11+06

				*curbline of Howard 11+16 and 11+48

				*replace left curb from 11+48 to 12+75

				*replace right curb from 11+48 to 12+33

				*roof drains at 13+00

				*13+57 replace both curbs to 15+10

				*new paving runs to 0+52

				*10' curb on left from start needs replaced

				*30' wide with 6' parking lanes on both sides

				*ruts mostly on center and along right curbline

				*replace curb on left from 3+40 to 5+57

				*inlet 11+16 (small pipe going up toward Seminary), 11+48, 15+10, 19+34

				*19+17 begin stream channel, mill till 19+34 (add lump sum), curb cut on left

				*curbline of Reynolds 15+20 and 15+61

				*replace left curb 15+61 to 16+20 and 16+59 to 16+69

				*replace left curb at 19+45





Stauffer Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Stauffer Alley

		Road Length (miles)		0.03712						Type		Alley		Area =		218		SY				Storm Sewer Condition: N/A

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+																				0		0		0		0

		050.00+		Medium		None		None		High												75		100		100		60		100		35

		075.00+		High		None		None		High												60		100		100		60		100		20

		100.00+		Medium		Medium		None		High												75		75		100		60		100		10

		125.00+		Low		None		None		Medium												90		100		100		75		100		65

		150.00+		Medium		None		None		Low												75		100		100		90		100		65

		175.00+		High		None		None		Medium												60		100		100		75		100		35

		200.00+		Medium		None		None		Low												75		100		100		90		100		65

																						72.9		96.4		100.0		72.9		100.0		42.1

		1. Stationing from Middle Street (0+19) to Zerfing Alley (2+15)





Stevens St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Stevens Street

		Road Length (miles)		0.22443						Type		Local		Area =		3950		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				6										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

																																				Revised								First Run

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse				Alligator		Longitud.		Transverse

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		Medium		High		No		0		8(left), 6(right)		Fair				100		60		75		60		100		0				None		High		Medium				None		High		High

		200.00+		None		Medium		None		Medium		No		0		6(left), 7(right)		Fair				100		75		100		75		100		50				None		Medium		None				None		High		None

		300.00+		None		High		None		Medium		No		0		6(left), 7(right)		Fair				100		60		100		75		100		35				None		High		None				None		None		High

		400.00+		None		High		None		None		No		0		DA, DA		Fair				100		60		100		100		100		60				None		High		None				None		High		None

		500.00+		None		High		None		Medium		No		0		6(left)		Fair				100		60		100		75		100		35				None		High		None				None		High		None

		600.00+																				0		0		0		0

		700.00+		Low		High		None		Low		No		0		4(left), 7.5(right)		Fair				90		60		100		90		100		40				Low		High		None				None		High		Medium

		800.00+		Medium		High		None		High		No		0		DA, 5.5(left)		Fair				75		60		100		60		100		0				Medium		High		None				Medium		High		High

		900.00+		Medium		Medium		None		Medium		No		0		5(left), 6(right)		Fair				75		75		100		75		100		25				Medium		Medium		None				Low		High		Medium

		1000.00+		Low		High		None		High		No		0		4.5(left), 5.5(right)		Fair				90		60		100		60		100		10				Low		High		None				Low		High		None

		1100.00+		Low		None		None		High		No		0		4.5(left), 5.5(right)		Fair				90		100		100		60		100		50				Low		None		None				Low		High		High

		1200.00+		Low		Medium		None		None		No		0		5(left), 5(right)		Fair				90		75		100		100		100		65				Low		Medium		None				Low		High		Medium

																						91.8		67.7		97.7		75.5		100.0		33.6

		1. Stationing from Stratton Street (0+11) to Washington Street (12+34)

				*0+00 at centerline of Stratton

				*0+11 at curbline of Stratton

				*12+34 at curbline of Washington

				*curbline of Carlisle at 5+99 and 6+37

				*from left curb mill out (at 7+00) 2-3", right 1 1/2 and overlay

				*7+00 31' width

				*assume 5% base repair

				*inlets 8+21 (left and right, bicycle safe)

				*at 9+00 start monolithic sidewalk on left

				*from 10+00 to Washington Street mill 4-5" on right

				*replace left curb from 9+00 to Washington

				*add inlets at 12+34 (both sides along Washington), 11+42(left and right), and 624 feet of stormsewer.

				*parking lane on left side.

				*monolithic sidewalk on left

				*replace right curb from 0+82 to 1+16

				*monolithic sidewalk on right at 3+07

				*monolithic sidewalk on right from 1+87 to 2+31

				*replace 5' of curb on right at 3+00

				*regular curb on left at 4+00

				*assume 5% base repair, possible mill and overlay, or scratch and overlay

				*replace curb on left from 4+75 to 5+88

				*Mummasburg Street at 11+72 and 11+42

				*9-29-10





Stratton St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Stratton Street

		Road Length (miles)		0.62						Type		Local		Area =		10200		SY				Storm Sewer Condition: Fair

		Paved width (feet)		28				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		None		None		None		None		No		0				Fair				100		100		100		100		100		100

		100.00+		None		None		None		None		No		0		4,4		Fair				100		100		100		100		100		100

		200.00+		None		None		None		None		No		0		3.5		Fair				100		100		100		100		100		100

		300.00+		Low		None		None		None		No		0		4,3		Fair				90		100		100		100		100		90

		400.00+		None		Medium		Medium		Low		No		0		4,4.5		Fair				100		75		75		90		100		40

		500.00+		None		Medium		High		None		No		0				Fair				100		75		60		100		100		35

		600.00+		None		Medium		None		None		Yes		20		5.5		Fair				100		75		100		100		100		75

		700.00+		Low		None		None		None		No		0		4.5		Fair				90		100		100		100		100		90

		800.00+		None		Medium		None		None		No		0		5		Fair				100		75		100		100		100		75

		900.00+		None		High		None		None		No		0		6		Fair				100		60		100		100		100		60

		1000.00+		None		Medium		None		None		No		0		5.5		Fair				100		75		100		100		100		75

		1100.00+																				0		0		0		0

		1200.00+		None		Low		None		Low		No		0		6		Fair				100		90		100		90		100		80

		1300.00+		None		None		None		None		No		0				Fair				100		100		100		100		100		100

		1400.00+		None		None		None		None		No		0		4		Fair				100		100		100		100		100		100

		1500.00+		Low		None		None		Low		Yes		72				Fair				90		100		100		90		98		78

		1600.00+		Low		Medium		None		Low		Yes		630				Fair				90		75		100		90		85		40

		1700.00+		Medium		Medium		None		None		No		0		4,6.5		Fair				75		75		100		100		100		50

		1800.00+		None		High		None		None		No		0				Fair				100		60		100		100		100		60

		1900.00+		Low		Medium		None		Low		No		0		6,6		Fair				90		75		100		90		100		55

		2000.00+		Low		Medium		None		None		No		0		6,5		Fair				90		75		100		100		100		65

		2100.00+		None		Medium		None		Low		No		0				Fair				100		75		100		90		100		65

		2200.00+		Low		Medium		None		Medium		No		0				Fair				90		75		100		75		100		40

		2300.00+		Low		None		None		Medium		No		0		7,7		Fair				90		100		100		75		100		65

		2400.00+		Low		Medium		None		Low		No		0		5,8		Fair				90		75		100		90		100		55

		2500.00+		Low		None		None		Low		No		0		6		Fair				90		100		100		90		100		80

		2600.00+		Low		None		None		None		No		0		6.5,6		Fair				90		100		100		100		100		90

		2700.00+		Low		None		None		None		No		0		5.5		Fair				90		100		100		100		100		90

		2800.00+		None		Medium		None		None		No		0		5.5,6		Fair				100		75		100		100		100		75

		2900.00+		Medium		Medium		None		None		No		0		4.5,6.5		Fair				75		75		100		100		100		50

		3000.00+		Medium		None		None		Medium		No		0				Fair				75		100		100		75		100		50

		3100.00+		Medium		None		None		None		No		0		5,4.5		Fair				75		100		100		100		100		75

		3200.00+		Low		High		None		None		No		0		5,4.5		Fair				90		60		100		100		100		50

																						92.8		85.0		98.0		95.2		99.5		70.4

		1. Stationing from ___________________ to _____________________





Strickhouser Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Strickhouser Alley

		Road Length (miles)		0.0941287						Type		Alley		Area =		720		SY				Storm Sewer Condition: N/A

		Paved width (feet)		13				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				6.5										Overall Curb Condition: Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		None		No		0		4(left)						100		100		100		100		100		100

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100

		150.00+		None		None		None		None		No		0								100		100		100		100		100		100

		200.00+		None		None		None		None		No		0		6.5(right)		Good				100		100		100		100		100		100

		250.00+		None		None		None		Low		No		0		7.5(right)		Good				100		100		100		90		100		90

		300.00+		None		None		None		None		No		0		HCR(right)		Good				100		100		100		100		100		100

		350.00+		None		None		None		None		No		0								100		100		100		100		100		100

		400.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		450.00+		None		None		None		None		No		0		6.5(right)		Good				100		100		100		100		100		100

																						100.0		100.0		100.0		97.8		100.0		97.8

		1. Stationing from Foth Alley (0+00) to Water Street (4+97)





Sunset Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Sunset Avenue

		Road Length (miles)		0.3936						Type		Local		Area =		6927		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5.5										Overall Curb Condition:				Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		None		None		None		None				0		5(Right), 6 (L)		Good		Yes		100		100		100		100		100		100

		100.00+		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		200.00+		None		None		None		None				0		5(Right), 6 (L)		Good		Yes		100		100		100		100		100		100

		300.00+		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		400.00+		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		500.00+		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		600.00+		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		700.00+		None		None		None		None				0		5(Right), 6 (L)		Good		Yes		100		100		100		100		100		100

		800.00+		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		900.00+		None		None		Low		None				0				Good		Yes		100		100		90		100		100		90

		1000.00+		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		11+00.00		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		12+00.00		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		13+00.00		None		None		None		None				0		5(Right), 6 (L)		Good		Yes		100		100		100		100		100		100

		14+00.00		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		15+00.00		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		16+00.00		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		17+00.00		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		18+00.00		None		None		None		None				0				Fair		Yes		100		100		100		100		100		100

		19+00.00		None		None		None		None				0		5(Right), 6 (L)		Good		Yes		100		100		100		100		100		100

		20+00.00		None		Low		None		None				0		5(Right), 6 (L)		Good		Yes		100		90		100		100		100		90

																						100.0		99.5		99.5		100.0		100.0		99.0

		1. Stationing from Long Lane (0+00) to Park Street (20+78)

				*Station 0+00 at pavement seam at the end of Long Lane

				*Road ends at curbline of Park St. at 20+78

				*curb is busted around 3+00 on left





Third St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Third Street

		Road Length (miles)		0.17196						Type		Local		Area =		2420		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30		0+20 to 4+10		Pavement Age (yrs)

		Paved width (feet)		21		4+56 to 7+40, 7+78 to 9+74

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				4.5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		None		None		No		0		4, 4		Fair				100		60		100		100		100		60

		200.00+		None		Medium		None		Low		No		0		DA, 4		Fair				100		75		100		90		100		65

		300.00+		None		Medium		None		None		No		0		3.5, 5		Fair				100		75		100		100		100		75

		400.00+		None		None		None		None		No		0				Good				100		100		100		100		100		100

		500.00+		None		None		Medium		None		No		0		5, 4		Fair				100		100		75		100		100		75

		600.00+		None		None		Low		None		No		0		DA, 6		Fair				100		100		90		100		100		90

		700.00+		None		None		None		None		No		0		6, 6.5		Good				100		100		100		100		100		100

		800.00+		Low		None		None		None		No		0		5(left)		Fair				90		100		100		100		100		90

		900.00+		None		None		None		None		Yes		200		1.5(left)		Fair				100		100		100		100		94		94

																						98.9		90.0		96.1		98.9		99.3		83.2

		1. Stationing from Middle Street (0+20) to Racehorse Alley (9+74)





United Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		United Alley

		Road Length (miles)		0.0801136						Type		Alley		Area =		625		SY				Storm Sewer Condition:

		Paved width (feet)		16				Pavement Age (yrs)														Good

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)														Overall Curb Condition:

		Weathering		Good		Fair		Poor														No Curb

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		High		High		None		None		No		0								60		60		100		100		100		20				High

		100.00+		High		High		Medium		None		No		0								60		60		75		100		100		0				High

		150.00+		High		High		None		None		No		0								60		60		100		100		100		20				High

		200.00+		None		None		Medium		None		Yes		25								100		100		75		100		98		73				Medium

		250.00+		None		None		None		None		No		0								100		100		100		100		100		100				Low

		300.00+		High		None		None		None		No		0								60		100		100		100		100		60				Medium

		350.00+		None		Medium		None		None		No		0								100		75		100		100		100		75				Low

		400.00+		None		Low		None		None		No		0								100		90		100		100		100		90				Low

		450.00+		None		None		None		None		No		0								100		100		100		100		100		100				None

																						82.2		82.8		94.4		100.0		99.8		59.8

		1. Stationing from Franklin Street (0+24) to Washington Street (4+47)

		General Notes:		1. Pavement is probably 15 to 20 years old

				2. United Alley begins at 0+24

				3. Sloped toward center of alley

				4. 11' road width starts at 2+00

				5. 10' road width starts at 2+50





Victor St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Victor Street

		Road Length (miles)		0.116477						Type		Local		Area =		2050		SY				Storm Sewer Condition:				Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				5										Overall Curb Condition:				Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		Low		No		0		5.5(l), 5.5(r)		Fair				100		100		100		90		100		90

		100.00+		None		None		None		Low		No		0		4.5(L), 5(R)		Fair				100		100		100		90		100		90

		150.00+		None		High		None		Low		No		0		4.5(L), 5(R)		Fair				100		60		100		90		100		50

		200.00+		Low		None		None		Medium		No		0		5(L),		Fair				90		100		100		75		100		65

		250.00+		Low		High		High		Low		No		0		5.5(L), 5(R)		Fair				90		60		60		90		100		0

		300.00+		None		Medium		None		Medium		No		0		5.5(L), 6(R)		Fair				100		75		100		75		100		50

		350.00+		None		High		None		Low		No		0		5.5(L), 5(R)		Fair				100		60		100		90		100		50

		400.00+		Medium		None		None		Medium		No		0		5(L), 5(R)		Poor				75		100		100		75		100		50

		450.00+		Low		None		None		High		No		0		5(L), 5(R)		Fair				90		100		100		60		100		50

		500.00+		Low		High		High		Low		No		0		, 6(R)		Fair				90		60		60		90		100		0

		550.00+		None		Medium		High		Low		No		0		5.5(L), 5(R)		Fair				100		75		60		90		100		25

		600.00+		None		High		None		Low		No		0		5.5(L), 5.5(R)		Fair				100		60		100		90		100		50

																						93.5		81.5		92.0		82.5		100.0		47.5

		1. Stationing from Pine Street (0+15) to Fourth Street (6+30)

				*0+00 at centerline of Pine Street

				*0+15 at the curbline of Pine Street

				*6+30 at curbline of Fourth Street

				*mill and overlay

				*replace curb on left at 4+00

				*need inlet at 4+02(left) and 4+06(right)

				*inlets at 4+63 and 6+31

				*replace 130 s.f. of sidewalk





Village Dr

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Village Drive

		Road Length (miles)		0.153409						Type		Local		Area =		4100						Storm Sewer Condition: Good

		Paved width (feet)		36				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5.5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Medium		None		Low		No		0		5.5		Fair		Yes		100		75		100		90		100		65				None		High		None

		200.00+		None		Medium		None		Low		No		0				Fair		Yes		100		75		100		90		100		65				None		Medium		None

		300.00+		None		Medium		None		Low		No		0		5(left)		Fair		Yes		100		75		100		90		100		65				None		Medium		Medium

		400.00+		None		Medium		None		Low		No		0		5.5		Fair		Yes		100		75		100		90		100		65				None		High		Medium

		500.00+		None		Medium		None		Low		No		0		DA, 5.5(right)		Fair		Yes		100		75		100		90		100		65				None		High		Medium

		600.00+		None		Medium		None		Low		No		0		6.5(left), 6(right)		Fair		Yes		100		75		100		90		100		65				None		Medium		Medium

		700.00+		None		Medium		None		None		No		0		6.5(left), 6(right)		Fair		Yes		100		75		100		100		100		75				None		High		High

		800.00+		None		Medium		None		None		No		0		6.5(left), 6(right)		Fair		Yes		100		75		100		100		100		75				None		High		High

																						100.0		75.0		100.0		92.5		100.0		67.5

		1. Stationing from West Street (0+15) to End of Cul-De-Sac (8+25)

				*Station 0+00 at centerline of West Street

				*roads starts at 0+15 at curbline of West St

				*road ends at 8+25 at back of cul de sac by dumpster

				*replace left curb from 0+15 to 1+00

				*address drainage within first 75 feet of street

				*inlets at 3+71(Type C on L&R), 5+93(L&R)

				*Surface treatment and base repair at beginning

				*7+00 start of cul de sac

				*cul-de-sac is 110 feet wide

				*handicap parking spaces are blocked by curbs





Wade Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Wade Avenue

		Road Length (miles)		0.028977						Type		Local		Area =		510		SY				Storm Sewer Condition: N/A

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				4.5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		Medium		High		None		Low		Yes		36								75		60		100		90		97		22

		050.00+		None		High		None		None		No		0		4(L), 5.5R		Fair				100		60		100		100		100		60

		075.00+		Medium		None		Medium		Medium		No		0		4(L), 5.5R		Fair				75		100		75		75		100		25

		100.00+		Medium		None		Medium		Medium		Yes		16		4(L), 5.5R		Fair				75		100		75		75		99		24

		125.00+		Medium		High		Medium		Medium		No		0		3.5(L), 5.5R		Fair				75		60		75		75		100		0

		150.00+		High		None		Medium		High		Yes		9				Fair				60		100		75		60		99		0

																						76.7		80.0		83.3		79.2		99.1		21.7

		1. Stationing from Baltimore Street (0+22) to Schoolhouse Alley (1+75)

				*Station 0+00.00 at centerline of Baltimore Street

				*Road starts at 0+22 on the curbline of Baltimore Street

				*Road ends at 1+75 at the edge of the curb

				*monolithic sidewalks along both sides

				*1+75 different material





Wainwright Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Wainwright Avenue

		Road Length (miles)		0.07						Type		Local		Area =		970		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				6										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		Low		Low		None		Low		No		0		8(L), 9R		Fair		Yes		90		90		100		90		100		70

		100.00+		None		Medium		Medium		Low		No		0		7.5(L), 5R		Fair		Yes		100		75		75		90		100		40

		150.00+		Medium		None		Medium		Low		No		0		5.5R		Fair		Yes		75		100		75		90		100		40

		200.00+		None		Medium		Medium		Low		No		0		5.5(L), 6.5R		Fair		Yes		100		75		75		90		100		40

		250.00+		None		Medium		None		None		No		0		6R		Fair		Yes		100		75		100		100		100		75

		300.00+		Medium		Medium		None		Low		No		0		5R		Fair		Yes		75		75		100		90		100		40

		350.00+		None		Medium		None		None		No		0						Yes		100		75		100		100		100		75

																						91.4		80.7		89.3		92.9		100.0		54.3

		1. Stationing from Lefever Street (0+18) to Park Boundary at Locust Avenue (3+87)

				*Station 0+00.00 at centerline of Lefever Street

				*Road starts at 0+18 at pavement seam

				*Road ends at 3+87 at pavement seam/Park boundary

				*Drainage structure on the right at 1+00, 1+05

				*Curb begins to taper at 1+33, ends at 1+50 on right

				*Concrete pad at 2+10 to 2+27

				*20' width at 1+50





Wall Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Wall Alley

		Road Length (miles)		0.2212						Type		Alley		Area =		1550						Storm Sewer Condition: Fair

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: Fair (where applicable)

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Medium		Medium		None		No		0		4		Fair		Yes		100		75		75		100		100		50

		200.00+		Medium		Medium		None		Medium		No		0						Yes		75		75		100		75		100		25

		300.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		400.00+		Low		None		None		None		No		0						Yes		90		100		100		100		100		90

		500.00+		None		Medium		None		None		No		0						Yes		100		75		100		100		100		75

		600.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		700.00+		Medium		None		None		Medium		No		0						Yes		75		100		100		75		100		50

		800.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		900.00+		Medium		None		None		Low		No		0						Yes		75		100		100		90		100		65

		1000.00+		High		None		None		High		Yes		30						Yes		60		100		100		60		98		18

		1100.00+		None		None		None		Low		No		0						Yes		100		100		100		90		100		90

		1200.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

																						89.6		93.8		97.9		90.8		99.8		71.9

		1. Stationing from Stratton Street (0+20) to Washington Street (12+32)

				*Station 0+00.00 at centerline of Stratton Street

				*Road begins at 0+20

				*Station 6+00 falls on the Intersection of Baltimore Street

				*Inlet boxes at 0+10, 1+60, 11+46

				*Paved curb on left

				*Pavement seam at 1+60, again at 3+65 (newer), 10+58 (new)

				*Alley narrows around Schoolhouse Alley, goes to 10'

				*5+96 Curb of Baltimore Street, 6+40

				*At 10+58 road width goes to 17'

				*At 11+00 and 12+00 low rutting in center of roadway





Warner Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Warner Alley

		Road Length (miles)		0.165						Type		Alley		Area =		980		SY				Storm Sewer Condition:

		Paved width (feet)		11				Pavement Age (yrs)														N/A

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:

		Weathering		Good		Fair		Poor														N/A

		Drainage		Good		Fair		Poor

																																				Rating before Warner Alley

																																				Alligator		Longitud.		Transverse		Rutting		Patching		Size

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Cracking		Cracking		Cracking				Yes or No		ft2

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1																																		High		None		None		None		No		0

		000.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				Medium		None		None		Low		No		0

		100.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				High		None		None		Medium		Yes		6

		200.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				Medium		None		None		Low		No		0

		300.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				Low		None		None		Low		Yes		36

		400.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				High		None		None		High		No		0

		500.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				High		None		None		Medium		No		0

		600.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				High		None		None		Medium		No		0

		700.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				Medium		None		None		Medium		No		0

		800.00+		None		None		None		None		No		0						No		100		100		100		100		100		100

																						100.0		100.0		100.0		100.0		100.0		100.0

		1. Stationing from Cemetery Lane (0+06) to High Street (8+75)

				*Station 0+00.00 at Centerline of Cemetery Lane

				*Road starts at 0+06

				*road ends at 8+75 (back of side walk of High Street)

				*146 foot stretch of pavement between Lincoln Lane and Cemetery Lane which is in very poor condition

				*9' width starting around 5+00.

				*Many temporary pothole fixes





Washington St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Washington Street

		Road Length (miles)		0.20833		Sect 1				Type		Local		Area =		3670		SY				Storm Sewer Condition: Fair

		Road Length (miles)		0.156439		Sect 2								Area =		2755		SY

		Road Length (miles)		0.11383		Sect 3								Area =		2005		SY

		Road Length (miles)		0.16174		Sect 4								Area =		2845		SY

		Road Length (miles)		0.53712		Sect 5								Area =		9454		SY

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		None		None		None		None		No										100		100		100		100		100		100

		100.00+		None		None		None		None		No										100		100		100		100		100		100

		200.00+		None		None		None		None		No				4						100		100		100		100		100		100

		300.00+		None		None		None		None		No										100		100		100		100		100		100

		400.00+		None		None		None		None		No				5.5						100		100		100		100		100		100

		500.00+		None		None		None		None		No				5						100		100		100		100		100		100

		600.00+		None		None		None		None		No				5,4.5						100		100		100		100		100		100

		700.00+		None		None		None		None		No				5,3.5						100		100		100		100		100		100

		800.00+		None		None		None		None		No				4						100		100		100		100		100		100

		900.00+		None		None		None		None		No				4						100		100		100		100		100		100

		1000.00+		None		None		None		None		No				4						100		100		100		100		100		100

		1100.00+		None		Low		None		Low		No				5.5						100		90		100		90		100		80

		1200.00+		Low		Medium		None		None		No				5.5,4						90		75		100		100		100		65

		1300.00+		Medium		None		Medium		Low		No										75		100		75		90		100		40

		1400.00+		Medium		Medium		None		Low		No				5,6						75		75		100		90		100		40

		1500.00+		Medium		None		None		Low		No				6,5						75		100		100		90		100		65

		1600.00+		Low		Medium		None		Low		No				5.5,3.5						90		75		100		90		100		55

		1700.00+		Low		None		None		Low		No				4.5						90		100		100		90		100		80

		1800.00+		Low		Medium		Medium		None		No				4.5						90		75		75		100		100		40

		1900.00+		Medium		None		None		Medium		No				4.5						75		100		100		75		100		50

		2000.00+		High		None		None		Medium		No				5.5,4.5						60		100		100		75		100		35

		2100.00+		Medium		None		None		Low		Yes		200								75		100		100		90		96		61

		2200.00+		Low		None		None		Medium		Yes		200		8,5						90		100		100		75		96		61

		2300.00+		None		None		None		Low		Yes		80		7						100		100		100		90		98		88

		2400.00+		High		None		None		Low		No										60		100		100		90		100		50

		2500.00+		High		Medium		None		Medium		Yes		100								60		75		100		75		98		8

		2600.00+		High		None		None		Medium		Yes		30								60		100		100		75		99		34

		2700.00+		Medium		Medium		None		None		Yes		10								75		75		100		100		100		50

		2800.00+		Medium		None		None		None		Yes		10								75		100		100		100		100		75

		2900.00+		High		None		None		Medium		No										60		100		100		75		100		35

		3000.00+										No										0		0		0		0

		3100.00+		Medium		High		High		Medium		No										75		60		60		75		100		0

		3200.00+		Medium		High		None		High		No										75		60		100		60		100		0

		3300.00+		Low		High		None		Low		No										90		60		100		90		100		40

		3400.00+		Low		High		None		None		No										90		60		100		100		100		50

		3500.00+		None		None		None		None		No										100		100		100		100		100		100

		3600.00+		Low		None		High		Medium		No										90		100		60		75		100		25

		3700.00+		Low		Low		High		None		No										90		90		60		100		100		40

		3800.00+		High		None		None		Low		Yes		200								60		100		100		90		96		46

		3900.00+		Medium		None		None		Medium		No										75		100		100		75		100		50

		4000.00+		Medium		None		None		None		No										75		100		100		100		100		75

		4100.00+		High		None		None		Medium		Yes		200		5						60		100		100		75		96		31

		4200.00+		High		None		None		Medium		Yes		200								60		100		100		75		96		31

		4300.00+		High		None		None		Medium		No				6,5						60		100		100		75		100		35

		4400.00+		High		None		None		Low		No										60		100		100		90		100		50

		4500.00+		High		None		None		Low		No										60		100		100		90		100		50

		4600.00+		Medium		None		None		Low		Yes		36								75		100		100		90		99		64

		4700.00+		High		None		None		Medium		No										60		100		100		75		100		35

		4800.00+		Medium		None		None		Low		No										75		100		100		90		100		65

		4900.00+		Medium		None		None		Low		No										75		100		100		90		100		65

		5000.00+		High		None		None		None		No										60		100		100		100		100		60

		5100.00+		High		None		None		Medium		No										60		100		100		75		100		35

		5200.00+		Medium		None		None		Medium		No										75		100		100		75		100		50

		5300.00+		High		None		None		Medium		No										60		100		100		75		100		35

		5400.00+		Low		Medium		None		Low		No										90		75		100		90		100		55

		5500.00+		Medium		None		None		Low		No										75		100		100		90		100		65

		5600.00+		None		None		None		None		No										100		100		100		100		100		100

		5700.00+		High		None		None		None		No										60		100		100		100		100		60

		5800.00+		High		None		None		Low		No				6						60		100		100		90		100		50

		5900.00+		Medium		None		None		Low		No										75		100		100		90		100		65

		6000.00+		High		None		None		Medium		No										60		100		100		75		100		35

		6100.00+										No										0		0		0		0

		6200.00+		None		None		None		None		No										100		100		100		100		100		100

		6300.00+		None		None		None		None		No										100		100		100		100		100		100

																				Overall rating		79.9		94.3		97.3		89.3		99.5		60.8

																				Section 1 (0+06 to 11+06)		100.0		99.2		100.0		99.2		100.0		98.3

		1. Stationing from   0+16 to 62+96																		Section 2 (Hospital Alley to Breckenridge Street)		80.0		88.9		94.4		88.9		100.0		52.2

																				Section 3 ( Breckenridge Street to High Street)		77.0		95.0		100.0		84.0		97.4		53.4

																				Section 4 (High Street to Chambersburg Street)		74.6		85.0		97.1		83.6		99.0		35.5

																				Section 5 (34+60-Chambersburg to Brickyard Aly)		73.2		98.8		97.1		87.5		99.5		56.1





Water St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Water Street

		Road Length (miles)		0.435606						Type		Local		Area =		7667						Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		High		High		None		Medium		No		0		5.5(L), 7(R)		Poor				60		60		100		75		100		0

		200.00+		None		High		None		High		Yes		30		5.5(L), 7(R)		Poor				100		60		100		60		99		19

		300.00+		Low		None		None		Low		Yes		140		5.5(L), 7(R)		Fair				90		100		100		90		97		77

		400.00+		Low		High		None		Low		No		0		5.5(L), 7(R)		Fair				90		60		100		90		100		40

		500.00+		Medium		High		None		None		No		0		5(L), DA		Fair				75		60		100		100		100		35

		600.00+		None		None		None		Low		No		0		5(L), 5(R)		Fair				100		100		100		90		100		90

		700.00+		Low		Medium		None		Low		No		0		5(R)		Fair				90		75		100		90		100		55

		800.00+		None		Medium		None		Medium		No		0								100		75		100		75		100		50

		900.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		1000.00+		Low		Medium		None		None		No		0		5(L), 6(R)		Fair				90		75		100		100		100		65

		1100.00+		Low		High		None		Medium		No		0		4(L), 6(R)		Fair				90		60		100		75		100		25

		1200.00+		None		Medium		None		Medium		Yes		50		4.5(L), 4.5(R)		Fair				100		75		100		75		99		49

		1300.00+		None		Medium		None		Low		Yes		300		4.5(L), 4.5(R)		Fair				100		75		100		90		93		58

		1400.00+		None		Low		None		None		No		0		7(L), DA(R)		Fair				100		90		100		100		100		90

		1500.00+		Low		None		None		None		No		0		6(L), 5.5(R)		Fair				90		100		100		100		100		90

		1600.00+		Low		None		None		None		No		0		5.5(L), 7(R)		Fair				90		100		100		100		100		90

		1700.00+		High		None		None		Low		No		0		5.5(L), 4(R)		Fair				60		100		100		90		100		50

		1800.00+		High		None		None		None		No		0								60		100		100		100		100		60

		1900.00+		High		None		None		Medium		No		0		DA, 6.5		Fair				60		100		100		75		100		35

		2000.00+		High		Medium		None		Low		No		0		DA, 4.5		Fair				60		75		100		90		100		25

		2100.00+		High		None		None		Medium		No		0		3, 5.5		Fair				60		100		100		75		100		35

		2200.00+		High		None		None		Medium		No		0		3, 6.5		Fair				60		100		100		75		100		35

		2300.00+		High		None		None		Low		No		0		3, 6.5		Fair				60		100		100		90		100		50

																						82.0		83.3		100.0		86.7		99.5		51.7

		1. Stationing from Washington Street (0+12) to Fourth Street (23+74)





Weaver Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Weaver Alley

		Road Length (miles)		0.1142045						Type		Alley		Area =		710		SY				Storm Sewer Condition: N/A

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		High		None		None		Medium		No		0						No		60		100		100		75		100		35

		200.00+		High		High		High		High		Yes		10						No		60		60		60		60		99		0

		300.00+		Medium		Medium		None		Medium		No		0						No		75		75		100		75		100		25

		400.00+		None		Medium		None		Low		No		0						No		100		75		100		90		100		65

		500.00+		None		Medium		None		Medium		No		0						No		100		75		100		75		100		50

		600.00+		Low		None		None		None		No		0						No		90		100		100		100		100		90

																						80.8		80.8		93.3		79.2		99.9		44.2

		1. Stationing from Hillcrest Plaza (0+25) to Locust Street (6+26)

				*Station 0+00.00 at centerline of Hillcrest Plaza

				*Road starts at 0+25

				*Road ends at 6+43 curbline of Locust Street, 6+26 pavement seam at Locust Street

				*Road has no drainage

				*At Station 2+00 half of the road is gone

				*No curb

				*Curb wall for private property beginning around 2+50

				*11' width begins at 3+00





Wentz Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Wentz Alley

		Road Length (miles)		0.169507						Type		Alley		Area =		1200		SY				Storm Sewer Condition: Fair

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100				Medium

		200.00+		None		Low		None		None		No		0								100		90		100		100		100		90				Medium

		300.00+		None		None		None		None		No		0								100		100		100		100		100		100				Low

		400.00+																				0		0		0		0								None

		500.00+		None		None		None		None		No		0								100		100		100		100		100		100				Low

		600.00+		None		None		None		None		No		0								100		100		100		100		100		100				Low

		700.00+		None		None		None		None		No		0								100		100		100		100		100		100				Low

		800.00+		None		None		None		None		No		0								100		100		100		100		100		100				Low

		900.00+		None		None		None		None		No		0								100		100		100		100		100		100

																						100.0		98.8		100.0		100.0		100.0		98.8

		1. Stationing from Reynolds Street (0+16) to Hay Street (9+41)

				*Station 0+00 at centerline of Reynolds

				*0+16 at curbline of Reynolds

				*9+41 at curbline of Hay St

				*Inlet 0+16, 4+17, 6+29(appears bicycle safe), 9+41(may be included in Hays St assessment)

				*Overlay

				*Inverted crown

				*curbline of Howard at 3+88 and 4+17





West Lincoln St 

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		West Lincoln Street

		Road Length (miles)		0.1		Sect 1				Type		Local		Area =		1750		SY				Storm Sewer Condition: Fair

		Road Length (miles)		0.1335227		Sect 2								Area =		2350		SY

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse		Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0

		100.00+																																		None		None		None		Medium

		200.00+																																		None		Medium		None		Low

		300.00+																																		None		Medium		None		Medium

		400.00+																																		Low		None		None		High

		500.00+																																		None		None		None		None

		600.00+																																		Low		None		Medium		High

		700.00+																																		Low		None		None		Medium

		800.00+																																		Low		None		None		Low

		900.00+																																		Low		High		None		Low

		1000.00+																																		Medium		Low		None		Low

		1100.00+																																		Low		None		None		Medium

		1200.00+																																		None		Medium		None		Low

		1300.00+		Medium		None		None		Low		No				5						75		100		100		90		100		65				Medium		None		None		Low

		1400.00+		Medium		None		None		None		No				5,4.5						75		100		100		100		100		75				Medium		None		None		None

		1500.00+		Medium		None		None		Low		No				5.5,5						75		100		100		90		100		65				Medium		None		None		Low

		1600.00+		High		None		None		Low		No				5						60		100		100		90		100		50				High		None		None		Low

		1700.00+		Medium		None		None		Medium		No				7.5,5						75		100		100		75		100		50				Medium		High		None		Medium

		1800.00+		None		None		None		None		No				4.5						100		100		100		100		100		100				None		None		None		None

		1900.00+		None		None		None		None		No				5.5,7						100		100		100		100		100		100				None		None		None		None

		2000.00+		None		None		None		None		No				5,6						100		100		100		100		100		100				None		None		None		None

		2100.00+		None		None		None		None		No				7,6						100		100		100		100		100		100				None		None		None		None

		2200.00+		None		None		None		None		No										100		100		100		100		100		100				None		None		None		None

		2300.00+		None		None		None		None		No				6						100		100		100		100		100		100				None		None		None		None

		2400.00+		None		None		None		None		No				6						100		100		100		100		100		100				None		None		None		None

		2500.00+		None		None		None		None		No				6						100		100		100		100		100		100				None		None		None		None

																				Overall Rating		89.2		100.0		100.0		95.8		100.0		85.0

																				Section 1 (12+71 to 17+95)		72.0		100.0		100.0		89.0		100.0		61.0

		1. Stationing from Carlisle Street (0+25) to End at College 25+00																		New pavement Section 2 (17+95 to end)		100.0		100.0		100.0		100.0		100.0		100.0





West St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		West Street

		Road Length (miles)		0.26818						Type		Local		Area =		4720						Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				6										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Medium		None		Medium		No		0		6.5(L), 7.5(R)		Fair		Yes		100		75		100		75		100		50

		200.00+		None		Medium		None		Medium		Yes		120		6.5(L), 7.5(R)		Fair		Yes		100		75		100		75		97		47

		300.00+		Low		Medium		None		Low		No		0		6.5(L), 7.5(R)		Fair		Yes		90		75		100		90		100		55

		400.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		500.00+		Low		Medium		Medium		Medium		Yes		60		6		Fair		Yes		90		75		75		75		99		14

		600.00+		Low		Medium		None		Medium		No		0		4		Fair		Yes		90		75		100		75		100		40

		700.00+		None		High		High		Medium		No		0		4		Fair		Yes		100		60		60		75		100		0

		800.00+		Low		Medium		None		Medium		No		0		4		Fair		Yes		90		75		100		75		100		40

		900.00+		None		High		None		Medium		No		0		5		Good		Yes		100		60		100		75		100		35

		1000.00+		None		None		None		High		No		0		5(L), 4.5(R)		Good		Yes		100		100		100		60		100		60

		1100.00+		None		High		Medium		Medium		No		0		5		Good		Yes		100		60		75		75		100		10

		1200.00+		None		High		High		Low		Yes		300		DA(L), 6.5(R)		Good		Yes		100		60		60		90		93		3

		1300.00+		None		High		Medium		Low		No		0		6.5		Good		Yes		100		60		75		90		100		25

		1400.00+		None		High		None		High		No		0		6.5		Good		Yes		100		60		100		60		100		20

																						97.1		72.1		88.9		77.9		99.2		35.7

		1. Stationing from Buford Avenue (0+00) to Breckenridge Street(14+52)

				*0+00 at curbline of Route 30 and Elm St

				*road ends at 14+52 curbline of Breckenridge

				*3+92 and 4+29 curbline of Middle St

				*replace left curb(monolithic) beginning at 4+27 to 6+18

				*4+00 falls in intersection

				*curb on left ends at 6+18

				*crosswalk lineage 250', four stopbars: 60'

				*8+25 and 8+55 curbline of Hays St

				*8+53 start of regular curb on both sides

				*8+53 additional handicap ramp needed on Right side

				*address the cross pipe at 10+00, reset and lower

				*12+72 monolithic sidewalk on right

				*inlets at 1+76, 2+00, 4+42, 8+53, 10+00, 12+00(L&R:left is bicycle safe), 12+72

				*utility patch from 2+10 to end

				*regular curb on left at 2+10

				*0+00 to 6+00 double yellow line

				*regular curb on right starting at 4+27

				*40 linear feet of 24" stopbar

				*four turning arrows

				*160 linear feet on 4" or 6" white for turning lanes

				*250 linear feet of 6" crosswalk lines





Wolf Alley

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Wolf Alley

		Road Length (miles)		0.169507						Type		Alley		Area =		1100		SY				Storm Sewer Condition: Fair

		Paved width (feet)		9.5-13.5				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		None		Low		No		0						Yes		100		60		100		90		100		50

		200.00+		None		Medium		None		Low		No		0						Yes		100		75		100		90		100		65

		300.00+		None		Medium		None		Medium		No		0						Yes		100		75		100		75		100		50

		400.00+		None		Medium		None		Low		No		0						Yes		100		75		100		90		100		65

		500.00+		None		Medium		None		Low		No		0						Yes		100		75		100		90		100		65

		600.00+		None		Medium		None		Medium		No		0						Yes		100		75		100		75		100		50

		700.00+		Low		Low		None		Low		No		0						Yes		90		90		100		90		100		70

		800.00+		Medium		Low		None		Low		No		0						Yes		75		90		100		90		100		55

		900.00+		None		None		None		Low		No		0						Yes		100		100		100		90		100		90

																						96.1		79.4		100.0		86.7		100.0		62.2

		1. Stationing from Hay Street (0+16) to Reynolds Street (9+42)

				*Station 0+00 at the centerline of Hay Street

				*Road starts at 0+16 at curbline of Hay Street

				*Road ends at 9+42 at curbline of Reynolds Ave.

				*Road widens to 13 feet at the curbline of Howard Ave

				*Both sections of alley fair weathering condition

				*larger aggregate

				*should be sealed

				*Inlets at 2+67, 0+16, 5+39

				*Curbline of Howard at 5+39 and 5+70

				*18 inch CMP from 0+16 to 5+39 should be replaced when road replaced.





Wye Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Wye Alley

		Road Length (miles)		0.1369		6th to 4th				Type		Alley		Area =		510		SY				Storm Sewer Condition: N/A

		Road Length (miles)		0.08238		4th to Hudson								Area =		790		SY

		Paved width (feet)		9 -10.5				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		None		No										100		100		100		100		100		100

		200.00+		Medium		None		None		Medium		No										75		100		100		75		100		50

		300.00+		Medium		None		None		High		No										75		100		100		60		100		35

		400.00+										No										0		0		0		0

		500.00+		None		Medium		None		Low		No										100		75		100		90		100		65

		600.00+		None		Medium		None		Low		No										100		75		100		90		100		65

		700.00+		None		None		None		Low		No										100		100		100		90		100		90

		800.00+										No										0		0		0

		900.00+		None		None		None		Low		No										100		100		100		90		100		90

		1000.00+		None		None		None		None		No										100		100		100		100		100		100

		1100.00+		None		None		None		None		No										100		100		100		100		100		100

		1200.00+		None		None		None		None		No										100		100		100		100		100		100

																		Sixth to Fourth St.				91.7		91.7		100.0		84.2		100.0		67.5

																		Fourth to Hudson Aly				100.0		100.0		100.0		97.5		100.0		97.5

																				Overall rating		93.8		93.8		100.0		86.9		100.0		79.5

		1. Stationing from Sixth Street (0+16) to Hudson Alley (12+35)





Zerfing Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Zerfing Alley

		Road Length (miles)		0.07575		Sixth to fifth								Area =		6250

		Road Length (miles)		0.07121		fifth to fourth								Area =

		Road Length (miles)		0.63		fourth to franklin				Type		Alley		Area =								Storm Sewer Condition: Fair (where applicable)

		Road Length (miles)		0.0839015		franklin to west								Area =		1035

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		High		Medium		None		High		No		0								60		75		100		60		100		0

		200.00+		High		None		None		High		No		0								60		100		100		60		100		20

		300.00+		Medium		Medium		None		Medium		No		0								75		75		100		75		100		25

		400.00+

		500.00+		None		Medium		None		Medium		No		0								100		75		100		75		100		50

		600.00+		None		High		None		Medium		No		0								100		60		100		75		100		35

		700.00+		None		None		None		None		No		0		7.5						100		100		100		100		100		100

		800.00+

		900.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		1000.00+		None		High		None		None		No		0								100		60		100		100		100		60

		1100.00+		High		None		None		Low		No		0								60		100		100		90		100		50

		1200.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		1300.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		1400.00+		None		None		High		None		No		0								100		100		60		100		100		60

		1500.00+		None		High		High		Medium		No		0								100		60		60		75		100		0

		1600.00+		High		None		None		Medium		Yes		10								60		100		100		75		99		34

		1700.00+		Low		Medium		None		Low		No		0								90		75		100		90		100		55

		1800.00+		Low		High		None		Low		No		0								90		60		100		90		100		40

		1900.00+		None		High		None		Low		No		0								100		60		100		90		100		50

		2000.00+

		2100.00+		None		High		Medium		Medium		No		0								100		60		75		75		100		10

		2200.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		2300.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		2400.00+		Low		Medium		None		Low		No		0								90		75		100		90		100		55

		2500.00+		None		None		High		None		No		0								100		100		60		100		100		60

		2600.00+

		2700.00+		None		High		None		Medium		No		0								100		60		100		75		100		35

		2800.00+		High		Medium		None		Medium		No		0								60		75		100		75		100		10

		2900.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		3000.00+		Medium		Medium		None		Low		No		0								75		75		100		90		100		40

		3100.00+		None		Medium		None		High		No		0								100		75		100		60		100		35

		3200.00+

		3300.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		3400.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		3500.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		3600.00+		None		High		None		Low		No		0								100		60		100		90		100		50

		3700.00+		None		High		None		Low		No		0								100		60		100		90		100		50

		3800.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		3900.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		4000.00+		High		None		None		High		No		0								60		100		100		60		100		20

		4100.00+		High		None		None		High		No		0								60		100		100		60		100		20

		4200.00+		High		Medium		None		Medium		No		0								60		75		100		75		100		10

		4300.00+

		4400.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		4500.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		4600.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		4700.00+		None		None		None		None		No		0								100		100		100		100		100		100

																						89.3		83.3		96.5		81.7		100.0		51.0

																franklin to west, New pavement						100.0		100.0		100.0		92.5		100.0		92.5

																Sixth to Franklin						88		81		96		81		100		46

		1. Stationing from Sixth Street (0+25) to West Street (47+75)

				*0+00 at centerline of Sixth St

				*0+25 at curbline of Sixth

				*47+75 at curbline of West St

				*Inlets at 6+86, 11+55, 12+28(2x2), 24+62, 25+01, 25+76, 27+25, 28+70, 29+13, 29+70, 33+30(bicycle safe), 33+96, 36+44, 43+00, 46+17, 47+00

				*Between Fifth St and Fourth St assume 2% base repair, surface treatment

				*curbing starts on left at 6+94 goes to Fourth St

				*reclaim section from Sixth St to Fifth St

				*Curbline of Fifth at 3+79 and 4+07

				*14 foot width at Fifth St

				*Building edge 5+20 (12' width)

				*Curbline of Washington at 38+25 and 38+56

				*From Washington to Franklin recycle / reclaim

				*Franklin St curbline at 43+00 and 43+31

				*Franklin to West (21' width) fair weathering

				*curbline of West St. at 47+74

				*curbline of Fourth at 7+85 and 8+14

				*Fourth to Third assume 5% base repair

				*Starting at 11+00 road crowns toward center

				*Third St. curbline 14+01 and 14+30

				*Third to Second assume 30% base repair

				*Liberty curbline at 19+78 and 20+09 (12' width)

				*Drainage issues around 24+00

				*Stratton curbline at 25+76 and 26+05 (17' width)

				*At Stratton pavement begins fair condition

				*curb on left from 25+00 to Stratton

				*Mill and overlay between Stratton and Baltimore St.

				*Curbline of Baltimore at 31+94 and 32+36

				*at 34+00 14' width





Survey Log

		Street		Date

		Ackerson Aly		9/29/10

		Barbehenn Aly		9/29/10

		Barlow Street		9/23/10

		Bickle Aly		10/7/10

		Bream aly		9/16/10

		Breckenridge Street		8/3/10

		Brickyard Aly		10/7/10

		Broadway street		8/4/10

		Bush Aly		8/18/10

		Cannery Aly

		Cemetery Alley		8/3/10

		Columbia Aly		9/29/10

		Constitution Ave		10/13/10

		Court Alley		8/9/10

		Culp Steet		8/2/10

		Delap Ave		10/13/10

		Dobbin Alley		8/9/10

		East Broadway

		East Lincoln Ave		9/29/10

		East Middle St

		East Water St

		Elm ST

		Fairview Avenue		8/4/10

		Fifth st

		Foth alley

		fourth st

		Franklin Street		9/22/10

		Furniture Aly		9/22/10

		Gettys street		8/2/10

		Gilliland Aly

		Hamme Aly		8/17/10

		Hartzell Aly		9/23/10

		Hay St		8/17/10

		Hay st section 2		8/18/10

		Hazel Aly		9/29/10

		High St		9/14/10

		Highland Avenue		7/26/10

		Hillcrest Plaza		8/10/10

		Hospital Alley		8/9/10

		Howard Ave		8/17/10

		Hudson Aly

		Jacobs Aly

		Johns Avenue		7/22/10

		King Street		7/26/10

		Kuhn Aly

		Lefever Street		8/10/10

		Legion aly		9/14/10

		Levan Aly

		Liberty St		9/22/10

		Linbro Aly

		Lincoln Lane		8/3/10

		Little Aly		9/22/10

		Locust Avenue		8/10/10

		Long Lane		7/22/10

		Markley Aly		9/29/10

		Mayor Alley		8/9/10

		McMillan St		8/17/10

		Monument Aly

		Mummasburg St		9/29/10

		Naugle Aly		9/23/10

		No name Aly		9/29/10

		Noonan Alley		8/2/10

		Pape Alley		8/3/10

		Park Street		7/26/10

		Patrick Alley		8/9/10

		Pfeffer aly		9/16/10

		Pine Street		9/23/10

		Plank aly

		Prince Street		9/16/10

		Queen Street		7/22/10

		Racehorse Aly		9/22/10

		Railroad Aly

		Reaser Aly		9/22/10

		Red Patch Ave		8/17/10

		Reynolds St section 1		9/14/10

		Reynolds St Section 2		8/18/10

		Ridge Ave		8/17/10

		Roth Aly		9/16/10

		Schimmelpfennig Alley		8/9/10

		Schoolhouse Alley		8/10/10

		Seminary ave		8/18/10

		Shealer Ave		8/18/10

		Sheely Aly		9/29/10

		Sickles aly		8/18/10

		Sixth st

		Slentz Aly

		Smith Aly

		South Street		8/3/10

		Spring Ave

		Stauffer Aly

		Stevens St		9/29/10

		Stratton ST

		Strickhouser Aly

		Sunset Avenue		7/22/10

		Third St

		United Alley		8/3/10

		Victor Street		9/23/10

		Village Drive		9/13/10

		Wade Avenue		8/10/10

		Wainwright Avenue		8/10/10

		Wall Alley		8/9/10

		Warner Alley		8/3/10

		Washington St		10/13/10

		Water ST		10/7/10

		Weaver Alley		8/10/10

		Wentz Aly

		West Lincoln St		10/13/10

		West St		9/13/10

		Wolf aly		8/18/10

		Wye Aly		10/12/10

		Zerfing aly		9/16/10





Streets Summary

		Street		Overall Rating		Condition		Measured Length (Mile)		Length (Ft)		Area  (Sq.Yd.)		Cost for just roadway		Cost with incidentials

		Locust Avenue		100.0		Excellent		0.071		376		836		$0		$0

		West Lincoln (17+95 to 25+00)		100.0		Excellent		0.134		705		2350		$0		$0

		Sunset Avenue		99.0		Excellent		0.394		2078		6927		$0		$0

		Washington St (Section 1 Steinwehr to 11+00)		98.3		Excellent		0.208		1100		3670		$0		$0

		Railroad Street		97.1		Excellent		0.112		589		1080		$0		$0

		Long Lane Section 1 (7+00-Highland Ave to Sunset Ave.)		91.6		Good		0.104		550		1589		$6,356		$6,356

		Hillcrest Plaza		91.5		Good		0.093		489		1630		$6,520		$6,520

		Park Street		89.8		Good		0.058		306		1021		$4,084		$4,084

		McMillan St		85.7		Good		0.043		225		750		$3,000		$3,000

		Third St		83.2		Fair		0.172		908		2420		$48,400		$48,400

		Liberty St		81.3		Fair		0.076		400		1334		$26,680		$26,680

		Fifth st		80.3		Fair		0.267		1407		4691		$93,820		$93,820

		Howard Ave. (Mcmillian to Prince St.)		78.8		Fair		0.086		454		1515		$30,300		$30,300

		Sixth St		76.6		Fair		0.312		1649		5975		$119,500		$119,500

		Queen Street		76.3		Fair		0.295		1556		5273		$105,460		$105,460

		Long Lane Section 1 (0+00 to 7+00-Highland Ave)		75.0		Fair		0.129		680		1965		$39,300		$39,300

		Constitution Ave		72.7		Fair		0.461		2434		8114		$162,280		$162,280

		Stratton St		70.4		Fair		0.620		3274		10200		$204,000		$204,000

		Reynolds St Section 2 (High to Legion)		70.0		Fair		0.038		202		675		$13,500		$13,500

		fourth st		68.1		Fair		0.580		3062		10200		$204,000		$204,000

		Village Drive		67.5		Fair		0.153		810		4100		$82,000		$82,000

		Ridge Ave		62.3		Fair		0.273		1443		4810		$96,200		$96,200

		Johns Avenue		61.7		Fair		0.509		2687		8957		$179,140		$179,140

		Prince Street		61.4		Fair		0.068		360		1035		$20,700		$20,700						0.570		0.356		0.019		0.056		1.000

		Breckenridge Street		61.3		Fair		0.291		1536		4592		$91,840		$91,840

		Hay St		61.1		Fair		0.091		479		1597		$31,940		$31,940

		Franklin Street		60.8		Fair		0.244		1289		4893		$97,860		$97,860

		High St		60.8		Fair		0.581		3066		10561		$211,220		$211,220

		West Lincoln (0+00 to 17+95)		61.0		Fair		0.100		528		1750		$35,000		$35,000

		Long Lane (Cul De Sac to Breckenridge St)		58.3		Poor		0.104		550		10777		$269,425		$431,080

		West Broadway street		58.2		Poor		0.398		2099		9489		$237,225		$379,560

		Mummasburg St		57.3		Poor		0.106		560		1494		$37,350		$59,760

		Wash. St (Section 5-34+60 to Brickyard St)		56.1		Poor		0.537		2836		9454		$236,350		$378,160

		Seminary ave		55.7		Poor		0.168		889		2964		$74,100		$118,560

		Wainwright Avenue		54.3		Poor		0.070		370		970		$24,250		$38,800

		South Street		53.1		Poor		0.112		589		1575		$39,375		$63,000

		Lefever Street		52.5		Poor		0.382		2017		6510		$162,750		$260,400

		Wash. St (Section 2-11+00 to 19+32-Breckenridge St)		52.2		Poor		0.156		826		2755		$68,875		$110,200

		Water St		51.7		Poor		0.436		2300		7667		$191,675		$306,680

		East Middle St		51.2		Poor		0.598		3155		10900		$272,500		$436,000

		East Railroad St		50.9		Poor		0.221		1167		2015		$50,375		$80,600

		East Broadway street		49.0		Poor		0.188		994		5302		$132,550		$212,080

		Victor Street		47.5		Poor		0.116		615		2050		$51,250		$82,000

		Fairview Avenue		46.4		Poor		0.444		2345		7817		$195,425		$312,680

		Elm St		41.7		Poor		0.090		475		1584		$39,600		$63,360

		Highland Avenue		41.1		Poor		0.484		2555		8517		$212,925		$340,680		actually 2 sections

		Hay st section 2		38.5		Poor		0.248		1311		4371		$109,275		$174,840

		Howard Ave. (Middle St. to Bufford Ave.)		37.8		Poor		0.180		953		3180		$79,500		$127,200

		West St		35.7		Poor		0.268		1416		4720		$118,000		$188,800

		Wash. St (Section 3,4-19+63 to 34+18-Chambersburg St)		35.5		Poor		0.162		854		2845		$71,125		$113,800

		Pine Street		34.2		Poor		0.058		307		1024		$25,600		$40,960

		Stevens St		33.6		Poor		0.224		1185		3950		$98,750		$158,000

		Culp Steet		33.0		Poor		0.175		926		3086		$77,150		$123,440

		Gettys street		30.8		Poor		0.234		1234		4936		$123,400		$197,440

		King Street		29.0		Poor		0.278		1470		4900		$122,500		$196,000

		Barlow Street		27.1		Poor		0.244		1287		4291		$107,275		$171,640

		Red Patch Ave		26.0		Poor		0.083		440		1467		$36,675		$58,680

		Wade Avenue		21.7		Poor		0.029		153		510		$12,750		$20,400

		Howard Ave (Prince to Middle St.)		18.8		Poor		0.210		1108		3695		$92,375		$147,800

		Spring Ave		15.8		Poor		0.395		2088		9750		$243,750		$390,000

		Franklin Street (High to Breckenridge)		15.0		Poor		0.114		602		2007		$50,175		$80,280

		East Lincoln Ave		14.7		Poor		0.133		703		2344		$58,600		$93,760

		Reynolds St section 1		5.7		Poor		0.149		785		2617		$65,425		$104,680

								14.357		14.357		266043		$5,701,425		$7,974,420

		All alleys and roads completed between august 2010 and October 2010

		A 60% increase was given for incidentials for roads with a poor rating												Total Alleys +Streets		$9,167,775

		Barlow Street		0.244

		Breckenridge Street		0.291

		College Avenue		0.111

		Constitution Ave		0.461

		Culp Steet		0.175

		East Broadway street		0.188

		East Lincoln Ave		0.133

		East Middle St		0.598

		East Railroad St		0.221

		Elm St		0.090

		Fairview Avenue		0.459

		Fifth st		0.267

		fourth st		0.686

		Franklin Street		0.244

		Franklin Street (High to Breckenridge)		0.114

		Gettys street		0.234

		Hay St		0.091

		Hay st section 2		0.248

		High St		0.581

		Highland Avenue		0.484

		Hillcrest Plaza		0.093

		Howard Ave (Prince to Middle St.)		0.210

		Howard Ave. (Mcmillian to Prince St.)		0.086

		Howard Ave. (Middle St. to Bufford Ave.)		0.180

		Johns Avenue		0.509

		King Street		0.278

		Lefever Street		0.382

		Liberty St		0.076

		Locust Avenue		0.071

		Long Lane (Cul De Sac to Breckenridge St)		0.104

		Long Lane Section 1 (0+00 to 7+00-Highland Ave)		0.129

		Long Lane Section 1 (7+00-Highland Ave to Sunset Ave.)		0.104

		McMillan St		0.043

		Mummasburg St		0.106

		Park Street		0.058

		Pine Street		0.058

		Prince Street		0.068

		Queen Street		0.295

		Railroad Street		0.112

		Red Patch Ave		0.083

		Reynolds St section 1		0.149

		Reynolds St Section 2 (High to Legion)		0.038

		Ridge Ave		0.273

		Seminary ave		0.168

		Sixth St		0.312

		South Street		0.112

		Spring Ave		0.395

		Stevens St		0.224

		Stratton St		0.620

		Sunset Avenue		0.394

		Third St		0.172

		Victor Street		0.116

		Village Drive		0.153

		Wade Avenue		0.029

		Wainwright Avenue		0.070

		Wash. St (Section 2-11+00 to 19+32-Breckenridge St)		0.156

		Wash. St (Section 3-19+63 to 34+18-Chambersburg St)		0.276

		Wash. St (Section 4-34+60 to Brickyard St)		0.537

		Washington St (Section 1 Steinwehr to 11+00)		0.208

		Water St		0.436

		West Broadway street		0.398

		West Lincoln (0+00 to 17+95)		0.329

		West Lincoln (17+95 to 25+00)		0.134

		West St		0.268

				14.93





Streets Summary

		



CONDITION VS. AREA (SY)



Streets Field Ratings

		2010 FIELD RATING RESULTS

		Street		Rating		Condition		CSD Measured Length (Mile)*

		Locust Avenue		100.0		Excellent		0.071

		West Lincoln Avenue (17+95 to 25+00)		100.0		Excellent		0.134

		Sunset Avenue		99.0		Excellent		0.394

		Washington Street (Steinwehr Avenue to Hospital Alley)		98.3		Excellent		0.208

		Railroad Street		97.1		Excellent		0.112

		Long Lane (Highland Avenue to Sunset Avenue)		91.6		Good		0.104

		Hillcrest Plaza		91.5		Good		0.093

		Park Street		89.8		Good		0.058

		McMillan Street		85.7		Good		0.043

		Third Street		83.2		Fair		0.172

		Liberty Street		81.3		Fair		0.076

		Fifth Street		80.3		Fair		0.267

		Howard Avenue (Mcmillian Street to Prince Street)		78.8		Fair		0.086

		Sixth Street		76.6		Fair		0.312

		Queen Street		76.3		Fair		0.295

		Long Lane (Steinwehr Avenue to Highland Avenue)		75.0		Fair		0.129

		Constitution Avenue		72.7		Fair		0.461

		Stratton Street		70.4		Fair		0.620

		Reynolds Street (High Street to Legion Alley)		70.0		Fair		0.038

		Fourth Street		68.1		Fair		0.580

		Village Drive		67.5		Fair		0.153

		Ridge Avenue		62.3		Fair		0.273

		Johns Avenue		61.7		Fair		0.509

		Prince Street		61.4		Fair		0.068

		Breckenridge Street		61.3		Fair		0.291

		Hay Street (Middle Street to Hamme Alley)		61.1		Fair		0.091

		West Lincoln (College Avenue to 17+95)		61.0		Fair		0.100

		Franklin Street (High Street to Cul-De-Sac)		60.8		Fair		0.244

		High Street		60.8		Fair		0.581

		Long Lane (Cul De Sac to Breckenridge Street)		58.3		Poor		0.612

		West Broadway Street		58.2		Poor		0.398

		Mummasburg Street		57.3		Poor		0.106

		Washington Street (Chambersburg Street to Brickyard Alley)		56.1		Poor		0.537

		Seminary Avenue		55.7		Poor		0.168

		Wainwright Avenue		54.3		Poor		0.070

		Washington Street (Breckenridge Street to High Street)		53.4		Poor		0.114

		South Street		53.1		Poor		0.112

		Lefever Street		52.5		Poor		0.382

		Washington Street (Hospital Alley to Breckenridge Street)		52.2		Poor		0.156

		Water St		51.7		Poor		0.436

		East Middle Street		51.2		Poor		0.598

		East Railroad Street		50.9		Poor		0.221

		East Broadway Street		49.0		Poor		0.288

		Victor Street		47.5		Poor		0.116

		Fairview Avenue		46.4		Poor		0.444

		Elm Street		41.7		Poor		0.090

		Highland Avenue		41.1		Poor		0.484

		Hay Street (Buford Avenue to Middle Street)		38.5		Poor		0.248

		Howard Avenue (Middle Street to Bufford Avenue)		37.8		Poor		0.180

		West Street		35.7		Poor		0.268

		Washington Street (High Street to Chambersburg Street)		35.5		Poor		0.162

		Street		Rating		Condition		CSD Measured Length (Mile)*

		Pine Street		34.2		Poor		0.058

		Stevens Street		33.6		Poor		0.224

		Culp Street		33.0		Poor		0.175

		Gettys Street		30.8		Poor		0.234

		King Street		29.0		Poor		0.278

		Barlow Street		27.1		Poor		0.244

		Red Patch Avenue		26.0		Poor		0.083

		Wade Avenue		21.7		Poor		0.029

		Howard Ave (Prince Street to Middle Street)		18.8		Poor		0.210

		Spring Avenue		15.8		Poor		0.395

		Franklin Street (Breckenridge to High Street)		15.0		Poor		0.114

		East Lincoln Avenue		14.7		Poor		0.133

		Reynolds Street (Middle Street to Buford Avenue)		5.7		Poor		0.149

				Total Street Miles				15.079

		* These miles are those measured by our office, Some may not match exactly with PennDOT recorded mileage





Streets Field Ratings

		



CONDITION VS. AREA (SY)



Streets SCR

		2010 ROADWAY SURFACE CONDITION SURVEY RESULTS

		STREET		AC INDEX		LC INDEX		TC INDEX		RUT INDEX		PATCH INDEX		SCR INDEX

		Barlow Street		88.5		67.0		71.0		87.5		99.7		27.1

		Breckenridge Street		99.3		85.7		87.7		88.7		99.9		61.3

		Constitution Avenue		95.2		91.0		93.8		92.8		99.9		72.7

		Culp Street		86.1		70.6		90.6		84.4		99.7		33.0

		East Broadway Street		80.6		85.3		95.6		88.1		99.3		49.0

		East Lincoln Avenue		88.6		60.0		87.1		79.3		99.4		14.7

		East Middle Street		78.7		96.6		98.9		77.7		99.2		51.2

		East Railroad Street		72.7		97.7		100.0		80.5		100.0		50.9

		Elm Street		100.0		64.4		100.0		78.9		98.4		41.7

		Fairview Avenue		96.3		81.7		84.8		83.8		100.0		46.4

		Fifth Street		91.5		97.5		97.5		88.5		97.9		80.3

		Fourth Street		89.2		88.5		98.1		92.3		100.0		68.1

		Franklin Street (Breckenridge to High Street)		100.0		62.5		83.3		67.5		100.0		15.0

		Franklin Street (High Street to Cul-De-Sac)		100.0		73.8		93.8		93.3		99.9		60.8

		Gettys Street		89.6		77.9		85.0		78.3		100.0		30.8

		Hay Street (Buford Avenue to Middle Street)		99.2		68.8		80.8		89.6		100.0		38.5

		Hay Street (Middle Street to Hamme Alley)		95.0		83.3		91.7		91.7		99.4		61.1

		High Street		96.4		82.9		96.7		85.9		98.9		60.8

		Highland Avenue		85.2		78.6		90.4		87.4		99.5		41.1

		Hillcrest Plaza		100.0		100.0		100.0		91.7		99.9		91.5

		Howard Ave (Prince Street to Middle Street)		81.3		68.3		80.4		72.1		99.0		18.8

		Howard Avenue (Mcmillian Street to Prince Street)		100.0		93.8		90.0		95.0		100.0		78.8

		Howard Avenue (Middle Street to Bufford Avenue)		94.5		70.0		86.4		87.3		98.8		37.8

		Johns Avenue		90.4		87.8		92.4		91.9		99.3		61.7

		King Street		86.8		80.4		80.7		78.9		99.7		29.0

		Lefever Street		91.5		82.3		93.0		85.5		98.8		52.5

		Liberty Street		90.0		100.0		100.0		91.3		100.0		81.3

		Locust Avenue		100.0		100.0		100.0		100.0		100.0		100.0

		Long Lane (Cul De Sac to Breckenridge Street)		91.6		82.0		90.5		94.7		99.5		58.3

		Long Lane (Highland Avenue to Sunset Avenue)		98.3		93.3		100.0		100.0		100.0		91.6

		Long Lane (Steinwehr Avenue to Highland Avenue)		100.0		80.0		96.7		98.3		100.0		75.0

		McMillan Street		100.0		95.5		99.0		93.0		98.2		85.7

		Mummasburg Street		95.0		76.8		96.4		86.4		100.0		57.3

		Park Street		100.0		93.3		98.3		100.0		98.1		89.8

		Pine Street		90.8		69.2		80.8		93.3		100.0		34.2

		Prince Street		91.4		96.4		92.9		86.4		94.3		61.4

		Queen Street		95.3		94.0		96.0		91.0		99.9		76.3

		Railroad Street		100.0		99.2		100.0		97.9		100.0		97.1

		Red Patch Avenue		63.3		88.9		97.2		76.7		99.9		26.0

		Reynolds Street (High Street to Legion Alley)		97.5		83.8		100.0		90.0		98.8		70.0

		Ridge Avenue		100.0		73.2		96.4		93.2		99.4		62.3

		Seminary Avenue		97.2		82.8		96.1		80.0		99.6		55.7

		Sixth Street		92.3		86.8		100.0		97.3		100.0		76.6

		South Street		89.2		83.3		92.5		88.3		99.8		53.1

		Spring Avenue		85.0		72.3		82.0		69.0		98.9		15.8

		Stevens Street		91.8		67.7		97.7		75.5		100.0		33.6

		Stratton Street		92.8		85.0		98.0		95.2		99.5		70.4

		Sunset Avenue		100.0		99.5		99.5		100.0		100.0		99.0

		Third Street		98.9		90.0		96.1		98.9		99.3		83.2

		Victor Street		93.5		81.5		92.0		82.5		100.0		47.5

		2010 ROADWAY SURFACE CONDITION SURVEY RESULTS

		STREET		AC INDEX		LC INDEX		TC INDEX		RUT INDEX		PATCH INDEX		SCR INDEX

		Village Drive		100.0		75.0		100.0		92.5		100.0		67.5

		Wade Avenue		76.7		80.0		83.3		79.2		99.1		21.7

		Wainwright Avenue		91.4		80.7		89.3		92.9		100.0		54.3

		Washington Street (Breckenridge Street to High Street)		77.0		95.0		100.0		84.0		97.4		53.4

		Washington Street (Chambersburg Street to Brickyard Alley)		73.2		98.8		97.1		87.5		99.5		56.1

		Washington Street (High Street to Chambersburg Street)		74.6		85.0		97.1		83.6		99.0		35.5

		Washington Street (Hospital Alley to Breckenridge Street)		80.0		88.9		94.4		88.9		100.0		52.2

		Washington Street (Steinwehr Avenue to Hospital Alley)		100.0		99.2		100.0		99.2		100.0		98.3

		Water St		82.0		83.3		100.0		86.7		99.5		51.7

		West Broadway Street		99.0		74.3		92.1		93.1		99.7		58.2

		West Lincoln (College Avenue to 17+95)		72.0		100.0		100.0		89.0		100.0		61.0

		West Lincoln Avenue (17+95 to 25+00)		100.0		100.0		100.0		100.0		100.0		100.0

		West Street		97.1		72.1		88.9		77.9		99.2		35.7

		Reynolds Street (Middle Street to Buford Avenue)		97.1		60.0		70.7		75.0		99.9		5.7

		AC =Alligator cracking

		LC = Longitudinal cracking

		TC = Transverse Cracking

		RUT = Rutting

		PATCH = Patching

		SCR = Surface Condition Rating





Streets SCR

		0



CONDITION VS. AREA (SY)



Alleys Summary

		Alley		Overall Rating		Condition		Measured Length (Mile)		Length (Ft)		Area (SY)		Cost for roadway

		Bickle Aly (College Ave to 4+16)		100.0		Excellent		0.076		401		535		$0

		Delap Ave		100.0		Excellent		0.112		591		920		$0

		Hamme Aly		100.0		Excellent		0.118		621		1030		$0

		Warner Alley		100.0		Excellent		0.165		871		980		$0

		Wentz Aly		98.8		Excellent		0.170		895		1200		$0

		Keefer Alley		97.9		Excellent		0.067		354		472		$0

		Strickhouser Aly		97.8		Excellent		0.094		497		720		$0

		Wye Aly (Fourth to Hudson Aly)		97.5		Excellent		0.137		723		510		$0

		Hudson Aly (Third to Fourth St.)		96.7		Excellent		0.114		602		803		$0

		Shealer Aly		94.4		Good		0.042		223		273		$1,092				10

		Naugle Aly		94.3		Good		0.074		389		476		$1,904

		Hartzell Aly (Stratton to Markley)		93.8		Good		0.073		387		516		$2,064

		Zerfing aly (Franklin to West)		92.5		Good		0.084		443		1035		$4,140

		Plank aly		89.4		Good		0.075		398		531		$2,124				7

		Hazel Aly		87.9		Good		0.256		1352		2050		$8,200

		Noonan Alley		87.5		Good		0.188		993		1214		$4,856

		Little Aly		83.1		Fair		0.039		205		262		$5,240

		Hospital Alley		81.9		Fair		0.036		190		507		$10,140

		Jacobs Aly		77.5		Fair		0.091		483		698		$13,960

		Dobbin Alley (Schimmelpfennig Aly to dead end.)		77.0		Fair		0.071		377		730		$14,600

		Bickle Aly (4+16 to Linbro Aly)		73.0		Fair		0.111		588		784		$15,680

		Columbia Aly		72.1		Fair		0.032		168		169		$3,380

		Wall Alley		71.9		Fair		0.221		1168		1550		$31,000

		Markley Aly		70.0		Fair		0.200		1056		1409		$28,180

		Lincoln Lane		68.6		Fair		0.134		705		970		$19,400

		Mayor Alley		67.5		Fair		0.050		265		354		$7,080

		Wye Aly (Sixth to Fourth)		67.5		Fair				0		790		$15,800

		Schoolhouse Alley		66.7		Fair		0.168		887		1580		$31,600

		Reaser Aly		65.0		Fair		0.040		213		213		$4,260

		Pfeffer aly		64.3		Fair		0.030		158		211		$4,220

		Legion aly (Reynolds to West St)		64.0		Fair		0.108		570		635		$12,700

		Wolf aly		62.2		Fair		0.170		895		1100		$22,000

		Ackerson Aly		61.1		Fair		0.047		247		302		$6,040

		Cannery Aly		61.0		Fair		0.093		492		656		$13,120

		Cemetery Alley		60.0		Poor		0.111		585		612		$15,300

		United Alley		59.8		Poor		0.080		423		625		$15,625				18

		Hartzell Aly (Barlow to Stratton)		59.2		Poor		0.055		293		391		$9,775

		Kuhn Aly		57.9		Poor		0.069		362		483		$12,075

		Dobbin Alley (Hospital Aly to Washington St.)		57.5		Poor		0.098		519		420		$10,500				32

		Foth alley		57.5		Poor		0.080		421		562		$14,050

		No name Aly		56.7		Poor		0.033		172		192		$4,800

		Levan Aly		54.5		Poor		0.048		256		285		$7,125

		Racehorse Aly 1		53.4		Poor		0.377		1989		4851		$121,275

		Barbehenn Aly		51.3		Poor		0.077		408		454		$11,350				0.560

		Court Alley		50.4		Poor		0.464		2452		3542		$88,550				Poor		Fair		Good		Excellent

		Legion Aly (Strattion to Middle St.)		50.0		Poor		0.252		1330		1720		$43,000				0.581762714		0.206363404		0.0973517761		0.1145221058		1

		Linbro Aly		49.4		Poor		0.076		402		447		$11,175

		Patrick Alley		47.5		Poor		0.075		396		484		$12,100

		Zerfing Aly (Sixth to Franklin St.)		46.5		Poor		0.777		4102		6250		$156,250

		Hudson Aly (Fourth St. to Sixth St.)		45.8		Poor		0.115		609		812		$20,300

		Sickles aly		45.2		Poor		0.091		480		587		$14,675

		Weaver Alley		44.2		Poor		0.114		603		710		$17,750

		Stauffer Aly		42.1		Poor		0.037		196		218		$5,450

		Sheely Aly		41.9		Poor		0.127		672		752		$18,800

		Bush Aly		41.9		Poor		0.037		197		285		$7,125

		Schimmelpfennig Alley		41.3		Poor		0.080		425		567		$14,175

		Racehorse Aly 2		37.4		Poor		0.336		1776		3215		$80,375

		Legion aly (West to Stratton St.)		35.5		Poor		0.399		2105		2340		$58,500

		Slentz Aly		34.3		Poor		0.037		195		195		$4,875

		Pape Alley		34.0		Poor		0.050		264		323		$8,075

		Smith Aly		31.9		Poor		0.037		193		240		$6,000

		Monument Aly		30.7		Poor		0.066		348		348		$8,700

		Brickyard Aly		26.5		Poor		0.207		1092		1456		$36,400

		Furniture Aly		25.0		Poor		0.156		825		970		$24,250

		Bream aly		20.4		Poor		0.079		417		603		$15,075

		Roth Aly		15.0		Poor		0.112		589		720		$18,000

		Gilliland Aly (Railroad St to Delap Ave)		0.0		Poor		0.070		370		493		$12,325

		Gilliland Aly (Delap Ave. to Water St)		0.0		Poor		0.038		203		271		$6,775

								8.348		8.35		62608		$1,193,355

								4.671





Alleys Summary

		



CONDITION VS. AREA (SY)



Alleys Field Ratings

		2010 FIELD RATING RESULTS

		Alley		Rating		Condition		Measured Length (Miles)

		Bickle Alley (College Avenue to 4+16)		100.0		Excellent		0.076

		Delap Avenue		100.0		Excellent		0.112

		Hamme Alley		100.0		Excellent		0.118

		Warner Alley		100.0		Excellent		0.165

		Wentz Alley		98.8		Excellent		0.170

		Keefer Alley		97.9		Excellent		0.067

		Strickhouser Alley		97.8		Excellent		0.094

		Wye Alley (Fourth Street to Hudson Alley)		97.5		Excellent		0.082

		Gilliland Alley (Railroad Street to Delap Avenue)		96.7		Excellent		0.070

		Hudson Alley (Third Street to Fourth Street)		96.7		Excellent		0.114

		Shealer Alley		94.4		Good		0.042

		Naugle Alley		94.3		Good		0.074

		Hartzell Alley (Stratton Street to Markley Alley)		93.8		Good		0.073

		Zerfing Alley (Franklin Street to West Street)		92.5		Good		0.084

		Plank Alley		89.4		Good		0.075

		Hazel Alley		87.9		Good		0.256

		Noonan Alley		87.5		Good		0.188

		Little Alley		83.1		Fair		0.039

		Hospital Alley		81.9		Fair		0.036

		Jacobs Alley		77.5		Fair		0.091

		Dobbin Alley (Schimmelpfennig Alley to Dead end.)		77.0		Fair		0.071

		Bickle Alley (4+16 to Linbro Alley)		73.0		Fair		0.111

		Columbia Alley		72.1		Fair		0.032

		Wall Alley		71.9		Fair		0.221

		Markley Alley		70.0		Fair		0.200

		Lincoln Lane		68.6		Fair		0.134

		Mayor Alley		67.5		Fair		0.050

		Wye Alley (Sixth Street to Fourth Street)		67.5		Fair		0.137

		Schoolhouse Alley		66.7		Fair		0.168

		Reaser Alley		65.0		Fair		0.040

		Pfeffer Alley		64.3		Fair		0.030

		Legion Alley (Reynolds Street to West Street)		64.0		Fair		0.108

		Wolf Alley		62.2		Fair		0.170

		Ackerson Alley		61.1		Fair		0.047

		Cannery Alley		61.0		Fair		0.093

		Cemetery Alley		60.0		Poor		0.111

		United Alley		59.8		Poor		0.080

		Hartzell Alley (Barlow Street to Stratton Street)		59.2		Poor		0.055

		Kuhn Alley		57.9		Poor		0.069

		Dobbin Alley (Hospital Alley to Washington Street)		57.5		Poor		0.098

		Foth Alley		57.5		Poor		0.080

		No name Alley		56.7		Poor		0.033

		Levan Alley		54.5		Poor		0.048

		Racehorse Alley (Carlisle Street to Little Alley)		53.4		Poor		0.377

		Barbehenn Alley		51.3		Poor		0.077

		Court Alley		50.4		Poor		0.464

		Legion Alley (Stratton Street to Middle Street)		50.0		Poor		0.252

		Linbro Alley		49.4		Poor		0.076

		Patrick Alley		47.5		Poor		0.075

		Gilliland Alley (Delap Avenue to Water Street)		47.1		Poor		0.038

		2010 FIELD RATING RESULTS

		Alley		Rating		Condition		Measured Length (Miles)

		Zerfing Alley (Sixth Street to Franklin Street)		46.5		Poor		0.777

		Hudson Alley (Fourth Street to Sixth Street)		45.8		Poor		0.115

		Sickles Alley		45.2		Poor		0.091

		Weaver Alley		44.2		Poor		0.114

		Stauffer Alley		42.1		Poor		0.037

		Sheely Alley		41.9		Poor		0.127

		Bush Alley		41.9		Poor		0.037

		Schimmelpfennig Alley		41.3		Poor		0.080

		Racehorse Alley (Carlisle Street to Buford Avenue)		37.4		Poor		0.336

		Legion Alley (West Street to Stratton Street)		35.5		Poor		0.399

		Slentz Alley		34.3		Poor		0.037

		Pape Alley		34.0		Poor		0.050

		Smith Alley		31.9		Poor		0.037

		Monument Alley		30.7		Poor		0.066

		Brickyard Alley		26.5		Poor		0.207

		Furniture Alley		25.0		Poor		0.156

		Bream Alley		20.4		Poor		0.079

		Roth Alley		15.0		Poor		0.112

						Total Alley Miles		8.430





Alleys Field Ratings

		



Condition Vs. Area (SY)



2010 alley SCR

		2010 ROADWAY SURFACE CONDITION SURVEY RESULTS

		ALLEY		AC INDEX		LC INDEX		TC INDEX		RUT INDEX		PATCH INDEX		SCR INDEX

		Ackerson Alley		88.9		87.2		100.0		85.0		100.0		61.1

		Barbehenn Alley		87.5		86.9		100.0		76.9		100.0		51.3

		Bikle Alley (4+16 to Linbro Alley)		86.3		100.0		100.0		82.5		100.0		73.0

		Bikle Alley (College Avenue to 4+16)		100.0		100.0		100.0		98.0		100.0		100.0

		Bream Alley		95.6		61.9		100.0		73.1		89.7		20.4

		Brickyard Alley		63.8		96.9		100.0		65.6		100.0		26.5

		Bush Alley		69.4		95.6		100.0		76.9		100.0		41.9

		Cannery Alley		86.0		85.0		100.0		90.0		100.0		61.0

		Cemetery Alley		74.0		100.0		100.0		86.0		100.0		60.0

		Columbia Alley		96.4		90.7		100.0		85.0		100.0		72.1

		Court Alley		85.0		88.1		99.0		78.3		99.8		50.4

		Delap Avenue		100.0		100.0		100.0		100.0		100.0		100.0

		Dobbin Alley (Hospital Alley to Washington Street)		100.0		97.5		81.3		78.8		100.0		57.5

		Dobbin Alley (Schimmelpfennig Alley to dead end.)		100.0		90.0		100.0		87.0		100.0		77.0

		Foth Alley		75.0		95.6		100.0		86.9		100.0		57.5

		Furniture Alley		81.5		75.0		87.1		74.7		95.6		25.0

		Gilliland Alley (Delap Avenue to Water Street)		76.4		98.6		100.0		72.1		100.0		47.1

		Gilliland Alley (Railroad Street to Delap Avenue)		96.7		100.0		100.0		100.0		100.0		96.7

		Hamme Alley		100.0		100.0		100.0		100.0		100.0		100.0

		Hartzell Alley (Barlow Street to Stratton Street)		83.3		75.8		100.0		100.0		100.0		59.2

		Hartzell Alley (Stratton Street to Markley Alley)		100.0		93.8		100.0		100.0		100.0		93.8

		Hazel Alley		100.0		93.5		100.0		96.2		98.3		87.9

		Hospital Alley		100.0		93.8		95.0		93.1		100.0		81.9

		Hudson Alley (Fourth Street to Sixth Street)		79.2		96.7		100.0		70.0		100.0		45.8

		Hudson Alley (Third Street to Fourth Street)		100.0		100.0		100.0		96.7		100.0		96.7

		Jacobs Alley		97.0		96.5		100.0		84.0		100.0		77.5

		Keefer Alley		97.9		100.0		100.0		100.0		100.0		97.9

		Kuhn Alley		82.1		94.3		100.0		81.4		100.0		57.9

		Legion Alley (Reynolds Street to West Street)		85.0		87.0		100.0		92.0		100.0		64.0

		Legion Alley (Strattion Street to Middle Street)		69.0		88.5		100.0		77.0		98.0		50.0

		Legion Alley (West Street to Stratton Street)		82.5		85.0		100.0		82.5		100.0		35.5

		Levan Alley		82.5		96.5		97.5		78.0		100.0		54.5

		Linbro Alley		78.8		93.8		100.0		76.3		100.0		49.4

		Lincoln Lane		98.6		87.1		96.4		86.4		100.0		68.6

		Little Alley		95.0		100.0		100.0		88.1		100.0		83.1

		Markley Alley		97.5		83.0		100.0		90.5		99.0		70.0

		Mayor Alley		100.0		75.5		100.0		92.0		100.0		67.5

		Monument Alley		65.7		94.3		100.0		70.7		100.0		30.7

		Naugle Alley		100.0		100.0		100.0		94.3		100.0		94.3

		No name Alley		100.0		86.7		100.0		70.0		100.0		56.7

		Noonan Alley		100.0		98.0		100.0		89.5		100.0		87.5

		Pape Alley		72.0		95.0		95.0		72.0		100.0		34.0

		Patrick Alley		79.4		82.5		100.0		85.6		100.0		47.5

		Pfeffer Alley		100.0		93.3		95.8		100.0		75.1		64.3

		Plank Alley		100.0		89.4		100.0		100.0		100.0		89.4

		Racehorse Alley (Carlisle Street to Buford Avenue)		80.9		79.7		96.2		75.0		100.0		37.4

		Racehorse Alley (Carlisle Street to Little Alley)		92.0		77.5		97.5		85.8		99.6		53.4

		Reaser Alley		90.7		87.1		100.0		87.1		100.0		65.0

		Roth Alley		71.7		69.2		89.2		75.0		100.0		15.0

		Schimmelpfennig Alley		72.5		88.8		100.0		80.0		100.0		41.3

		2010 ROADWAY SURFACE CONDITION SURVEY RESULTS

		ALLEY		AC INDEX		LC INDEX		TC INDEX		RUT INDEX		PATCH INDEX		SCR INDEX

		Schoolhouse Alley		93.3		81.7		100.0		89.4		100.0		66.7

		Shealer Alley		100.0		94.4		100.0		100.0		100.0		94.4

		Sheely Alley		84.6		69.2		100.0		88.1		100.0		41.9

		Sickles Alley		87.0		80.0		100.0		79.0		99.2		45.2

		Slentz Alley		93.6		77.1		96.4		66.4		100.0		34.3

		Smith Alley		69.4		90.6		100.0		71.3		100.0		31.9

		Stauffer Alley		72.9		96.4		100.0		72.9		100.0		42.1

		Strickhouser Alley		100.0		100.0		100.0		97.8		100.0		97.8

		United Alley		82.2		82.8		94.4		100.0		99.8		59.8

		Wall Alley		89.6		93.8		97.9		90.8		99.8		71.9

		Warner Alley		100.0		100.0		100.0		100.0		100.0		100.0

		Weaver Alley		80.8		80.8		93.3		79.2		99.9		44.2

		Wentz Alley		100.0		98.8		100.0		100.0		100.0		98.8

		Wolf Alley		96.1		79.4		100.0		86.7		100.0		62.2

		Wye Alley (Fourth Street to Hudson Alley)		100.0		100.0		100.0		97.5		100.0		97.5

		Wye Alley(Sixth Street to Fourth Street)		91.7		91.7		100.0		84.2		100.0		67.5

		Zerfing Alley (Franklin Street to West Street)		100.0		100.0		100.0		92.5		100.0		92.5

		Zerfing Alley (Sixth Street to Franklin Street)		88.1		81.5		96.1		80.5		100.0		46.5





All streets alleys

		

		Roadway		Length (Miles)		From		Length (Ft)		Area of Road(SY)		Overall Rating		Condition		Cost for just roadway		Cost with incidentals

		Bickle Aly (College Ave to 4+16)		0.076				401		535		100.0		Excellent		$0		$0

		Delap Ave		0.112				591		920		100.0		Excellent		$0		$0						1.973

		Hamme Aly		0.118				621		1030		100.0		Excellent		$0		$0						0.986

		Locust Avenue		0.071				376		836		100.0		Excellent		$0		$0						7.251

		Warner Alley		0.165				871		980		100.0		Excellent		$0		$0						13.037		13.0367998

		West Lincoln (17+95 to 25+00)		0.134				705		2350		100.0		Excellent		$0		$0

		Sunset Avenue		0.394				2078		6927		99.0		Excellent		$0		$0						23.247

		Wentz Aly		0.170				895		1200		98.8		Excellent		$0		$0

		Washington St (Section 1 Steinwehr to 11+00)		0.208				1100		3670		98.3		Excellent		$0		$0

		Strickhouser Aly		0.094				497		720		97.8		Excellent		$0		$0

		Wye Aly (Fourth to Hudson Aly)		0.137				723		510		97.5		Excellent		$0		$0

		Railroad Street		0.112				589		1080		97.1		Excellent		$0		$0

		Gilliland Aly (Railroad St to Delap Ave)		0.070				370		493		0.0		Poor		$12,325		$19,720

		Hudson Aly (Third to Fourth St.)		0.114				602		803		96.7		Excellent		$0		$0

		Shealer Aly		0.042				223		273		94.4		Good		$1,092		$1,092

		Naugle Aly		0.074				389		476		94.3		Good		$1,904		$1,904

		Hartzell Aly (Stratton to Markley)		0.073				387		516		93.8		Good		$2,064		$2,064

		Zerfing aly (Franklin to West)		0.084				443		1035		92.5		Good		$4,140		$4,140

		Hillcrest Plaza		0.093				489		1630		91.5		Good		$6,520		$6,520

		Park Street		0.058				306		1021		89.8		Good		$4,084		$4,084

		Plank aly		0.075				398		531		89.4		Good		$2,124		$2,124

		Hazel Aly		0.256				1352		2050		87.9		Good		$8,200		$8,200

		Noonan Alley		0.188				993		1214		87.5		Good		$4,856		$4,856

		McMillan St		0.043				225		750		85.7		Good		$3,000		$3,000		Roadway Rating

		Long Lane (Steinwehr to Sunset)		0.233				1230		1589		75.0		Fair		$31,780		$31,780		Good/ excellent		2.96		31550		10%

		Third St		0.172				908		2420		83.2		Fair		$48,400		$48,400		Fair		7.4798335758		104801		32%

		Little Aly		0.039				205		262		83.1		Fair		$5,240		$5,240		Poor		13.037		189993		58%

		Hospital Alley		0.036				190		507		81.9		Fair		$10,140		$10,140

		Liberty St		0.08				400		1334		81.3		Fair		$26,680		$26,680						326344

		Fifth st		0.267				1407		4691		80.3		Fair		$93,820		$93,820

		Howard Ave (Mcmillian to Prince St)		0.086				454		1515		78.8		Fair		$30,300		$30,300

		Jacobs Aly		0.091				483		698		77.5		Fair		$13,960		$13,960				Poor		Fair		Good		Excellent

		Dobbin Alley (Schimmelpfennig Aly to South St.)		0.071				377		730		77.0		Fair		$14,600		$14,600

		Sixth St		0.312				1649		5975		76.6		Fair		$119,500		$119,500

		Queen Street		0.295				1556		5273		76.3		Fair		$105,460		$105,460

		Bickle Aly (4+16 to Linbro Aly)		0.111				588		784		73.0		Fair		$15,680		$15,680

		Constitution Ave		0.461				2434		8114		72.7		Fair		$162,280		$162,280

		Columbia Aly		0.032				168		169		72.1		Fair		$3,380		$3,380

		Wall Alley		0.221				1168		1550		71.9		Fair		$31,000		$31,000

		Stratton St		0.620				3274		10200		70.4		Fair		$204,000		$204,000

		Markley Aly		0.200				1056		1409		70.0		Fair		$28,180		$28,180

		Reynolds St Section 2 (High to Legion)		0.038				202		675		70.0		Fair		$13,500		$13,500

		Lincoln Lane		0.134				705		970		68.6		Fair		$19,400		$19,400

		Prince Street		0.068				360		1035		61.4		Fair		$20,700		$20,700

		Mayor Alley		0.050				265		354		67.5		Fair		$7,080		$7,080

		Village Drive		0.153				810		4100		67.5		Fair		$82,000		$82,000

		Wye Aly (Sixth to Fourth)		0.137				723		790		67.5		Fair		$15,800		$15,800

		Schoolhouse Alley		0.168				887		1580		66.7		Fair		$31,600		$31,600

		fourth st		0.686				3620		10200		68.1		Fair		$204,000		$204,000

		Reaser Aly		0.040				213		213		65.0		Fair		$4,260		$4,260

		Legion aly (Reynolds to West St)		0.108				570		635		64.0		Fair		$12,700		$12,700

		Ridge Ave		0.273				1443		4810		62.3		Fair		$96,200		$96,200

		Wolf aly		0.170				895		1100		62.2		Fair		$22,000		$22,000

		Johns Avenue		0.509				2687		8957		61.7		Fair		$179,140		$179,140

		College Avenue		0.111				585		2137		61.7		Fair		$42,740		$42,740

		Breckenridge Street		0.291				1536		4592		61.3		Fair		$91,840		$91,840

		Schimmelpfennig Alley		0.080				425		567		41.3		Poor		$14,175		$22,680

		Ackerson Aly		0.047				247		302		61.1		Fair		$6,040		$6,040

		Hay St		0.091				479		1597		61.1		Fair		$31,940		$31,940

		Cannery Aly		0.093				492		656		61.0		Fair		$13,120		$13,120

		High St		0.581				3066		10561		60.8		Fair		$211,220		$211,220

		West Lincoln (0+00 to 17+95)		0.100				1737		1750		61.0		Fair		$35,000		$35,000

		Cemetery Alley		0.111				585		612		60.0		Poor		$15,300		$15,300

		East Middle St		0.598				3155		10900		51.2		Poor		$272,500		$436,000

		United Alley		0.080				423		625		59.8		Poor		$15,625		$25,000

		Hartzell Aly (Barlow to Stratton)		0.055				293		391		59.2		Poor		$9,775		$9,775

		Long Lane (Cul De Sac to Breckenridge St)		0.233				1230		10777		58.3		Poor		$269,425		$431,080

		West Broadway street		0.398				2099		9489		58.2		Poor		$237,225		$379,560

		Kuhn Aly		0.069				362		483		57.9		Poor		$12,075		$19,320

		Dobbin Alley (Hospital Aly to Washington St.)		0.098				519		420		57.5		Poor		$10,500		$10,500

		Foth alley		0.080				421		562		57.5		Poor		$14,050		$14,050

		Mummasburg St		0.106				560		1494		57.3		Poor		$37,350		$59,760

		No name Aly		0.033				172		192		56.7		Poor		$4,800		$7,680

		Wash. St (Section 4-34+60 to Brickyard St)		0.537				2836		9454		56.1		Poor		$236,350		$378,160

		Seminary ave		0.168				889		2964		55.7		Poor		$74,100		$118,560

		Levan Aly		0.048				256		285		54.5		Poor		$7,125		$11,400

		Wainwright Avenue		0.070				370		970		54.3		Poor		$24,250		$38,800

		Pfeffer aly		0.030				158		211		64.3		Fair		$4,220		$4,220

		Racehorse Aly 1		0.377				1989		4851		53.4		Poor		$121,275		$194,040

		South Street		0.112				589		1575		53.1		Poor		$39,375		$63,000

		Lefever Street		0.382				2017		6510		52.5		Poor		$162,750		$260,400

		Wash. St (Section 2-11+00 to 19+32-Breckenridge St)		0.156				826		2755		52.2		Poor		$68,875		$110,200

		Water St		0.436				2300		7667		51.7		Poor		$191,675		$306,680

		Barbehenn Aly		0.077				408		454		51.3		Poor		$11,350		$11,350

		East Railroad St		0.221				1167		2015		50.9		Poor		$50,375		$80,600

		Court Alley		0.464				2452		3542		50.4		Poor		$88,550		$88,550

		Legion Aly (Stratton to Middle St)		0.252				1330		1720		50.0		Poor		$43,000		$68,800

		Linbro Aly		0.076				402		447		49.4		Poor		$11,175		$17,880

		Zerfing aly (Fourth to Franklin St)		0.777				4102		6250		0.0		0		$0		$0

		Patrick Alley		0.075				396		484		47.5		Poor		$12,100		$19,360

		Victor Street		0.116				615		2050		47.5		Poor		$51,250		$82,000

		Gilliland Aly (Delap Ave. to Water St)		0.038				203		271		0.0		Poor		$6,775		$6,775

		Fairview Avenue		0.459				2422		7817		46.4		Poor		$195,425		$312,680

		Hudson Aly (Fourth St. to Sixth St.)		0.114				602		812		45.8		Poor		$20,300		$32,480

		Franklin Street		0.358				1892		4893		45.5		Poor		$122,325		$195,720

		Sickles aly		0.091				480		587		45.2		Poor		$14,675		$23,480

		East Broadway street		0.188				994		5302		49.0		Poor		$132,550		$212,080

		Weaver Alley		0.114				603		710		44.2		Poor		$17,750		$28,400

		Wash. St (Section 3-19+63 to 34+18-Chambersburg St)		0.276				1455		2845		35.5		Poor		$71,125		$113,800

		Stauffer Aly		0.037				196		218		42.1		Poor		$5,450		$8,720

		Sheely Aly		0.127				672		752		41.9		Poor		$18,800		$30,080

		Bush Aly		0.037				197		285		41.9		Poor		$7,125		$7,125

		Elm St		0.090				475		1584		41.7		Poor		$39,600		$63,360

		Highland Avenue		0.484				2555		8517		41.1		Poor		$212,925		$340,680

		Hay st section 2		0.248				1311		4371		38.5		Poor		$109,275		$174,840

		Howard Ave (Middle St to Bufford Ave.)		0.180				953		3180		37.8		Poor		$79,500		$127,200

		Racehorse Aly 2		0.336				1776		3215		37.4		Poor		$80,375		$128,600

		West St		0.268				1416		4720		35.7		Poor		$118,000		$188,800

		Legion Aly (West St. to Stratton St.)		0.399				2105		2340		35.5		Poor		$58,500		$93,600

		Slentz Aly		0.037				195		195		34.3		Poor		$4,875		$7,800

		Pine Street		0.058				307		1024		34.2		Poor		$25,600		$40,960

		Pape Alley		0.050				264		323		34.0		Poor		$8,075		$12,920

		Stevens St		0.224				1185		3950		33.6		Poor		$98,750		$158,000

		Culp Steet		0.175				924		3086		33.0		Poor		$77,150		$123,440

		Smith Aly		0.037				193		240		31.9		Poor		$6,000		$9,600

		Gettys street		0.234				1234		4936		30.8		Poor		$123,400		$197,440

		Monument Aly		0.066				348		348		30.7		Poor		$8,700		$13,920

		King Street		0.278				1470		4900		29.0		Poor		$122,500		$196,000

		Barlow Street		0.244				1287		4291		27.1		Poor		$107,275		$171,640

		Brickyard Aly		0.207				1092		1456		26.5		Poor		$36,400		$36,400

		Red Patch Ave		0.083				440		1467		26.0		Poor		$36,675		$58,680

		Furniture Aly		0.156				825		970		25.0		Poor		$24,250		$24,250

		Wade Avenue		0.029				153		510		21.7		Poor		$12,750		$20,400

		Bream aly		0.079				417		603		20.4		Poor		$15,075		$15,075

		Howard Ave (Prince St to Middle St)		0.210				1108		3695		18.8		Poor		$92,375		$147,800

		Spring Ave		0.395				2088		9750		15.8		Poor		$243,750		$390,000

		Roth Aly		0.112				589		720		15.0		Poor		$18,000		$28,800

		East Lincoln Ave		0.133				703		2344		14.7		Poor		$58,600		$93,760

		Reynolds St section 1		0.149				785		2617		5.7		Poor		$65,425		$104,680

				23.247						326,344						$0		$0





Sample Size

		

		Assuming Normal Distribution

		To be 90% confident we need the following sample size

		AVERAGE CONDITION

		α =		0.1

		zα/2 =		1.645

		σ =		15		assumed

		w =		10

		n =		25

		To be 80% confident we need the following sample size

		AVERAGE CONDITION

		α =		0.1

		zα/2 =		1.28

		σ =		15		assumed

		w =		10

		n =		15

		To be 75% confident we need the following sample size

		AVERAGE CONDITION

		α =		0.1

		zα/2 =		1.15

		σ =		15		assumed

		w =		10

		n =		12

		To be 50% confident we need the following sample size

		AVERAGE CONDITION

		α =		0.1

		zα/2 =		0.675

		σ =		15		assumed

		w =		10

		n =		5

		Reference Probability & Statistics (Jay Devore) Pages 259-60 and table A.3
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CONDITION VS. AREA (SY)

0.581762714

0.206363404

0.0973517761

0.1145221058



Template

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Route Name		Route #

		Road Length (miles)								Type		Local										Storm Sewer Condition:

		Paved width (feet)						Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition:

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		100.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		200.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		300.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		400.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		500.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		600.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		700.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		800.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		900.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

		1000.00+		NONE		NONE		NONE		NONE		NO		0								100		100		100		100		100		100

																						100.0		100.0		100.0		100.0		100.0		100.0

		1. Stationing from ___________________ to _____________________





Ackerson Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Ackerson Alley

		Road Length (miles)		0.04678						Type		Alley		Area =		302		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				5.5"		Left Side								Overall Curb Condition:				Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway																				Alligator		Longitud.		Transverse		Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating																				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		025.00+		None		Medium		None		None		No		0		5(left)		Fair		No		100		75		100		100		100		75																				None		Medium		None		None

		050.00+		None		Medium		None		Medium		No		0		6.5(left)		Fair		No		100		75		100		75		100		50																				None		Medium		None		Medium

		075.00+		None		None		None		Medium		No		0		6(left)		Fair		No		100		100		100		75		100		75																				None		None		None		Medium

		100.00+		None		None		None		None		No		0						No		100		100		100		100		100		100																				None		None		None		None

		125.00+		Medium		None		None		High		No		0						No		75		100		100		60		100		35																				High		None		None		High

		150.00+																				0		0		0		0

		175.00+		Medium		None		None		Medium		No		0						No		75		100		100		75		100		50																				Medium		None		None		Medium

		200.00+		Low		Medium		None		Low		No		0		5(left)		Fair		No		90		75		100		90		100		55																				Low		Medium		None		Low

		225.00+		High		None		None		None		No		0		6(left)		Fair		No		60		100		100		100		100		60																				High		None		None		None

		250.00+		None		High		None		Low		No		0						No		100		60		100		90		100		50																				None		High		None		Low

																						88.9		87.2		100.0		85.0		100.0		61.1

		1. Stationing from Naugle Alley to Hartzell Alley

		Notes:		*0+00 at the centerline of Naugle Alley

				*0+06 at the curbline of Naugle Alley

				*2+84 at the pavement seam of Hartzell Alley

				*Depressed step at 0+54 is a drainage issue

				*Curbline of Barlow Street at 1+32 to 1+63

				*Curb starts at 1+63 left side and ends at 2+27





Barbehenn Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Barbehenn Alley

		Road Length (miles)		0.07727						Type		Alley		Area =		454		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

																																														Revised						Old

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway														Alligator		Longitud.				Alligator		Longitud.

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating														Cracking		Cracking				Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		050.00+		High		None		None		Medium		No		0								60		100		100		75		100		35														High		None				None		High

		100.00+		None		High		None		High		No		0								100		60		100		60		100		20														None		High				None		High

		150.00+		Medium		None		None		High		No		0								75		100		100		60		100		35														Medium		None				Medium		None

		200.00+		None		High		None		Low		No		0								100		60		100		90		100		50														None		High				None		High

		250.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50														Medium		None				Low		High

		300.00+		None		None		None		Low		No		0								100		100		100		90		100		90														None		None				None		None

		350.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65														None		Medium				None		High

		400.00+		Low		None		None		Medium		No		0								90		100		100		75		100		65														Low		None				Low		High

																						87.5		86.9		100.0		76.9		100.0		51.3

		1. Stationing from Water Street to Stevens Street

				*0+00 at centerline of Water Street

				*0+12 at curbline of Water Street

				*4+20 at curbline of Stevens Street

				*Concrete wall on left from 0+12 to 0+74





Barlow Street

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Barlow Street

		Road Length (miles)		0.2438		excl. inter.)				Type		Local		Area =		4291		SY				Storm Sewer Condition: Poor

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				3										Overall Curb Condition: Poor

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		High		Low		No		0		3(left), 5(right)				Yes		100		60		60		90		100		10

		200.00+		None		Medium		High		Medium		Yes		50		4.5(left), 4(right)				Yes		100		75		60		75		99		9

		300.00+		None		High		High		Low		No		0		DA, 5(right)				Yes		100		60		60		90		100		10

		400.00+		None		High		High		Low		No		0		4.5(left), DA				Yes		100		60		60		90		100		10

		500.00+		Low		High		High		Low		No		0		4(left), 4(right)				Yes		90		60		60		90		100		0

		600.00+		Medium		High		Medium		None		Yes		100		3.5(right)				Yes		75		60		75		100		98		8

		700.00+		High		High		Medium		Medium		No		0		4.5(left), 3.5(right)				Yes		60		60		75		75		100		0

		800.00+		None		High		None		Medium		No		0		4.5(left), 3.5(right)				Yes		100		60		100		75		100		35

		900.00+		High		None		High		Low		No		0		4.5(left), 3.5(right)				Yes		60		100		60		90		100		10

		1000.00+		None		Medium		None		None		No		0		2(left), 1.5(right)				Yes		100		75		100		100		100		75

		1100.00+		None		None		Medium		None		No		0		2(left), 1.5(right)				Yes		100		100		75		100		100		75

		1200.00+		None		None		None		Medium		No		0		2(left), 1.5(right)				Yes		100		100		100		75		100		75

		1300.00+		None		High		None		Medium		No		0		4(left), 1.5(right)				Yes		100		60		100		75		100		35

																						88.5		67.0		71.0		87.5		99.7		27.1

		1. Stationing from Fourth Street (0+15) to Markley Alley (13+31)

				*0+00 at centerline of Fourth Street

				*0+15 at curbline of Fourth Street

				*13+31 at pavement seam of Markley Alley

				*assume 5% base repair

				*2 inlets needed at 9+00

				*curbline of Stratton at 9+16 and 9+45, ponding water on right

				*9+45 inlet on left

				*replace curb on left from 9+45 to 11+00

				*consider replacing all curb from Stratton to Markley

				*replace inlets

				*Inlets at 0+15(L&R), 7+31, 9+45(on Stratton)

				*replace right curb from 0+23 to 0+74

				*replace curb on right from 1+42 to 1+76, replace left curb from 1+42 to 1+93

				*mill and overlay

				*stormsewer need 2 boxes at 3+90 (lump sum for Stormsewer)

				*curbline of Pine Street at 5+93 and 6+23

				*5+80 need box on left

				*parking ticks on both sides

				*add additional inlet at Ackerson Alley





Bikle Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Bikle Alley

		Road Length (miles)		0.07595		Section 1				Type		Alley		Area =		535		SY		Section 1		Storm Sewer Condition: N/A

		Road Length (miles)		0.11136		Section 2								Area =		784		SY		Section 2

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100

		200.00+		None		None		None		None		No		0								100		100		100		100		100		100

		300.00+		None		None		None		None		No		0								100		100		100		100		100		100

		400.00+		None		None		None		None		No		0								100		100		100		100		100		100

		500.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		600.00+																				0		0		0		0

		700.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		800.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		900.00+		Low		None		None		Medium		No		0								90		100		100		75		100		65

		1000.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

																College Ave to Washington St						100		100		100		98		100		98

																Washington to Linbro Alley						86.25		100		100		82.5		100		68.75

																				Overall Rating		93.9		100.0		100.0		91.1		100.0		85.0

																										College Ave to Washington St						100.0

		1. Section 1 is College Avenue to pavement seam before Washington Street (0+15 to 4+16)																								Washington to Linbro Alley						73.0

		Section 2 is pavement seam to Linbro Alley (4+16 to 10+35)





Bream Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Bream Alley

		Road Length (miles)		0.07897						Type		Alley		Area =		603		SY				Storm Sewer Condition: Fair

		Paved width (feet)		13				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:  N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		High		None		Medium		Yes		100								100		60		100		75		90		25

		100.00+		Medium		High		None		Medium		Yes		100								75		60		100		75		90		0

		150.00+		None		High		None		Medium		Yes		100								100		60		100		75		90		25

		200.00+		None		High		None		Medium		yes		100								100		60		100		75		90		25

		250.00+		None		Medium		None		High		Yes		100								100		75		100		60		90		25

		300.00+		None		High		None		Medium		Yes		100								100		60		100		75		90		25

		350.00+		Low		High		None		Medium		Yes		100								90		60		100		75		90		15

		400.00+		None		High		None		Medium		Yes		100								100		60		100		75		90		25

																						95.6		61.9		100.0		73.1		89.7		20.4

		1. Stationing from Springs Avenue (0+20 ) to Middle Street (4+37)

				*0+00 at centerline of Springs Avenue

				*Inlets at 1+63 and 2+25

				*2' utility patch whole length





Brecken Ridge St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Brecken Ridge Street

		Road Length (miles)		0.11269		0+15 to 6+16		excl. inter.)		Type		Local		Area =		1455		SY				Storm Sewer Condition:

				0.17822		6+46 to End		excl. inter.)						Area =		3137		SY

		Paved width (feet)		22		0+00 to 6+46		Pavement Age (yrs)														Fair

		Paved width (feet)		30		6+46 to End

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition:

		Weathering		Good		Fair		Poor														Mostly Monolithic

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Medium		None		Medium		No		0		4.5(L), 7(R)				No		100		75		100		75		100		50				None		Medium		None

		200.00+		None		Low		Medium		Low		No		0		4.5(L), 7(R)				No		100		90		75		90		100		55				None		Low		Medium

		300.00+		None		Medium		None		Medium		No		0		4.5(L), 7(R)				No		100		75		100		75		100		50				None		Medium		None

		400.00+		None		Medium		None		Medium		No		0		4.5(L), 7(R)				No		100		75		100		75		100		50				None		Medium		None

		500.00+		None		None		None		Medium		No		0		4.5(L), 7(R)				No		100		100		100		75		100		75				None		None		None

		600.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90				None		None		None

		700.00+		None		None		Medium		None		No		0		6				No		100		100		75		100		100		75				None		None		Medium

		800.00+		None		Low		None		None		No		0						No		100		90		100		100		100		90				None		Low		None

		900.00+		None		Low		Medium		Low		No		0						No		100		90		75		90		100		55				None		Low		Medium

		1000.00+		None		Low		Medium		None		Yes		40		5(L), 7(R)				Yes		100		90		75		100		99		64				None		Low		Medium

		1100.00+		None		Medium		Medium		Low		No		0						Yes		100		75		75		90		100		40				None		Medium		Medium

		1200.00+		None		None		Medium		Low		No		0		5(L), 8(R)				Yes		100		100		75		90		100		65				None		None		Medium

		1300.00+		Low		Medium		None		Low		No		0						Yes		90		75		100		90		100		55				Low		High		None

		1400.00+		None		Medium		Medium		Low		No		0						Yes		100		75		75		90		100		40				None		High		Medium

		1500.00+		None		Medium		Low		None		No		0						Yes		100		75		90		100		100		65				None		High		Low

																						99.3		85.7		87.7		88.7		99.9		61.3

		1. Stationing from Baltimore Street (0+15) to Curbline at Corner (15+87)





Brickyard Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Brickyard Alley

		Road Length (miles)		0.2068						Type		Alley		Area =		1456		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+																				0		0		0		0

		200.00+																				0		0		0		0

		300.00+		Medium		None		None		High		No		0								75		100		100		60		100		35

		400.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		500.00+		High		None		None		High		No		0								60		100		100		60		100		20

		600.00+		Medium		Medium		None		Low		No		0								75		75		100		90		100		40

		700.00+		High		None		None		High		No		0								60		100		100		60		100		20

		800.00+		High		None		None		High		No		0								60		100		100		60		100		20

		900.00+		High		None		None		High		No		0								60		100		100		60		100		20

		1000.00+		High		None		None		High		No		0								60		100		100		60		100		20

		1100.00+		Medium		None		None		High		No		0								75		100		100		60		100		35

		1200.00+		High		None		None		High		No		0								60		100		100		60		100		20

																						63.8		96.9		100.0		65.6		100.0		26.5

		1. Stationing from Smith Alley (2+00) to College Avenue (12+92)

				*starts at 2+00 where Smith Alley ended.





Broadway St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Broadway Street

		Road Length (miles) East		0.18826		0+16 to 10+10		excl. inter.)		Type		Local		Area =		5302		SY				Storm Sewer Condition: Fair

		Road Length (miles) West		0.39754		10+40 to End		excl. inter.)						Area =		9489		SY

		Road Length (miles) East		0.1		0+16 to 5+40								Area =		2400		SY

		Paved width (feet) (East)		48				Pavement Age (yrs)

		Paved width (feet) (West)		48

		Paved width (feet) (West)		34		11+00 to 22+00

		Paved width (feet) (East)		40		0+16 to 5+40

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				3										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		None		None		None		None						5 L, 5 R		Fair				100		100		100		100		100		100

		100.00+		None		Medium		None		None				105		4 L, 4 R		Fair				100		75		100		100		98		73

		200.00+		Medium		None		None		Low												75		100		100		90		100		65

		300.00+		Medium		Medium		None		Low												75		75		100		90		100		40

		400.00+		High		None		None		Medium				10								60		100		100		75		100		35

		500.00+		High		Medium		None		Low												60		75		100		90		100		25

		Station2

		000.00+																				0		0		0		0

		100.00+		High		None		None		Low		Yes		5		5		Fair		Yes		60		100		100		90		100		50

		200.00+		Medium		None		None		Low		Yes		176		5		Fair		Yes		75		100		100		90		98		63

		300.00+		Medium		Medium		Low		Low		No				5		Fair		Yes		75		75		90		90		100		30

		400.00+		Medium		Medium		None		Medium		Yes		6		3		Fair		Yes		75		75		100		75		100		25

		500.00+		None		Low		Low		Low		No				3		Fair		Yes		100		90		90		90		100		70

		600.00+		Medium		None		None		None		Yes		112		3		Fair		Yes		75		100		100		100		98		73

		700.00+		Low		Medium		Medium		Low		No				3		Fair		Yes		90		75		75		90		100		30

		800.00+		Low		Medium		None		Low		No				3		Fair		Yes		90		75		100		90		100		55

		900.00+		Low		Medium		None		Medium		Yes		331		3		Fair		Yes		90		75		100		75		95		35

		1000.00+		Low		Medium		Medium		Medium		No				3		Fair		Yes		90		75		75		75		100		15		End of East Broadway

		1100.00+		None		Medium		Medium		None		No				3		Fair		Yes		100		75		75		100		100		50

		1200.00+		None		Medium		None		Low		No				3		Poor		Yes		100		75		100		90		100		65

		1300.00+		None		Medium		None		None		No				3		Fair		Yes		100		75		100		100		100		75

		1400.00+		None		Medium		None		None		No				3		Fair		Yes		100		75		100		100		100		75

		1500.00+		None		Medium		Medium		None		No				3		Fair		Yes		100		75		75		100		100		50

		1600.00+		None		None		None		None		No				3		Fair		Yes		100		100		100		100		100		100

		1700.00+		None		None		None		Low		Yes		103		3		Poor		Yes		100		100		100		90		99		89

		1800.00+		None		Medium		None		None		No				3		Fair		Yes		100		75		100		100		100		75

		1900.00+		None		High		None		Low		No				3		Fair		Yes		100		60		100		90		100		50

		2000.00+		None		Medium		None		High		No				3		Fair		Yes		100		75		100		60		100		35

		2100.00+		None		Medium		Medium		None		No				3		Fair		Yes		100		75		75		100		100		50

		2200.00+		None		None		High		None		No				3		Fair		Yes		100		100		60		100		100		60

		2300.00+		Low		High		Medium		Medium		No				3		Fair		Yes		90		60		75		75		100		0

		2400.00+		Low		Medium		Medium		None		No				3		Fair		Yes		90		75		75		100		100		40

		2500.00+		None		High		None		Low		No				3		Fair		Yes		100		60		100		90		100		50

		2600.00+		None		High		None		Low		No				3		Fair		Yes		100		60		100		90		100		50

		2700.00+		None		Medium		None		Low		No				3		Fair		Yes		100		75		100		90		100		65

		2800.00+		None		Medium		None		None		Yes		420		3		Fair		Yes		100		75		100		100		94		69

		2900.00+		None		High		None		Low		No				3		Fair		Yes		100		60		100		90		100		50

		3000.00+		None		Medium		None		Low		No				3		Fair		Yes		100		75		100		90		100		65

		3100.00+		None		High		None		None		No				3		Fair		Yes		100		60		100		100		100		60

																						91.1		79.1		93.6		90.9		99.5		54.2

																				East Broadway		80.6		85.3		95.6		88.1		99.3		49.0

		1. Stationing from Old Harrisburg Road (0+16)to Fourth Street (5+40)																		West Broadway		99.0		74.3		92.1		93.1		99.7		58.2

		2. Stationing from Old Harrisburg Road (0+16)to College Parking area (3199)





Bush Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Bush Alley

		Road Length (miles)		0.0373						Type		Alley		Area =		285		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		13				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		High		None		None		High		No		0						No		60		100		100		60		100		20

		050.00+		Medium		Low		None		Medium		No		0						No		75		90		100		75		100		40

		075.00+		Medium		None		None		Medium		No		0						No		75		100		100		75		100		50

		100.00+		High		None		None		High		No		0						No		60		100		100		60		100		20

		125.00+		High		Medium		None		Medium		No		0						No		60		75		100		75		100		10

		150.00+		Low		None		None		Low		No		0						No		90		100		100		90		100		80

		175.00+		Medium		None		None		Low		No		0						No		75		100		100		90		100		65

		200.00+		High		None		None		Low		No		0						No		60		100		100		90		100		50

																						69.4		95.6		100.0		76.9		100.0		41.9

		1. Stationing from Sickles Alley (0+10) to Middle Street (2+07

				*Station 0+00 at edge of gravel of driveway

				*Road starts at 0+10 at center of inlet

				*Road ends at 2+07 at the curbline of Middle Street





Cannery Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Cannery Alley

		Road Length (miles)		0.09318						Type		Alley		Area =		656		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse		Rutting		Patching

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking				Yes or No

		Station1

		000.00+																				0		0		0		0

		050.00+		Medium		Medium		None		Low		No		0								75		75		100		90		100		40				Medium		Medium		None		Low		No

		100.00+		Low		None		None		Low		No		0								90		100		100		90		100		80				Low		None		None		Low		No

		150.00+		Medium		Medium		None		Low		No		0								75		75		100		90		100		40				High		Medium		None		Medium		No

		200.00+		None		Medium		None		None		No		0								100		75		100		100		100		75				None		Medium		None		None		No

		250.00+		Medium		Medium		None		Low		No		0								75		75		100		90		100		40				Medium		High		None		Low		No

		300.00+		Medium		Medium		None		Medium		No		0								75		75		100		75		100		25				Medium		Medium		None		Medium		No

		350.00+		Low		None		None		Medium		No		0								90		100		100		75		100		65				Low		None		None		Medium		No

		400.00+		None		Medium		None		None		No		0								100		75		100		100		100		75				None		Medium		None		None		No

		450.00+		Low		None		None		Low		No		0								90		100		100		90		100		80				Low		None		None		Low		No

		500.00+		Low		None		None		None		No		0								90		100		100		100		100		90				Low		None		None		None		No

																						86.0		85.0		100.0		90.0		100.0		61.0

		1. Stationing from Fourth Street (0+10) to East Railroad Street (5+02)

				*0+00 at centerline of Fourth Street

				*0+10 at curbline of Fourth Street

				*5+02 at curbline of East Railroad Street

				*at 2+00 goes to 11' width





Cemetery Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Cemetery Alley

		Road Length (miles)		0.1108						Type		Alley		Area =		612		SY				Storm Sewer Condition: N/A

		Paved width (feet)		12		9		Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

		200.00+		High		None		None		Medium		No		0						No		60		100		100		75		100		35

		300.00+		Medium		None		None		Medium		No		0						No		75		100		100		75		100		50

		400.00+		Medium		None		None		Low		No		0						No		75		100		100		90		100		65

		500.00+		High		None		None		None		No		0						No		60		100		100		100		100		60

																						74.0		100.0		100.0		86.0		100.0		60.0

		1. Stationing from Washington Street (0+20) to Long Lane (6+05)

				*Station 0+00 at centerline of Washington Street

				*Road starts at 0+20

				*Road ends at 6+05 at the curbline of Long Lane

				*Road tapers to 9 feet wide at 1+00

				*Curb on left at 2+54 has 7.5" average reveal





College Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		College Avenue

		Road Length (miles)		0.1214		no interse.				Type		Local		Area =		2137		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		Low		None		None		No		0		7, 4		Fair				100		90		100		100		100		90

		100.00+		Low		Medium		None		None		No		0		5.5, 4		Fair				90		75		100		100		100		65

		150.00+		Low		None		None		Low		No		0		5, 4		Fair				90		100		100		90		100		80

		200.00+		Low		None		None		Low		No		0		DA, 4		Fair				90		100		100		90		100		80

		250.00+		None		High		None		Low		No		0		5.5, 4		Fair				100		60		100		90		100		50

		300.00+		Low		Medium		None		None		Yes		300		5.5, 5		Fair				90		75		100		100		87		52

		350.00+		Low		High		None		None		No		0		5, 5		Fair				90		60		100		100		100		50

		400.00+		Low		Medium		None		None		No		0		4, 4.5		Fair				90		75		100		100		100		65

		450.00+		None		Medium		None		None		No		0		6(right)		Fair				100		75		100		100		100		75

		500.00+		Low		High		None		None		No		0		6(right)		Fair				90		60		100		100		100		50

		550.00+		Medium		High		None		Low		No		0		7(right)		Fair				75		60		100		90		100		25

		600.00+		Low		Medium		None		None		No		0		8(right)		Fair				90		75		100		100		100		65

		650.00+		Low		Medium		None		Low		No		0		8(right)		Fair				90		75		100		90		100		55

																						91.2		75.4		100.0		96.2		99.0		61.7

		1. Stationing from Lincoln Avenue (0+15) to  Brickyard Alley (6+56)





Columbia Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Columbia Alley

		Road Length (miles)		0.03182						Type		Alley		Area =		169		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		9				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		050.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		075.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100

		125.00+		Medium		High		None		Medium		No		0								75		60		100		75		100		10

		150.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		175.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

																						96.4		90.7		100.0		85.0		100.0		72.1

		1. Stationing from Hazel Alley (0+09) to Stratton Street (1+77)

				*0+00 at centerline of Hazel Alley

				*0+09 at edge of Hazel Alley

				*1+77 at curbline of Stratton





Constitution Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Constitution Avenue

		Road Length (miles)		0.461		no interse.				Type		Local		Area =		8114		SY				Storm Sewer Condition: Good

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				6										Overall Curb Condition: Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		None		None		None		None		No		0								100		100		100		100		100		100

		100.00+		None		High		None		Low		Yes		60		6, 6.5		Good				100		60		100		90		99		49

		200.00+		None		None		Medium		None		No		0		6.5, 7		Good				100		100		75		100		100		75

		300.00+		Low		Medium		None		Low		No		0		6, 7.5		Good				90		75		100		90		100		55

		400.00+		Low		Medium		None		Low		No		0		6, 7.5		Good				90		75		100		90		100		55

		500.00+		Low		None		None		None		No		0		6.5, 7.5		Good				90		100		100		100		100		90

		600.00+		None		None		None		None		No		0		HCR, HCR						100		100		100		100		100		100

		700.00+		None		Medium		None		Medium		No		0		6.5, 7		Good				100		75		100		75		100		50

		800.00+		None		None		None		None		No		0		6, 6		Good				100		100		100		100		100		100

		900.00+		None		Medium		None		Low		No		0		6, 6		Good				100		75		100		90		100		65

		1000.00+		Low		None		High		Low		No		0		6,6		Good				90		100		60		90		100		40

		1100.00+		None		None		None		None		No		0		6,6		Good				100		100		100		100		100		100

		1200.00+		None		Medium		Medium		None		No		0		6,6		Good				100		75		75		100		100		50

		1300.00+		None		None		None		None		No		0		6,6		Good				100		100		100		100		100		100

		1400.00+		Low		None		None		None		No		0		6,6		Good				90		100		100		100		100		90

		1500.00+		None		None		Medium		Low		No		0		6,6		Good				100		100		75		90		100		65

		1600.00+		Low		None		None		Medium		No		0		6,6		Good				90		100		100		75		100		65

		1700.00+		Low		None		None		None		No		0		6,6		Good				90		100		100		100		100		90

		1800.00+		None		Medium		None		None		No		0		6,6		Good				100		75		100		100		100		75

		1900.00+		Low		None		High		Low		No		0		6,6		Good				90		100		60		90		100		40

		2000.00+		High		None		None		High		No		0		6,6		Good				60		100		100		60		100		20

		2100.00+		None		None		None		None		No		0		6,6		Good				100		100		100		100		100		100

		2200.00+		None		None		None		Low		No		0		6,6		Good				100		100		100		90		100		90

		2300.00+		None		Low		None		None		No		0		6,6		Good				100		90		100		100		100		90

		2400.00+		None		Medium		None		Low		No		0		6,6		Good				100		75		100		90		100		65

																						95.2		91.0		93.8		92.8		99.9		72.7

		1. Stationing from West Lincoln Avenue (0+15) to Washington Street (24+49)





Court Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Court Alley

		Road Length (miles)		0.4644						Type		Alley		Area =		3542		SY				Storm Sewer Condition: Fair

		Paved width (feet)		13				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		High		Yes		78						Yes		100		100		100		60		96		56

		200.00+		None		Medium		None		Medium		No		0						Yes		100		75		100		75		100		50

		300.00+		None		High		None		High		No		0						Yes		100		60		100		60		100		20

		400.00+		None		High		None		High		Yes		12						Yes		100		60		100		60		99		19

		500.00+		Medium		High		None		High		No		0						Yes		75		60		100		60		100		0

		600.00+		None		Medium		None		None		No		0						Yes		100		75		100		100		100		75

		700.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		800.00+		None		Medium		None		None		No		0						Yes		100		75		100		100		100		75

		900.00+		Medium		Medium		None		Medium		Yes		6						Yes		75		75		100		75		100		25

		1000.00+		Medium		None		None		Medium		Yes		6						Yes		75		100		100		75		100		50

		1100.00+		None		High		None		High		No		0						Yes		100		60		100		60		100		20

		1200.00+		High		None		None		Low		No		0						Yes		60		100		100		90		100		50

		1300.00+		High		None		None		High		No		0						Yes		60		100		100		60		100		20

		1400.00+		Medium		None		None		Low		No		0						Yes		75		100		100		90		100		65

		1500.00+		Medium		None		None		Low		No		0						Yes		75		100		100		90		100		65

		1600.00+		Low		None		None		Medium		No		0						Yes		90		100		100		75		100		65

		1700.00+		None		None		None		Medium		No		0						Yes		100		100		100		75		100		75

		1800.00+		High		None		None		High		No		0						Yes		60		100		100		60		100		20

		1900.00+		Medium		None		None		None		No		0						Yes		75		100		100		100		100		75

		2000.00+		High		None		None		Medium		No		0						Yes		60		100		100		75		100		35

		2100.00+		None		None		Medium		None		No		0						Yes		100		100		75		100		100		75

		2200.00+		High		None		None		High		No		0						Yes		60		100		100		60		100		20

		2300.00+																		Yes		0		0		0		0

		2400.00+		None		None		None		Low		No		0						Yes		100		100		100		90		100		90

		2500.00+		None		Medium		None		Low		No		0						Yes		100		75		100		90		100		65

																						85.0		88.1		99.0		78.3		99.8		50.4

		1. Stationing from Washington Street (0+18) to Legion Alley (25+26)

																										High St to Legion Alley						78

				*Station 0+00 at centerline of Washington Street (straight with inlet box)

				*Road starts at 0+18(edge of Court Alley)

				*Starting around Station 9+00 the alley narrows to 12'

				*Station 23+00 falls in the intersection of High Street

				*Inlet boxes found at 0+60, 2+98, 6+95, 9+20, 10+30, 12+70, 14+43 (double inlet box), 16+60, 16+82

				*At 3+50 curb starts (left), alley widens to 18', appears boro only maintains 12'.

				*12+54 curbline of South Street

				*16+60 curbline of Breckenridge Street, 16+82 curbline on opposite side.





Culp St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Culp Street		Route #

		Road Length (miles)		0.1753		(incl. inter.)				Type		Local		Area =		3086		SY				Storm Sewer Condition: All underground

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5.5										Overall Curb Condition:				Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		Low		Medium		Medium		Low		No		0		5.5		Fair		Yes		90		75		75		90		100		30

		200.00+		High		None		None		None		No		0		5.5		Fair		Yes		60		100		100		100		100		60

		300.00+		High		None		None		High		No		0		5.5		Poor		Yes		60		100		100		60		100		20

		400.00+		None		High		Medium		Medium		No		0		5.5		Fair		Yes		100		60		75		75		100		10

		500.00+		None		High		None		Medium		Yes		102		5.5		Fair		Yes		100		60		100		75		98		33

		600.00+		Low		High		Medium		High		No		0		5.5		Fair		Yes		90		60		75		60		100		0

		700.00+		None		High		Low		None		No		0		5.5		Fair		Yes		100		60		90		100		100		50

		800.00+		None		High		None		None		No		0		5.5		Fair		Yes		100		60		100		100		100		60

		900.00+		Medium		High		None		None		Yes		18		5.5		Fair		Yes		75		60		100		100		100		35

																						86.1		70.6		90.6		84.4		99.7		33.0

		1. Stationing from centerline of Steinwehr Avenue to Curb line of Fairview Street

		General Notes:		0+19, edge of Steinwehr Avenue

				3+00, curb is shoving for 30'

				Underground stormsewer

				9+45, edge of curbline of Fairview Street





Delap Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Delap Avenue

		Road Length (miles)		0.11193						Type		Alley		Area =		920		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		14				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		None		No		0								100		100		100		100		100		100

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100

		150.00+		None		None		None		None		No		0								100		100		100		100		100		100

		200.00+		None		None		None		None		No		0								100		100		100		100		100		100

		250.00+		None		None		None		None		No		0								100		100		100		100		100		100

		300.00+		None		None		None		None		No		0								100		100		100		100		100		100

		350.00+		None		None		None		None		No		0								100		100		100		100		100		100

		400.00+		None		None		None		None		No		0								100		100		100		100		100		100

		450.00+		None		None		None		None		No		0								100		100		100		100		100		100

		500.00+		None		None		None		None		No		0								100		100		100		100		100		100

		550.00+		None		None		None		None		No		0		4.5(left)		Fair				100		100		100		100		100		100

		600.00+		None		None		None		None		No		0								100		100		100		100		100		100

																						100.0		100.0		100.0		100.0		100.0		100.0

		1. Stationing from Washington Street (0+11) to Carlise Street (6+01)





Dobbin Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Dobbin Alley

		Road Length (miles)		0.098295		Section 1				Type		Alley		Area =		730		SY		Section 1		Storm Sewer Condition: Fair

		Road Length (miles)		0.0714		Section 2								Area =		420		SY		Section 2

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		None		Low		No		0								100		60		100		90		100		50

		200.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		300.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		400.00+		None		Low		None		Low		No		0								100		90		100		90		100		80

		500.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

																						100.0		90.0		100.0		87.0		100.0		77.0

		1. Stationing from Schimmelpfennig Alley(0+06) to Hospital building (5+25)																												Schimmelpfennig to South Street		50.0

				*Station 0+00 at centerline of Schimmelpfennig Alley

				*1+70 back of side walk, 1+76 curb of South Street

				*2+00 starts 14' width

				*Section 1 ends at 5+25 (sidewalk)

		Section 2

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse		Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Low		Low		Medium		No		0								100		90		90		75		100		55				None		Low		Low		Medium

		200.00+		None		None		Medium		High		No		0								100		100		75		60		100		35				None		None		Medium		High

		300.00+		None		None		None		Low		No		0								100		100		100		90		100		90				None		None		None		Low

		400.00+		None		None		High		Low		No		0								100		100		60		90		100		50				None		None		High		Low

																						100.0		97.5		81.3		78.8		100.0		57.5

																														Overall Average		68

		1. Stationing from Pavement seam at Hospital Alley (0+60 to Court Alley (4+37)

				*0+00.00 at curbline of Wellspan

				*Section 2 starts at 0+60 at the pavement seam

				*Inlets at 1+35, 4+00, 4+37





East Lincoln Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		East Lincoln Avenue

		Road Length (miles)		0.13315						Type		Local		Area =		2344		SY				Storm Sewer Condition:				Poor

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		Medium		High		None		Medium		No		0		4.5(left), 5.5(right)						75		60		100		75		100		10

		200.00+		Medium		High		None		Medium		No		0		4.5(left), 5.5(right)						75		60		100		75		100		10

		300.00+		Low		High		Medium		Medium		No		0		5.5(left), 4.5(right)						90		60		75		75		100		0

		400.00+		None		High		Medium		Low		No		0		6(left), 5.5(right)						100		60		75		90		100		25

		500.00+		Low		High		None		Medium		No		0		5.5(left), 4.5(right)						90		60		100		75		100		25

		600.00+		Low		High		High		Low		Yes		100								90		60		60		90		98		0

		700.00+		None		High		None		Medium		Yes		100								100		60		100		75		98		33

																						88.6		60.0		87.1		79.3		99.4		14.7

		1. Stationing from Fourth Street (0+19) to Old Harrisburg Road (7+22)

				*0+00 at centerline of Fourth Street

				*0+19 at curbline of Fourth Street

				*7+22 at curbline of Old Harrisburg Road

				*inlets at 0+19(Fourth St, cover issues), 1+00, 3+00, 5+45(L&R), 7+03, 9+08

				*regular curb with 40" grass strip on right

				*4+59 replace right curb to 4+85

				*6+98 utility pole# 14643-18389





East Middle St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		East Middle Street

		Road Length (miles)		0.59754		(incl. inter.)				Type		Local		Area =		10900		SY				Storm Sewer Condition: Fair

		Paved width (feet)		40		30		Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5.5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		High		None		None		Low		No		0		7, 7		Good				60		100		100		90		100		50

		200.00+		Medium		None		None		Low		No		0		7, 6		Good				75		100		100		90		100		65

		300.00+		High		None		None		Medium		No		0		7, 7		Good				60		100		100		75		100		35

		400.00+		High		None		None		High		No		0		Inters						60		100		100		60		100		20

		500.00+		High		None		None		Medium		No		0		6, 4		Fair				60		100		100		75		100		35

		600.00+		High		None		None		High		No		0		DA, 5.5		Fair				60		100		100		60		100		20

		700.00+		High		None		None		High		No		0		5, 4		Fair				60		100		100		60		100		20

		800.00+		High		None		None		Medium		No		0		DA, DA						60		100		100		75		100		35

		900.00+		Low		None		None		Low		No		0		4, 5		Fair				90		100		100		90		100		80

		1000.00+		Medium		None		None		Medium		No		0		5.5, 5		Fair				75		100		100		75		100		50

		1100.00+		Medium		None		None		Medium		No		0		4.5, DA		Good				75		100		100		75		100		50

		1200.00+		Medium		None		None		High		No		0		6, 2.5		Fair				75		100		100		60		100		35

		1300.00+		Medium		None		None		Medium		No		0		6, 6		Fair				75		100		100		75		100		50

		1400.00+		Low		None		None		Medium		No		0		Inters						90		100		100		75		100		65

		1500.00+		None		High		None		Medium		No		0		4.5, 6		Fair				100		60		100		75		100		35

		1600.00+		Medium		None		None		Medium		No		0		6, 4		Fair				75		100		100		75		100		50

		1700.00+		Low		High		None		Low		No		0		6, 6		Fair				90		60		100		90		100		40

		1800.00+		Low		None		None		Medium		No		0		6.5, 6.5		Fair				90		100		100		75		100		65

		1900.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		2000.00+		High		None		None		Medium		Yes		16								60		100		100		75		100		35

		2100.00+		Medium		None		None		Medium		Yes		1200								75		100		100		75		80		30

		2200.00+		Medium		None		None		High		No		0								75		100		100		60		100		35

		2300.00+		Low		None		Medium		Low		No		0								90		100		75		90		100		55

		2400.00+		Low		None		Low		Medium		No		0		6.5, 5.5		Good				90		100		90		75		100		55

		2500.00+		Medium		None		None		High		No		0		5, 5		Fair				75		100		100		60		100		35

		2600.00+		Medium		None		None		Low		Yes		40								75		100		100		90		99		64

		2700.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		2800.00+		None		Medium		None		Low		No		0		5.5, 5.5		Fair				100		75		100		90		100		65

		2900.00+		None		None		None		Low		Yes		120		5.5, 5.5		Fair				100		100		100		90		98		88

		3000.00+		Low		None		None		None		Yes		20		DA, 5.5		Fair				90		100		100		100		100		90

		3100.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

																						78.7		96.6		98.9		77.7		99.2		51.2

		1. Stationing from Curbline of 6th (0+37)street to Baltimore Street (31+92)





East Railroad St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		East Railroad Street

		Road Length (miles)		0.221						Type		Local		Area =		2015		SY				Storm Sewer Condition: N/A

		Paved width (feet)		24		12,17		Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100

		200.00+		Low		None		None		None		No		0								90		100		100		100		100		90

		300.00+		None		Medium		None		None		No		0								100		75		100		100		100		75

		400.00+		High		None		None		High		No		0								60		100		100		60		100		20

		500.00+		High		None		None		High		No		0								60		100		100		60		100		20

		600.00+		High		None		None		High		No		0								60		100		100		60		100		20

		700.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		800.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		900.00+		Medium		None		None		Low		No		0								75		100		100		90		100		65

		1000.00+		High		None		None		Low		No		0		4"(right)		Fair				60		100		100		90		100		50

		1100.00+		High		None		None		Medium		No		0		4"(right)		Fair				60		100		100		75		100		35

																						72.7		97.7		100.0		80.5		100.0		50.9

		1. Stationing from Dead end (0+00) to Fourth Street (11+67)

				*0+00 at the end of East Railroad Road

				*1+85 begin 12' width

				*7+86 flares to 17'

				*curb starts on right (monolithic) at 9+73

				*11+67 at the curbline of Fourth Street





Elm St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Elm Street

		Road Length (miles)		0.09						Type		Local		Area =		1584		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				3										Overall Curb Condition: Fair, minimal reveal

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		High		None		Medium		Yes		12		3						100		60		100		75		99		34

		100.00+		None		None		None		High		Yes		318		3						100		100		100		60		86		46

		150.00+		None		High		None		High		No		0		3						100		60		100		60		100		20

		200.00+		None		High		None		Low		No		0		3						100		60		100		90		100		50

		250.00+		None		High		None		High		No		0		3						100		60		100		60		100		20

		300.00+		None		High		None		None		No		0		2(left), 4(right)						100		60		100		100		100		60

		350.00+		None		High		None		None		No		0		2(left), DA(right)						100		60		100		100		100		60

		400.00+		None		High		None		Low		No		0		2						100		60		100		90		100		50

		450.00+		None		High		None		Medium		No		0		2						100		60		100		75		100		35

																						100.0		64.4		100.0		78.9		98.4		41.7

		1. Stationing from Hay Street (0+15) to Buford Avenue (4+90)

				*Station 0+00 at centerline of Hay Street

				*0+15 at Curbline of Hay St

				*4+90 at curbline of Route 30

				*Inlets at 0+18, 3+45(L&R), 4+90(L&R)

				*Replace both curbs from 0+27 to end.





Fairview Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Fairview Avenue

		Road Length (miles)		0.4441		(excl. inter.)				Type		Local		Area =		7817		SY				Storm Sewer Condition: N/A

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		Low		None		High		Medium		No		0		7.5 right, 4.5 (L)		Fair		Yes		90		100		60		75		100		25

		200.00+		None		Medium		None		Medium		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		100		75		100		50

		300.00+		None		Low		None		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		90		100		90		100		80

		400.00+		Low		Low		Low		Medium		No		0		7.5 right, 4.5 (L)		Fair		Yes		90		90		90		75		100		45

		500.00+		Low		Low		Medium		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		90		90		75		90		100		45

		600.00+		Low		None		High		Low		Yes		15		7.5 right, 4.5 (L)		Fair		Yes		90		100		60		90		100		40

		700.00+		None		Medium		None		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		100		90		100		65

		800.00+		None		Low		Medium		None		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		90		75		100		100		65

		900.00+		None		Medium		Medium		Medium		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		75		75		100		25

		1000.00+		None		Medium		Low		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		90		90		100		55

		11+00.00		Low		High		Medium		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		90		60		75		90		100		15

		12+00.00		Low		Medium		None		Medium		No		0		7.5 right, 4.5 (L)		Fair		Yes		90		75		100		75		100		40

		13+00.00		None		Medium		None		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		100		90		100		65

		14+00.00		Low		Medium		None		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		90		75		100		90		100		55

		15+00.00		None		Medium		Low		Medium		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		90		75		100		40

		16+00.00		None		Medium		Medium		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		75		90		100		40

		17+00.00		None		Low		Low		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		90		90		90		100		70

		18+00.00		None		None		None		High		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		100		100		60		100		60

		19+00.00		Low		Medium		Medium		None		No		0		7.5 right, 4.5 (L)		Fair		Yes		90		75		75		100		100		40

		20+00.00		None		Medium		Medium		Medium		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		75		75		100		25

		21+00.00		None		None		Medium		High		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		100		75		60		100		35

		22+00.00		None		Medium		Low		Low		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		90		90		100		55

		23+00.00		None		Medium		Low		Medium		No		0		7.5 right, 4.5 (L)		Fair		Yes		100		75		90		75		100		40

		24+00.00		Low		Medium		Medium		None		No		0		7.5 right, 4.5 (L)		Fair		Yes		90		75		75		100		100		40

																						96.3		81.7		84.8		83.8		100.0		46.4

		1. Stationing from Long Lane (0+13) to Gettys Street (24+35)

				*Station 0+00.00 at centerline of Long Lane

				*Road ends at 24+35 at the curbline of Gettys Street

				*Curb on right from 7+87 to 8+78 is pushing in/falling over

				*Curb on right is shoving into street almost entire length.

				*Station 18+00 falls on center of intersection with Queen Street





Fifth St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Fifth Street

		Road Length (miles)		0.2665		(excludes inters)				Type		Local		Area =		4691		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				6										Overall Curb Condition: Fair/Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		Low		None		None		High		Yes		400		7, 7.5		Fair				90		100		100		60		91		41

		200.00+		None		None		None		Low		Yes		400		HCR, HCR		Good				100		100		100		90		91		81

		300.00+		Low		None		None		None		No		0		7.5, 7.5		Fair				90		100		100		100		100		90

		400.00+		None		None		None		None		Yes		50		HCR, HCR		Fair				100		100		100		100		99		99

		500.00+		None		Medium		Medium		None		Yes		50		5, DA		Fair				100		75		75		100		99		49

		600.00+		None		None		None		None		No		0		7, 7		Fair				100		100		100		100		100		100

		700.00+		None		None		None		None		No		0								100		100		100		100		100		100

		800.00+		None		None		None		None		No		0		HCR, 7.5		Good				100		100		100		100		100		100

		900.00+		Medium		None		None		Medium		Yes		48		5.5, 6.5		Fair				75		100		100		75		99		49

		1000.00+		High		None		None		High		No		0		4, 5		Fair				60		100		100		60		100		20

		1100.00+		None		None		None		None		No		0		HCR, HCR						100		100		100		100		100		100

		1200.00+		None		None		None		None		No		0		5, DA		Fair				100		100		100		100		100		100

		1300.00+		None		None		None		None		Yes		200		8.5, DA		Fair				100		100		100		100		96		96

		1400.00+		None		None		None		None		No		0		DA, 5.5		Fair				100		100		100		100		100		100

																						91.5		97.5		97.5		88.5		97.9		80.3

		1. Stationing from Furniture Alley (0+06) to Middle Street (14+82)

				*HCR denotes Handicap Ramp





Foth Alley

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Foth Alley

		Road Length (miles)		0.07973						Type		Alley		Area =		562		SY				Storm Sewer Condition:				Poor

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		High		Medium		None		Low		No		0								60		75		100		90		100		25

		100.00+		High		None		None		High		No		0								60		100		100		60		100		20

		150.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		200.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		250.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		300.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		350.00+		Low		None		None		None		No		0								90		100		100		100		100		90

		400.00+		High		Low		None		None		No		0								60		90		100		100		100		50

																						75.0		95.6		100.0		86.9		100.0		57.5

		1. Stationing from Strattion Street (0+10) to Strickhouser Alley (4+31)





Fourth St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Fourth Street

		Road Length (miles)		0.58		(excl. intersections)				Type		Local		Area =		10200		SY				Storm Sewer Condition: Poor

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5"										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		Broadway Street

		100.00+		Broadway Street

		200.00+		Broadway Street

		300.00+		Broadway Street

		400.00+		Broadway Street

		500.00+		Broadway Street

		600.00+		Low		Medium		None		None												90		75		100		100		100		65

		700.00+		Medium		None		None		Low						6.5, L 3 R		Fair				75		100		100		90		100		65

		800.00+		Low		Medium		None		None												90		75		100		100		100		65

		900.00+		Low		High		None		Low												90		60		100		90		100		40

		1000.00+		None		Medium		None		None												100		75		100		100		100		75

		1100.00+		Medium		Medium		None		Medium												75		75		100		75		100		25

		1200.00+		Low		Medium		None		None												90		75		100		100		100		65

		1300.00+		Low		None		None		None												90		100		100		100		100		90

		1400.00+		Low		Medium		None		None												90		75		100		100		100		65

		1500.00+		Low		None		None		None												90		100		100		100		100		90

		1600.00+		Medium		None		None		Low												75		100		100		90		100		65

		1700.00+		High		None		None		Low												60		100		100		90		100		50

		1800.00+		Low		Medium		None		Low												90		75		100		90		100		55

		1900.00+		Low		None		None		Low												90		100		100		90		100		80

		2000.00+		Low		None		None		None						5 L, 5 R		Fair				90		100		100		100		100		90

		2100.00+		Medium		None		Medium		Medium						5 L, 5 R		Fair				75		100		75		75		100		25

		2200.00+		None		None		None		Low												100		100		100		90		100		90

		2300.00+		None		Medium		None		Low												100		75		100		90		100		65

		2400.00+		None		Medium		None		Medium												100		75		100		75		100		50

		2500.00+		Low		Low		None		Medium												90		90		100		75		100		55

		2600.00+		Low		None		None		Low												90		100		100		90		100		80

		2700.00+		None		High		None		Low												100		60		100		90		100		50

		2800.00+		None		None		Medium		None												100		100		75		100		100		75

		2900.00+		Low		None		None		None												90		100		100		100		100		90

		3000.00+		None		None		Low		None												100		100		90		100		100		90

		3100.00+		None		None		None		Low												100		100		100		90		100		90

		3200.00+		Low		None		None		None												90		100		100		100		100		90

		3300.00+		Low		None		None		Low												90		100		100		90		100		80

		3400.00+		Medium		None		None		Low												75		100		100		90		100		65

		3500.00+		Low		None		None		None												90		100		100		100		100		90

		3600.00+		Low		High		None		Low												90		60		100		90		100		40

																						89.2		88.5		98.1		92.3		100.0		68.1

		1. Stationing from Old Harrisburg Road(0+16) to Middle Street (36+16)

				Fourth street starts at 5+40





Franklin St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Franklin Street

		Road Length (miles)		0.2442		(incl. intersections)				Type		Local		Area =		4893		SY				Storm Sewer Condition: Fair

		Road Length (miles)		0.114015												2007

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		Medium		Low		No		0		DA, 5.5(right)		Fair		Yes		100		60		75		90		100		25

		200.00+		None		High		None		High		No		0		DA, DA		Fair		Yes		100		60		100		60		100		20

		300.00+		None		Medium		None		High		No		0		5(left), 5(right)		Fair		Yes		100		75		100		60		100		35

		400.00+		None		High		Medium		High		No		0		5(left), 5(right)		Fair		Yes		100		60		75		60		100		0

		500.00+		None		High		Medium		Medium		No		0		5.5(right)		Fair		Yes		100		60		75		75		100		10

		600.00+		None		High		Medium		High		No		0		5.5(right)		Fair		Yes		100		60		75		60		100		0

		700.00+		None		High		None		Low		No		0		5(left), 3(right)		Fair		Yes		100		60		100		90		100		50

		800.00+		None		High		Low		Medium		Yes		40		3(left), 4.5(right)		Fair		Yes		100		60		90		75		99		24

		900.00+		None		None		None		None		No		0		4(left), 5(right)		Fair		Yes		100		100		100		100		100		100

		1000.00+		None		Low		None		None		No		0		3.5(left), 6(right)		Fair		Yes		100		90		100		100		100		90

		1100.00+		None		Medium		None		Medium		No		0		7(left), 4.5(right)		Fair		Yes		100		75		100		75		100		50

		1200.00+		None		High		Medium		None		No		0		7(left), 4.5(right)		Fair		Yes		100		60		75		100		100		35

		1300.00+		None		High		None		None		No		0		DA, 6(right)		Fair		Yes		100		60		100		100		100		60

		1400.00+		None		High		High		Low		No		0		4.5(left), 7.5(right)		Fair		Yes		100		60		60		90		100		10

		1500.00+																				0		0		0		0

		1600.00+		None		None		None		None		No		0		3.5(left), 6.5(right)		Fair		Yes		100		100		100		100		100		100

		1700.00+		None		High		None		None		No		0		3.5(left), 6.5(right)		Fair		Yes		100		60		100		100		100		60

		1800.00+		None		High		None		Low		No		0		6.5(right)		Fair		Yes		100		60		100		90		100		50

		1900.00+		None		None		None		None		No		0		5(left), 5(right)		Fair		Yes		100		100		100		100		100		100

																						100.0		70.0		90.3		84.7		100.0		45.5

																				Breckenridge St to High St		100		63		83		68		100		15

		1. Stationing from Breckenridge Street (0+20) to Cul-De-Sac (19+12)																		High St to Cul-De-Sac		100		74		94		93		100		61

				*0+00 at centerline of Breckenridge

				*0+20 at curbline of Breckenridge

				*19+12 at back of curb on cul-de-sac

				*cul-de-sac begins at 18+27, curbed entirely around, 63' diameter

				*Inlets at 1+92, 4+39, 6+22(l&r), 10+42, 10+47, 12+68, 14+66, 15+13, 16+92(l&r), 17+20,  17+72, 18+27, 18+88, one inlet not standard size

				*stopbar at 15+34 and 14+70

				*double yellow from 14+70 to 15+56

				*start regular curb on right at 15+11

				*curbline of Racehorse Alley at 17+00 and 17+13

				*17+20 curb starts on right

				*double yellow from 0+70 to 0+94

				*scratch, underlay, profile, resurface

				*utility patch 3' wide for whole length

				*monolithic sidewalk on right

				*regular curb on right starting at 4+00

				*curbline of High St. at 6+22 and 6+52

				*monolithic sidewalk on both sides starting at 6+52

				*double yellow starts at 8+58

				*Curbline of Middle Street at 10+42 and 10+74

				*Stopbar at 10+90 and start of double yellow

				*regular curb on left at 10+74

				*curbline of Route 30 at 14+70 and 15+11





Furniture Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Furniture Alley

		Road Length (miles)		0.15625						Type		Alley		Area =		970		SY				Storm Sewer Condition: Fair

		Paved width (feet)		12		10		Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		Low		Yes		40						Yes		100		100		100		90		96		86

		100.00+		None		High		Medium		Low		Yes		40						Yes		100		60		75		90		96		21

		150.00+		None		None		Medium		Low		Yes		40						Yes		100		100		75		90		96		61

		200.00+		High		High		Medium		Medium		Yes		40						Yes		60		60		75		75		96		0

		250.00+		High		None		None		Medium		Yes		40						Yes		60		100		100		75		96		31

		300.00+		None		Medium		High		Medium		Yes		40						Yes		100		75		60		75		96		6

		350.00+		High		High		None		Medium		Yes		40				Poor		Yes		60		60		100		75		96		0

		400.00+		Medium		High		High		Medium		Yes		40						Yes		75		60		60		75		96		0

		450.00+		Low		High		Medium		Medium		Yes		40						Yes		90		60		75		75		96		0

		500.00+		High		High		None		High		Yes		40						Yes		60		60		100		60		96		0

		550.00+		None		High		High		High		Yes		40						Yes		100		60		60		60		96		0

		600.00+		High		High		None		High		Yes		40						Yes		60		60		100		60		96		0

		650.00+		None		None		None		High		Yes		40						Yes		100		100		100		60		96		56

		700.00+		High		High		None		High		Yes		40						Yes		60		60		100		60		96		0

		750.00+		High		High		None		Medium		Yes		40						Yes		60		60		100		75		96		0

		800.00+		None		None		None		Medium		Yes		40						Yes		100		100		100		75		96		71

		850.00+		None		None		None		None		Yes		40						Yes		100		100		100		100		96		96

																						81.5		75.0		87.1		74.7		95.6		25.0

		1. Stationing from sixth street (0+00) to Little Alley (8+55)

				*0+00 adjacent to manhole on Sixth Street

				*8+55 pavement seam at Little Alley

				*Inlets at 0+09 and 0+25

				*10' width starting at 0+60

				*4' wide patch whole length

				*Curb on left at 3+42 to 3+71

				*curbline of Fourth at 6+57 and 6+88, goes to 12' width at 6+88





Gettys St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Gettys Street

		Road Length (miles)		0.2337		no interse.				Type		Local		Area =		4936		SY				Storm Sewer Condition: Fair

		Paved width (feet)		36				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		Low		Medium		None		Medium		Yes		6				Good		Yes		90		75		100		75		100		40

		200.00+		None		Medium		None		Low								Good		Yes		100		75		100		90		100		65

		300.00+		Low		None		None		Medium								Good		Yes		90		100		100		75		100		65

		400.00+		Low		Medium		None		Medium								Good		Yes		90		75		100		75		100		40

		500.00+		Medium		Medium		None		High		Yes		4				Good		Yes		75		75		100		60		100		10

		600.00+		Low		Medium		Medium		Medium								Good		Yes		90		75		75		75		100		15

		700.00+		Low		None		Medium		High								Good		Yes		90		100		75		60		100		25

		800.00+		Low		High		Medium		Medium								Good		Yes		90		60		75		75		100		0

		900.00+		Low		Medium		Medium		None						4(L), 6(R )		Good		Yes		90		75		75		100		100		40

		1000.00+		Low		Medium		None		Low						6 (R )		Good		Yes		90		75		100		90		100		55

		1100.00+		Low		Medium		High		Medium						6 (R )		Good		Yes		90		75		60		75		100		0

		1200.00+		Low		Medium		High		Low						4(L), 6(R )		Good		Yes		90		75		60		90		100		15

																						89.6		77.9		85.0		78.3		100.0		30.8

		1. Stationing from Washington Street (0+20) to Long Lane (12+49)

				*Station 0+00.00 at Yellow centerline of Washington Street

				*Ends at 12+49 (curbline of Long Lane).





Gilliland Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Gilliland Alley

		Road Length (miles)		0.03844		Section 1				Type		Alley		Area =		271		SY		Section 1		Storm Sewer Condition:				Fair

		Road Length (miles)		0.07		Section 2								Area =		493		SY		Section 2

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		None		No		0								100		100		100		100		100		100

		100.00+		Low		None		None		None		No		0								90		100		100		100		100		90

		150.00+		None		None		None		None		No		0								100		100		100		100		100		100

		200.00+																				0		0		0		0

		250.00+		Medium		None		None		High		No		0								75		100		100		60		100		35

		300.00+		High		None		None		High		No		0								60		100		100		60		100		20

		350.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		400.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		450.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		500.00+		Low		None		None		High		No		0								90		100		100		60		100		50

		550.00+		None		Low		None		None		No		0								100		90		100		100		100		90

																		Railroad to Delap				96.7		100.0		100.0		100.0		100.0		96.7

																		Delap to Water St				76.4		98.6		100.0		72.1		100.0		47.1

																				Overall rating		80.6		100.0		100.0		78.3		100.0		62.0

		1. Stationing from East Railroad Street (0+08) to Water Street (5+91)





Hamme Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Hamme Alley

		Road Length (miles)		0.11761						Type		Alley		Area =		1030		SY				Storm Sewer Condition: Fair

		Paved width (feet)		24		14		Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway						Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100						Low

		200.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100						Low

		300.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100						Medium

		400.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		500.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		600.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

																						100.0		100.0		100.0		100.0		100.0		100.0

		1. Stationing from Hay Street (0+00) to Middle Street (6+21)

				*Station 0+00 at curbline/paving seam of Hay Street

				*Inlets at 1+06 and 4+40

				*1+00 pavement width goes to 13.5'

				*4+40 centerline of Shealer Alley

				*at 5+30 width goes to 11'





Hartzell Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Hartzell Alley

		Road Length (miles)		0.05549		section 1				Type		Alley		Area =		391		SY		section 1		Storm Sewer Condition:				Fair

		Road Length (miles)		0.073295		section 2								Area =		516		SY		section 2

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		High		None		None		No		0								100		60		100		100		100		60				Low

		100.00+		None		High		None		None		No		0								100		60		100		100		100		60				Low

		150.00+		Medium		None		None		None		No		0								75		100		100		100		100		75				Medium

		200.00+		Medium		Medium		None		None		No		0								75		75		100		100		100		50				Medium

		250.00+		Low		High		None		None		No		0								90		60		100		100		100		50				High

		300.00+		High		None		None		None		No		0								60		100		100		100		100		60				Low

		350.00+		None		Medium		None		None		No		0								100		75		100		100		100		75				None

		400.00+		None		None		None		None		No		0								100		100		100		100		100		100				None

		450.00+		None		Medium		None		None		No		0								100		75		100		100		100		75				None

		500.00+		None		None		None		None		No		0								100		100		100		100		100		100				None

		550.00+		None		None		None		None		No		0								100		100		100		100		100		100				None

		600.00+		None		None		None		None		No		0								100		100		100		100		100		100				None

		650.00+		None		None		None		None		No		0								100		100		100		100		100		100				None

		700.00+		None		None		None		None		No		0								100		100		100		100		100		100				None

																				Barlow to Stratton Section 1 rating		83.3		75.8		100.0		100.0		100.0		59.2

																				Stratton to Markley Aly Section 2 rating		100.0		93.8		100.0		100.0		100.0		93.8

																				Overall rating		90.0		80.5		100.0		100.0		100.0		70.5

		1. Stationing from Barlow Street (0+15) to Markley Alley (7+25)

				*0+00 at the centerline of Barlow Street

				*0+15 at the curbline of Barlow Street

				*7+25 at the edge of Markley Alley

				*Inlets at 0+79(in the grass) and 1+38(double grate, Type M), 3+07(12" x 18", not bicycle safe), 3+37(Stratton Street)

				*curbline of Stratton Street at 3+08 and 3+38





Hay St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Hay Street

		Road Length (miles)		0.0907						Type		Local		Area =		1597		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				4.5-5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse		Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		050.00+		Low		Medium		Medium		None						4.5L, 3.5R		Fair				90		75		75		100		100		40				Low		Medium		High		None

		100.00+		None		Medium		None		Low						4L, 4R		Fair				100		75		100		90		100		65				None		Medium		None		Low

		150.00+		None		Medium		None		None						5L, 4.5R		Fair				100		75		100		100		100		75				None		Medium		None		None

		200.00+		None		Medium		None		None						5L, 4R		Fair				100		75		100		100		100		75				None		Medium		None		None

		250.00+		None		Medium		None		None						4L, 4R		Fair		Yes		100		75		100		100		100		75				None		Medium		None		None

		300.00+		Medium		None		Medium		None		Yes		30		3L, 4R		Fair		Yes		75		100		75		100		99		49				Medium		None		Medium		None

		350.00+		None		Medium		Medium		None		Yes		30		2L, 4R		Fair		Yes		100		75		75		100		99		49				None		Medium		Medium		None

		400.00+		None		None		None		High		Yes		60		3L, 4R		Poor		Yes		100		100		100		60		97		57				None		None		None		High

		450.00+		Low		None		None		Medium						3L, 6R		Fair		Yes		90		100		100		75		100		65				Low		None		None		Medium

																						95.0		83.3		91.7		91.7		99.4		61.1

		1. Stationing from Middle Street (0+21) to Hamme Alley (5+00)

				*Station 0+00.00 at centerline of Route 116

				*Road starts at 0+21 at the curbline of Route 116

				*0+00 to 2+00 curb on right is pushing in

				*Inlet at 2+80, SLCP, cast in place, 3' utility patch starts length of right side, utility patch is rutted

				*3+30, 4x8' sidewalk block missing

				*Inlet at 4+61 on the right goes to sewer manhole.

				*4' sidewalks on both sides

				*on right side replace curb from 3+80 to 4+00

				*from 4+20 to 4+90 replace curb on both sides.

				*curb should extend to 5+00





Hay St sect.2

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Hay Street Section. 2

		Road Length (miles)		0.2483		(exclu. Intersect.)				Type		Local		Area =		4371		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: Poor

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Medium		None		Medium		No		0		7L, 8R		Poor				100		75		100		75		100		50

		200.00+		None		High		Medium		Low		No		0		6L, 7R		Poor				100		60		75		90		100		25

		300.00+		None		None		Medium		None		No		0		6L, 7R		Poor				100		100		75		100		100		75

		400.00+		None		Medium		None		None		No		0		6L, 7R		Poor				100		75		100		100		100		75

		500.00+		None		High		Medium		Low		No		0		6L, 6.5R		Poor				100		60		75		90		100		25

		600.00+		Low		High		Medium		None		No		0		7L, 6R		Poor				90		60		75		100		100		25

		700.00+		None		High		Medium		Low		No		0		7L, 6R		Poor				100		60		75		90		100		25

		800.00+		None		High		Medium		Low		No		0		7L, 6R		Poor				100		60		75		90		100		25

		900.00+		None		High		Medium		Medium		No		0		6		Poor				100		60		75		75		100		10

		1000.00+		None		Medium		Medium		None		No		0		6		Fair				100		75		75		100		100		50

		1100.00+		None		High		Medium		Low		No		0		6		Fair				100		60		75		90		100		25

		1200.00+		None		Medium		Medium		Low		No		0		6.5L, 7R		Fair				100		75		75		90		100		40

		1300.00+		None		Medium		None		Medium		No		0		6		Fair				100		75		100		75		100		50

																						99.2		68.8		80.8		89.6		100.0		38.5

		1. Stationing from Buford Avenue (0+19) to Middle Street (13+72)

				*Station 0+00 at centerline of Route 30

				*Road starts at 0+19 at curbline of Route 30

				*Road ends at 13+72 at curbline of Route 116

				*Curbline of Spring 9+49 and 9+91

				*beginning at 9+91 street slants towards the east

				*Inlets at 0+45(right), 1+35(right), 2+48(right), 3+74(left), 3+92(right), 7+64(left), 11+85

				*replace curb on right from 0+20 to 9+42

				*possible treatment: surface treatment or scratch and overlay

				*good crown

				*curb upheaving

				*replace curb on left from 4+11 to 4+60

				*roots in road at 4+22

				*replace left curb from 6+00 to 9+42





Hazel Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Hazel Alley

		Road Length (miles)		0.256						Type		Alley		Area =		2050		SY				Storm Sewer Condition:				Fair

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100

		200.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		300.00+		None		None		None		None		No		0								100		100		100		100		100		100

		400.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		500.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		600.00+		None		None		None		None		No		0								100		100		100		100		100		100

		700.00+		None		None		None		None		No		0								100		100		100		100		100		100

		800.00+		None		Medium		None		None		No		0								100		75		100		100		100		75

		900.00+		None		Medium		None		None		No		0								100		75		100		100		100		75

		1000.00+		None		Low		None		Low		Yes		400								100		90		100		90		78		58

		1100.00+		None		Medium		None		None		No		0								100		75		100		100		100		75

		1200.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		1300.00+		None		None		None		None		No		0								100		100		100		100		100		100

																						100.0		93.5		100.0		96.2		98.3		87.9

		1. Stationing from Barlow Street (0+18) to Dead End (13+87)

				*0+00 at centerline of Barlow Street

				*0+18 at curbline of Barlow

				*13+87 at end of pavement

				*curbline of Water Street at 7+48 and 7+77

				*concrete bridge from 8+12 to 8+29

				*inlet at 8+82

				*other side of Water Street(beginning 7+77) widens to 13 feet

				*10+67 widens to 18 feet





High St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		High Street

		Road Length (miles)		0.5807		(exclud. Intersect.)				Type		Local		Area =		10561		SY				Storm Sewer Condition: Fair

		Paved width (feet)		31				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse		Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		None		Medium		No		0				Poor		No		100		60		100		75		100		35				None		High		None		High

		200.00+		Low		None		None		Medium		No		0		5(left), 5.5(right)		Fair		No		90		100		100		75		100		65				None		High		Medium		High

		300.00+		Low		None		None		Low		No		0		6(left), 5.5(right)		Fair		No		90		100		100		90		100		80				None		High		Medium		Low

		400.00+		None		Medium		None		Low		No		0		5.5(left), 5(right)		Fair		No		100		75		100		90		100		65				None		Medium		None		Low

		500.00+		None		High		None		Low		No		0		6(left), 5(right)		Fair		No		100		60		100		90		100		50				None		High		None		Low

		600.00+																				0		0		0		0

		700.00+		None		Low		None		Medium		No		0		3.5(left), 4(right)		Fair		No		100		90		100		75		100		65				None		Low		None		Medium

		800.00+		Low		None		None		Low		No		0		DA, 5.5(right)		Good		No		90		100		100		90		100		80				Low		High		Medium		Low

		900.00+		None		High		None		Low		No		0		DA, 5.5(right)		Good		No		100		60		100		90		100		50				None		High		None		Low

		1000.00+		Low		Medium		None		Low		No		0		6(left), 5(right)		Good		No		90		75		100		90		100		55				Low		Medium		None		Low

		1100.00+		None		High		None		Low		No		0		6(left), 5.5(right)		Fair		No		100		60		100		90		100		50				None		High		None		Low

		1200.00+		None		Medium		None		None		No		0		6(left), 5.5(right)		Fair		No		100		75		100		100		100		75				None		Medium		None		None

		1300.00+		Medium		None		None		Medium		No		0		6(left), 5.5(right)		Fair		No		75		100		100		75		100		50				None		High		High		High

		1400.00+		Low		None		None		Low		No		0		5.5(left), 5(right)		Good		No		90		100		100		90		100		80				None		High		Medium		Low

		1500.00+		None		Medium		None		Medium		No		0		6(left), 5(right)		Fair		No		100		75		100		75		100		50				None		Medium		None		Medium

		1600.00+		None		Medium		None		High		No		0		6(left), 5(right)		Fair		No		100		75		100		60		100		35				None		Medium		None		High

		1700.00+		Low		None		None		Medium		No		0		6(left), 5(right)		Good		No		90		100		100		75		100		65				None		High		High		Medium

		1800.00+		Low		Medium		None		Low		No		0		6(left), 5(right)		Good		No		90		75		100		90		100		55				Low		High		None		Low

		1900.00+		None		Medium		None		Low		No		0		3(left), 5(right)		Good		No		100		75		100		90		100		65				None		Medium		None		Low

		2000.00+		None		Medium		None		Low		No		0		2(left), 5(right)		Fair		No		100		75		100		90		100		65				None		High		None		Low

		2100.00+		None		Medium		None		Low		Yes		200		2(left), DA		Fair		No		100		75		100		90		96		61				None		High		None		Low

		2200.00+																				0		0		0		0

		2300.00+		None		None		Low		Low		No		0		5(left), 6(right)		Fair		No		100		100		90		90		100		80				None		None		Low		Low

		2400.00+		None		Medium		Low		Low		No		0		5(left), 5(right)		Fair		No		100		75		90		90		100		55				None		Medium		Low		Low

		2500.00+		None		None		Medium		Low		No		0		DA, 3(right)		Fair		No		100		100		75		90		100		65				None		None		High		Low

		2600.00+		None		None		Medium		Low		No		0		6(left), 4.5(right)		Fair		No		100		100		75		90		100		65				None		None		Medium		Low

		2700.00+		None		None		None		None		Yes		60		4(left), 3.5(right)		Fair		No		100		100		100		100		99		99				None		None		None		None

		2800.00+		None		Medium		None		None		No		0		2(left), 3.5(right)		Fair		No		100		75		100		100		100		75				None		Medium		None		None

		2900.00+		None		None		Medium		Low		No		0		3(left), 3(right)		Fair		No		100		100		75		90		100		65				None		None		Medium		Low

		3000.00+		Low		Medium		None		Medium		Yes		643		3(left), 3(right)		Fair		No		90		75		100		75		86		26				Low		High		None		Medium

		3100.00+		None		Medium		None		Medium		Yes		643		3.5(left), 3(right)		Fair		No		100		75		100		75		86		36				None		High		None		Medium

																						96.4		82.9		96.7		85.9		98.9		60.8

		1. Stationing from Stratton Street (0+10) to Howard Avenue (31+77)

				*0+00 at centerline of Stratton

				*0+10 at curbline of Stratton

				*31+77 at curbline of Howard

				*10+13 regular curb on left

				*0+10 to 0+86 replace curb on left

				*monolithic sidewalks on right side

				*Double yellow and parking ticks on right side

				*start regular curb on right at 1+40

				*monolithic sidewalks on left side at 1+87

				*2+55 start monolithic sidewalk on right

				*surface treatment, mill and overlay

				*Baltimore curbline at 5+97 and 6+40

				*monolithic sidewalks on both sides

				*assume 5% base repair

				*Inlets at 12+30, 12+64, 14+00, 16+37, 17+06, 17+34, 21+80, 22+08, 23+00, 25+93, 26+07, 26+70, 27+79, 31+66

				*29+66 concrete channel, ends at 29+82

				*monolithic sidewalk on left from 22+08 to 23+85

				*West St. curbline 21+80 and 22+08

				*Curbline of Washington at 12+31 and 12+62

				*Stormsewer starts at Washington St.

				*13+00 start regular curb on right

				*monolithic sidewalk starts on right at 15+00

				*curbline of Franklin at 17+05 and 17+35

				*Start regular curb on left at 17+05





Highland Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Highland Avenue

		Road Length (miles)		0.4839		(includes Intersects.)				Type		Local		Area =		8517		SY				Storm Sewer Condition:

		Paved width (feet)		30				Pavement Age (yrs)														underground, poor

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Poor

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		None		No				5 right, 5.5 (L)				Yes		100		100		100		100		100		100

		200.00+		None		Medium		Medium		None		No				5 right, 5.5 (L)				Yes		100		75		75		100		100		50

		300.00+		Low		High		High		None		No				5 right, 5.5 (L)				Yes		90		60		60		100		100		10

		400.00+		None		High		Medium		None		No				5 right, 5.5 (L)				Yes		100		60		75		100		100		35

		500.00+		None		Medium		Medium		None		No				5 right, 5.5 (L)				Yes		100		75		75		100		100		50

		600.00+		None		Medium		Low		None		No				5 right, 5.5 (L)				Yes		100		75		90		100		100		65

		700.00+		Low		Medium		Medium		Low		No				5 right, 5.5 (L)				Yes		90		75		75		90		100		30

		800.00+		Low		Medium		None		None		Yes		90		5 right, 5.5 (L)				Yes		90		75		100		100		98		63

		900.00+		Low		High		None		Low		No				5 right, 5.5 (L)				Yes		90		60		100		90		100		40

		1000.00+		Low		Medium		Medium		Low		No				5 right, 5.5 (L)				Yes		90		75		75		90		100		30

		1100.00+		Low		Medium		None		None		No				5 right, 5.5 (L)				Yes		90		75		100		100		100		65

		1200.00+		Medium		Medium		None		Medium		No				5 right, 5.5 (L)				Yes		75		75		100		75		100		25

		1300.00+		None		High		None		Medium		No				5 right, 5.5 (L)				Yes		100		60		100		75		100		35

		1400.00+		High		None		None		High		No				5 right, 5.5 (L)				Yes		60		100		100		60		100		20

		1500.00+		Medium		Medium		None		Medium		No				5 right, 5.5 (L)				Yes		75		75		100		75		100		25

		1600.00+		Low		High		High		Low		No				5 right, 5.5 (L)				Yes		90		60		60		90		100		0

		1700.00+		Low		None		Medium		Low		Yes		220		5 right, 5.5 (L)				Yes		90		100		75		90		95		50

		1800.00+		Medium		None		None		None		No				5 right, 5.5 (L)				Yes		75		100		100		100		100		75

		1900.00+		Low		None		None		Low		No				5 right, 5.5 (L)				Yes		90		100		100		90		100		80

		2000.00+		Medium		Low		None		High		Yes		196		5 right, 5.5 (L)				Yes		75		90		100		60		96		21

		2100.00+		High		None		None		Medium		No				5 right, 5.5 (L)				Yes		60		100		100		75		100		35

		2200.00+		Medium		Medium		None		Medium		No				5 right, 5.5 (L)				Yes		75		75		100		75		100		25

		2300.00+		Medium		Medium		None		Low		No				5 right, 5.5 (L)				Yes		75		75		100		90		100		40

		2400.00+		Medium		Medium		None		None		Yes		90		5 right, 5.5 (L)				Yes		75		75		100		100		98		48

		2500.00+		Medium		Medium		None		High		No				5 right, 5.5 (L)				Yes		75		75		100		60		100		10

																						85.2		78.6		90.4		87.4		99.5		41.1

		1. Stationing from ______Long Lane_____________ to _______25+68______________

				*Station 0+00 at the centerline of Long Lane

				*8+00 is the curbline of King St, right/north side possible inlet location

				*13+00 to 15+00 section should be addressed immediatley

				*20+00 to 22+00 bad condition

				*24+00 stormwater pipe doesn’t have adequate cover

				*road ends at the curbline of John's Avenue





Hillcrest Plz

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Hillcrest Plaza

		Road Length (miles)		0.0926						Type		Local		Area =		1630		SY				Storm Sewer Condition: N/A

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)														Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		None		No		0		6(L), 7R		Fair		No		100		100		100		100		100		100

		100.00+		None		None		None		Low		No		0		5.5(L), 5.5R		Fair		No		100		100		100		90		100		90

		150.00+		None		None		None		None		No		0		5.5(L), 5.5R		Fair		No		100		100		100		100		100		100

		200.00+		None		None		None		None		No		0		6.5(L), 5.5R		Fair		No		100		100		100		100		100		100

		250.00+		None		None		None		Low		Yes		24		5.5(L), 5.5R		Fair		No		100		100		100		90		99		89

		300.00+		None		None		None		Medium		No		0		5.5(L), 5.5R		Fair		No		100		100		100		75		100		75

		350.00+		None		None		None		Low		No		0		5.5(L), 5.5R		Fair		No		100		100		100		90		100		90

		400.00+		None		None		None		Low		No		0		5.5(L), 5.5R		Fair		No		100		100		100		90		100		90

		450.00+		None		None		None		Low		No		0		5.5(L), 5.5R		Fair		No		100		100		100		90		100		90

																						100.0		100.0		100.0		91.7		99.9		91.5

		1. Stationing from ________0+10___________ to _______4+99______________

				*Station 0+00.00 at centerline of Locust Street

				*Road starts at 0+10 at curbline of Locust Street

				*Road ends at 4+99 at pavement seam at driveway

				*Pavement in very good shape

				*Left curb is monolithic





Hospital Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Hospital Alley

		Road Length (miles)		0.03598						Type		Alley		Area =		507		SY				Storm Sewer Condition: Good

		Paved width (feet)		24				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				8										Overall Curb Condition: Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		None		None		None		None		No		0		8		Good		Yes		100		100		100		100		100		100

		050.00+		None		None		None		None		No		0		8		Good		Yes		100		100		100		100		100		100

		075.00+		None		Medium		None		Low		No		0		8		Good		Yes		100		75		100		90		100		65

		100.00+		None		Medium		None		Low		No		0		8		Good		Yes		100		75		100		90		100		65

		125.00+		None		None		None		None		No		0		8		Good		Yes		100		100		100		100		100		100

		150.00+		None		None		None		None		No		0		8		Good		Yes		100		100		100		100		100		100

		175.00+		None		None		None		Low		No		0		8		Good		Yes		100		100		100		90		100		90

		200.00+		None		None		High		Medium		No		0		8		Good		Yes		100		100		60		75		100		35

																						100.0		93.8		95.0		93.1		100.0		81.9

		1. Stationing from Washington Street (0+13) to Dobbin Alley (2+05)

				*Station 0+00 at centerline of Washington Street

				*Alley starts at 0+13

				*Inlets at 0+40, 1+16, 1+85





Howard Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Howard Avenue

		Road Length (miles)		0.08598		Mcmillian Street to Prince Street										1515		SY

		Road Length (miles)		0.20984		Prince Street to Middle Street										3695		SY

		Road Length (miles)		0.18049		Middle to Buford				Type		Local		Area =		3180		SY				Storm Sewer Condition:

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition:

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		None		None		High		None		No		0		6L, 6.5R		Good		Yes		100		100		60		100		100		60

		100.00+		None		None		None		None		No		0		6L, 6.5R		Good		Yes		100		100		100		100		100		100

		200.00+		None		None		None		Low		No		0		6.5L, 7R		Good		Yes		100		100		100		90		100		90

		300.00+		None		Medium		None		Low		No		0		6.5L, 7R		Good		Yes		100		75		100		90		100		65

		400.00+		None		Medium		Medium		None		No		0		5L, daL		Good		Yes		100		75		75		100		100		50

		500.00+		None		High		Medium		Medium		No		0		3L, 4R		Good		Yes		100		60		75		75		100		10

		600.00+		Low		High		High		High		No		0		3L, 4R		Good		Yes		90		60		60		60		100		0

		700.00+		Medium		High		High		High		Yes		50		3L, 4R		Good		Yes		75		60		60		60		99		0

		800.00+		Low		High		High		High		No		0		3L, 4R		Good		Yes		90		60		60		60		100		0

		900.00+		Medium		High		Medium		High		Yes		70		3L, 4R		Good		Yes		75		60		75		60		98		0

		1000.00+		High		High		High		High		Yes		50		3L, 4R		Good		Yes		60		60		60		60		99		0

		1100.00+		None		None		None		Medium		No		0		3L, 4R		Good		Yes		100		100		100		75		100		75

		1200.00+		Medium		High		None		Medium		No		0		3L, 4R		Good		Yes		75		60		100		75		100		10

		1300.00+		Medium		Medium		None		Low		No		0		3L, 5R		Good		Yes		75		75		100		90		100		40

		1400.00+		Medium		Medium		None		Low		No		0		5L, 5R		Good		Yes		75		75		100		90		100		40

		1500.00+		High		Medium		None		High		Yes		350		3.5L, 3R		Good		Yes		60		75		100		60		92		0

		1600.00+		None		Medium		Medium		Medium		Yes		400		3.5L, 3R		Good		Yes		100		75		75		75		91		16

		1700.00+		None		High		Medium		Low		No		0		5L,6R		Good		Yes		100		60		75		90		100		25

		1800.00+		None		High		Medium		Low		No		0		5L, 6R		Good		Yes		100		60		75		90		100		25

		1900.00+		Low		High		None		Low		No		0		5L, 6R		Fair		Yes		90		60		100		90		100		40

		2000.00+		None		None		None		None		No		0								100		100		100		100		100		100

		2100.00+		High		High		None		None		No		0		5L, 6R		Fair		Yes		60		60		100		100		100		20

		2200.00+		None		High		None		Medium		No		0		5L, 6R		Fair		Yes		100		60		100		75		100		35

		2300.00+		None		High		Medium		Low		No		0		6L, 5.5R		Fair		Yes		100		60		75		90		100		25

		2400.00+		None		None		None		None		No		0								100		100		100		100		100		100

		2500.00+		Low		Medium		Medium		Low		No		0		6L, 5.5R		Fair		Yes		90		75		75		90		100		30

		2600.00+		None		High		Medium		High		Yes		200		6L, 5.5R		Fair		Yes		100		60		75		60		96		0

																				Overall Rating		89.4		72.8		84.3		81.7		99.1		35.4

																				Mcmillian to Prince		100.0		93.8		90.0		95.0		100.0		78.8

		1. Stationing from McMillian Street (0+00) to Buford Avenue (26+16)																		Prince to Middle St		81.3		68.3		80.4		72.1		99.0		18.8

																				Middle St to Bufford Ave.		94.5		70.0		86.4		87.3		98.8		37.8

				*Station 0+00.00 at curbline on radius adjacent to inlet on left at centerline.

				*Inlets at 0+30(right), 2+40(r&l), 4+54(right), 4+83(right), 6+83(left), 8+68(left), 11+22(left), 11+70(left), 13+70(l&r), 17+85(left), 19+80(l&r), 22+08, 23+89, 24+18, 26+16

				*Drainage box at 0+30 needs addressed

				*4+54 Edge of Prince Street

				*road needs reprofiled

				*need inlet at 6+00

				*needs surveyed, mill and recycle

				*sidewalk depressed from curb starting at 0+00

				*scratch from 5+00 on

				*replace curb on left entire

				*additional inlets needed on right side

				*replaces right curb from 7+99 to 8+12

				*11+97 pavement seam begins more recent and better pavement condition

				*15+62 to 15+93 curbline of Route 116

				*20+00 falls in intersection of Springs Ave

				*19+83 to 20+23 curbline of intersection with Springs

				*replace 10' curb on left around 21+00 to 21+17

				*23+89 to 24+18 is curbline of Seminary Ave





Hudson Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Hudson Alley

		Road Length (miles)		0.11		Section 1				Type		Alley		Area =		803		SY		Section 1		Storm Sewer Condition: N/A

		Road Length (miles)		0.12		Section 2								Area =		812		SY		Section 2

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor		Section 1

		Weathering		Good		Fair		Poor		Section 2

		Drainage		Good		Fair		Poor		Section 1

		Drainage		Good		Fair		Poor		Section 2

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		Low												100		100		100		90		100		90

		200.00+		None		None		None		None												100		100		100		100		100		100

		300.00+		None		None		None		Low												100		100		100		90		100		90

		400.00+		None		None		None		None												100		100		100		100		100		100

		500.00+		None		None		None		None												100		100		100		100		100		100

		600.00+		None		None		None		None												100		100		100		100		100		100

		700.00+		Medium		None		None		Medium												75		100		100		75		100		50

		800.00+		Medium		None		None		High												75		100		100		60		100		35

		900.00+		High		None		None		High												60		100		100		60		100		20

		1000.00+		Medium		None		None		High												75		100		100		60		100		35

		1100.00+		Low		Low		None		Low												90		90		100		90		100		70

		1200.00+		None		Low		None		Medium												100		90		100		75		100		65

																				Section 1 Third to Fourth St		100.0		100.0		100.0		96.7		100.0		96.7

																				Section 2 Fourth to Sixth St		79.2		96.7		100.0		70.0		100.0		45.8

																				Overall rating		88.5		100.0		100.0		83.5		100.0		71.3

		1. Stationing from Third Street (0+10) to Sixth Street (12+82)





Jacobs Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Jacobs Alley

		Road Length (miles)		0.091478						Type		Alley		Area =		698		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		13				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		100.00+		Low		None		None		Medium		No		0								90		100		100		75		100		65

		150.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		200.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		250.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		300.00+		None		Medium		None		Medium		No		0								100		75		100		75		100		50

		350.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		400.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		450.00+		None		Low		None		Low		No		0								100		90		100		90		100		80

		500.00+		None		None		None		Low		No		0								100		100		100		90		100		90

																						97.0		96.5		100.0		84.0		100.0		77.5

		1. Stationing from East Broadway Street (0+24) to Dead End (5+07)





John's Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		John's Avenue

		Road Length (miles)		0.5089		(includes intersec)				Type		Local		Area =		8957		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)														underground

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Low		Low		Low		No				4.5 right, 6 (L)		Fair		Yes		100		90		90		90		100		70

		200.00+		None		Low		None		None		No				4.5 right, 6 (L)		Fair		Yes		100		90		100		100		100		90

		300.00+		Low		Low		Low		Low		No				4.5 right, 6 (L)		Fair		Yes		90		90		90		90		100		60

		400.00+		Medium		Low		None		None		No				4.5 right, 6 (L)		Fair		Yes		75		90		100		100		100		65

		500.00+		Low		None		None		None		No				4.5 right, 6 (L)		Fair		Yes		90		100		100		100		100		90

		600.00+		None		Medium		None		None		No				4.5 right, 6 (L)		Fair		Yes		100		75		100		100		100		75

		700.00+		None		Low		Low		None		No				4.5 right, 6 (L)		Fair		Yes		100		90		90		100		100		80

		800.00+		None		Low		None		None		No				4.5 right, 6 (L)		Fair		Yes		100		90		100		100		100		90

		900.00+		None		Low		Low		Low		Yes		450		4.5 right, 6 (L)		Fair		Yes		100		90		90		90		90		60

		1000.00+		Medium		None		High		None		No				4.5 right, 6 (L)		Fair		Yes		75		100		60		100		100		35

		1100.00+		None		Medium		None		Low		No				4.5 right, 6 (L)		Fair		Yes		100		75		100		90		100		65

		1200.00+		Medium		Medium		Medium		Low		No				4.5 right, 6 (L)		Fair		Yes		75		75		75		90		100		15

		1300.00+		Medium		Medium		None		Low		No				4.5 right, 6 (L)		Fair		Yes		75		75		100		90		100		40

		1400.00+		None		Medium		Low		Medium		No				4.5 right, 6 (L)		Fair		Yes		100		75		90		75		100		40

		1500.00+		Medium		Low		Medium		Low		No				4.5 right, 6 (L)		Fair		Yes		75		90		75		90		100		30

		1600.00+		None		Low		None		Medium		Yes		52		4.5 right, 6 (L)		Fair		Yes		100		90		100		75		99		64

		1700.00+		None		Low		None		Medium		No				4.5 right, 6 (L)		Fair		Yes		100		90		100		75		100		65

		1800.00+		None		Medium		Medium		Low		No				4.5 right, 6 (L)		Fair		Yes		100		75		75		90		100		40

		1900.00+		None		Low		Low		None		No				4.5 right, 6 (L)		Fair		Yes		100		90		90		100		100		80

		2000.00+		None		Medium		Low		Low		No				4.5 right, 6 (L)		Fair		Yes		100		75		90		90		100		55

		2100.00+		Medium		Low		Low		None		Yes		45		4.5 right, 6 (L)		Fair		Yes		75		90		90		100		99		54

		2200.00+		Medium		None		Low		Low		No				4.5 right, 6 (L)		Fair		Yes		75		100		90		90		100		55

		2300.00+		Medium		None		None		Low		No				4.5 right, 6 (L)		Fair		Yes		75		100		100		90		100		65

		2400.00+		None		Medium		None		Low		No				4.5 right, 6 (L)		Fair		Yes		100		75		100		90		100		65

		2500.00+		High		None		None		Medium		No				4.5 right, 6 (L)		Fair		Yes		60		100		100		75		100		35

		2600.00+		None		None		None		None		No				4.5 right, 6 (L)		Fair		Yes		100		100		100		100		100		100

		2700.00+		None		Low		None		None		Yes		300		4.5 right, 6 (L)		Fair		Yes		100		90		100		100		93		83

																						90.4		87.8		92.4		91.9		99.3		61.7

		1. Stationing from Long Lane (0+ 13) to Washington Street(27+00)

				*possible maintenance: reseal, aggregate is showing

				*Intersection of Culp St. is at 13+00

				*19+00 is curbline of Queen Street

				*right side of the road is scratched with bigger aggregate

				*27+00 is curbline of Washington St

				*1% crown at beginning of road. Road loses crown.





Keefer Aly

		Keefer Alley

		Road Length (miles)		0.067045						Type		Alley		Area =		472		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		None		None		None		None		No		0								100		100		100		100		100		100

		050.00+		None		None		None		None		No		0								100		100		100		100		100		100

		075.00+		None		None		None		None		No		0								100		100		100		100		100		100

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100

		125.00+		None		None		None		None		No		0								100		100		100		100		100		100

		150.00+		None		None		None		None		No		0								100		100		100		100		100		100

		175.00+		None		None		None		None		No		0								100		100		100		100		100		100

		200.00+		None		None		None		None		No		0								100		100		100		100		100		100

		225.00+		None		None		None		None		No		0								100		100		100		100		100		100

		250.00+		Low		None		None		None		No		0								90		100		100		100		100		90

		275.00+		Low		None		None		None		No		0								90		100		100		100		100		90

		300.00+		Low		None		None		None		No		0								90		100		100		100		100		90

		325.00+		None		None		None		None		No		0								100		100		100		100		100		100

		350.00+		None		None		None		None		No		0								100		100		100		100		100		100

																						97.9		100.0		100.0		100.0		100.0		97.9

		1. Stationing from Hudson Alley (0+06) to Wye Alley (3+60)





King St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		King Street

		Road Length (miles)		0.2784		(includes intersec)				Type		Local		Area =		4900		SY				Storm Sewer Condition:

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition:

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		Low		High		None		Low		Yes		200		5.5		Fair		Yes		90		60		100		90		96		36

		200.00+		Medium		High		Medium		Medium		Yes		16		5.5		Fair		Yes		75		60		75		75		100		0

		300.00+		None		Medium		High		Medium		No				5.5		Fair		Yes		100		75		60		75		100		10

		400.00+		Low		Medium		Medium		Medium		No				5.5		Fair		Yes		90		75		75		75		100		15

		500.00+		High		None		None		Medium		No				5.5		Fair		Yes		60		100		100		75		100		35

		600.00+		Medium		None		High		Low		No				5.5		Fair		Yes		75		100		60		90		100		25

		700.00+		Low		Medium		Medium		Medium		No				5.5		Fair		Yes		90		75		75		75		100		15

		800.00+		Low		High		None		Low		No				5.5		Fair		Yes		90		60		100		90		100		40

		900.00+		Medium		High		None		High		No				5.5		Fair		Yes		75		60		100		60		100		0

		1000.00+		Low		None		Medium		Medium		No				5.5		Fair		Yes		90		100		75		75		100		40

		1100.00+		Low		None		Medium		High		No				5.5		Fair		Yes		90		100		75		60		100		25

		1200.00+		Low		High		High		Medium		No				5.5		Fair		Yes		90		60		60		75		100		0

		1300.00+		None		None		None		Low		No				5.5		Fair		Yes		100		100		100		90		100		90

		1400.00+		None		None		Medium		None		No				5.5		Fair		Yes		100		100		75		100		100		75

																						86.8		80.4		80.7		78.9		99.7		29.0

		1. Stationing from Steinwehr Avenue (0+15) to Long Lane (14+86)

				*station 0+00 is at the curbline of Steinwehr Ave.

				*road ends at 14+86 at curbline of Long Lane

				*Storm sewer pipe on right shoulder at approx. 9 inches depth

				*existing 15 inch corrugated metal pipe at station 11+00

				*at 13+00 pavement is pushing away from curb

				*curb changes at Fairview Ave, goes to 8 inches





Kuhn Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Kuhn Alley

		Road Length (miles)		0.06856						Type		Alley		Area =		483		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		Low		No		0		6(right)		Fair				100		100		100		90		100		90

		100.00+		Low		None		None		Medium		No		0		10(right)		Fair				90		100		100		75		100		65

		150.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		200.00+		None		High		None		Medium		No		0								100		60		100		75		100		35

		250.00+		High		None		None		High		No		0								60		100		100		60		100		20

		300.00+		Medium		None		None		Low		No		0								75		100		100		90		100		65

		350.00+		High		None		None		Low		No		0								60		100		100		90		100		50

																						82.1		94.3		100.0		81.4		100.0		57.9

		1. Stationing from Water Street (0+18) to Monument Alley (3+80)





Lefever St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Lefever Street

		Road Length (miles)		0.382		(no intersect)				Type		Local		Area =		6510		SY				Storm Sewer Condition: N/A

		Paved width (feet)		25				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

																																				Alligator		Longitud.		Transverse		Rutting

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Cracking		Cracking		Cracking

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0								Low		Medium		None		Medium

		100.00+		Low		Medium		None		Medium		No		0						No		90		75		100		75		100		40				Low		Medium		None		Medium

		200.00+		Low		Medium		None		Medium		No		0						No		90		75		100		75		100		40				Low		Low		None		Low

		300.00+		Low		Low		None		Low		No		0						No		90		90		100		90		100		70				Low		Low		None		Medium

		400.00+		Low		Low		None		Medium		No		0						No		90		90		100		75		100		55				Low		None		None		Medium

		500.00+		Low		None		None		Medium		Yes		880						No		90		100		100		75		77		42				None		High		Medium		Low

		600.00+		None		High		Medium		Low		No		0						No		100		60		75		90		100		25				Low		High		High		High

		700.00+		Low		High		High		High		No		0						No		90		60		60		60		100		0				Low		Medium		Medium		None

		800.00+		Low		Medium		Medium		None		No		0						No		90		75		75		100		100		40				Low		Medium		None		Low

		900.00+		Low		Medium		None		Low		No		0						No		90		75		100		90		100		55				Low		Medium		None		Medium

		1000.00+		Low		Medium		None		Medium		No		0						No		90		75		100		75		100		40				Low		Medium		None		Medium

		1100.00+		Low		Medium		None		Medium		No		0						No		90		75		100		75		100		40				None		Low		None		None

		1200.00+		None		Low		None		None		No		0		5.5(L)				Yes		100		90		100		100		100		90				None		Low		Medium		None

		1300.00+		None		Low		Medium		None		No		0						No		100		90		75		100		100		65				None		None		None		None

		1400.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				None		None		None		Medium

		1500.00+		None		None		None		Medium		No		0						No		100		100		100		75		100		75				Low		Medium		None		Low

		1600.00+		Low		Medium		None		Low		No		0						No		90		75		100		90		100		55				Medium		Medium		Medium		Medium

		1700.00+		Medium		Medium		Medium		Medium		No		0						No		75		75		75		75		100		0				Medium		Low		None		Low

		1800.00+		Medium		Low		None		Low		No		0						No		75		90		100		90		100		55				Low		None		None		None

		1900.00+		Low		None		None		None		No		0						No		90		100		100		100		100		90				None		Medium		None		None

		2000.00+		None		Medium		None		None		Yes		32		3(L)				No		100		75		100		100		99		74

																						91.5		82.3		93.0		85.5		98.8		52.5

		1. Stationing from East Confederate Avenue (0+26) to Baltimore Street (20+45)

				*Station 0+00.00 at centerline of East Confederate Ave

				*Road starts at 0+26

				*Road ends at 20+45 at curbline of Baltimore Street

				*At 11+00 sidewalk starts.

				*At 11+50 road widens to 32'

				*Inlet at 12+25

				*At 18+75 widens to 36'

				*4' paved sidewalk on the right

				*6' patch from 4+87 to 5+97 appears to just be scratch

				*6+23 appears shoulder is washed by stormwater

				*At 10+00 curb blocks and 6' wide paved sidewalk on right.





Legion Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Legion Alley

		Road Length (miles)		0.107954		Reynolds to West								Area =		635		SY

		Road Length (miles)		0.39867		West to Stratton								Area =		2340		SY

		Road Length (miles)		0.25189		Stratton to Middle				Type		Alley		Area =		1720		SY				Storm Sewer Condition: Fair

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				Medium

		200.00+		Medium		None		None		None		No		0						No		75		100		100		100		100		75				Low

		300.00+		Medium		None		None		High		No		0						No		75		100		100		60		100		35				High

		400.00+		None		High		None		None		No		0						No		100		60		100		100		100		60				Low

		500.00+		Medium		Medium		None		None		No		0						No		75		75		100		100		100		50				Low

		600.00+																				0		0		0		0

		700.00+		High		High		None		Medium		No		0						No		60		60		100		75		100		0				Medium

		800.00+		High		None		None		Low		No		0						No		60		100		100		90		100		50				Low

		900.00+		High		None		None		High		No		0						No		60		100		100		60		100		20				High

		1000.00+		High		High		None		High		No		0						No		60		60		100		60		100		0				High

		1100.00+		High		None		None		Low		No		0						No		60		100		100		90		100		50				Low

		1200.00+		High		None		None		Low		No		0						No		60		100		100		90		100		50				Low

		1300.00+		High		Medium		None		Medium		No		0						No		60		75		100		75		100		10				Medium

		1400.00+		High		None		None		Low		No		0						No		60		100		100		90		100		50				Low

		1500.00+		None		Medium		None		Low		No		0						No		100		75		100		90		100		65				Low

		1600.00+		Medium		Medium		None		Low		No		0						No		75		75		100		90		100		40				Low

		1700.00+		High		None		None		Medium		No		0						No		60		100		100		75		100		35				Medium

		1800.00+		High		None		None		High		No		0						No		60		100		100		60		100		20				High

		1900.00+		High		Medium		None		High		No		0						No		60		75		100		60		100		0				High

		2000.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90				Low

		2100.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				None

		2200.00+																				0		0		0		0

		2300.00+		High		None		None		High		No		0						No		60		100		100		60		100		20				High

		2400.00+		Medium		None		None		Low		No		0						No		75		100		100		90		100		65				Low

		2500.00+		Medium		Medium		None		Medium		No		0						No		75		75		100		75		100		25				Medium

		2600.00+		High		None		None		High		No		0						No		60		100		100		60		100		20				High

		2700.00+		Medium		Medium		None		High		Yes		600						No		75		75		100		60		60		0				High

		2800.00+																				0		0		0		0

		2900.00+		Low		High		None		High		No		0						No		90		60		100		60		100		10				High

		3000.00+		None		High		None		None		No		0						No		100		60		100		100		100		60				None

		3100.00+		None		Medium		None		Low		No		0						No		100		75		100		90		100		65				Low

		3200.00+		None		Low		None		Low		No		0						No		100		90		100		90		100		80				Low

		3300.00+		High		None		None		High		No		0						No		60		100		100		60		100		20				High

		3400.00+																				0		0		0		0

		3500.00+		High		Medium		None		Medium		No		0						No		60		75		100		75		100		10				Medium

		3600.00+		High		None		None		Medium		No		0						No		60		100		100		75		100		35				Medium

		3700.00+		High		None		None		Medium		No		0						No		60		100		100		75		100		35				Medium

		3800.00+		None		High		None		Low		No		0						No		100		60		100		90		100		50				Low

		3900.00+		High		None		None		Medium		No		0						No		60		100		100		75		100		35				Medium

		4000.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				None

		4100.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				None

																				Overall rating		74.9		86.8		100.0		80.3		98.9		44.1

																				Reynolds to West St.		85.0		87.0		100.0		92.0		100.0		64.0

		1. Stationing from Reynolds Street (0+00) to Middle Street (41+65)																		West St. to Stratton St.		69.0		88.5		100.0		77.0		98.0		35.5

																				Stratton St. to Middle St.		82.5		85.0		100.0		82.5		100.0		50.0

				*0+00 at centerline of Reynolds

				*41+65 at curbline of East Middle

				*24+80 to 25+35 run all on right side (3' high)

				*24+80 possible storm sewer to Stratton

				*lump sum for design and improvements

				*run curb on right 26+80 to 27+73

				*curbline of Stratton 27+80 to 28+07

				*from Stratton to end of Legion: 5% base repair, 50% base repair for the rest

				*13' width at 28+00

				*34+00 width to 10'

				*Lefever curbine from 33+80 to 34+08

				*39+62 pavement seam to 41+35 appears to be 1/2" of scratch

				*depressed in center

				*base repair

				*Inlets at 4+08 (in Plank)

				*curbline of West St. 5+85 and 6+15

				*base repair, reclaim

				*wheel paths on both sides, 6' wide

				*Franklin curbline 10+58 and1+88

				*curbline of Washington 15+30 and 15+61, at 15+61 begin 11.5' width

				*17+00 drainage issues

				*17+00 narrows to 10'

				*Baltimore curbline at 21+50 and 21+92

				*Washington to Baltimore crowns to center





Levan Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Levan Alley

		Road Length (miles)		0.04848		(no intersects)				Type		Alley		Area =		285		SY				Storm Sewer Condition: N/A

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		050.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		075.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		100.00+		None		Low		None		Low		No		0								100		90		100		90		100		80

		125.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		150.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		175.00+		None		Medium		None		Medium		No		0								100		75		100		75		100		50

		200.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		225.00+		Low		None		Medium		Medium		No		0								90		100		75		75		100		40

		250.00+		High		None		None		High		No		0								60		100		100		60		100		20

																						82.5		96.5		97.5		78.0		100.0		54.5

		1. Stationing from Court Alley (0+06) to Patrick Alley (2+56)





Liberty St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Liberty Street

		Road Length (miles)		0.075757		(no intersects)				Type		Local		Area =		1334		SY				Storm Sewer Condition:

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)														Overall Curb Condition:

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse		Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		None		No		0		6(L), 3.5(R)						100		100		100		100		100		100				None		Medium		None		None

		100.00+		None		None		None		Low		No		0		DA(L), 4(R)						100		100		100		90		100		90				None		Low		None		Low

		150.00+		None		None		None		Low		No		0		DA(L), 4(R)						100		100		100		90		100		90				None		Medium		None		Low

		200.00+		Low		None		None		Low		No		0		DA(L), 4(R)						90		100		100		90		100		80				None		Medium		Low		Low

		250.00+		Low		None		None		Low		No		0		7.5(L), 4(R)						90		100		100		90		100		80				None		High		Low		Low

		300.00+		Low		None		None		Low		No		0		7.5(L), 4(R)						90		100		100		90		100		80				None		High		Low		Low

		350.00+		Medium		None		None		Low		No		0		5(L), 4(R)						75		100		100		90		100		65				None		Medium		Medium		Low

		400.00+		Medium		None		None		Low		No		0		5(L), 5.5(R)						75		100		100		90		100		65				None		Medium		Low		Low

																						90.0		100.0		100.0		91.3		100.0		81.3

		1. Stationing from Middle Street (0+17) to York Street (4+17)

				*0+00 at the centerline of Middle Street

				*0+17 at the curbline of Middle Street

				*4+17 at the curbline of Route 30

				*double yellow lines start at 0+29, end at 3+87

				*monolithic sidewalk on both sides.

				*parking lanes on the right

				*at 2+00 on the right replace 100' of curb

				*stop bar at 3+87

				*surface treatment, scratch, possible milling.





Linbro Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Linbro Alley

		Road Length (miles)		0.076136		(no intersects)				Type		Alley		Area =		447		SY				Storm Sewer Condition:				Poor

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		Low		None		None		Medium		No		0								90		100		100		75		100		65

		100.00+		Low		None		None		Medium		No		0								90		100		100		75		100		65

		150.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		200.00+		Medium		None		None		High		No		0								75		100		100		60		100		35

		250.00+		High		None		None		High		No		0								60		100		100		60		100		20

		300.00+		High		High		None		Medium		No		0								60		60		100		75		100		0

		350.00+		Low		Low		None		Low		No		0								90		90		100		90		100		70

		400.00+		Low		None		None		None		No		0								90		100		100		100		100		90

																						78.8		93.8		100.0		76.3		100.0		49.4

		1. Stationing from Lincoln Avenue (0+12) to Broadway Street (4+14)





Lincoln Lane

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Lincoln Lane

		Lincoln Lane		0.133522						Type		Alley		Area =		970		SY				Storm Sewer Condition: Fair

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				7										Overall Curb Condition: Good (where applicable)

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Low		None		Low		No		0						Yes		100		90		100		90		100		80

		200.00+		None		Medium		None		Low		No		0						Yes		100		75		100		90		100		65

		300.00+		None		None		None		None		No		0		7		Good		Yes		100		100		100		100		100		100

		400.00+		None		Low		None		None		No		0		7		Good		Yes		100		90		100		100		100		90

		500.00+		None		Low		None		Low		No		0		7		Good		Yes		100		90		100		90		100		80

		600.00+		None		Medium		None		High		No		0		7		Good		Yes		100		75		100		60		100		35

		700.00+		Low		Low		Medium		Medium		No		0		7		Good		Yes		90		90		75		75		100		30

																						98.6		87.1		96.4		86.4		100.0		68.6

		1. Stationing from Washington Street (0+20) to Long Lane (7+25)

				*Station 0+00.00 at centerline of Washington Street

				*Curb on right starts at 2+63

				*Around 4+00 road flares out to 14 feet

				*Road ends at 7+25 on the curbline of Long Lane.





Little Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Little Alley

		Road Length (miles)		0.038825		(no intersects)				Type		Alley		Area =		262		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		11.5				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

		050.00+		High		None		None		Medium		No		0						No		60		100		100		75		100		35

		075.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

		100.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

		125.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

		150.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

		175.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

		200.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

																						95.0		100.0		100.0		88.1		100.0		83.1

		1. Stationing from York Street (0+18) to Racehorse Alley (2+23)

				*0+00 at centerline of Route 30

				*0+18 at curbline of Route 30

				*2+23 at the post at end

				*curbline to 0+45 1.5" curb on right





Locust Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Locust Avenue

		Road Length (miles)		0.07121		(no intersects)				Type		Local		Area =		836		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		20				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				4										Overall Curb Condition:				Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		None		No		0		1(L), 5.5R		Good		No		100		100		100		100		100		100

		100.00+		None		None		None		None		No		0				Good		No		100		100		100		100		100		100

		150.00+		None		None		None		None		No		0		5.5R		Good		No		100		100		100		100		100		100

		200.00+		None		None		None		None		No		0		3(L), 8R		Good		No		100		100		100		100		100		100

		250.00+		None		None		None		None		No		0		3(L)		Good		No		100		100		100		100		100		100

		300.00+		None		None		None		None		No		0		3(L), 4R		Good		No		100		100		100		100		100		100

		350.00+		None		None		None		None		No		0		3R		Good		No		100		100		100		100		100		100

																						100.0		100.0		100.0		100.0		100.0		100.0

		1. Stationing from Baltimore Street (0+19) to Wainwright Avenue (3+95)

				*Station 0+00.00 at centerline of Baltimore Street

				*Road starts at 0+19 at the curbline of Baltimore Street

				*Road ends at 3+95 at curbline of Wainwright Ave

				*Monolithic sidewalks on both sides

				*Driveway apron on left at 1+50 and 3+50

				*At 1+26 start of regular curb on the right

				*Monolithic sidewalks on both sides starting at 3+00 again

				*good crown.





Long Ln

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Long Lane

		Road Length (miles)		0.104163		(no intrs)		7+00 to 12+00		Type		Local		Area =		1589		SY				Storm Sewer Condition:				Fair

		Road Length (miles)		0.128787		0+00 to 7+00										1965

		Road Length (miles)		0.6123		(no intrs)								Area =		10777		SY

				Section 1		Secton 2

		Paved width (feet)		26		30		Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				6										Overall Curb Condition:				Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Section 1

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Low		Low		None		No		0		5		Fair		Yes		100		90		90		100		100		80

		200.00+		None		Medium		None		None		No		0		5		Fair		Yes		100		75		100		100		100		75

		300.00+		None		Low		Low		Low		No		0		5		Fair		Yes		100		90		90		90		100		70

		400.00+		None		Medium		None		None		No		0		5		Fair		Yes		100		75		100		100		100		75

		500.00+		None		Medium		None		None		No		0		5		Fair		Yes		100		75		100		100		100		75

		600.00+		None		Medium		None		None		No		0		5		Fair		Yes		100		75		100		100		100		75

		700.00+		None		Low		None		None		No		0		5		Fair		Yes		100		90		100		100		100		90

		800.00+		None		Low		None		None		Yes		4		5		Fair		Yes		100		90		100		100		100		90

		900.00+		None		Low		None		None		No		0		5		Fair		Yes		100		90		100		100		100		90

		1000.00+		Low		None		None		None		Yes		5		5		Fair		Yes		90		100		100		100		100		90

		1100.00+		None		Low		None		None		No		0		5		Fair		Yes		100		90		100		100		100		90

		1200.00+		None		None		None		None		No		0		5		Fair		Yes		100		100		100		100		100		100

		Section 2

		Station2

		1+00.00		None		None		Low		None		Yes		176		5		Fair		Yes		100		100		90		100		96		86

		2+00.00		None		None		None		None		Yes		80		5		Fair		Yes		100		100		100		100		98		98

		3+00.00		None		None		None		None		No		0		5		Fair		Yes		100		100		100		100		100		100

		4+00.00		Medium		High		None		None		Yes		112		5		Fair		Yes		75		60		100		100		98		33

		5+00.00		None		Medium		None		None		No		0		5		Fair		Yes		100		75		100		100		100		75

		6+00.00		None		Medium		Low		Low		No		0		5		Fair		Yes		100		75		90		90		100		55

		7+00.00		None		Low		None		None		Yes		72		5		Fair		Yes		100		90		100		100		98		88

		8+00.00		Medium		Low		Low		None		Yes		80		5		Fair		Yes		75		90		90		100		98		53

		9+00.00		Low		None		None		None		No		0		5		Fair		Yes		90		100		100		100		100		90

		10+00.00		Low		Medium		None		None		No		0		5		Fair		Yes		90		75		100		100		100		65

		11+00.00		None		Medium		Medium		None		No		0		5		Fair		Yes		100		75		75		100		100		50

		12+00.00		None		Medium		Medium		None		No		0		5		Fair		Yes		100		75		75		100		100		50

		13+00.00		None		Low		Low		None		Yes		0		5		Fair		Yes		100		90		90		100		100		80

		14+00.00		None		None		None		None		No		0		5		Fair		Yes		100		100		100		100		100		100

		15+00.00		Low		Low		None		Low		No		0		5		Fair		Yes		90		90		100		90		100		70

		16+00.00		Low		Low		Low		None		No		0		5		Fair		Yes		90		90		90		100		100		70

		17+00.00		Medium		High		Medium		Low		No		0		5		Fair		Yes		75		60		75		90		100		0

		18+00.00		Medium		High		Medium		Low		Yes		52		5		Fair		Yes		75		60		75		90		99		0

		19+00.00		Medium		Medium		Medium		Low		Yes		140		5		Fair		Yes		75		75		75		90		97		12

		20+00.00		Medium		High		Medium		Low		No		0		5		Fair		Yes		75		60		75		90		100		0

		21+00.00		None		Low		None		None		No		0		8		Good		Yes		100		90		100		100		100		90

		22+00.00		None		None		Low		None		No		0		8		Good		Yes		100		100		90		100		100		90

		23+00.00		None		Medium		None		Low		No		0		8		Good		Yes		100		75		100		90		100		65

		24+00.00		None		Low		Low		Low		No		0		8		Good		Yes		100		90		90		90		100		70

		25+00.00		Low		Low		Low		Medium		No		0		8		Good		Yes		90		90		90		75		100		45

		26+00.00		Medium		Medium		Medium		Medium		No		0		8		Good		Yes		75		75		75		75		100		0

		27+00.00		Medium		Low		Low		Low		No		0		8		Good		Yes		75		90		90		90		100		45

		28+00.00		Low		Low		None		Low		No		0		8		Good		Yes		90		90		100		90		100		70

		29+00.00		None		Medium		Low		None		No		0		8		Good		Yes		100		75		90		100		100		65

		30+00.00		Low		Medium		Low		Low		No		0		8		Good		Yes		90		75		90		90		100		45

		31+00.00		None		High		Low		Low		No		0		8		Good		Yes		100		60		90		90		100		40

		32+00.00		None		Medium		Low		None		No		0		8		Good		Yes		100		75		90		100		100		65

																				Overall Rating		93.6		83.3		92.6		95.9		99.6		65.1

																				Steinwehr Ave to Sunset Ave Section 1 (0+00 to 7+00-Highland Ave)		100.0		80.0		96.7		98.3		100.0		75.0

																				Steinwehr Ave to Sunset Ave Section 1 (7+00-Highland Ave to Sunset.)		98.3		93.3		100.0		100.0		100.0		91.6

																				Cul De Sac to Breckenridge Street Section 2		91.6		82.0		90.5		94.7		99.5		58.3

		1. Stationing from Steinwehr Avenue (0+19) to Curbline of Sunset Avenue (12+45)

		2. Stationing from Edge of Cul de Sac (0+00) to Curbline of BreckenRidge Street (32+26)

		General Notes:

				11+94 Curb starts on left and road width is 32'





Markley Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Markley Alley

		Road Length (miles)		0.200056		(no intersects)				Type		Alley		Area =		1409		SY				Storm Sewer Condition:				Fair

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition:				Good (where applicable)

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		200.00+		None		high		None		Low		No		0								100		60		100		90		100		50

		300.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		400.00+		None		None		None		None		Yes		86								100		100		100		100		95		95

		500.00+		None		None		None		Medium		Yes		86		5		Good				100		100		100		75		95		70

		600.00+		None		high		None		Low		No		0		5		Good				100		60		100		90		100		50

		700.00+		None		None		None		None		No		0								100		100		100		100		100		100

		800.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		900.00+		Medium		high		None		Low		No		0								75		60		100		90		100		25

		1000.00+		None		None		None		Low		No		0								100		100		100		90		100		90

																						97.5		83.0		100.0		90.5		99.0		70.0

		1. Stationing from Stevens Street (0+17) to Broadway Street (10+76)

				*0+00 at the centerline of Stevens Ave

				*0+16 at the curbline of Stevens Ave

				*10+76 at the curbline of East Broadway

				*4+41 begins a 2 1/2' utility patch to 5+23

				*5+21 begin curb on right

				*curbline of East Linclon at 6+45 and 6+75

				*consider an inlet at 6+45

				*inlets at 6+77 and 8+34

				*from 6+75 to end alley has depressed center, good pavement

				*pavement seam at 8+47 start of bad pavement

				*9-29-10





Mayor Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Mayor Alley

		Road Length (miles)		0.05018		(no intersects)				Type		Alley		Area =		354		SY				Storm Sewer Condition: N/A

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)														Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		None		Low		None		None		No		0						No		100		90		100		100		100		90

		050.00+		None		None		None		Low		No		0						No		100		100		100		90		100		90

		075.00+		None		High		None		Low		No		0						No		100		60		100		90		100		50

		100.00+		None		High		None		Low		No		0						No		100		60		100		90		100		50

		125.00+		None		Medium		None		Medium		No		0						No		100		75		100		75		100		50

		150.00+		None		None		None		None		No		0						No		100		100		100		100		100		100

		175.00+		None		High		None		Medium		No		0						No		100		60		100		75		100		35

		200.00+		None		Medium		None		None		No		0						No		100		75		100		100		100		75

		225.00+		None		Medium		None		None		No		0						No		100		75		100		100		100		75

		250.00+		None		High		None		None		No		0						No		100		60		100		100		100		60

																						100.0		75.5		100.0		92.0		100.0		67.5

		1. Stationing from Dobbin Alley (0+06) to Court Alley (2+71)





McMillian St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		McMillian Street

		Road Length (miles)		0.04261		(no intersects)				Type		Local		Area =		750		SY				Storm Sewer Condition:

		Paved width (feet)		30				Pavement Age (yrs)														Good

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				6										Overall Curb Condition:

		Weathering		Good		Fair		Poor														Good

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		None		None		None		High		Yes		200								100		100		100		60		82		42

		025.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		050.00+		None		None		None		None		No		0		6L, daR		Good		No		100		100		100		100		100		100

		075.00+		None		Low		None		None		No		0		6L, 7R		Good		No		100		90		100		100		100		90

		100.00+		None		None		None		None		No		0						No		100		100		100		100		100		100

		125.00+		None		None		None		None		No		0						No		100		100		100		100		100		100

		150.00+		None		None		None		Low		No		0		6.5L, 6R		Good		No		100		100		100		90		100		90

		175.00+		None		Low		None		None		No		0		6.5L, 5R		Good		No		100		90		100		100		100		90

		200.00+		None		None		None		None		No		0		6L, 5.5R		Good		No		100		100		100		100		100		100

		225.00+		None		None		Low		Low		No		0		6L, 5.5R		Good		No		100		100		90		90		100		80

																						100.0		95.5		99.0		93.0		98.2		85.7

		1. Stationing from Ridge Avenue (0+00) to Howard Avenue (2+40)

				*Station 0+00 at curbline of Ridge Ave adjacent to Inlet

				*Road ends at 2+40 on the curbline of Howard

				*Inlets at 0+38(left), 2+25(r&l)

				*regular curbing

				*Surface treatment, crack sealing

				*0+99 utility patch 150 sq.ft.

				*1+00 to 2+00 sidewalk needs raised





Monument Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Monument Alley

		Road Length (miles)		0.065909		(no intersects)				Type		Alley		Area =		348		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		9				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		High		None		None		High		No		0								60		100		100		60		100		20

		100.00+		High		None		None		High		No		0								60		100		100		60		100		20

		150.00+		High		None		None		High		No		0								60		100		100		60		100		20

		200.00+		High		None		None		High		No		0								60		100		100		60		100		20

		250.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		300.00+		High		None		None		Low		No		0								60		100		100		90		100		50

		350.00+		None		High		None		Low		No		0								100		60		100		90		100		50

																						65.7		94.3		100.0		70.7		100.0		30.7

		1. Stationing from Water Street (0+19) to Delap Avenue (3+67)





Mummasburg St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Mummasburg Street

		Road Length (miles)		0.10606		(no intersects)				Type		Local		Area =		1494		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		24				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				6										Overall Curb Condition:				Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

																																						Before Revision

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway						Alligator		Longitud.		Transverse

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating						Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		050.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65				1+00		High		High		High

		100.00+		Medium		High		High		Medium		No		0		7,DA		Fair				75		60		60		75		100		0				2+00		None		High		High

		150.00+		None		Medium		None		Low		No		0		6(left), 5(right)		Fair				100		75		100		90		100		65				3+00		None		High		None

		200.00+		None		High		None		None		No		0		7, 5.5		Fair				100		60		100		100		100		60				4+00		None		High		None

		250.00+		Low		High		None		Low		No		0		6(left), 5.5(right)		Fair				90		60		100		90		100		40				5+00		None		Medium		None

		300.00+		None		Low		None		None		No		0		6,5		Fair				100		90		100		100		100		90

		350.00+		Low		None		None		Low		No		0		6(left), 5.5(right)		Fair				90		100		100		90		100		80

		400.00+		Low		None		None		Medium		No		0		5(right)		Fair				90		100		100		75		100		65

		450.00+		None		Medium		None		Low		No		0		6(left), 5.5(right)		Fair				100		75		100		90		100		65

		500.00+		None		Medium		None		Medium		No		0		6, 5.5		Fair				100		75		100		75		100		50

		550.00+		None		Medium		None		Medium		No		0		6(left), 5.5(right)		Fair				100		75		100		75		100		50

																						95.0		76.8		96.4		86.4		100.0		57.3

		1. Stationing from Steven Street (0+18) to Water Street (5+78)

				*replace left curb 0+40 to 1+20

				*monolithic sidewalk on right at 1+73

				*parking lanes on left

				*need 2 inlets at 3+00 and 5+78 (both sides)

				*replace left curb from 4+10 to 4+80

				*inlet at 5+78





Naugle Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Naugle Alley

		Road Length (miles)		0.073674						Type		Alley		Area =		476		SY				Storm Sewer Condition: N/A

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		Low		No		0								100		100		100		90		100		90				Medium

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100

		150.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		200.00+		None		None		None		None		No		0								100		100		100		100		100		100

		250.00+		None		None		None		None		No		0								100		100		100		100		100		100

		300.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		350.00+		None		None		None		Low		No		0								100		100		100		90		100		90

																						100.0		100.0		100.0		94.3		100.0		94.3

		1. Stationing from Markley Alley (0+06) to Stratton Street (3+95)





No Name Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		No Name Alley

		Road Length (miles)		0.032575						Type		Alley		Area =		192		SY				Storm Sewer Condition: N/A

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+																				0		0		0		0

		050.00+		None		High		None		High		No		0								100		60		100		60		100		20

		075.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		100.00+		None		None		None		High		No		0								100		100		100		60		100		60

		125.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		150.00+		None		High		None		High		No		0								100		60		100		60		100		20

		175.00+		None		None		None		Low		No		0								100		100		100		90		100		90

																						100.0		86.7		100.0		70.0		100.0		56.7

		1. Stationing from Stratton Street (0+20) to Hazel Alley (1+92)

				*0+00 at the centerline of Stratton

				*0+20 at curbline of Stratton

				*1+92 at edge of Hazel

				*back of sidewalk, along Stratton, at 0+30

				*4' utility patch whole length of alley

				*inlet at 1+42, needs replaced.





Noonan Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Noonan Alley

		Road Length (miles)		0.188		993 feet				Type		Alley		Area =		1214		SY		Storm Sewer Condition:				Fair

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:

		Weathering		Good		Fair		Poor														N/A

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		Low		No		0		N/A		N/A		No		100		100		100		90		100		90

		200.00+		None		None		None		None		No		0		N/A		N/A		No		100		100		100		100		100		100

		300.00+		None		None		None		Medium		No		0		N/A		N/A		No		100		100		100		75		100		75

		400.00+		None		None		None		Low		No		0		N/A		N/A		No		100		100		100		90		100		90

		500.00+		None		None		None		Low		No		0		N/A		N/A		No		100		100		100		90		100		90

		600.00+		None		None		None		Low		No		0		N/A		N/A		No		100		100		100		90		100		90

		700.00+		None		Low		None		Low		No		0		N/A		N/A		No		100		90		100		90		100		80

		800.00+		None		Low		None		Low		No		0		N/A		N/A		No		100		90		100		90		100		80

		900.00+		None		None		None		Low		No		0		N/A		N/A		Yes		100		100		100		90		100		90

		1000.00+		None		None		None		Low		No		0		N/A		N/A		Yes		100		100		100		90		100		90

																						100.0		98.0		100.0		89.5		100.0		87.5

		1. Stationing from centerline of Queen Street (0+17) to Curb Line of Johns Avenue (10+10)

		General note:		Existing 2 Inlets at end of Alley In center of road and 5 on edge of John's Avenue





Pape Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Pape Alley

		Road Length (miles)		0.05		264 Feet				Type		Alley		Area =		323		SY				Storm Sewer Condition:

		Paved width (feet)		11				Pavement Age (yrs)														Fair

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:

		Weathering		Good		Fair		Poor														N/A

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		Medium		None		None		High		No		0						No		75		100		100		60		100		35

		100.00+		Medium		None		None		Low		No		0						No		75		100		100		90		100		65

		150.00+		Medium		Medium		None		Medium		No		0						No		75		75		100		75		100		25

		200.00+		Medium		None		Medium		High		No		0						No		75		100		75		60		100		10

		250.00+		High		None		None		Medium		No		0						No		60		100		100		75		100		35

																						72.0		95.0		95.0		72.0		100.0		34.0

		1. Stationing from Centerline of Franklin Street (0+23) to Edge of Warner Alley (2+87)

		General Notes:		Sidewalk along right side until 1+12

				Road flares out to 17' wide at 1+58

				Block laid curb starts at 1+58 on left





Park St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Park Street

		Road Length (miles)		0.058		306 feet				Type		Local		Area =		1021		SY				Storm Sewer Condition:

		Paved width (feet)		30				Pavement Age (yrs)				Under 7 years										None

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				5.5										Overall Curb Condition:

		Weathering		Good		Fair		Poor														Good

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+												0		5.0 to 5.5		Good		No		0		0		0		0

		050.00+		None		Low		None		None		No		0		5.0 to 5.5		Good		No		100		90		100		100		100		90

		100.00+		None		Low		Low		None		No		0		5.0 to 5.5		Good		No		100		90		90		100		100		80

		150.00+		None		Low		None		None		No		0		5.0 to 5.5		Good		No		100		90		100		100		100		90

		200.00+		None		Low		None		None		Yes		251		5.0 to 5.5		Good		No		100		90		100		100		89		79

		250.00+		None		None		None		None		No		0		5.0 to 5.5		Good		No		100		100		100		100		100		100

		300.00+		None		None		None		None		No		0		5.0 to 5.5		Good		No		100		100		100		100		100		100

																						100.0		93.3		98.3		100.0		98.1		89.8

		1. Stationing from Long Lane (0+12)  to Curbline at Utility Pole (3+18)





Patrick Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Patrick Alley

		Road Length (miles)		0.075						Type		Alley		Area =		484		SY				Storm Sewer Condition:

		Paved width (feet)		11				Pavement Age (yrs)														N/A

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)														Overall Curb Condition:

		Weathering		Good		Fair		Poor														N/A

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		High		None		None		High		No		0								60		100		100		60		100		20

		100.00+		Medium		None		None		Low		No		0								75		100		100		90		100		65

		150.00+		Medium		Medium		None		None		No		0								75		75		100		100		100		50

		200.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		250.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		300.00+		High		Medium		None		Low		No		0								60		75		100		90		100		25

		350.00+		Medium		High		None		Medium		No		0								75		60		100		75		100		10

		400.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

																						79.4		82.5		100.0		85.6		100.0		47.5

		1. Stationing from Wall Alley (0+02) to Breckenridge (3+98)





Pfeffer Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Pfeffer Alley

		Road Length (miles)		0.029924						Type		Alley		Area =		211		SY				Storm Sewer Condition: N/A

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		None		None		None		None		Yes		112						Yes		100		100		100		100		75		75				Medium

		050.00+		None		Low		None		None		Yes		112						Yes		100		90		100		100		75		65				Medium

		075.00+		None		Low		None		None		Yes		112						Yes		100		90		100		100		75		65				Medium

		100.00+		None		Low		Medium		None		Yes		112						Yes		100		90		75		100		75		40				Medium

		125.00+		None		Low		None		None		Yes		112						Yes		100		90		100		100		75		65				Medium

		150.00+		None		None		None		None		No		112						Yes		100		100		100		100		75		75				High

																						100.0		93.3		95.8		100.0		75.1		64.3

		1. Stationing from Schoolhouse Alley (0+10) to Baltimore Street (1+68)

				*0+00 at centerline of Schoolhouse Alley

				*0+10 at pavement seam at Schoolhoues Alley

				*1+68 at curbline of Baltimore St

				*4' utility patch whole length





Pine St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Pine Street

		Road Length (miles)		0.0581439						Type		Local		Area =		1024		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				5										Overall Curb Condition:				Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		Low		High		High		Low		No		0		5.5(left), 5(right)		Fair		No		90		60		60		90		100		0

		100.00+		Low		Medium		Medium		Low		No		0		6.5(left), DA		Fair		No		90		75		75		90		100		30

		150.00+		None		High		None		None		No		0		DA, 5(right)		Fair		No		100		60		100		100		100		60

		200.00+		Low		High		Medium		None		No		0		4.5(left), 5.5(right)		Poor		No		90		60		75		100		100		25

		250.00+		Medium		None		Medium		Low		No		0		4.5(left), 5.5(right)		Fair		No		75		100		75		90		100		40

		300.00+		None		High		None		Low		No		0		5.5(left), 5.5(right)		Fair		No		100		60		100		90		100		50

																						90.8		69.2		80.8		93.3		100.0		34.2

		1. Stationing from Barlow Street (0+15) to Dead End (3+22)

				*0+00 at the centerline of Barlow Street

				*0+15 at curbline of Barlow Street

				*3+22 at end of pavement

				*spot base repair, mill, and overlay

				*replace curb on right from 1+75 to 2+37

				*Victor Street curbline at 2+37

				*consider inlets at intersection of Pine Street and Barlow Street. Neighbor lady complained of ponding water.

				*restore 2% crown





Plank Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Plank Alley

		Road Length (miles)		0.0753787						Type		Alley		Area =		531		SY				Storm Sewer Condition: N/A

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		100.00+		None		High		None		None		No		0						Yes		100		60		100		100		100		60

		150.00+		None		Low		None		None		No		0						Yes		100		90		100		100		100		90

		200.00+		None		Low		None		None		No		0						Yes		100		90		100		100		100		90

		250.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		300.00+		None		Medium		None		None		No		0						Yes		100		75		100		100		100		75

		350.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		400.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

																						100.0		89.4		100.0		100.0		100.0		89.4

		1. Stationing from High Street (0+18) to Middle Street (4+16)

				*Station 0+00 at centerline of High St

				*0+18 at curbline of High St

				*4+16 at curbline of Rt. 116

				*small yard inlet 1+20

				*curb on left 0+18 to 1+90

				*Inlets at 2+18 and 4+16

				*at 2+25 alley flares

				*seal on both sides

				*DM-depressed middle





Prince St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Prince Street

		Road Length (miles)		0.068181						Type		Local		Area =		1035		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse		Rutting		Patching

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking				Yes or No

		Station1

		000.00+																				0		0		0		0

		050.00+		Low		None		None		Low		Yes		180		4.5(left), 5.5(right)		Fair		No		90		100		100		90		92		72				Medium		High		None		Low		Yes

		100.00+		Low		None		None		Low		Yes		180		4(left), DA		Fair		No		90		100		100		90		92		72				High		High		High		Low		Yes

		150.00+		Low		None		Medium		Medium		Yes		180		4(left), DA		Fair		No		90		100		75		75		92		32				Medium		High		Medium		High		Yes

		200.00+		Low		None		Medium		Medium		Yes		180		5(left), 5(right)		Fair		No		90		100		75		75		92		32				High		Medium		High		High		Yes

		250.00+		Low		None		None		Medium		Yes		180		4(right), 5(right)		Poor		No		90		100		100		75		92		57				Low		High		None		Medium		Yes

		300.00+		Low		Medium		None		None		No		0		4(right), 5(right)		Fair		Yes		90		75		100		100		100		65				Low		High		None		Low		No

		350.00+		None		None		None		None		No		0		7(right)		Fair		Yes		100		100		100		100		100		100				None		None		None		None		No

																						91.4		96.4		92.9		86.4		94.3		61.4

		1. Stationing from Ridge Avenue (0+16) to Howard Avenue (3+76)

				*0+00 at centerline of Ridge (by manhole)

				*0+16 curbline of Ridge

				*3+76 at end of pavement at channel

				*Inlets at 2+68 and 2+96 (in Howard Ave)

				*assume 15% base repair

				*3' utility patch whole length to 3+00

				10' curb replacement on left

				*2+68 and 2+96 curbline of Howard

				*3+22 goes to 18' width

				*2'x16" drainage pipe needs replaced for about 100'





Queen St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Queen Street

		Road Length (miles)		0.29469						Type		Local		Area =		5273		SY				Storm Sewer Condition: Fair (where applicable)

		Paved width (feet)		30.5				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Low		None		None		No		0		5		Good		Yes		100		90		100		100		100		90

		200.00+		None		Low		Low		None		No		0				Good		Yes		100		90		90		100		100		80

		300.00+		None		None		None		None		No		0				Good		Yes		100		100		100		100		100		100

		400.00+		None		Low		Low		Low		Yes		49				Fair		Yes		100		90		90		90		99		69

		500.00+		Low		Low		Low		Medium		No		0		5		Fair		Yes		90		90		90		75		100		45

		600.00+		Low		Low		Low		None		No		0				Fair		Yes		90		90		90		100		100		70

		700.00+		None		Low		Low		Low		No		0				Fair		Yes		100		90		90		90		100		70

		800.00+		None		Low		Low		Medium		No		0				Fair		Yes		100		90		90		75		100		55

		900.00+		Low		Low		None		Low		No		0		5		Fair		Yes		90		90		100		90		100		70

		1000.00+		None		None		None		None		No		0		5		Fair		Yes		100		100		100		100		100		100

		11+00.00		None		None		None		None		No		0				Fair		Yes		100		100		100		100		100		100

		12+00.00		Low		None		None		Low		No		0		5		Fair		Yes		90		100		100		90		100		80

		13+00.00		Low		Low		None		Low		No		0				Fair		Yes		90		90		100		90		100		70

		14+00.00		Low		None		None		Low		No		0				Fair		Yes		90		100		100		90		100		80

		15+00.00		Low		None		None		Medium		No		0		5		Fair		Yes		90		100		100		75		100		65

																						95.3		94.0		96.0		91.0		99.9		76.3

		1. Stationing from Steinwehr Avenue (0+19) to Long Lane (15+74)

		General Notes:		1. Pavement is probably 15 to 20 years old

				2. Queen Street begins at 0+19

				3. Crown starts at 2% and Flattens out past Johns Avenue

				Only 2 inlets present with pipe crossing Queen St.





Racehorse Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Racehorse Alley

		Road Length (miles)		0.3767		Sect 1				Type		Alley		Area =		4851		SY				Storm Sewer Condition: Fair

		Road Length (miles)		0.33636		Sect 2								Area =		3215		SY

		Paved width (feet)		13				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: Good where curb exist

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		200.00+		None		None		None		None		No		0								100		100		100		100		100		100

		300.00+		None		None		None		Medium		No		0		5.5		Good				100		100		100		75		100		75

		400.00+		None		High		None		High		Yes		70		5.5		Good				100		60		100		60		96		16

		500.00+		None		High		None		Medium		Yes		70		5.5		Good				100		60		100		75		96		31

		600.00+		High		None		None		High		No		0		5.5		Good				60		100		100		60		100		20

		700.00+		None		Medium		None		Low		No		0		7		Good				100		75		100		90		100		65

		800.00+		None		High		Medium		Low		No		0		7		Good				100		60		75		90		100		25

		900.00+		None		High		None		None		No		0		7		Good				100		60		100		100		100		60

		1000.00+		None		High		None		Low		No		0		6		Good				100		60		100		90		100		50

		1100.00+		None		High		None		Medium		No		0		8		Good				100		60		100		75		100		35

		1200.00+		None		High		Medium		None		No		0		6.5		Good				100		60		75		100		100		35

		1300.00+		High		None		None		None		No		0								60		100		100		100		100		60

		1400.00+		High		None		None		Low		No		0								60		100		100		90		100		50

		1500.00+		High		High		None		High		No		0								60		60		100		60		100		0

		1600.00+		None		None		None		None		No		0								100		100		100		100		100		100

		1700.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		1800.00+		None		High		None		Low		No		0								100		60		100		90		100		50

		1900.00+		None		High		None		Low		No		0								100		60		100		90		100		50

		2000.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		Station2

		000.00+																				0		0		0		0

		100.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		200.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		300.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		400.00+		High		High		High		Medium		No		0								60		60		60		75		100		0

		500.00+		Medium		High		None		High		No		0								75		60		100		60		100		0

		600.00+		None		None		Medium		Medium		No		0								100		100		75		75		100		50

		700.00+		None		High		None		Medium		No		0								100		60		100		75		100		35

		800.00+		High		High		None		Medium		No		0								60		60		100		75		100		0

		900.00+		High		High		None		High		No		0								60		60		100		60		100		0

		1000.00+		High		None		None		High		No		0								60		100		100		60		100		20

		1100.00+																				0		0		0		0

		1200.00+		Medium		None		None		High		No		0								75		100		100		60		100		35

		1300.00+		High		None		None		High		No		0								60		100		100		60		100		20

		1400.00+		High		High		None		High		No		0								60		60		100		60		100		0

		1500.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		1600.00+		None		High		None		Low		No		0								100		60		100		90		100		50

		1700.00+		Low		High		None		Low		No		0								90		60		100		90		100		40

		1800.00+		None		None		None		Low		No		0								100		100		100		90		100		90

																				Overall rating		86.9		78.5		96.9		80.8		99.8		46.0

		1. Stationing from Carlisle Street (0+22 -east bound) to Little Alley (20+41-east bound)

																				Eastbound		92.0		77.5		97.5		85.8		99.6		53.4

		2. Stationing from Carlisle Street (0+22-west bound) to Buford Avenue (18+58-west bound)																		Westbound		80.9		79.7		96.2		75.0		100.0		37.4

																														Racehorse Section 2 (0 to 2+34) Westbound		90

		East Bound Notes:		*0+00 at centerline of Carlisle Street																										Racehorse Section 2 (2+34 to Washington St.) Westbound		25

				*0+22 at curbline of Carlisle Street																										Racehorse Section 2 (Washington St. to Franklin St.) westbound		14

				*20+41 at edge of Little Alley																										Racehorse Section 2 (Franklin St. to Bufford Ave.) Westbound		43

				*Inlets at 0+96, 3+04, 4+66, 8+43(L&R, need grates), 9+31, 10+44																										Racehorse Section 1  (0 to 2+96)		95

																														Racehorse Section 1  (2+96 to 6+17)		36

				*seal along curb and building																										Racehorse Section 1  ( 6+48 to 20+41)		53

				*2+00 to 2+80 curbline of Racehorse Alley Parking

				*2+96 pavement seam and newer pavement

				*0+00 to 2+96 surface treatment

				*32' width at 3+00

				*5' patch from 3+00 to 4+71

				*curb on left and parking from 3+00 to 5+00

				*curb on left continues

				*double yellow at 5+12

				*assume 1% base repair

				*curbline Stratton 6+17 and 6+48

				*from Stratton scratch and overlay

				*7+00 white lines on right

				*pavement seam at 13+06 and curb ends

				*13+00 width 42'

		West Bound Notes:		*0+00 at centerline of Carlisle Street

				*0+22 at curbline of Carlisle Street

				*18+58 pavement seam at Route 30

				*inlets at 0+26, 2+58, 3+46, 15+48(2x2), 15+67(2x2),

				*14' wide

				*0+00 to 2+34 surface treatment, good pavement

				*4+00 mill, assume 40% base repair

				*curb on right side at 4+20

				*curbline of Washington at 6+12 and 6+41

				*6+41 begin 25' width

				*9+20 concrete apron on right side

				*10+10 flares down to 13'

				*curbline of Franklin at 10+93 and 11+26

				*at 12+00 12' width

				*assume 5% base repair at 13+00

				*13+18 goes to 17' wide

				*bridge from 15+50 to 15+67

				*sidewalk on right at 16+70, monolithic, 6" reveal

				*possible restrictins on traffic

				*17+36 check wall on left

				*Major traffic





Railroad St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Railroad Street

		Road Length (miles)		0.111553						Type		Local		Area =		1080		SY				Storm Sewer Condition:				Good

		Paved width (feet)		16.5				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				8										Overall Curb Condition:				Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		None		No		0		8(right)		Good				100		100		100		100		100		100

		100.00+		None		Low		None		None		No		0		8(right)		Good				100		90		100		100		100		90

		150.00+		None		None		None		None		No		0		8(right)		Good				100		100		100		100		100		100

		200.00+		None		None		None		None		No		0		8(right)		Good				100		100		100		100		100		100

		250.00+		None		None		None		None		No		0		8(right)		Good				100		100		100		100		100		100

		300.00+		None		None		None		None		No		0		DA(right)						100		100		100		100		100		100

		350.00+		None		None		None		None		No		0		8(right)		Good				100		100		100		100		100		100

		400.00+		None		None		None		Medium		No		0		8(right)		Good				100		100		100		75		100		75

		450.00+		None		None		None		None		No		0		DA(right)						100		100		100		100		100		100

		500.00+		None		None		None		None		No		0		8(right)		Good				100		100		100		100		100		100

		550.00+		None		None		None		None		No		0		8(right)		Good				100		100		100		100		100		100

		600.00+		None		None		None		None		No		0		8(right)		Good				100		100		100		100		100		100

																						100.0		99.2		100.0		97.9		100.0		97.1

		1. Stationing from Carlisle Street (0+23) to Washington Street (6+12)





Reaser Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Reaser Alley

		Road Length (miles)		0.04034						Type		Alley		Area =		213		SY				Storm Sewer Condition: N/A

		Paved width (feet)		9				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+																				0		0		0		0

		050.00+		None		None		None		Medium		No		0						No		100		100		100		75		100		75

		075.00+		None		None		None		Medium		No		0						No		100		100		100		75		100		75

		100.00+		None		Medium		None		Low		No		0						No		100		75		100		90		100		65

		125.00+		None		High		None		Low		No		0						No		100		60		100		90		100		50

		150.00+		Medium		None		None		Low		No		0						No		75		100		100		90		100		65

		175.00+		None		Medium		None		Low		No		0						No		100		75		100		90		100		65

		200.00+		High		None		None		None		No		0						No		60		100		100		100		100		60

																						90.7		87.1		100.0		87.1		100.0		65.0

		1. Stationing from York Street (0+25) to Racehorse Alley (2+38)

				*0+00 at the centerline of Route 30

				*0+25 at curbline of Route 30

				*2+38 at end of gravel (far edge of Racehorse Alley)

				*assume 10% base repair

				*scratch and overlay

				*edge of Racehorse Alley at 2+13 and 2+38





Red Patch Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Red Patch Avenue

		Road Length (miles)		0.08333						Type		Local		Area =		1467		SY				Storm Sewer Condition: N/A

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)														Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		High		Low		None		Low		No		0		5.5		Fair		No		60		90		100		90		100		40

		100.00+		High		None		None		Medium		No		0		5.5		Fair		No		60		100		100		75		100		35

		150.00+		Medium		High		None		Medium		No		0		5.5		Poor		No		75		60		100		75		100		10

		200.00+		High		None		None		Low		Yes		20		5		Fair		No		60		100		100		90		99		49

		250.00+		High		Medium		None		Low		No		0		5		Fair		No		60		75		100		90		100		25

		300.00+		Medium		Medium		Medium		Medium		No		0		5		Fair		No		75		75		75		75		100		0

		350.00+		High		None		None		High		No		0		5		Fair		No		60		100		100		60		100		20

		400.00+		High		None		None		High		No		0		5		Fair		No		60		100		100		60		100		20

		450.00+		High		None		None		Medium		No		0		5		Fair		No		60		100		100		75		100		35

																						63.3		88.9		97.2		76.7		99.9		26.0

		1. Stationing from Ridge Avenue (0+15) to Dead End (4+55)

				*Station 0+00 at center line of Ridge Ave

				*Road starts at 0+15 at the curbline of Ridge Ave.

				*drainage issues on left curbline

				*1+45 poor curb on both side of 1+63

				*reclaim or mill and recycle

				*tear down to base





Reynolds St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Reynold's Street

		Road Length (miles)		0.14867						Type		Local		Area =		2617		SY				Storm Sewer Condition: Poor

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				7										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		High		Medium		Yes		30		7		Fair		Yes		100		60		60		75		99		0

		200.00+		None		High		Medium		Medium		No		0				Fair		Yes		100		60		75		75		100		10

		300.00+		None		High		Medium		Medium		No		0		7		Fair		Yes		100		60		75		75		100		10

		400.00+		Low		High		High		Medium		No		0		7		Fair		Yes		90		60		60		75		100		0

		500.00+		None		High		Medium		Medium		No		0				Fair		Yes		100		60		75		75		100		10

		600.00+		Low		High		Medium		Medium		No		0		7		Fair		Yes		90		60		75		75		100		0

		700.00+		None		High		Medium		Medium		No		0		7		Fair		Yes		100		60		75		75		100		10

																						97.1		60.0		70.7		75.0		99.9		5.7

		1. Stationing from Middle Street (0+14) to Buford Avenue (7+99)

				*Station 0+00 at centerline of Route 116

				*Road starts at 0+14 at the curbline of Route 116

				*Road ends at 7+99 at the curbline of Route 30

				*Inlets at 1+03(left), 4+06, 7+36(left), 7+87(right)

				*Flat street <1% crown

				*Possible treatment: scratch course to reprofile road and overlay.

				*3+04 to 3+95 replace curb on the left

				*10% base repair

				*4+06 and 4+47 curbline of Spring Street

				*4+95 tree on right uprooting pavement.

				*4+77 to 5+10 replace curb on right

				*5+27 to 6+18 left side, replace curb

				*parking lanes on right.





Reynolds St(small)

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Reynold's Street

		Road Length (miles)		0.038257		(no intersects)				Type		Local		Area =		675		SY				Storm Sewer Condition: N/A

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				4										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

																																				original

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse		Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		025.00+		None		Low		None		Low		No		0		4.5(left), 4(right)		Poor		Yes		100		90		100		90		100		80				None		Low		None		Medium

		050.00+		Low		None		None		Low		Yes		12				Poor		Yes		90		100		100		90		99		79				None		None		Medium		Low

		075.00+		None		Low		None		Low		No		0		4.5(left)		Poor		Yes		100		90		100		90		100		80				None		Medium		None		Medium

		100.00+		None		Medium		None		Low		No		0		4.5(left)		Poor		Yes		100		75		100		90		100		65				None		High		None		Medium

		125.00+		None		Medium		None		Low		Yes		100		4.5		Poor		Yes		100		75		100		90		91		56				None		High		None		Medium

		150.00+		None		Medium		None		Low		No		0				Fair		Yes		100		75		100		90		100		65				None		High		None		Low

		175.00+		None		Low		None		Low		No		0				Fair		Yes		100		90		100		90		100		80				None		Medium		None		Low

		200.00+		Low		Medium		None		Low		No		0		4.5		Fair		Yes		90		75		100		90		100		55				Low		High		None		Low

																						97.5		83.8		100.0		90.0		98.8		70.0

		1. Stationing from High Street (0+19) to Legion Alley (2+21)

				*0+00 at centerline of High St

				*0+19 at curbline of High St

				*2+21 at end of pavement

				*Inlets at 0+17(on High St), 2+06

				*Replace right curb 0+20 to 0+59, replace left curb 0+20 to 1+31

				*surface treatment

				*curb on left runs to 2+33





Ridge Ave

				None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Ridge Avenue

		Road Length (miles)		0.2733						Type		Local		Area =		4810		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Medium		Medium		Low		Yes		117		5L, 3.5R		Fair		Yes		100		75		75		90		97		37

		200.00+		None		High		None		None				0		5L, 3.5R		Fair		Yes		100		60		100		100		100		60

		300.00+		None		High		None		Low		No		0		5L, 5.5R		Fair		Yes		100		60		100		90		100		50

		400.00+		None		High		None		None		No		0		4L, daR		Fair		Yes		100		60		100		100		100		60

		500.00+		None		High		None		Low		No		0		5L, 5.5R		Fair		Yes		100		60		100		90		100		50

		600.00+		None		None		None		Low		No		0		7.5L, 5.5R		Fair		Yes		100		100		100		90		100		90

		700.00+		None		Medium		None		None		No		0		7.5L, 5.5R		Fair		Yes		100		75		100		100		100		75

		800.00+		None		Medium		None		Medium		Yes		112		5.5L		Fair		Yes		100		75		100		75		98		48

		900.00+		None		Low		None		Low		Yes		40		5.5L, 5R		Fair		Yes		100		90		100		90		99		79

		1000.00+		None		None		None		Low		Yes		100		4L, 5R		Fair		Yes		100		100		100		90		98		88

		1100.00+		None		Medium		None		None		No		0		5.5L, 6R		Fair		Yes		100		75		100		100		100		75

		1200.00+		None		High		None		None		No		0		5.5L, 6R		Fair		Yes		100		60		100		100		100		60

		1300.00+		None		Medium		Medium		Low		No		0		5L, 6.5R		Good		Yes		100		75		75		90		100		40

		1400.00+		None		High		None		None		No		0		8L, 8R		Good		Yes		100		60		100		100		100		60

																						100.0		73.2		96.4		93.2		99.4		62.3

		1. Stationing from Middle Street (0+21) to McMillian Street (14+64)

				*Station 0+00 at centerline of Route 116

				*Road starts at 0+21 at curbline/pavement seam of Route 116

				*Replace curb from 9+36 to 9+48

				*Inlets at 2+10(right), 2+18(left), 3+26(left), 3+32(right), 5+00(left), 5+20(right 2'x2'), 7+02(left), 7+05(right 2'x2'), 7+91(left), 8+16, 8+20, 9+24, 9+80, 10+42, 10+90, 11+81, 12+53(right), 13+56(right), 14+64

				*possible treatment: mill along curbs and overlay, surface treatment

				*Monolithic curb on left

				*Drainage underground

				*4+00 start of regular curb

				*from 4+00 to 4+30 curb should be replaced

				*4+30 curb back to monolithic

				*replace curb on right from 5+46 to 7+05

				*drainage issues at 11+00





Roth Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Roth Alley

		Road Length (miles)		0.111553						Type		Alley		Area =		720		SY				Storm Sewer Condition: Poor

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		None		High		No		0						No		100		60		100		60		100		20

		200.00+		High		Medium		None		Medium		No		0						No		60		75		100		75		100		10

		300.00+		Medium		High		Medium		Medium		No		0						No		75		60		75		75		100		0

		400.00+		High		High		High		Medium		No		0						No		60		60		60		75		100		0

		500.00+		Medium		High		None		Medium		No		0						No		75		60		100		75		100		10

		600.00+		High		None		None		Low		No		0						No		60		100		100		90		100		50

																						71.7		69.2		89.2		75.0		100.0		15.0

		1. Stationing from Stratton Street (0+13) to Legion Alley (6+02)

				*0+00 at centerline of Stratton

				*0+13 at curbline of Stratton

				*6+02 at edge of Legion

				*paved curb on right

				*Inlet at 1+67 (extreme safety hazard)

				*Drainage improvements

				*needs to slope towards tennis courts

				*five trees along right side causing issues from 4+00 to 5+00

				*15% base repair

				*possible treatment cold-in-place recycling or reclamation





Schimmelpfennig Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Schimmelpfennig Alley

		Road Length (miles)		0.08049						Type		Alley		Area =		567		SY				Storm Sewer Condition: N/A

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)														Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		100.00+		High		None		None		Low		No		0								60		100		100		90		100		50

		150.00+		Medium		Medium		None		Medium		No		0								75		75		100		75		100		25

		200.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		250.00+		High		None		None		High		No		0								60		100		100		60		100		20

		300.00+		Medium		High		None		Medium		No		0								75		60		100		75		100		10

		350.00+		None		Medium		None		None		No		0								100		75		100		100		100		75

		400.00+		Medium		None		None		Low		No		0								75		100		100		90		100		65

																						72.5		88.8		100.0		80.0		100.0		41.3

		1. Stationing from Court Alley (0+05) to Washington Street (4+30)

				*Station 0+00.00 at centerline of Court Alley

				*Road starts at 0+05

				*Crowns towards center

				*Inlets at 2+04, 4+30

				*Sidewalk along Washington starts at 4+20





Schoolhouse Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Schoolhouse Alley

		Road Length (miles)		0.16799						Type		Alley		Area =		1580		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		16				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A (Paved Curb)										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Low		None		None		No		0						No		100		90		100		100		100		90

		200.00+		None		None		None		None		No		0						No		100		100		100		100		100		100

		300.00+		None		Medium		None		Low		No		0						No		100		75		100		90		100		65

		400.00+		None		Medium		None		Low		No		0						No		100		75		100		90		100		65

		500.00+		Low		High		None		Low		No		0						No		90		60		100		90		100		40

		600.00+		None		Medium		None		None		No		0						No		100		75		100		100		100		75

		700.00+		Low		None		None		Medium		No		0						No		90		100		100		75		100		65

		800.00+		None		None		None		None		No		0						No		100		100		100		100		100		100

		900.00+		High		High		None		High		No		0						No		60		60		100		60		100		0

																						93.3		81.7		100.0		89.4		100.0		66.7

		1. Stationing from Lefever Street (0+23) to Wall Alley (9+10)

				*Station 0+00.00 at centerline of Lefever

				*Road starts at 0+23 at pavement seam

				*Road ends at 9+10 at the pavement seam of Wall

				*Road is flat

				*2+00 concrete pad across the road

				*Inlet at 2+50

				*Pavement seam at 3+70 beginning of older pavement

				*Newer pavement is in good condition, good drainage

				*paved curb begins around 3+90 on the right as well as guard rail (good shape)

				*utility patch from 6+50 (4' wide) ends at 8+35





Seminary Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Seminary Avenue

		Road Length (miles)		0.168371						Type		Local		Area =		2964		SY				Storm Sewer Condition: Poor

		Paved width (feet)		29.5				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		Medium		None		No		0		7L, 7.5R						100		60		75		100		100		35

		200.00+		None		None		None		None		Yes		48		5L, 6R						100		100		100		100		99		99

		300.00+		None		Low		Low		Low		No		0		5L, 6R						100		90		90		90		100		70

		400.00+		Medium		None		None		High		No		0		5.5L, 1.5R						75		100		100		60		100		35

		500.00+		None		High		None		None		No		0		5						100		60		100		100		100		60

		600.00+		None		Medium		None		High		No		0		5L, 4R						100		75		100		60		100		35

		700.00+		None		High		None		High		Yes		96		5L, 4R						100		60		100		60		98		18

		800.00+		None		None		None		High		No		0		4L, 5.5R						100		100		100		60		100		60

		900.00+		None		None		None		Low		No		0		6.5L, 4R						100		100		100		90		100		90

																						97.2		82.8		96.1		80.0		99.6		55.7

		1. Stationing from Buford Avenue (0+23) to Hay Street (9+12)

				*Station 0+00 at centerline of Route 30

				*Road starts at 0+23 at the pavement seam of Route 30

				*Road ends at 9+12 at the curbline of Hay Street

				*Inlets at 0+23, 1+00(left), 2+98(right), 2+74(left), 3+83(L&R)

				*Parking lanes on both sides

				*larger aggregate

				*curbline of Howard 3+55 and 3+85

				*possible curb replacement on right from 3+98 to 5+37 due to small curb reveal

				*5+31 remove tree

				*assume 15% base repair

				*replace curb on right side from 7+00 to 7+70

				*replace curb on left from 7+00 to 8+61





Shealer Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Shealer Alley

		Road Length (miles)		0.0422348						Type		Alley		Area =		273		SY				Storm Sewer Condition: Fair

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		050.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		075.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		100.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		125.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		150.00+		None		Low		None		None		No		0						Yes		100		90		100		100		100		90

		175.00+		None		Low		None		None		No		0						Yes		100		90		100		100		100		90

		200.00+		None		Medium		None		None		No		0						Yes		100		75		100		100		100		75

																						100.0		94.4		100.0		100.0		100.0		94.4

		1. Stationing from Hamme Alley (0+00) to Ridge Avenue (2+23)

				*0+00 at the centerline of hamme Alley at the corner of the inlet

				*Road ends at 2+23 at the curbline of Ridge Ave at the inlet

				*Crowned in center

				*Depressed in center

				*newly paved, consider surface treatment in next five years

				*inlet at 1+60





Sheely Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Sheely Alley

		Road Length (miles)		0.12727						Type		Alley		Area =		752		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:				N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		Low		High		None		None		No		0								90		60		100		100		100		50

		100.00+		Medium		None		None		Low		No		0								75		100		100		90		100		65

		150.00+		Medium		High		None		Medium		No		0								75		60		100		75		100		10

		200.00+		Low		High		None		Low		No		0								90		60		100		90		100		40

		250.00+		None		High		None		None		No		0								100		60		100		100		100		60

		300.00+		Medium		None		None		Low		No		0								75		100		100		90		100		65

		350.00+		Medium		High		None		Low		No		0								75		60		100		90		100		25

		400.00+		Low		High		None		Low		No		0								90		60		100		90		100		40

		450.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		500.00+		None		High		None		Low		No		0								100		60		100		90		100		50

		550.00+		Low		High		None		Medium		No		0								90		60		100		75		100		25

		600.00+		Medium		High		None		Medium		No		0								75		60		100		75		100		10

		650.00+		Medium		High		None		Low		No		0								75		60		100		90		100		25

																						84.6		69.2		100.0		88.1		100.0		41.9

		1. Stationing from Markley Alley (0+06) to Old Harrisburg Road (6+78)

				*0+00 at centerline of Markley Alley

				*0+06 at curbline of Markley Alley

				*6+78 at curbline of Old Harrisburg Road

				*assume 5% base repair

				*9-29-10





Sickles Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Sickles Alley

		Road Length (miles)		0.0909						Type		Alley		Area =		587		SY				Storm Sewer Condition: Poor

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		Low		Low		None		Low		No		0						Yes		90		90		100		90		100		70

		100.00+		Low		Medium		None		Medium		No		0						Yes		90		75		100		75		100		40

		150.00+		Medium		Medium		None		High		No		0						Yes		75		75		100		60		100		10

		200.00+		None		High		None		Medium		No		0						Yes		100		60		100		75		100		35

		250.00+		Low		Medium		None		Medium		No		0						Yes		90		75		100		75		100		40

		300.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		350.00+		None		Medium		None		Medium		Yes		15						Yes		100		75		100		75		98		48

		400.00+		High		Medium		None		Low				0						Yes		60		75		100		90		100		25

		450.00+		Medium		Medium		None		Low		No		0						Yes		75		75		100		90		100		40

		500.00+		Low		None		None		High		Yes		48						Yes		90		100		100		60		94		44

																						87.0		80.0		100.0		79.0		99.2		45.2

		1. Stationing from Ridge Avenue (0+16) to Bush Alley (5+25)

				*Station 0+00 at centerline of Ridge Ave

				*Road starts at 0+16 at the curbline of Ridge Ave

				*Road ends at 5+25 at the edge of the inlet box with Bush Alley

				*Possible repair: mill and recycle, replace

				*tree roots at 1+56

				*inlets at 1+94, 2+76, 3+05

				*Crowned in center

				*2+76 and 3+05 curbline of Howard Ave





Sixth St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Sixth Street

		Road Length (miles)		0.3123						Type		Local		Area =		5975		SY				Storm Sewer Condition: Fair

		Paved width (feet)		40		0+00 to 4+27

		Paved width (feet)		30		4+67 to 17+13		Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				7										Overall Curb Condition: Fair (where applicable)

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		Medium		None		None		None		No		0								75		100		100		100		100		75

		100.00+		Low		Medium		None		Low		No		0		6.5,6.5						90		75		100		90		100		55

		200.00+		Low		Low		None		None		No		0								90		90		100		100		100		80

		300.00+		None		Low		None		None		No		0		6						100		90		100		100		100		90

		400.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		500.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		600.00+		None		Medium		None		None		No		0								100		75		100		100		100		75

		700.00+		Low		None		None		None		No		0								90		100		100		100		100		90

		800.00+		None		Medium		None		None		No		0								100		75		100		100		100		75

		900.00+		Low		Medium		None		None		No		0								90		75		100		100		100		65

		1000.00+		Low		None		None		None		No		0								90		100		100		100		100		90

		1100.00+		Low		None		None		Low		No		0								90		100		100		90		100		80

		1200.00+		Low		None		None		Low		No		0		8.5 L						90		100		100		90		100		80

		1300.00+		Low		None		Medium		None		No		0								90		100		75		100		100		65

		1400.00+		None		None		None		Low		Yes		20		8 L						100		100		100		90		100		90

		1500.00+		None		None		None		None		No		0		6 L						100		100		100		100		100		100

		1600.00+		High		None		None		None		Yes		30								60		100		100		100		99		59

		1700.00+		Low		None		None		Medium		No		0								90		100		100		75		100		65

																						92.3		86.8		100.0		97.3		100.0		76.6

		1. Stationing from Middle Street (0+00) to Racehorse Alley (17+13)





Slentz Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Slentz Alley

		Road Length (miles)		0.0369318						Type		Alley		Area =		195		SY				Storm Sewer Condition:				N/A

		Paved width (feet)		9				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				6.5 left side										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		Low		None		None		Medium												90		100		100		75		100		65

		050.00+		Low		None		None		Medium												90		100		100		75		100		65

		075.00+		None		High		None		High												100		60		100		60		100		20

		100.00+		None		High		None		High												100		60		100		60		100		20

		125.00+		None		High		None		High												100		60		100		60		100		20

		150.00+		Medium		High		None		High												75		60		100		60		100		0

		175.00+		None		None		Medium		Medium												100		100		75		75		100		50

																						93.6		77.1		96.4		66.4		100.0		34.3

		1. Stationing from Legion Alley (0+05) to Middle Street (2+00)





Smith Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Smith Alley

		Road Length (miles)		0.036553						Type		Alley		Area =		240		SY				Storm Sewer Condition: N/A

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)														Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		Medium		None		None		Low		No		0								75		100		100		90		100		65

		050.00+		High		Medium		None		High		No		0								60		75		100		60		100		0

		075.00+		High		None		None		High		No		0								60		100		100		60		100		20

		100.00+		Medium		Medium		None		Medium		No		0								75		75		100		75		100		25

		125.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		150.00+		Medium		None		None		Medium		No		0								75		100		100		75		100		50

		175.00+		Medium		Medium		None		High		No		0								75		75		100		60		100		10

		200.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

																						69.4		90.6		100.0		71.3		100.0		31.9

		1. Stationing from Broadway Street (0+07) to Brickyard Alley (2+00)





South St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		South Street

		Road Length (miles)		0.111553						Type		Local		Area =		1575		SY				Storm Sewer Condition: Fair

		Paved width (feet)		24				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				4										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		High		None		None		Medium		No		0		5.5 (L), 3.5 R		Fair		Yes		60		100		100		75		100		35

		200.00+		Medium		None		Medium		Low		No		0		5.5 (L), 3.5 R		Fair		Yes		75		100		75		90		100		40

		300.00+		None		Low		Low		None		Yes		49		5.5 (L), 3.5 R		Fair		Yes		100		90		90		100		99		79

		400.00+		None		Medium		None		Medium		No		0		5.5 (L), 3.5 R		Fair		Yes		100		75		100		75		100		50

		500.00+		None		Medium		Low		Low		No		0		5.5 (L), 3.5 R		Fair		Yes		100		75		90		90		100		55

		600.00+		None		High		None		None		No		0		5.5 (L), 3.5 R		Fair		Yes		100		60		100		100		100		60

																						89.2		83.3		92.5		88.3		99.8		53.1

		1. Stationing from Baltimore Street (0+21) to Washington Street (6+10)

				*Station 0+00.00 at centerline of Baltimore Street

				*Road starts at 0+21

				*At 2+00 monolithic driveway apron on right

				*Monolithic sidewalk until 0+84 on right

				*pavement is larger aggregate with some polishing





Spring Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Spring Avenue

		Road Length (miles)		0.39545						Type		Local		Area =		9750						Storm Sewer Condition: Poor

		Paved width (feet)		42				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Poor

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		Medium		Medium		Medium		High		No		0		5.5(left), 6(right)		Fair				75		75		75		60		100		0

		200.00+		Low		Medium		None		High		No		0		6		Fair				90		75		100		60		100		25

		300.00+		High		Medium		High		High		Yes		0		6		Fair				60		75		60		60		100		0

		400.00+		Medium		High		High		High		No		0		6		Poor				75		60		60		60		100		0

		500.00+		Low		High		Medium		Medium		No		0		6		Poor				90		60		75		75		100		0

		600.00+		None		Medium		None		Medium		No		0		4.5(left), 5(right)		Fair				100		75		100		75		100		50

		700.00+		Low		Medium		None		High		No		0		4.5(left), 5(right)		Poor				90		75		100		60		100		25

		800.00+		Low		None		Medium		High		Yes		1050		5.5		Poor				90		100		75		60		83		8

		900.00+		Medium		High		None		Medium		No		0		6		Poor				75		60		100		75		100		10

		1000.00+		Low		Medium		Low		Medium		Yes		168		4.5(left), 5.5(right)		Poor				90		75		90		75		97		27

		1100.00+		Low		High		None		Medium		No		0		6(left), 2.5(right)		Fair				90		60		100		75		100		25

		1200.00+		Medium		Low		Medium		Medium		No		0		4.5		Poor				75		90		75		75		100		15

		1300.00+		Medium		None		Medium		Medium		No		0		4.5		Poor				75		100		75		75		100		25

		1400.00+		Low		Medium		Medium		Medium		No		0		4.5		Poor				90		75		75		75		100		15

		1500.00+		Medium		High		None		Medium		No		0		6		Poor				75		60		100		75		100		10

		1600.00+		None		Medium		High		Medium		No		0		6		Poor				100		75		60		75		100		10

		1700.00+		None		Medium		None		Medium		No		0		6		Poor				100		75		100		75		100		50

		1800.00+		None		High		None		High		No		0		8.5(left), 5.5(right)		Fair				100		60		100		60		100		20

		1900.00+		High		High		High		Medium		No		0		4(left), 5(right)		Fair				60		60		60		75		100		0

		2000.00+		None		High		High		High		Yes		220		5(left), 5.5(right)		Fair				100		60		60		60		97		0

																						85.0		72.3		82.0		69.0		98.9		15.8

		1. Stationing from Seminary Ridge (0+12) to Buford Avenue (21+00)

				*Station 0+00 at centerline of Seminary Ave

				*Road starts at 0+12 at the curbline of Seminary Ave

				*Road ends at 21+00 at pavement seam of Route 30

				*utility patch from beginning to 15+10

				*no yellow centerline until stream channel

				*crosswalks at 19+00 and 21+00(and stopbar)

				*profile and mill

				*5+62 and 5+93 curbline of Hays Street

				*Base repair, assume 20%

				*replace left curb from 6+96 to 10+55

				*replace right curb from 10+55 to 11+06

				*curbline of Howard 11+16 and 11+48

				*replace left curb from 11+48 to 12+75

				*replace right curb from 11+48 to 12+33

				*roof drains at 13+00

				*13+57 replace both curbs to 15+10

				*new paving runs to 0+52

				*10' curb on left from start needs replaced

				*30' wide with 6' parking lanes on both sides

				*ruts mostly on center and along right curbline

				*replace curb on left from 3+40 to 5+57

				*inlet 11+16 (small pipe going up toward Seminary), 11+48, 15+10, 19+34

				*19+17 begin stream channel, mill till 19+34 (add lump sum), curb cut on left

				*curbline of Reynolds 15+20 and 15+61

				*replace left curb 15+61 to 16+20 and 16+59 to 16+69

				*replace left curb at 19+45





Stauffer Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Stauffer Alley

		Road Length (miles)		0.03712						Type		Alley		Area =		218		SY				Storm Sewer Condition: N/A

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+																				0		0		0		0

		050.00+		Medium		None		None		High												75		100		100		60		100		35

		075.00+		High		None		None		High												60		100		100		60		100		20

		100.00+		Medium		Medium		None		High												75		75		100		60		100		10

		125.00+		Low		None		None		Medium												90		100		100		75		100		65

		150.00+		Medium		None		None		Low												75		100		100		90		100		65

		175.00+		High		None		None		Medium												60		100		100		75		100		35

		200.00+		Medium		None		None		Low												75		100		100		90		100		65

																						72.9		96.4		100.0		72.9		100.0		42.1

		1. Stationing from Middle Street (0+19) to Zerfing Alley (2+15)





Stevens St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Stevens Street

		Road Length (miles)		0.22443						Type		Local		Area =		3950		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				6										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

																																				Revised								First Run

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse				Alligator		Longitud.		Transverse

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		Medium		High		No		0		8(left), 6(right)		Fair				100		60		75		60		100		0				None		High		Medium				None		High		High

		200.00+		None		Medium		None		Medium		No		0		6(left), 7(right)		Fair				100		75		100		75		100		50				None		Medium		None				None		High		None

		300.00+		None		High		None		Medium		No		0		6(left), 7(right)		Fair				100		60		100		75		100		35				None		High		None				None		None		High

		400.00+		None		High		None		None		No		0		DA, DA		Fair				100		60		100		100		100		60				None		High		None				None		High		None

		500.00+		None		High		None		Medium		No		0		6(left)		Fair				100		60		100		75		100		35				None		High		None				None		High		None

		600.00+																				0		0		0		0

		700.00+		Low		High		None		Low		No		0		4(left), 7.5(right)		Fair				90		60		100		90		100		40				Low		High		None				None		High		Medium

		800.00+		Medium		High		None		High		No		0		DA, 5.5(left)		Fair				75		60		100		60		100		0				Medium		High		None				Medium		High		High

		900.00+		Medium		Medium		None		Medium		No		0		5(left), 6(right)		Fair				75		75		100		75		100		25				Medium		Medium		None				Low		High		Medium

		1000.00+		Low		High		None		High		No		0		4.5(left), 5.5(right)		Fair				90		60		100		60		100		10				Low		High		None				Low		High		None

		1100.00+		Low		None		None		High		No		0		4.5(left), 5.5(right)		Fair				90		100		100		60		100		50				Low		None		None				Low		High		High

		1200.00+		Low		Medium		None		None		No		0		5(left), 5(right)		Fair				90		75		100		100		100		65				Low		Medium		None				Low		High		Medium

																						91.8		67.7		97.7		75.5		100.0		33.6

		1. Stationing from Stratton Street (0+11) to Washington Street (12+34)

				*0+00 at centerline of Stratton

				*0+11 at curbline of Stratton

				*12+34 at curbline of Washington

				*curbline of Carlisle at 5+99 and 6+37

				*from left curb mill out (at 7+00) 2-3", right 1 1/2 and overlay

				*7+00 31' width

				*assume 5% base repair

				*inlets 8+21 (left and right, bicycle safe)

				*at 9+00 start monolithic sidewalk on left

				*from 10+00 to Washington Street mill 4-5" on right

				*replace left curb from 9+00 to Washington

				*add inlets at 12+34 (both sides along Washington), 11+42(left and right), and 624 feet of stormsewer.

				*parking lane on left side.

				*monolithic sidewalk on left

				*replace right curb from 0+82 to 1+16

				*monolithic sidewalk on right at 3+07

				*monolithic sidewalk on right from 1+87 to 2+31

				*replace 5' of curb on right at 3+00

				*regular curb on left at 4+00

				*assume 5% base repair, possible mill and overlay, or scratch and overlay

				*replace curb on left from 4+75 to 5+88

				*Mummasburg Street at 11+72 and 11+42

				*9-29-10





Stratton St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Stratton Street

		Road Length (miles)		0.62						Type		Local		Area =		10200		SY				Storm Sewer Condition: Fair

		Paved width (feet)		28				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		None		None		None		None		No		0				Fair				100		100		100		100		100		100

		100.00+		None		None		None		None		No		0		4,4		Fair				100		100		100		100		100		100

		200.00+		None		None		None		None		No		0		3.5		Fair				100		100		100		100		100		100

		300.00+		Low		None		None		None		No		0		4,3		Fair				90		100		100		100		100		90

		400.00+		None		Medium		Medium		Low		No		0		4,4.5		Fair				100		75		75		90		100		40

		500.00+		None		Medium		High		None		No		0				Fair				100		75		60		100		100		35

		600.00+		None		Medium		None		None		Yes		20		5.5		Fair				100		75		100		100		100		75

		700.00+		Low		None		None		None		No		0		4.5		Fair				90		100		100		100		100		90

		800.00+		None		Medium		None		None		No		0		5		Fair				100		75		100		100		100		75

		900.00+		None		High		None		None		No		0		6		Fair				100		60		100		100		100		60

		1000.00+		None		Medium		None		None		No		0		5.5		Fair				100		75		100		100		100		75

		1100.00+																				0		0		0		0

		1200.00+		None		Low		None		Low		No		0		6		Fair				100		90		100		90		100		80

		1300.00+		None		None		None		None		No		0				Fair				100		100		100		100		100		100

		1400.00+		None		None		None		None		No		0		4		Fair				100		100		100		100		100		100

		1500.00+		Low		None		None		Low		Yes		72				Fair				90		100		100		90		98		78

		1600.00+		Low		Medium		None		Low		Yes		630				Fair				90		75		100		90		85		40

		1700.00+		Medium		Medium		None		None		No		0		4,6.5		Fair				75		75		100		100		100		50

		1800.00+		None		High		None		None		No		0				Fair				100		60		100		100		100		60

		1900.00+		Low		Medium		None		Low		No		0		6,6		Fair				90		75		100		90		100		55

		2000.00+		Low		Medium		None		None		No		0		6,5		Fair				90		75		100		100		100		65

		2100.00+		None		Medium		None		Low		No		0				Fair				100		75		100		90		100		65

		2200.00+		Low		Medium		None		Medium		No		0				Fair				90		75		100		75		100		40

		2300.00+		Low		None		None		Medium		No		0		7,7		Fair				90		100		100		75		100		65

		2400.00+		Low		Medium		None		Low		No		0		5,8		Fair				90		75		100		90		100		55

		2500.00+		Low		None		None		Low		No		0		6		Fair				90		100		100		90		100		80

		2600.00+		Low		None		None		None		No		0		6.5,6		Fair				90		100		100		100		100		90

		2700.00+		Low		None		None		None		No		0		5.5		Fair				90		100		100		100		100		90

		2800.00+		None		Medium		None		None		No		0		5.5,6		Fair				100		75		100		100		100		75

		2900.00+		Medium		Medium		None		None		No		0		4.5,6.5		Fair				75		75		100		100		100		50

		3000.00+		Medium		None		None		Medium		No		0				Fair				75		100		100		75		100		50

		3100.00+		Medium		None		None		None		No		0		5,4.5		Fair				75		100		100		100		100		75

		3200.00+		Low		High		None		None		No		0		5,4.5		Fair				90		60		100		100		100		50

																						92.8		85.0		98.0		95.2		99.5		70.4

		1. Stationing from ___________________ to _____________________





Strickhouser Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Strickhouser Alley

		Road Length (miles)		0.0941287						Type		Alley		Area =		720		SY				Storm Sewer Condition: N/A

		Paved width (feet)		13				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				6.5										Overall Curb Condition: Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		None		No		0		4(left)						100		100		100		100		100		100

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100

		150.00+		None		None		None		None		No		0								100		100		100		100		100		100

		200.00+		None		None		None		None		No		0		6.5(right)		Good				100		100		100		100		100		100

		250.00+		None		None		None		Low		No		0		7.5(right)		Good				100		100		100		90		100		90

		300.00+		None		None		None		None		No		0		HCR(right)		Good				100		100		100		100		100		100

		350.00+		None		None		None		None		No		0								100		100		100		100		100		100

		400.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		450.00+		None		None		None		None		No		0		6.5(right)		Good				100		100		100		100		100		100

																						100.0		100.0		100.0		97.8		100.0		97.8

		1. Stationing from Foth Alley (0+00) to Water Street (4+97)





Sunset Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Sunset Avenue

		Road Length (miles)		0.3936						Type		Local		Area =		6927		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5.5										Overall Curb Condition:				Good

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		None		None		None		None				0		5(Right), 6 (L)		Good		Yes		100		100		100		100		100		100

		100.00+		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		200.00+		None		None		None		None				0		5(Right), 6 (L)		Good		Yes		100		100		100		100		100		100

		300.00+		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		400.00+		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		500.00+		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		600.00+		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		700.00+		None		None		None		None				0		5(Right), 6 (L)		Good		Yes		100		100		100		100		100		100

		800.00+		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		900.00+		None		None		Low		None				0				Good		Yes		100		100		90		100		100		90

		1000.00+		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		11+00.00		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		12+00.00		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		13+00.00		None		None		None		None				0		5(Right), 6 (L)		Good		Yes		100		100		100		100		100		100

		14+00.00		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		15+00.00		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		16+00.00		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		17+00.00		None		None		None		None				0				Good		Yes		100		100		100		100		100		100

		18+00.00		None		None		None		None				0				Fair		Yes		100		100		100		100		100		100

		19+00.00		None		None		None		None				0		5(Right), 6 (L)		Good		Yes		100		100		100		100		100		100

		20+00.00		None		Low		None		None				0		5(Right), 6 (L)		Good		Yes		100		90		100		100		100		90

																						100.0		99.5		99.5		100.0		100.0		99.0

		1. Stationing from Long Lane (0+00) to Park Street (20+78)

				*Station 0+00 at pavement seam at the end of Long Lane

				*Road ends at curbline of Park St. at 20+78

				*curb is busted around 3+00 on left





Third St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Third Street

		Road Length (miles)		0.17196						Type		Local		Area =		2420		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30		0+20 to 4+10		Pavement Age (yrs)

		Paved width (feet)		21		4+56 to 7+40, 7+78 to 9+74

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				4.5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		None		None		No		0		4, 4		Fair				100		60		100		100		100		60

		200.00+		None		Medium		None		Low		No		0		DA, 4		Fair				100		75		100		90		100		65

		300.00+		None		Medium		None		None		No		0		3.5, 5		Fair				100		75		100		100		100		75

		400.00+		None		None		None		None		No		0				Good				100		100		100		100		100		100

		500.00+		None		None		Medium		None		No		0		5, 4		Fair				100		100		75		100		100		75

		600.00+		None		None		Low		None		No		0		DA, 6		Fair				100		100		90		100		100		90

		700.00+		None		None		None		None		No		0		6, 6.5		Good				100		100		100		100		100		100

		800.00+		Low		None		None		None		No		0		5(left)		Fair				90		100		100		100		100		90

		900.00+		None		None		None		None		Yes		200		1.5(left)		Fair				100		100		100		100		94		94

																						98.9		90.0		96.1		98.9		99.3		83.2

		1. Stationing from Middle Street (0+20) to Racehorse Alley (9+74)





United Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		United Alley

		Road Length (miles)		0.0801136						Type		Alley		Area =		625		SY				Storm Sewer Condition:

		Paved width (feet)		16				Pavement Age (yrs)														Good

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)														Overall Curb Condition:

		Weathering		Good		Fair		Poor														No Curb

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		High		High		None		None		No		0								60		60		100		100		100		20				High

		100.00+		High		High		Medium		None		No		0								60		60		75		100		100		0				High

		150.00+		High		High		None		None		No		0								60		60		100		100		100		20				High

		200.00+		None		None		Medium		None		Yes		25								100		100		75		100		98		73				Medium

		250.00+		None		None		None		None		No		0								100		100		100		100		100		100				Low

		300.00+		High		None		None		None		No		0								60		100		100		100		100		60				Medium

		350.00+		None		Medium		None		None		No		0								100		75		100		100		100		75				Low

		400.00+		None		Low		None		None		No		0								100		90		100		100		100		90				Low

		450.00+		None		None		None		None		No		0								100		100		100		100		100		100				None

																						82.2		82.8		94.4		100.0		99.8		59.8

		1. Stationing from Franklin Street (0+24) to Washington Street (4+47)

		General Notes:		1. Pavement is probably 15 to 20 years old

				2. United Alley begins at 0+24

				3. Sloped toward center of alley

				4. 11' road width starts at 2+00

				5. 10' road width starts at 2+50





Victor St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Victor Street

		Road Length (miles)		0.116477						Type		Local		Area =		2050		SY				Storm Sewer Condition:				Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				5										Overall Curb Condition:				Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		None		None		None		Low		No		0		5.5(l), 5.5(r)		Fair				100		100		100		90		100		90

		100.00+		None		None		None		Low		No		0		4.5(L), 5(R)		Fair				100		100		100		90		100		90

		150.00+		None		High		None		Low		No		0		4.5(L), 5(R)		Fair				100		60		100		90		100		50

		200.00+		Low		None		None		Medium		No		0		5(L),		Fair				90		100		100		75		100		65

		250.00+		Low		High		High		Low		No		0		5.5(L), 5(R)		Fair				90		60		60		90		100		0

		300.00+		None		Medium		None		Medium		No		0		5.5(L), 6(R)		Fair				100		75		100		75		100		50

		350.00+		None		High		None		Low		No		0		5.5(L), 5(R)		Fair				100		60		100		90		100		50

		400.00+		Medium		None		None		Medium		No		0		5(L), 5(R)		Poor				75		100		100		75		100		50

		450.00+		Low		None		None		High		No		0		5(L), 5(R)		Fair				90		100		100		60		100		50

		500.00+		Low		High		High		Low		No		0		, 6(R)		Fair				90		60		60		90		100		0

		550.00+		None		Medium		High		Low		No		0		5.5(L), 5(R)		Fair				100		75		60		90		100		25

		600.00+		None		High		None		Low		No		0		5.5(L), 5.5(R)		Fair				100		60		100		90		100		50

																						93.5		81.5		92.0		82.5		100.0		47.5

		1. Stationing from Pine Street (0+15) to Fourth Street (6+30)

				*0+00 at centerline of Pine Street

				*0+15 at the curbline of Pine Street

				*6+30 at curbline of Fourth Street

				*mill and overlay

				*replace curb on left at 4+00

				*need inlet at 4+02(left) and 4+06(right)

				*inlets at 4+63 and 6+31

				*replace 130 s.f. of sidewalk





Village Dr

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Village Drive

		Road Length (miles)		0.153409						Type		Local		Area =		4100						Storm Sewer Condition: Good

		Paved width (feet)		36				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5.5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Medium		None		Low		No		0		5.5		Fair		Yes		100		75		100		90		100		65				None		High		None

		200.00+		None		Medium		None		Low		No		0				Fair		Yes		100		75		100		90		100		65				None		Medium		None

		300.00+		None		Medium		None		Low		No		0		5(left)		Fair		Yes		100		75		100		90		100		65				None		Medium		Medium

		400.00+		None		Medium		None		Low		No		0		5.5		Fair		Yes		100		75		100		90		100		65				None		High		Medium

		500.00+		None		Medium		None		Low		No		0		DA, 5.5(right)		Fair		Yes		100		75		100		90		100		65				None		High		Medium

		600.00+		None		Medium		None		Low		No		0		6.5(left), 6(right)		Fair		Yes		100		75		100		90		100		65				None		Medium		Medium

		700.00+		None		Medium		None		None		No		0		6.5(left), 6(right)		Fair		Yes		100		75		100		100		100		75				None		High		High

		800.00+		None		Medium		None		None		No		0		6.5(left), 6(right)		Fair		Yes		100		75		100		100		100		75				None		High		High

																						100.0		75.0		100.0		92.5		100.0		67.5

		1. Stationing from West Street (0+15) to End of Cul-De-Sac (8+25)

				*Station 0+00 at centerline of West Street

				*roads starts at 0+15 at curbline of West St

				*road ends at 8+25 at back of cul de sac by dumpster

				*replace left curb from 0+15 to 1+00

				*address drainage within first 75 feet of street

				*inlets at 3+71(Type C on L&R), 5+93(L&R)

				*Surface treatment and base repair at beginning

				*7+00 start of cul de sac

				*cul-de-sac is 110 feet wide

				*handicap parking spaces are blocked by curbs





Wade Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Wade Avenue

		Road Length (miles)		0.028977						Type		Local		Area =		510		SY				Storm Sewer Condition: N/A

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		25				Avg.Curb Reveal (in)				4.5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		025.00+		Medium		High		None		Low		Yes		36								75		60		100		90		97		22

		050.00+		None		High		None		None		No		0		4(L), 5.5R		Fair				100		60		100		100		100		60

		075.00+		Medium		None		Medium		Medium		No		0		4(L), 5.5R		Fair				75		100		75		75		100		25

		100.00+		Medium		None		Medium		Medium		Yes		16		4(L), 5.5R		Fair				75		100		75		75		99		24

		125.00+		Medium		High		Medium		Medium		No		0		3.5(L), 5.5R		Fair				75		60		75		75		100		0

		150.00+		High		None		Medium		High		Yes		9				Fair				60		100		75		60		99		0

																						76.7		80.0		83.3		79.2		99.1		21.7

		1. Stationing from Baltimore Street (0+22) to Schoolhouse Alley (1+75)

				*Station 0+00.00 at centerline of Baltimore Street

				*Road starts at 0+22 on the curbline of Baltimore Street

				*Road ends at 1+75 at the edge of the curb

				*monolithic sidewalks along both sides

				*1+75 different material





Wainwright Ave

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Wainwright Avenue

		Road Length (miles)		0.07						Type		Local		Area =		970		SY				Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		50				Avg.Curb Reveal (in)				6										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		050.00+		Low		Low		None		Low		No		0		8(L), 9R		Fair		Yes		90		90		100		90		100		70

		100.00+		None		Medium		Medium		Low		No		0		7.5(L), 5R		Fair		Yes		100		75		75		90		100		40

		150.00+		Medium		None		Medium		Low		No		0		5.5R		Fair		Yes		75		100		75		90		100		40

		200.00+		None		Medium		Medium		Low		No		0		5.5(L), 6.5R		Fair		Yes		100		75		75		90		100		40

		250.00+		None		Medium		None		None		No		0		6R		Fair		Yes		100		75		100		100		100		75

		300.00+		Medium		Medium		None		Low		No		0		5R		Fair		Yes		75		75		100		90		100		40

		350.00+		None		Medium		None		None		No		0						Yes		100		75		100		100		100		75

																						91.4		80.7		89.3		92.9		100.0		54.3

		1. Stationing from Lefever Street (0+18) to Park Boundary at Locust Avenue (3+87)

				*Station 0+00.00 at centerline of Lefever Street

				*Road starts at 0+18 at pavement seam

				*Road ends at 3+87 at pavement seam/Park boundary

				*Drainage structure on the right at 1+00, 1+05

				*Curb begins to taper at 1+33, ends at 1+50 on right

				*Concrete pad at 2+10 to 2+27

				*20' width at 1+50





Wall Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Wall Alley

		Road Length (miles)		0.2212						Type		Alley		Area =		1550						Storm Sewer Condition: Fair

		Paved width (feet)		11				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: Fair (where applicable)

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Medium		Medium		None		No		0		4		Fair		Yes		100		75		75		100		100		50

		200.00+		Medium		Medium		None		Medium		No		0						Yes		75		75		100		75		100		25

		300.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		400.00+		Low		None		None		None		No		0						Yes		90		100		100		100		100		90

		500.00+		None		Medium		None		None		No		0						Yes		100		75		100		100		100		75

		600.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		700.00+		Medium		None		None		Medium		No		0						Yes		75		100		100		75		100		50

		800.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		900.00+		Medium		None		None		Low		No		0						Yes		75		100		100		90		100		65

		1000.00+		High		None		None		High		Yes		30						Yes		60		100		100		60		98		18

		1100.00+		None		None		None		Low		No		0						Yes		100		100		100		90		100		90

		1200.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

																						89.6		93.8		97.9		90.8		99.8		71.9

		1. Stationing from Stratton Street (0+20) to Washington Street (12+32)

				*Station 0+00.00 at centerline of Stratton Street

				*Road begins at 0+20

				*Station 6+00 falls on the Intersection of Baltimore Street

				*Inlet boxes at 0+10, 1+60, 11+46

				*Paved curb on left

				*Pavement seam at 1+60, again at 3+65 (newer), 10+58 (new)

				*Alley narrows around Schoolhouse Alley, goes to 10'

				*5+96 Curb of Baltimore Street, 6+40

				*At 10+58 road width goes to 17'

				*At 11+00 and 12+00 low rutting in center of roadway





Warner Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Warner Alley

		Road Length (miles)		0.165						Type		Alley		Area =		980		SY				Storm Sewer Condition:

		Paved width (feet)		11				Pavement Age (yrs)														N/A

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition:

		Weathering		Good		Fair		Poor														N/A

		Drainage		Good		Fair		Poor

																																				Rating before Warner Alley

																																				Alligator		Longitud.		Transverse		Rutting		Patching		Size

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Cracking		Cracking		Cracking				Yes or No		ft2

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1																																		High		None		None		None		No		0

		000.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				Medium		None		None		Low		No		0

		100.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				High		None		None		Medium		Yes		6

		200.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				Medium		None		None		Low		No		0

		300.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				Low		None		None		Low		Yes		36

		400.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				High		None		None		High		No		0

		500.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				High		None		None		Medium		No		0

		600.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				High		None		None		Medium		No		0

		700.00+		None		None		None		None		No		0						No		100		100		100		100		100		100				Medium		None		None		Medium		No		0

		800.00+		None		None		None		None		No		0						No		100		100		100		100		100		100

																						100.0		100.0		100.0		100.0		100.0		100.0

		1. Stationing from Cemetery Lane (0+06) to High Street (8+75)

				*Station 0+00.00 at Centerline of Cemetery Lane

				*Road starts at 0+06

				*road ends at 8+75 (back of side walk of High Street)

				*146 foot stretch of pavement between Lincoln Lane and Cemetery Lane which is in very poor condition

				*9' width starting around 5+00.

				*Many temporary pothole fixes





Washington St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Washington Street

		Road Length (miles)		0.20833		Sect 1				Type		Local		Area =		3670		SY				Storm Sewer Condition: Fair

		Road Length (miles)		0.156439		Sect 2								Area =		2755		SY

		Road Length (miles)		0.11383		Sect 3								Area =		2005		SY

		Road Length (miles)		0.16174		Sect 4								Area =		2845		SY

		Road Length (miles)		0.53712		Sect 5								Area =		9454		SY

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+		None		None		None		None		No										100		100		100		100		100		100

		100.00+		None		None		None		None		No										100		100		100		100		100		100

		200.00+		None		None		None		None		No				4						100		100		100		100		100		100

		300.00+		None		None		None		None		No										100		100		100		100		100		100

		400.00+		None		None		None		None		No				5.5						100		100		100		100		100		100

		500.00+		None		None		None		None		No				5						100		100		100		100		100		100

		600.00+		None		None		None		None		No				5,4.5						100		100		100		100		100		100

		700.00+		None		None		None		None		No				5,3.5						100		100		100		100		100		100

		800.00+		None		None		None		None		No				4						100		100		100		100		100		100

		900.00+		None		None		None		None		No				4						100		100		100		100		100		100

		1000.00+		None		None		None		None		No				4						100		100		100		100		100		100

		1100.00+		None		Low		None		Low		No				5.5						100		90		100		90		100		80

		1200.00+		Low		Medium		None		None		No				5.5,4						90		75		100		100		100		65

		1300.00+		Medium		None		Medium		Low		No										75		100		75		90		100		40

		1400.00+		Medium		Medium		None		Low		No				5,6						75		75		100		90		100		40

		1500.00+		Medium		None		None		Low		No				6,5						75		100		100		90		100		65

		1600.00+		Low		Medium		None		Low		No				5.5,3.5						90		75		100		90		100		55

		1700.00+		Low		None		None		Low		No				4.5						90		100		100		90		100		80

		1800.00+		Low		Medium		Medium		None		No				4.5						90		75		75		100		100		40

		1900.00+		Medium		None		None		Medium		No				4.5						75		100		100		75		100		50

		2000.00+		High		None		None		Medium		No				5.5,4.5						60		100		100		75		100		35

		2100.00+		Medium		None		None		Low		Yes		200								75		100		100		90		96		61

		2200.00+		Low		None		None		Medium		Yes		200		8,5						90		100		100		75		96		61

		2300.00+		None		None		None		Low		Yes		80		7						100		100		100		90		98		88

		2400.00+		High		None		None		Low		No										60		100		100		90		100		50

		2500.00+		High		Medium		None		Medium		Yes		100								60		75		100		75		98		8

		2600.00+		High		None		None		Medium		Yes		30								60		100		100		75		99		34

		2700.00+		Medium		Medium		None		None		Yes		10								75		75		100		100		100		50

		2800.00+		Medium		None		None		None		Yes		10								75		100		100		100		100		75

		2900.00+		High		None		None		Medium		No										60		100		100		75		100		35

		3000.00+										No										0		0		0		0

		3100.00+		Medium		High		High		Medium		No										75		60		60		75		100		0

		3200.00+		Medium		High		None		High		No										75		60		100		60		100		0

		3300.00+		Low		High		None		Low		No										90		60		100		90		100		40

		3400.00+		Low		High		None		None		No										90		60		100		100		100		50

		3500.00+		None		None		None		None		No										100		100		100		100		100		100

		3600.00+		Low		None		High		Medium		No										90		100		60		75		100		25

		3700.00+		Low		Low		High		None		No										90		90		60		100		100		40

		3800.00+		High		None		None		Low		Yes		200								60		100		100		90		96		46

		3900.00+		Medium		None		None		Medium		No										75		100		100		75		100		50

		4000.00+		Medium		None		None		None		No										75		100		100		100		100		75

		4100.00+		High		None		None		Medium		Yes		200		5						60		100		100		75		96		31

		4200.00+		High		None		None		Medium		Yes		200								60		100		100		75		96		31

		4300.00+		High		None		None		Medium		No				6,5						60		100		100		75		100		35

		4400.00+		High		None		None		Low		No										60		100		100		90		100		50

		4500.00+		High		None		None		Low		No										60		100		100		90		100		50

		4600.00+		Medium		None		None		Low		Yes		36								75		100		100		90		99		64

		4700.00+		High		None		None		Medium		No										60		100		100		75		100		35

		4800.00+		Medium		None		None		Low		No										75		100		100		90		100		65

		4900.00+		Medium		None		None		Low		No										75		100		100		90		100		65

		5000.00+		High		None		None		None		No										60		100		100		100		100		60

		5100.00+		High		None		None		Medium		No										60		100		100		75		100		35

		5200.00+		Medium		None		None		Medium		No										75		100		100		75		100		50

		5300.00+		High		None		None		Medium		No										60		100		100		75		100		35

		5400.00+		Low		Medium		None		Low		No										90		75		100		90		100		55

		5500.00+		Medium		None		None		Low		No										75		100		100		90		100		65

		5600.00+		None		None		None		None		No										100		100		100		100		100		100

		5700.00+		High		None		None		None		No										60		100		100		100		100		60

		5800.00+		High		None		None		Low		No				6						60		100		100		90		100		50

		5900.00+		Medium		None		None		Low		No										75		100		100		90		100		65

		6000.00+		High		None		None		Medium		No										60		100		100		75		100		35

		6100.00+										No										0		0		0		0

		6200.00+		None		None		None		None		No										100		100		100		100		100		100

		6300.00+		None		None		None		None		No										100		100		100		100		100		100

																				Overall rating		79.9		94.3		97.3		89.3		99.5		60.8

																				Section 1 (0+06 to 11+06)		100.0		99.2		100.0		99.2		100.0		98.3

		1. Stationing from   0+16 to 62+96																		Section 2 (Hospital Alley to Breckenridge Street)		80.0		88.9		94.4		88.9		100.0		52.2

																				Section 3 ( Breckenridge Street to High Street)		77.0		95.0		100.0		84.0		97.4		53.4

																				Section 4 (High Street to Chambersburg Street)		74.6		85.0		97.1		83.6		99.0		35.5

																				Section 5 (34+60-Chambersburg to Brickyard Aly)		73.2		98.8		97.1		87.5		99.5		56.1





Water St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Water Street

		Road Length (miles)		0.435606						Type		Local		Area =		7667						Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		High		High		None		Medium		No		0		5.5(L), 7(R)		Poor				60		60		100		75		100		0

		200.00+		None		High		None		High		Yes		30		5.5(L), 7(R)		Poor				100		60		100		60		99		19

		300.00+		Low		None		None		Low		Yes		140		5.5(L), 7(R)		Fair				90		100		100		90		97		77

		400.00+		Low		High		None		Low		No		0		5.5(L), 7(R)		Fair				90		60		100		90		100		40

		500.00+		Medium		High		None		None		No		0		5(L), DA		Fair				75		60		100		100		100		35

		600.00+		None		None		None		Low		No		0		5(L), 5(R)		Fair				100		100		100		90		100		90

		700.00+		Low		Medium		None		Low		No		0		5(R)		Fair				90		75		100		90		100		55

		800.00+		None		Medium		None		Medium		No		0								100		75		100		75		100		50

		900.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		1000.00+		Low		Medium		None		None		No		0		5(L), 6(R)		Fair				90		75		100		100		100		65

		1100.00+		Low		High		None		Medium		No		0		4(L), 6(R)		Fair				90		60		100		75		100		25

		1200.00+		None		Medium		None		Medium		Yes		50		4.5(L), 4.5(R)		Fair				100		75		100		75		99		49

		1300.00+		None		Medium		None		Low		Yes		300		4.5(L), 4.5(R)		Fair				100		75		100		90		93		58

		1400.00+		None		Low		None		None		No		0		7(L), DA(R)		Fair				100		90		100		100		100		90

		1500.00+		Low		None		None		None		No		0		6(L), 5.5(R)		Fair				90		100		100		100		100		90

		1600.00+		Low		None		None		None		No		0		5.5(L), 7(R)		Fair				90		100		100		100		100		90

		1700.00+		High		None		None		Low		No		0		5.5(L), 4(R)		Fair				60		100		100		90		100		50

		1800.00+		High		None		None		None		No		0								60		100		100		100		100		60

		1900.00+		High		None		None		Medium		No		0		DA, 6.5		Fair				60		100		100		75		100		35

		2000.00+		High		Medium		None		Low		No		0		DA, 4.5		Fair				60		75		100		90		100		25

		2100.00+		High		None		None		Medium		No		0		3, 5.5		Fair				60		100		100		75		100		35

		2200.00+		High		None		None		Medium		No		0		3, 6.5		Fair				60		100		100		75		100		35

		2300.00+		High		None		None		Low		No		0		3, 6.5		Fair				60		100		100		90		100		50

																						82.0		83.3		100.0		86.7		99.5		51.7

		1. Stationing from Washington Street (0+12) to Fourth Street (23+74)





Weaver Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Weaver Alley

		Road Length (miles)		0.1142045						Type		Alley		Area =		710		SY				Storm Sewer Condition: N/A

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		High		None		None		Medium		No		0						No		60		100		100		75		100		35

		200.00+		High		High		High		High		Yes		10						No		60		60		60		60		99		0

		300.00+		Medium		Medium		None		Medium		No		0						No		75		75		100		75		100		25

		400.00+		None		Medium		None		Low		No		0						No		100		75		100		90		100		65

		500.00+		None		Medium		None		Medium		No		0						No		100		75		100		75		100		50

		600.00+		Low		None		None		None		No		0						No		90		100		100		100		100		90

																						80.8		80.8		93.3		79.2		99.9		44.2

		1. Stationing from Hillcrest Plaza (0+25) to Locust Street (6+26)

				*Station 0+00.00 at centerline of Hillcrest Plaza

				*Road starts at 0+25

				*Road ends at 6+43 curbline of Locust Street, 6+26 pavement seam at Locust Street

				*Road has no drainage

				*At Station 2+00 half of the road is gone

				*No curb

				*Curb wall for private property beginning around 2+50

				*11' width begins at 3+00





Wentz Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Wentz Alley

		Road Length (miles)		0.169507						Type		Alley		Area =		1200		SY				Storm Sewer Condition: Fair

		Paved width (feet)		12				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		None		No		0								100		100		100		100		100		100				Medium

		200.00+		None		Low		None		None		No		0								100		90		100		100		100		90				Medium

		300.00+		None		None		None		None		No		0								100		100		100		100		100		100				Low

		400.00+																				0		0		0		0								None

		500.00+		None		None		None		None		No		0								100		100		100		100		100		100				Low

		600.00+		None		None		None		None		No		0								100		100		100		100		100		100				Low

		700.00+		None		None		None		None		No		0								100		100		100		100		100		100				Low

		800.00+		None		None		None		None		No		0								100		100		100		100		100		100				Low

		900.00+		None		None		None		None		No		0								100		100		100		100		100		100

																						100.0		98.8		100.0		100.0		100.0		98.8

		1. Stationing from Reynolds Street (0+16) to Hay Street (9+41)

				*Station 0+00 at centerline of Reynolds

				*0+16 at curbline of Reynolds

				*9+41 at curbline of Hay St

				*Inlet 0+16, 4+17, 6+29(appears bicycle safe), 9+41(may be included in Hays St assessment)

				*Overlay

				*Inverted crown

				*curbline of Howard at 3+88 and 4+17





West Lincoln St 

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		West Lincoln Street

		Road Length (miles)		0.328977		Sect 1				Type		Local		Area =		5835		SY				Storm Sewer Condition: Fair

		Road Length (miles)		0.1335227		Sect 2								Area =		2350		SY

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				5										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway				Alligator		Longitud.		Transverse		Rutting

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating				Cracking		Cracking		Cracking

		Station1

		000.00+																				0		0		0

		100.00+		None		None		None		Medium		No		30		5						100		100		100		75		99		74				None		None		None		Medium

		200.00+		None		Medium		None		Low		No				4						100		75		100		90		100		65				None		Medium		None		Low

		300.00+		None		Medium		None		Medium		No				5						100		75		100		75		100		50				None		Medium		None		Medium

		400.00+		Low		None		None		High		No				4						90		100		100		60		100		50				Low		None		None		High

		500.00+		None		None		None		None		No				4						100		100		100		100		100		100				None		None		None		None

		600.00+		Low		None		Medium		High		No				6						90		100		75		60		100		25				Low		None		Medium		High

		700.00+		Low		None		None		Medium		No				4,6						90		100		100		75		100		65				Low		None		None		Medium

		800.00+		Low		None		None		Low		No				6						90		100		100		90		100		80				Low		None		None		Low

		900.00+		Low		High		None		Low		Yes		10		4,5						90		60		100		90		100		40				Low		High		None		Low

		1000.00+		Medium		Low		None		Low		Yes		200		5						75		90		100		90		96		51				Medium		Low		None		Low

		1100.00+		Low		None		None		Medium		Yes		200		4,6						90		100		100		75		96		61				Low		None		None		Medium

		1200.00+		None		Medium		None		Low		No				4.5						100		75		100		90		100		65				None		Medium		None		Low

		1300.00+		Medium		None		None		Low		No				5						75		100		100		90		100		65				Medium		None		None		Low

		1400.00+		Medium		None		None		None		No				5,4.5						75		100		100		100		100		75				Medium		None		None		None

		1500.00+		Medium		None		None		Low		No				5.5,5						75		100		100		90		100		65				Medium		None		None		Low

		1600.00+		High		None		None		Low		No				5						60		100		100		90		100		50				High		None		None		Low

		1700.00+		Medium		None		None		Medium		No				7.5,5						75		100		100		75		100		50				Medium		High		None		Medium

		1800.00+		None		None		None		None		No				4.5						100		100		100		100		100		100				None		None		None		None

		1900.00+		None		None		None		None		No				5.5,7						100		100		100		100		100		100				None		None		None		None

		2000.00+		None		None		None		None		No				5,6						100		100		100		100		100		100				None		None		None		None

		2100.00+		None		None		None		None		No				7,6						100		100		100		100		100		100				None		None		None		None

		2200.00+		None		None		None		None		No										100		100		100		100		100		100				None		None		None		None

		2300.00+		None		None		None		None		No				6						100		100		100		100		100		100				None		None		None		None

		2400.00+		None		None		None		None		No				6						100		100		100		100		100		100				None		None		None		None

		2500.00+		None		None		None		None		No				6						100		100		100		100		100		100				None		None		None		None

																				Overall Rating		95.7		92.9		96.4		76.4		99.9		73.2

																				Section 1 (0+00 to 17+95)		86.8		92.6		98.5		83.2		99.4		60.6

		1. Stationing from Carlisle Street (0+25) to End at College 25+00																		New pavement Section 2 (17+95 to end)		100.0		100.0		100.0		100.0		100.0		100.0





West St

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		West Street

		Road Length (miles)		0.26818						Type		Local		Area =		4720						Storm Sewer Condition: Fair

		Paved width (feet)		30				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				6										Overall Curb Condition: Fair

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		Medium		None		Medium		No		0		6.5(L), 7.5(R)		Fair		Yes		100		75		100		75		100		50

		200.00+		None		Medium		None		Medium		Yes		120		6.5(L), 7.5(R)		Fair		Yes		100		75		100		75		97		47

		300.00+		Low		Medium		None		Low		No		0		6.5(L), 7.5(R)		Fair		Yes		90		75		100		90		100		55

		400.00+		None		None		None		None		No		0						Yes		100		100		100		100		100		100

		500.00+		Low		Medium		Medium		Medium		Yes		60		6		Fair		Yes		90		75		75		75		99		14

		600.00+		Low		Medium		None		Medium		No		0		4		Fair		Yes		90		75		100		75		100		40

		700.00+		None		High		High		Medium		No		0		4		Fair		Yes		100		60		60		75		100		0

		800.00+		Low		Medium		None		Medium		No		0		4		Fair		Yes		90		75		100		75		100		40

		900.00+		None		High		None		Medium		No		0		5		Good		Yes		100		60		100		75		100		35

		1000.00+		None		None		None		High		No		0		5(L), 4.5(R)		Good		Yes		100		100		100		60		100		60

		1100.00+		None		High		Medium		Medium		No		0		5		Good		Yes		100		60		75		75		100		10

		1200.00+		None		High		High		Low		Yes		300		DA(L), 6.5(R)		Good		Yes		100		60		60		90		93		3

		1300.00+		None		High		Medium		Low		No		0		6.5		Good		Yes		100		60		75		90		100		25

		1400.00+		None		High		None		High		No		0		6.5		Good		Yes		100		60		100		60		100		20

																						97.1		72.1		88.9		77.9		99.2		35.7

		1. Stationing from Buford Avenue (0+00) to Breckenridge Street(14+52)

				*0+00 at curbline of Route 30 and Elm St

				*road ends at 14+52 curbline of Breckenridge

				*3+92 and 4+29 curbline of Middle St

				*replace left curb(monolithic) beginning at 4+27 to 6+18

				*4+00 falls in intersection

				*curb on left ends at 6+18

				*crosswalk lineage 250', four stopbars: 60'

				*8+25 and 8+55 curbline of Hays St

				*8+53 start of regular curb on both sides

				*8+53 additional handicap ramp needed on Right side

				*address the cross pipe at 10+00, reset and lower

				*12+72 monolithic sidewalk on right

				*inlets at 1+76, 2+00, 4+42, 8+53, 10+00, 12+00(L&R:left is bicycle safe), 12+72

				*utility patch from 2+10 to end

				*regular curb on left at 2+10

				*0+00 to 6+00 double yellow line

				*regular curb on right starting at 4+27

				*40 linear feet of 24" stopbar

				*four turning arrows

				*160 linear feet on 4" or 6" white for turning lanes

				*250 linear feet of 6" crosswalk lines





Wolf Alley

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Wolf Alley

		Road Length (miles)		0.169507						Type		Alley		Area =		1100		SY				Storm Sewer Condition: Fair

		Paved width (feet)		9.5-13.5				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		High		None		Low		No		0						Yes		100		60		100		90		100		50

		200.00+		None		Medium		None		Low		No		0						Yes		100		75		100		90		100		65

		300.00+		None		Medium		None		Medium		No		0						Yes		100		75		100		75		100		50

		400.00+		None		Medium		None		Low		No		0						Yes		100		75		100		90		100		65

		500.00+		None		Medium		None		Low		No		0						Yes		100		75		100		90		100		65

		600.00+		None		Medium		None		Medium		No		0						Yes		100		75		100		75		100		50

		700.00+		Low		Low		None		Low		No		0						Yes		90		90		100		90		100		70

		800.00+		Medium		Low		None		Low		No		0						Yes		75		90		100		90		100		55

		900.00+		None		None		None		Low		No		0						Yes		100		100		100		90		100		90

																						96.1		79.4		100.0		86.7		100.0		62.2

		1. Stationing from Hay Street (0+16) to Reynolds Street (9+42)

				*Station 0+00 at the centerline of Hay Street

				*Road starts at 0+16 at curbline of Hay Street

				*Road ends at 9+42 at curbline of Reynolds Ave.

				*Road widens to 13 feet at the curbline of Howard Ave

				*Both sections of alley fair weathering condition

				*larger aggregate

				*should be sealed

				*Inlets at 2+67, 0+16, 5+39

				*Curbline of Howard at 5+39 and 5+70

				*18 inch CMP from 0+16 to 5+39 should be replaced when road replaced.





Wye Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Wye Alley

		Road Length (miles)		0.1369		6th to 4th				Type		Alley		Area =		510		SY				Storm Sewer Condition: N/A

		Road Length (miles)		0.08238		4th to Hudson								Area =		790		SY

		Paved width (feet)		9 -10.5				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)				N/A										Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		None		None		None		None		No										100		100		100		100		100		100

		200.00+		Medium		None		None		Medium		No										75		100		100		75		100		50

		300.00+		Medium		None		None		High		No										75		100		100		60		100		35

		400.00+										No										0		0		0		0

		500.00+		None		Medium		None		Low		No										100		75		100		90		100		65

		600.00+		None		Medium		None		Low		No										100		75		100		90		100		65

		700.00+		None		None		None		Low		No										100		100		100		90		100		90

		800.00+										No										0		0		0

		900.00+		None		None		None		Low		No										100		100		100		90		100		90

		1000.00+		None		None		None		None		No										100		100		100		100		100		100

		1100.00+		None		None		None		None		No										100		100		100		100		100		100

		1200.00+		None		None		None		None		No										100		100		100		100		100		100

																		Sixth to Fourth St.				91.7		91.7		100.0		84.2		100.0		67.5

																		Fourth to Hudson Aly				100.0		100.0		100.0		97.5		100.0		97.5

																				Overall rating		93.8		93.8		100.0		86.9		100.0		79.5

		1. Stationing from Sixth Street (0+16) to Hudson Alley (12+35)





Zerfing Aly

		Classification		None		Low						Medium														High

		Alligator Cracking				<20% Surface Area, <0.25" width						20% -50% Surface Area, 0.25"-0.50" width														>50% Surface Area, >0.5"width

		Longitudinal Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Transverse Cracking				0-0.25" width						0.25"-0.5" width														>0.5" width

		Rutting (R index)				0.25"-0.5" depth						0.5"-1.0" depth														>1.0" depth

		Patching		Yes or No

		Zerfing Alley

		Road Length (miles)		0.07575		Sixth to fifth								Area =		6250

		Road Length (miles)		0.07121		fifth to fourth								Area =

		Road Length (miles)		0.63		fourth to franklin				Type		Alley		Area =								Storm Sewer Condition: Fair (where applicable)

		Road Length (miles)		0.0839015		franklin to west								Area =		1035

		Paved width (feet)		10				Pavement Age (yrs)

		R-O-W width (feet)						Thickness (in.)

		Station Interval (ft)		100				Avg.Curb Reveal (in)														Overall Curb Condition: N/A

		Weathering		Good		Fair		Poor

		Drainage		Good		Fair		Poor

				Alligator		Longitud.		Transverse		Rutting		Patching		Size		Curb Reveal		Curb		Storm Sewer		AC		LC		TC		R		Patch		Roadway

				Cracking		Cracking		Cracking				Yes or No		ft2		In		Condition		Yes or No		INDEX		INDEX		INDEX		INDEX		INDEX		Rating

		Station1

		000.00+																				0		0		0		0

		100.00+		High		Medium		None		High		No		0								60		75		100		60		100		0

		200.00+		High		None		None		High		No		0								60		100		100		60		100		20

		300.00+		Medium		Medium		None		Medium		No		0								75		75		100		75		100		25

		400.00+

		500.00+		None		Medium		None		Medium		No		0								100		75		100		75		100		50

		600.00+		None		High		None		Medium		No		0								100		60		100		75		100		35

		700.00+		None		None		None		None		No		0		7.5						100		100		100		100		100		100

		800.00+

		900.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		1000.00+		None		High		None		None		No		0								100		60		100		100		100		60

		1100.00+		High		None		None		Low		No		0								60		100		100		90		100		50

		1200.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		1300.00+		High		None		None		Medium		No		0								60		100		100		75		100		35

		1400.00+		None		None		High		None		No		0								100		100		60		100		100		60

		1500.00+		None		High		High		Medium		No		0								100		60		60		75		100		0

		1600.00+		High		None		None		Medium		Yes		10								60		100		100		75		99		34

		1700.00+		Low		Medium		None		Low		No		0								90		75		100		90		100		55

		1800.00+		Low		High		None		Low		No		0								90		60		100		90		100		40

		1900.00+		None		High		None		Low		No		0								100		60		100		90		100		50

		2000.00+

		2100.00+		None		High		Medium		Medium		No		0								100		60		75		75		100		10

		2200.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		2300.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		2400.00+		Low		Medium		None		Low		No		0								90		75		100		90		100		55

		2500.00+		None		None		High		None		No		0								100		100		60		100		100		60

		2600.00+

		2700.00+		None		High		None		Medium		No		0								100		60		100		75		100		35

		2800.00+		High		Medium		None		Medium		No		0								60		75		100		75		100		10

		2900.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		3000.00+		Medium		Medium		None		Low		No		0								75		75		100		90		100		40

		3100.00+		None		Medium		None		High		No		0								100		75		100		60		100		35

		3200.00+

		3300.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		3400.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		3500.00+		None		Medium		None		Low		No		0								100		75		100		90		100		65

		3600.00+		None		High		None		Low		No		0								100		60		100		90		100		50

		3700.00+		None		High		None		Low		No		0								100		60		100		90		100		50

		3800.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		3900.00+		None		None		None		Medium		No		0								100		100		100		75		100		75

		4000.00+		High		None		None		High		No		0								60		100		100		60		100		20

		4100.00+		High		None		None		High		No		0								60		100		100		60		100		20

		4200.00+		High		Medium		None		Medium		No		0								60		75		100		75		100		10

		4300.00+

		4400.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		4500.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		4600.00+		None		None		None		Low		No		0								100		100		100		90		100		90

		4700.00+		None		None		None		None		No		0								100		100		100		100		100		100

																						89.3		83.3		96.5		81.7		100.0		51.0

																franklin to west, New pavement						100.0		100.0		100.0		92.5		100.0		92.5

																Sixth to Franklin						88		81		96		81		100		46

		1. Stationing from Sixth Street (0+25) to West Street (47+75)

				*0+00 at centerline of Sixth St

				*0+25 at curbline of Sixth

				*47+75 at curbline of West St

				*Inlets at 6+86, 11+55, 12+28(2x2), 24+62, 25+01, 25+76, 27+25, 28+70, 29+13, 29+70, 33+30(bicycle safe), 33+96, 36+44, 43+00, 46+17, 47+00

				*Between Fifth St and Fourth St assume 2% base repair, surface treatment

				*curbing starts on left at 6+94 goes to Fourth St

				*reclaim section from Sixth St to Fifth St

				*Curbline of Fifth at 3+79 and 4+07

				*14 foot width at Fifth St

				*Building edge 5+20 (12' width)

				*Curbline of Washington at 38+25 and 38+56

				*From Washington to Franklin recycle / reclaim

				*Franklin St curbline at 43+00 and 43+31

				*Franklin to West (21' width) fair weathering

				*curbline of West St. at 47+74

				*curbline of Fourth at 7+85 and 8+14

				*Fourth to Third assume 5% base repair

				*Starting at 11+00 road crowns toward center

				*Third St. curbline 14+01 and 14+30

				*Third to Second assume 30% base repair

				*Liberty curbline at 19+78 and 20+09 (12' width)

				*Drainage issues around 24+00

				*Stratton curbline at 25+76 and 26+05 (17' width)

				*At Stratton pavement begins fair condition

				*curb on left from 25+00 to Stratton

				*Mill and overlay between Stratton and Baltimore St.

				*Curbline of Baltimore at 31+94 and 32+36

				*at 34+00 14' width





Survey Log

		Street		Date

		Ackerson Aly		9/29/10

		Barbehenn Aly		9/29/10

		Barlow Street		9/23/10

		Bickle Aly		10/7/10

		Bream aly		9/16/10

		Breckenridge Street		8/3/10

		Brickyard Aly		10/7/10

		Broadway street		8/4/10

		Bush Aly		8/18/10

		Cannery Aly

		Cemetery Alley		8/3/10

		Columbia Aly		9/29/10

		Constitution Ave		10/13/10

		Court Alley		8/9/10

		Culp Steet		8/2/10

		Delap Ave		10/13/10

		Dobbin Alley		8/9/10

		East Broadway

		East Lincoln Ave		9/29/10

		East Middle St

		East Water St

		Elm ST

		Fairview Avenue		8/4/10

		Fifth st

		Foth alley

		fourth st

		Franklin Street		9/22/10

		Furniture Aly		9/22/10

		Gettys street		8/2/10

		Gilliland Aly

		Hamme Aly		8/17/10

		Hartzell Aly		9/23/10

		Hay St		8/17/10

		Hay st section 2		8/18/10

		Hazel Aly		9/29/10

		High St		9/14/10

		Highland Avenue		7/26/10

		Hillcrest Plaza		8/10/10

		Hospital Alley		8/9/10

		Howard Ave		8/17/10

		Hudson Aly

		Jacobs Aly

		Johns Avenue		7/22/10

		King Street		7/26/10

		Kuhn Aly

		Lefever Street		8/10/10

		Legion aly		9/14/10

		Levan Aly

		Liberty St		9/22/10

		Linbro Aly

		Lincoln Lane		8/3/10

		Little Aly		9/22/10

		Locust Avenue		8/10/10

		Long Lane		7/22/10

		Markley Aly		9/29/10

		Mayor Alley		8/9/10

		McMillan St		8/17/10

		Monument Aly

		Mummasburg St		9/29/10

		Naugle Aly		9/23/10

		No name Aly		9/29/10

		Noonan Alley		8/2/10

		Pape Alley		8/3/10

		Park Street		7/26/10

		Patrick Alley		8/9/10

		Pfeffer aly		9/16/10

		Pine Street		9/23/10

		Plank aly

		Prince Street		9/16/10

		Queen Street		7/22/10

		Racehorse Aly		9/22/10

		Railroad Aly

		Reaser Aly		9/22/10

		Red Patch Ave		8/17/10

		Reynolds St section 1		9/14/10

		Reynolds St Section 2		8/18/10

		Ridge Ave		8/17/10

		Roth Aly		9/16/10

		Schimmelpfennig Alley		8/9/10

		Schoolhouse Alley		8/10/10

		Seminary ave		8/18/10

		Shealer Ave		8/18/10

		Sheely Aly		9/29/10

		Sickles aly		8/18/10

		Sixth st

		Slentz Aly

		Smith Aly

		South Street		8/3/10

		Spring Ave

		Stauffer Aly

		Stevens St		9/29/10

		Stratton ST

		Strickhouser Aly

		Sunset Avenue		7/22/10

		Third St

		United Alley		8/3/10

		Victor Street		9/23/10

		Village Drive		9/13/10

		Wade Avenue		8/10/10

		Wainwright Avenue		8/10/10

		Wall Alley		8/9/10

		Warner Alley		8/3/10

		Washington St		10/13/10

		Water ST		10/7/10

		Weaver Alley		8/10/10

		Wentz Aly

		West Lincoln St		10/13/10

		West St		9/13/10

		Wolf aly		8/18/10

		Wye Aly		10/12/10

		Zerfing aly		9/16/10





Streets Summary

		Street		Overall Rating		Condition		Measured Length (Mile)		Length (Ft)		Area  (Sq.Yd.)		Cost for just roadway		Cost with incidentials

		Barlow Street		27.1		Poor		0.244		1287		4291		$107,275		$171,640

		Breckenridge Street		61.3		Fair		0.291		1536		4592		$91,840		$91,840

		College Avenue		61.7		Fair		0.121		641		2137		$42,740		$42,740

		Constitution Ave		72.7		Fair		0.461		2434		8114		$162,280		$162,280

		Culp Steet		33.0		Poor		0.175		926		3086		$77,150		$123,440

		East Broadway street		49.0		Poor		0.188		994		5302		$132,550		$212,080

		East Lincoln Ave		14.7		Poor		0.133		703		2344		$58,600		$93,760

		East Middle St		51.2		Poor		0.598		3155		10900		$272,500		$436,000

		East Railroad St		50.9		Poor		0.221		1167		2015		$50,375		$80,600

		Elm St		41.7		Poor		0.090		475		1584		$39,600		$63,360

		Fairview Avenue		46.4		Poor		0.444		2345		7817		$195,425		$312,680

		Fifth st		80.3		Fair		0.267		1407		4691		$93,820		$93,820

		fourth st		68.1		Fair		0.580		3062		10200		$204,000		$204,000

		Franklin Street		60.8		Fair		0.244		1289		4893		$97,860		$97,860

		Franklin Street (High to Breckenridge)		15.0		Poor		0.114		602		2007		$50,175		$80,280

		Gettys street		30.8		Poor		0.234		1234		4936		$123,400		$197,440

		Hay St		61.1		Fair		0.091		479		1597		$31,940		$31,940

		Hay st section 2		38.5		Poor		0.248		1311		4371		$109,275		$174,840

		High St		60.8		Fair		0.581		3066		10561		$211,220		$211,220

		Highland Avenue		41.1		Poor		0.484		2555		8517		$212,925		$340,680

		Hillcrest Plaza		91.5		Good		0.093		489		1630		$6,520		$6,520

		Howard Ave (Prince to Middle St.)		18.8		Poor		0.210		1108		3695		$92,375		$147,800

		Howard Ave. (Mcmillian to Prince St.)		78.8		Fair		0.086		454		1515		$30,300		$30,300

		Howard Ave. (Middle St. to Bufford Ave.)		37.8		Poor		0.180		953		3180		$79,500		$127,200						Poor		Fair		Good		Excellent

		Johns Avenue		61.7		Fair		0.509		2687		8957		$179,140		$179,140						0.499		0.344		0.076		0.082		1.000

		King Street		29.0		Poor		0.278		1470		4900		$122,500		$196,000

		Lefever Street		52.5		Poor		0.382		2017		6510		$162,750		$260,400

		Liberty St		81.3		Fair		0.076		400		1334		$26,680		$26,680

		Locust Avenue		100.0		Excellent		0.071		376		836		$0		$0

		Long Lane (Cul De Sac to Breckenridge St)		58.3		Poor		0.104		550		10777		$269,425		$431,080

		Long Lane Section 1 (0+00 to 7+00-Highland Ave)		75.0		Fair		0.129		680		1965		$39,300		$39,300

		Long Lane Section 1 (7+00-Highland Ave to Sunset Ave.)		91.6		Good		0.104		550		1589		$6,356		$6,356

		McMillan St		85.7		Good		0.043		225		750		$3,000		$3,000

		Mummasburg St		57.3		Poor		0.106		560		1494		$37,350		$59,760

		Park Street		89.8		Good		0.058		306		1021		$4,084		$4,084

		Pine Street		34.2		Poor		0.058		307		1024		$25,600		$40,960

		Prince Street		61.4		Fair		0.068		360		1035		$20,700		$20,700

		Queen Street		76.3		Fair		0.295		1556		5273		$105,460		$105,460

		Railroad Street		97.1		Excellent		0.112		589		1080		$0		$0

		Red Patch Ave		26.0		Poor		0.083		440		1467		$36,675		$58,680

		Reynolds St section 1		5.7		Poor		0.149		785		2617		$65,425		$104,680

		Reynolds St Section 2 (High to Legion)		70.0		Fair		0.038		202		675		$13,500		$13,500

		Ridge Ave		62.3		Fair		0.273		1443		4810		$96,200		$96,200

		Seminary ave		55.7		Poor		0.168		889		2964		$74,100		$118,560

		Sixth St		76.6		Fair		0.312		1649		5975		$119,500		$119,500

		South Street		53.1		Poor		0.112		589		1575		$39,375		$63,000

		Spring Ave		15.8		Poor		0.395		2088		9750		$243,750		$390,000		actually 2 sections

		Stevens St		33.6		Poor		0.224		1185		3950		$98,750		$158,000

		Stratton St		70.4		Fair		0.620		3274		10200		$204,000		$204,000

		Sunset Avenue		99.0		Excellent		0.394		2078		6927		$0		$0

		Third St		83.2		Fair		0.172		908		2420		$48,400		$48,400

		Victor Street		47.5		Poor		0.116		615		2050		$51,250		$82,000

		Village Drive		67.5		Fair		0.153		810		4100		$82,000		$82,000

		Wade Avenue		21.7		Poor		0.029		153		510		$12,750		$20,400

		Wainwright Avenue		54.3		Poor		0.070		370		970		$24,250		$38,800

		Wash. St (Section 2-11+00 to 19+32-Breckenridge St)		52.2		Poor		0.156		826		2755		$68,875		$110,200

		Wash. St (Section 3,4-19+63 to 34+18-Chambersburg St)		35.5		Poor		0.162		854		2845		$71,125		$113,800

		Wash. St (Section 5-34+60 to Brickyard St)		56.1		Poor		0.537		2836		9454		$236,350		$378,160

		Washington St (Section 1 Steinwehr to 11+00)		98.3		Excellent		0.208		1100		3670		$0		$0

		Water St		51.7		Poor		0.436		2300		7667		$191,675		$306,680

		West Broadway street		58.2		Poor		0.398		2099		9489		$237,225		$379,560

		West Lincoln (0+00 to 17+95)		60.6		Fair		0.329		1737		5835		$116,700		$116,700

		West Lincoln (17+95 to 25+00)		100.0		Excellent		0.134		705		2350		$0		$0

		West St		35.7		Poor		0.268		1416		4720		$118,000		$188,800

								14.708		14.708		272265		$5,825,865		$8,098,860

		All alleys and roads completed between august 2010 and October 2010

		A 60% increase was given for incidentials for roads with a poor rating												Total Alleys +Streets		$9,292,215

		Barlow Street		0.244

		Breckenridge Street		0.291

		College Avenue		0.111

		Constitution Ave		0.461

		Culp Steet		0.175

		East Broadway street		0.188

		East Lincoln Ave		0.133

		East Middle St		0.598

		East Railroad St		0.221

		Elm St		0.090

		Fairview Avenue		0.459

		Fifth st		0.267

		fourth st		0.686

		Franklin Street		0.244

		Franklin Street (High to Breckenridge)		0.114

		Gettys street		0.234

		Hay St		0.091

		Hay st section 2		0.248

		High St		0.581

		Highland Avenue		0.484

		Hillcrest Plaza		0.093

		Howard Ave (Prince to Middle St.)		0.210

		Howard Ave. (Mcmillian to Prince St.)		0.086

		Howard Ave. (Middle St. to Bufford Ave.)		0.180

		Johns Avenue		0.509

		King Street		0.278

		Lefever Street		0.382

		Liberty St		0.076

		Locust Avenue		0.071

		Long Lane (Cul De Sac to Breckenridge St)		0.104

		Long Lane Section 1 (0+00 to 7+00-Highland Ave)		0.129

		Long Lane Section 1 (7+00-Highland Ave to Sunset Ave.)		0.104

		McMillan St		0.043

		Mummasburg St		0.106

		Park Street		0.058

		Pine Street		0.058

		Prince Street		0.068

		Queen Street		0.295

		Railroad Street		0.112

		Red Patch Ave		0.083

		Reynolds St section 1		0.149

		Reynolds St Section 2 (High to Legion)		0.038

		Ridge Ave		0.273

		Seminary ave		0.168

		Sixth St		0.312

		South Street		0.112

		Spring Ave		0.395

		Stevens St		0.224

		Stratton St		0.620

		Sunset Avenue		0.394

		Third St		0.172

		Victor Street		0.116

		Village Drive		0.153

		Wade Avenue		0.029

		Wainwright Avenue		0.070

		Wash. St (Section 2-11+00 to 19+32-Breckenridge St)		0.156

		Wash. St (Section 3-19+63 to 34+18-Chambersburg St)		0.276

		Wash. St (Section 4-34+60 to Brickyard St)		0.537

		Washington St (Section 1 Steinwehr to 11+00)		0.208

		Water St		0.436

		West Broadway street		0.398

		West Lincoln (0+00 to 17+95)		0.329

		West Lincoln (17+95 to 25+00)		0.134

		West St		0.268

				14.93





Streets Summary

		



CONDITION VS. AREA (SY)



Streets Field Ratings

		2010 FIELD RATING RESULTS

		Street		Rating		Condition		Measured Length (Mile)

		Barlow Street		27.1		Poor		0.244

		Breckenridge Street		61.3		Fair		0.291

		College Avenue		61.7		Fair		0.121

		Constitution Avenue		72.7		Fair		0.461

		Culp Street		33.0		Poor		0.175

		East Broadway Street		49.0		Poor		0.288

		East Lincoln Avenue		14.7		Poor		0.133

		East Middle Street		51.2		Poor		0.598

		East Railroad Street		50.9		Poor		0.221

		Elm Street		41.7		Poor		0.090

		Fairview Avenue		46.4		Poor		0.444

		Fifth Street		80.3		Fair		0.267

		Fourth Street		68.1		Fair		0.580

		Franklin Street (Breckenridge to High Street)		15.0		Poor		0.114

		Franklin Street (High Street to Cul-De-Sac)		60.8		Fair		0.244

		Gettys Street		30.8		Poor		0.234

		Hay Street (Buford Avenue to Middle Street)		38.5		Poor		0.248

		Hay Street (Middle Street to Hamme Alley)		61.1		Fair		0.091

		High Street		60.8		Fair		0.581

		Highland Avenue		41.1		Poor		0.484

		Hillcrest Plaza		91.5		Good		0.093

		Howard Ave (Prince Street to Middle Street)		18.8		Poor		0.210

		Howard Avenue (Mcmillian Street to Prince Street)		78.8		Fair		0.086

		Howard Avenue (Middle Street to Bufford Avenue)		37.8		Poor		0.180

		Johns Avenue		61.7		Fair		0.509

		King Street		29.0		Poor		0.278

		Lefever Street		52.5		Poor		0.382

		Liberty Street		81.3		Fair		0.076

		Locust Avenue		100.0		Excellent		0.071

		Long Lane (Cul De Sac to Breckenridge Street)		58.3		Poor		0.612

		Long Lane (Highland Avenue to Sunset Avenue)		91.6		Good		0.104

		Long Lane (Steinwehr Avenue to Highland Avenue)		75.0		Fair		0.129

		McMillan Street		85.7		Good		0.043

		Mummasburg Street		57.3		Poor		0.106

		Park Street		89.8		Good		0.058

		Pine Street		34.2		Poor		0.058

		Prince Street		61.4		Fair		0.068

		Queen Street		76.3		Fair		0.295

		Railroad Street		97.1		Excellent		0.112

		Red Patch Avenue		26.0		Poor		0.083

		Reynolds Street (High Street to Legion Alley)		70.0		Fair		0.038

		Reynolds Street (Middle Street to Buford Avenue)		5.7		Poor		0.149

		Ridge Avenue		62.3		Fair		0.273

		Seminary Avenue		55.7		Poor		0.168

		Sixth Street		76.6		Fair		0.312

		South Street		53.1		Poor		0.112

		Spring Avenue		15.8		Poor		0.395

		Stevens Street		33.6		Poor		0.224

		Stratton Street		70.4		Fair		0.620

		Sunset Avenue		99.0		Excellent		0.394

		Third Street		83.2		Fair		0.172

		Victor Street		47.5		Poor		0.116

		Village Drive		67.5		Fair		0.153

		Wade Avenue		21.7		Poor		0.029

		Wainwright Avenue		54.3		Poor		0.070

		Washington Street (Breckenridge Street to High Street)		53.4		Poor		0.114

		Washington Street (Chambersburg Street to Brickyard Alley)		56.1		Poor		0.537

		Washington Street (High Street to Chambersburg Street)		35.5		Poor		0.162

		Washington Street (Hospital Alley to Breckenridge Street)		52.2		Poor		0.156

		Washington Street (Steinwehr Avenue to Hospital Alley)		98.3		Excellent		0.208

		Water St		51.7		Poor		0.436

		West Broadway Street		58.2		Poor		0.398

		West Lincoln (Carlisle Street to 17+95)		60.6		Fair		0.329

		West Lincoln Avenue (17+95 to 25+00)		100.0		Excellent		0.134

		West Street		35.7		Poor		0.268

				Total Street Miles				15.430





Streets Field Ratings

		



CONDITION VS. AREA (SY)



Streets SCR

		2010 ROADWAY SURFACE CONDITION SURVEY RESULTS

		STREET		AC INDEX		LC INDEX		TC INDEX		RUT INDEX		PATCH INDEX		SCR INDEX

		Barlow Street		88.5		67.0		71.0		87.5		99.7		27.1

		Breckenridge Street		99.3		85.7		87.7		88.7		99.9		61.3

		College Avenue		91.2		75.4		100.0		96.2		99.0		61.7

		Constitution Avenue		95.2		91.0		93.8		92.8		99.9		72.7

		Culp Street		86.1		70.6		90.6		84.4		99.7		33.0

		East Broadway Street		80.6		85.3		95.6		88.1		99.3		49.0

		East Lincoln Avenue		88.6		60.0		87.1		79.3		99.4		14.7

		East Middle Street		78.7		96.6		98.9		77.7		99.2		51.2

		East Railroad Street		72.7		97.7		100.0		80.5		100.0		50.9

		Elm Street		100.0		64.4		100.0		78.9		98.4		41.7

		Fairview Avenue		96.3		81.7		84.8		83.8		100.0		46.4

		Fifth Street		91.5		97.5		97.5		88.5		97.9		80.3

		Fourth Street		89.2		88.5		98.1		92.3		100.0		68.1

		Franklin Street (Breckenridge to High Street)		100.0		62.5		83.3		67.5		100.0		15.0

		Franklin Street (High Street to Cul-De-Sac)		100.0		73.8		93.8		93.3		99.9		60.8

		Gettys Street		89.6		77.9		85.0		78.3		100.0		30.8

		Hay Street (Buford Avenue to Middle Street)		99.2		68.8		80.8		89.6		100.0		38.5

		Hay Street (Middle Street to Hamme Alley)		95.0		83.3		91.7		91.7		99.4		61.1

		High Street		96.4		82.9		96.7		85.9		98.9		60.8

		Highland Avenue		85.2		78.6		90.4		87.4		99.5		41.1

		Hillcrest Plaza		100.0		100.0		100.0		91.7		99.9		91.5

		Howard Ave (Prince Street to Middle Street)		81.3		68.3		80.4		72.1		99.0		18.8

		Howard Avenue (Mcmillian Street to Prince Street)		100.0		93.8		90.0		95.0		100.0		78.8

		Howard Avenue (Middle Street to Bufford Avenue)		94.5		70.0		86.4		87.3		98.8		37.8

		Johns Avenue		90.4		87.8		92.4		91.9		99.3		61.7

		King Street		86.8		80.4		80.7		78.9		99.7		29.0

		Lefever Street		91.5		82.3		93.0		85.5		98.8		52.5

		Liberty Street		90.0		100.0		100.0		91.3		100.0		81.3

		Locust Avenue		100.0		100.0		100.0		100.0		100.0		100.0

		Long Lane (Cul De Sac to Breckenridge Street)		91.6		82.0		90.5		94.7		99.5		58.3

		Long Lane (Highland Avenue to Sunset Avenue)		98.3		93.3		100.0		100.0		100.0		91.6

		Long Lane (Steinwehr Avenue to Highland Avenue)		100.0		80.0		96.7		98.3		100.0		75.0

		McMillan Street		100.0		95.5		99.0		93.0		98.2		85.7

		Mummasburg Street		95.0		76.8		96.4		86.4		100.0		57.3

		Park Street		100.0		93.3		98.3		100.0		98.1		89.8

		Pine Street		90.8		69.2		80.8		93.3		100.0		34.2

		Prince Street		91.4		96.4		92.9		86.4		94.3		61.4

		Queen Street		95.3		94.0		96.0		91.0		99.9		76.3

		Railroad Street		100.0		99.2		100.0		97.9		100.0		97.1

		Red Patch Avenue		63.3		88.9		97.2		76.7		99.9		26.0

		Reynolds Street (High Street to Legion Alley)		97.5		83.8		100.0		90.0		98.8		70.0

		Ridge Avenue		100.0		73.2		96.4		93.2		99.4		62.3

		Seminary Avenue		97.2		82.8		96.1		80.0		99.6		55.7

		Sixth Street		92.3		86.8		100.0		97.3		100.0		76.6

		South Street		89.2		83.3		92.5		88.3		99.8		53.1

		Spring Avenue		85.0		72.3		82.0		69.0		98.9		15.8

		Stevens Street		91.8		67.7		97.7		75.5		100.0		33.6

		Stratton Street		92.8		85.0		98.0		95.2		99.5		70.4

		Sunset Avenue		100.0		99.5		99.5		100.0		100.0		99.0

		Third Street		98.9		90.0		96.1		98.9		99.3		83.2

		Victor Street		93.5		81.5		92.0		82.5		100.0		47.5

		2010 ROADWAY SURFACE CONDITION SURVEY RESULTS

		STREET		AC INDEX		LC INDEX		TC INDEX		RUT INDEX		PATCH INDEX		SCR INDEX

		Village Drive		100.0		75.0		100.0		92.5		100.0		67.5

		Wade Avenue		76.7		80.0		83.3		79.2		99.1		21.7

		Wainwright Avenue		91.4		80.7		89.3		92.9		100.0		54.3

		Washington Street (Breckenridge Street to High Street)		77.0		95.0		100.0		84.0		97.4		53.4

		Washington Street (Chambersburg Street to Brickyard Alley)		73.2		98.8		97.1		87.5		99.5		56.1

		Washington Street (High Street to Chambersburg Street)		74.6		85.0		97.1		83.6		99.0		35.5

		Washington Street (Hospital Alley to Breckenridge Street)		80.0		88.9		94.4		88.9		100.0		52.2

		Washington Street (Steinwehr Avenue to Hospital Alley)		100.0		99.2		100.0		99.2		100.0		98.3

		Water St		82.0		83.3		100.0		86.7		99.5		51.7

		West Broadway Street		99.0		74.3		92.1		93.1		99.7		58.2

		West Lincoln (Carlisle Street to 17+95)		86.8		92.6		98.5		83.2		99.4		60.6

		West Lincoln Avenue (17+95 to 25+00)		100.0		100.0		100.0		100.0		100.0		100.0

		West Street		97.1		72.1		88.9		77.9		99.2		35.7

		Reynolds Street (Middle Street to Buford Avenue)		97.1		60.0		70.7		75.0		99.9		5.7





Streets SCR

		0



CONDITION VS. AREA (SY)



Alleys Summary

		Alley		Overall Rating		Condition		Measured Length (Mile)		Length (Ft)		Area (SY)		Cost for roadway

		Bickle Aly (College Ave to 4+16)		100.0		Excellent		0.076		401		535		$0

		Delap Ave		100.0		Excellent		0.112		591		920		$0

		Hamme Aly		100.0		Excellent		0.118		621		1030		$0

		Warner Alley		100.0		Excellent		0.165		871		980		$0

		Wentz Aly		98.8		Excellent		0.170		895		1200		$0

		Keefer Alley		97.9		Excellent		0.067		354		472		$0

		Strickhouser Aly		97.8		Excellent		0.094		497		720		$0

		Wye Aly (Fourth to Hudson Aly)		97.5		Excellent		0.137		723		510		$0

		Hudson Aly (Third to Fourth St.)		96.7		Excellent		0.114		602		803		$0

		Shealer Aly		94.4		Good		0.042		223		273		$1,092				10

		Naugle Aly		94.3		Good		0.074		389		476		$1,904

		Hartzell Aly (Stratton to Markley)		93.8		Good		0.073		387		516		$2,064

		Zerfing aly (Franklin to West)		92.5		Good		0.084		443		1035		$4,140

		Plank aly		89.4		Good		0.075		398		531		$2,124				7

		Hazel Aly		87.9		Good		0.256		1352		2050		$8,200

		Noonan Alley		87.5		Good		0.188		993		1214		$4,856

		Little Aly		83.1		Fair		0.039		205		262		$5,240

		Hospital Alley		81.9		Fair		0.036		190		507		$10,140

		Jacobs Aly		77.5		Fair		0.091		483		698		$13,960

		Dobbin Alley (Schimmelpfennig Aly to dead end.)		77.0		Fair		0.071		377		730		$14,600

		Bickle Aly (4+16 to Linbro Aly)		73.0		Fair		0.111		588		784		$15,680

		Columbia Aly		72.1		Fair		0.032		168		169		$3,380

		Wall Alley		71.9		Fair		0.221		1168		1550		$31,000

		Markley Aly		70.0		Fair		0.200		1056		1409		$28,180

		Lincoln Lane		68.6		Fair		0.134		705		970		$19,400

		Mayor Alley		67.5		Fair		0.050		265		354		$7,080

		Wye Aly (Sixth to Fourth)		67.5		Fair				0		790		$15,800

		Schoolhouse Alley		66.7		Fair		0.168		887		1580		$31,600

		Reaser Aly		65.0		Fair		0.040		213		213		$4,260

		Pfeffer aly		64.3		Fair		0.030		158		211		$4,220

		Legion aly (Reynolds to West St)		64.0		Fair		0.108		570		635		$12,700

		Wolf aly		62.2		Fair		0.170		895		1100		$22,000

		Ackerson Aly		61.1		Fair		0.047		247		302		$6,040

		Cannery Aly		61.0		Fair		0.093		492		656		$13,120

		Cemetery Alley		60.0		Poor		0.111		585		612		$15,300

		United Alley		59.8		Poor		0.080		423		625		$15,625				18

		Hartzell Aly (Barlow to Stratton)		59.2		Poor		0.055		293		391		$9,775

		Kuhn Aly		57.9		Poor		0.069		362		483		$12,075

		Dobbin Alley (Hospital Aly to Washington St.)		57.5		Poor		0.098		519		420		$10,500				32

		Foth alley		57.5		Poor		0.080		421		562		$14,050

		No name Aly		56.7		Poor		0.033		172		192		$4,800

		Levan Aly		54.5		Poor		0.048		256		285		$7,125

		Racehorse Aly 1		53.4		Poor		0.377		1989		4851		$121,275

		Barbehenn Aly		51.3		Poor		0.077		408		454		$11,350				0.560

		Court Alley		50.4		Poor		0.464		2452		3542		$88,550				Poor		Fair		Good		Excellent

		Legion Aly (Strattion to Middle St.)		50.0		Poor		0.252		1330		1720		$43,000				0.581762714		0.206363404		0.0973517761		0.1145221058		1

		Linbro Aly		49.4		Poor		0.076		402		447		$11,175

		Patrick Alley		47.5		Poor		0.075		396		484		$12,100

		Zerfing Aly (Sixth to Franklin St.)		46.5		Poor		0.777		4102		6250		$156,250

		Hudson Aly (Fourth St. to Sixth St.)		45.8		Poor		0.115		609		812		$20,300

		Sickles aly		45.2		Poor		0.091		480		587		$14,675

		Weaver Alley		44.2		Poor		0.114		603		710		$17,750

		Stauffer Aly		42.1		Poor		0.037		196		218		$5,450

		Sheely Aly		41.9		Poor		0.127		672		752		$18,800

		Bush Aly		41.9		Poor		0.037		197		285		$7,125

		Schimmelpfennig Alley		41.3		Poor		0.080		425		567		$14,175

		Racehorse Aly 2		37.4		Poor		0.336		1776		3215		$80,375

		Legion aly (West to Stratton St.)		35.5		Poor		0.399		2105		2340		$58,500

		Slentz Aly		34.3		Poor		0.037		195		195		$4,875

		Pape Alley		34.0		Poor		0.050		264		323		$8,075

		Smith Aly		31.9		Poor		0.037		193		240		$6,000

		Monument Aly		30.7		Poor		0.066		348		348		$8,700

		Brickyard Aly		26.5		Poor		0.207		1092		1456		$36,400

		Furniture Aly		25.0		Poor		0.156		825		970		$24,250

		Bream aly		20.4		Poor		0.079		417		603		$15,075

		Roth Aly		15.0		Poor		0.112		589		720		$18,000

		Gilliland Aly (Railroad St to Delap Ave)		0.0		Poor		0.070		370		493		$12,325

		Gilliland Aly (Delap Ave. to Water St)		0.0		Poor		0.038		203		271		$6,775

								8.348		8.35		62608		$1,193,355

								4.671





Alleys Summary

		



CONDITION VS. AREA (SY)



Alleys Field Ratings

		2010 FIELD RATING RESULTS

		Alley		Rating		Condition		Measured Length (Miles)

		Bickle Alley (College Avenue to 4+16)		100.0		Excellent		0.076

		Delap Avenue		100.0		Excellent		0.112

		Hamme Alley		100.0		Excellent		0.118

		Warner Alley		100.0		Excellent		0.165

		Wentz Alley		98.8		Excellent		0.170

		Keefer Alley		97.9		Excellent		0.067

		Strickhouser Alley		97.8		Excellent		0.094

		Wye Alley (Fourth Street to Hudson Alley)		97.5		Excellent		0.082

		Gilliland Alley (Railroad Street to Delap Avenue)		96.7		Excellent		0.070

		Hudson Alley (Third Street to Fourth Street)		96.7		Excellent		0.114

		Shealer Alley		94.4		Good		0.042

		Naugle Alley		94.3		Good		0.074

		Hartzell Alley (Stratton Street to Markley Alley)		93.8		Good		0.073

		Zerfing Alley (Franklin Street to West Street)		92.5		Good		0.084

		Plank Alley		89.4		Good		0.075

		Hazel Alley		87.9		Good		0.256

		Noonan Alley		87.5		Good		0.188

		Little Alley		83.1		Fair		0.039

		Hospital Alley		81.9		Fair		0.036

		Jacobs Alley		77.5		Fair		0.091

		Dobbin Alley (Schimmelpfennig Alley to Dead end.)		77.0		Fair		0.071

		Bickle Alley (4+16 to Linbro Alley)		73.0		Fair		0.111

		Columbia Alley		72.1		Fair		0.032

		Wall Alley		71.9		Fair		0.221

		Markley Alley		70.0		Fair		0.200

		Lincoln Lane		68.6		Fair		0.134

		Mayor Alley		67.5		Fair		0.050

		Wye Alley (Sixth Street to Fourth Street)		67.5		Fair		0.137

		Schoolhouse Alley		66.7		Fair		0.168

		Reaser Alley		65.0		Fair		0.040

		Pfeffer Alley		64.3		Fair		0.030

		Legion Alley (Reynolds Street to West Street)		64.0		Fair		0.108

		Wolf Alley		62.2		Fair		0.170

		Ackerson Alley		61.1		Fair		0.047

		Cannery Alley		61.0		Fair		0.093

		Cemetery Alley		60.0		Poor		0.111

		United Alley		59.8		Poor		0.080

		Hartzell Alley (Barlow Street to Stratton Street)		59.2		Poor		0.055

		Kuhn Alley		57.9		Poor		0.069

		Dobbin Alley (Hospital Alley to Washington Street)		57.5		Poor		0.098

		Foth alley		57.5		Poor		0.080

		No name Alley		56.7		Poor		0.033

		Levan Alley		54.5		Poor		0.048

		Racehorse Alley (Carlisle Street to Little Alley)		53.4		Poor		0.377

		Barbehenn Alley		51.3		Poor		0.077

		Court Alley		50.4		Poor		0.464

		Legion Alley (Stratton Street to Middle Street)		50.0		Poor		0.252

		Linbro Alley		49.4		Poor		0.076

		Patrick Alley		47.5		Poor		0.075

		Gilliland Alley (Delap Avenue to Water Street)		47.1		Poor		0.038

		Zerfing Alley (Sixth Street to Franklin Street)		46.5		Poor		0.777

		Hudson Alley (Fourth Street to Sixth Street)		45.8		Poor		0.115

		Sickles Alley		45.2		Poor		0.091

		Weaver Alley		44.2		Poor		0.114

		Stauffer Alley		42.1		Poor		0.037

		Sheely Alley		41.9		Poor		0.127

		Bush Alley		41.9		Poor		0.037

		Schimmelpfennig Alley		41.3		Poor		0.080

		Racehorse Alley (Carlisle Street to Buford Avenue)		37.4		Poor		0.336

		Legion Alley (West Street to Stratton Street)		35.5		Poor		0.399

		Slentz Alley		34.3		Poor		0.037

		Pape Alley		34.0		Poor		0.050

		Smith Alley		31.9		Poor		0.037

		Monument Alley		30.7		Poor		0.066

		Brickyard Alley		26.5		Poor		0.207

		Furniture Alley		25.0		Poor		0.156

		Bream Alley		20.4		Poor		0.079

		Roth Alley		15.0		Poor		0.112

						Total Alley Miles		8.430





Alleys Field Ratings

		



Condition Vs. Area (SY)



2010 alley SCR

		2010 ROADWAY SURFACE CONDITION SURVEY RESULTS

		ALLEY		AC INDEX		LC INDEX		TC INDEX		RUT INDEX		PATCH INDEX		SCR INDEX

		Bikle Aly (College Ave to 4+16)		100.0		100.0		100.0		98.0		100.0		100.0

		Delap Ave		100.0		100.0		100.0		100.0		100.0		100.0

		Hamme Aly		100.0		100.0		100.0		100.0		100.0		100.0

		Warner Alley		100.0		100.0		100.0		100.0		100.0		100.0

		Wentz Aly		100.0		98.8		100.0		100.0		100.0		98.8

		Keefer Alley		97.9		100.0		100.0		100.0		100.0		97.9

		Strickhouser Aly		100.0		100.0		100.0		97.8		100.0		97.8

		Wye Aly (Fourth to Hudson Aly)		100.0		100.0		100.0		97.5		100.0		97.5

		Gilliland Aly (Railroad St to Delap Ave)		96.7		100.0		100.0		100.0		100.0		96.7

		Hudson Aly (Third to Fourth St.)		100.0		100.0		100.0		96.7		100.0		96.7

		Shealer Aly		100.0		94.4		100.0		100.0		100.0		94.4

		Naugle Aly		100.0		100.0		100.0		94.3		100.0		94.3

		Hartzell Aly (Stratton to Markley)		100.0		93.8		100.0		100.0		100.0		93.8

		Zerfing aly (Franklin to West)		100.0		100.0		100.0		92.5		100.0		92.5

		Plank aly		100.0		89.4		100.0		100.0		100.0		89.4

		Hazel Aly		100.0		93.5		100.0		96.2		98.3		87.9

		Noonan Alley		100.0		98.0		100.0		89.5		100.0		87.5

		Little Aly		95.0		100.0		100.0		88.1		100.0		83.1

		Hospital Alley		100.0		93.8		95.0		93.1		100.0		81.9

		Jacobs Aly		97.0		96.5		100.0		84.0		100.0		77.5

		Dobbin Alley (Schimmelpfennig Aly to dead end.)		100.0		90.0		100.0		87.0		100.0		77.0

		Bikle Aly (4+16 to Linbro Aly)		86.3		100.0		100.0		82.5		100.0		73.0

		Columbia Aly		96.4		90.7		100.0		85.0		100.0		72.1

		Wall Alley		89.6		93.8		97.9		90.8		99.8		71.9

		Markley Aly		97.5		83.0		100.0		90.5		99.0		70.0

		Lincoln Lane		98.6		87.1		96.4		86.4		100.0		68.6

		Mayor Alley		100.0		75.5		100.0		92.0		100.0		67.5

		Wye Aly (Sixth to Fourth)		91.7		91.7		100.0		84.2		100.0		67.5

		Schoolhouse Alley		93.3		81.7		100.0		89.4		100.0		66.7

		Reaser Aly		90.7		87.1		100.0		87.1		100.0		65.0

		Pfeffer aly		100.0		93.3		95.8		100.0		75.1		64.3

		Legion aly (Reynolds to West St)		85.0		87.0		100.0		92.0		100.0		64.0

		Wolf aly		96.1		79.4		100.0		86.7		100.0		62.2

		Ackerson Aly		88.9		87.2		100.0		85.0		100.0		61.1

		Cannery Aly		86.0		85.0		100.0		90.0		100.0		61.0

		Cemetery Alley		74.0		100.0		100.0		86.0		100.0		60.0

		United Alley		82.2		82.8		94.4		100.0		99.8		59.8

		Hartzell Aly (Barlow to Stratton)		83.3		75.8		100.0		100.0		100.0		59.2

		Kuhn Aly		82.1		94.3		100.0		81.4		100.0		57.9

		Dobbin Alley (Hospital Aly to Washington St.)		100.0		97.5		81.3		78.8		100.0		57.5

		Foth alley		75.0		95.6		100.0		86.9		100.0		57.5

		No name Aly		100.0		86.7		100.0		70.0		100.0		56.7

		Levan Aly		82.5		96.5		97.5		78.0		100.0		54.5

		Racehorse Aly (Carlisle Street to Little Alley)		92.0		77.5		97.5		85.8		99.6		53.4

		Barbehenn Aly		87.5		86.9		100.0		76.9		100.0		51.3

		Court Alley		85.0		88.1		99.0		78.3		99.8		50.4

		Legion Aly (Strattion to Middle St.)		69.0		88.5		100.0		77.0		98.0		50.0

		Linbro Aly		78.8		93.8		100.0		76.3		100.0		49.4

		Patrick Alley		79.4		82.5		100.0		85.6		100.0		47.5

		Gilliland Aly (Delap Ave. to Water St)		76.4		98.6		100.0		72.1		100.0		47.1

		Zerfing Aly (Sixth to Franklin St.)		88.1		81.5		96.1		80.5		100.0		46.5

		Hudson Aly (Fourth St. to Sixth St.)		79.2		96.7		100.0		70.0		100.0		45.8

		Sickles aly		87.0		80.0		100.0		79.0		99.2		45.2

		Weaver Alley		80.8		80.8		93.3		79.2		99.9		44.2

		Stauffer Aly		72.9		96.4		100.0		72.9		100.0		42.1

		Sheely Aly		84.6		69.2		100.0		88.1		100.0		41.9

		Bush Aly		69.4		95.6		100.0		76.9		100.0		41.9

		Schimmelpfennig Alley		72.5		88.8		100.0		80.0		100.0		41.3

		Racehorse Aly (Carlisle Street to Buford Avenue)		80.9		79.7		96.2		75.0		100.0		37.4

		Legion aly (West to Stratton St.)		82.5		85.0		100.0		82.5		100.0		35.5

		Slentz Aly		93.6		77.1		96.4		66.4		100.0		34.3

		Pape Alley		72.0		95.0		95.0		72.0		100.0		34.0

		Smith Aly		69.4		90.6		100.0		71.3		100.0		31.9

		Monument Aly		65.7		94.3		100.0		70.7		100.0		30.7

		Brickyard Aly		63.8		96.9		100.0		65.6		100.0		26.5

		Furniture Aly		81.5		75.0		87.1		74.7		95.6		25.0

		Bream aly		95.6		61.9		100.0		73.1		89.7		20.4

		Roth Aly		71.7		69.2		89.2		75.0		100.0		15.0





All streets alleys

		

		Roadway		Length (Miles)		From		Length (Ft)		Area of Road(SY)		Overall Rating		Condition		Cost for just roadway		Cost with incidentals

		Bickle Aly (College Ave to 4+16)		0.076				401		535		100.0		Excellent		$0		$0

		Delap Ave		0.112				591		920		100.0		Excellent		$0		$0						1.973

		Hamme Aly		0.118				621		1030		100.0		Excellent		$0		$0						0.986

		Locust Avenue		0.071				376		836		100.0		Excellent		$0		$0						7.480

		Warner Alley		0.165				871		980		100.0		Excellent		$0		$0						13.037		13.0367998

		West Lincoln (17+95 to 25+00)		0.134				705		2350		100.0		Excellent		$0		$0

		Sunset Avenue		0.394				2078		6927		99.0		Excellent		$0		$0						23.476

		Wentz Aly		0.170				895		1200		98.8		Excellent		$0		$0

		Washington St (Section 1 Steinwehr to 11+00)		0.208				1100		3670		98.3		Excellent		$0		$0

		Strickhouser Aly		0.094				497		720		97.8		Excellent		$0		$0

		Wye Aly (Fourth to Hudson Aly)		0.137				723		510		97.5		Excellent		$0		$0

		Railroad Street		0.112				589		1080		97.1		Excellent		$0		$0

		Gilliland Aly (Railroad St to Delap Ave)		0.070				370		493		0.0		Poor		$12,325		$19,720

		Hudson Aly (Third to Fourth St.)		0.114				602		803		96.7		Excellent		$0		$0

		Shealer Aly		0.042				223		273		94.4		Good		$1,092		$1,092

		Naugle Aly		0.074				389		476		94.3		Good		$1,904		$1,904

		Hartzell Aly (Stratton to Markley)		0.073				387		516		93.8		Good		$2,064		$2,064

		Zerfing aly (Franklin to West)		0.084				443		1035		92.5		Good		$4,140		$4,140

		Hillcrest Plaza		0.093				489		1630		91.5		Good		$6,520		$6,520

		Park Street		0.058				306		1021		89.8		Good		$4,084		$4,084

		Plank aly		0.075				398		531		89.4		Good		$2,124		$2,124

		Hazel Aly		0.256				1352		2050		87.9		Good		$8,200		$8,200

		Noonan Alley		0.188				993		1214		87.5		Good		$4,856		$4,856

		McMillan St		0.043				225		750		85.7		Good		$3,000		$3,000		Roadway Rating

		Long Lane (Steinwehr to Sunset)		0.233				1230		1589		75.0		Fair		$31,780		$31,780		Good/ excellent		2.96		31550		10%

		Third St		0.172				908		2420		83.2		Fair		$48,400		$48,400		Fair		7.4798335758		108886		33%

		Little Aly		0.039				205		262		83.1		Fair		$5,240		$5,240		Poor		13.037		189993		57%

		Hospital Alley		0.036				190		507		81.9		Fair		$10,140		$10,140

		Liberty St		0.08				400		1334		81.3		Fair		$26,680		$26,680						330429

		Fifth st		0.267				1407		4691		80.3		Fair		$93,820		$93,820

		Howard Ave (Mcmillian to Prince St)		0.086				454		1515		78.8		Fair		$30,300		$30,300

		Jacobs Aly		0.091				483		698		77.5		Fair		$13,960		$13,960				Poor		Fair		Good		Excellent

		Dobbin Alley (Schimmelpfennig Aly to South St.)		0.071				377		730		77.0		Fair		$14,600		$14,600

		Sixth St		0.312				1649		5975		76.6		Fair		$119,500		$119,500

		Queen Street		0.295				1556		5273		76.3		Fair		$105,460		$105,460

		Bickle Aly (4+16 to Linbro Aly)		0.111				588		784		73.0		Fair		$15,680		$15,680

		Constitution Ave		0.461				2434		8114		72.7		Fair		$162,280		$162,280

		Columbia Aly		0.032				168		169		72.1		Fair		$3,380		$3,380

		Wall Alley		0.221				1168		1550		71.9		Fair		$31,000		$31,000

		Stratton St		0.620				3274		10200		70.4		Fair		$204,000		$204,000

		Markley Aly		0.200				1056		1409		70.0		Fair		$28,180		$28,180

		Reynolds St Section 2 (High to Legion)		0.038				202		675		70.0		Fair		$13,500		$13,500

		Lincoln Lane		0.134				705		970		68.6		Fair		$19,400		$19,400

		Prince Street		0.068				360		1035		61.4		Fair		$20,700		$20,700

		Mayor Alley		0.050				265		354		67.5		Fair		$7,080		$7,080

		Village Drive		0.153				810		4100		67.5		Fair		$82,000		$82,000

		Wye Aly (Sixth to Fourth)		0.137				723		790		67.5		Fair		$15,800		$15,800

		Schoolhouse Alley		0.168				887		1580		66.7		Fair		$31,600		$31,600

		fourth st		0.686				3620		10200		68.1		Fair		$204,000		$204,000

		Reaser Aly		0.040				213		213		65.0		Fair		$4,260		$4,260

		Legion aly (Reynolds to West St)		0.108				570		635		64.0		Fair		$12,700		$12,700

		Ridge Ave		0.273				1443		4810		62.3		Fair		$96,200		$96,200

		Wolf aly		0.170				895		1100		62.2		Fair		$22,000		$22,000

		Johns Avenue		0.509				2687		8957		61.7		Fair		$179,140		$179,140

		College Avenue		0.111				585		2137		61.7		Fair		$42,740		$42,740

		Breckenridge Street		0.291				1536		4592		61.3		Fair		$91,840		$91,840

		Schimmelpfennig Alley		0.080				425		567		41.3		Poor		$14,175		$22,680

		Ackerson Aly		0.047				247		302		61.1		Fair		$6,040		$6,040

		Hay St		0.091				479		1597		61.1		Fair		$31,940		$31,940

		Cannery Aly		0.093				492		656		61.0		Fair		$13,120		$13,120

		High St		0.581				3066		10561		60.8		Fair		$211,220		$211,220

		West Lincoln (0+00 to 17+95)		0.329				1737		5835		60.6		Fair		$116,700		$116,700

		Cemetery Alley		0.111				585		612		60.0		Poor		$15,300		$15,300

		East Middle St		0.598				3155		10900		51.2		Poor		$272,500		$436,000

		United Alley		0.080				423		625		59.8		Poor		$15,625		$25,000

		Hartzell Aly (Barlow to Stratton)		0.055				293		391		59.2		Poor		$9,775		$9,775

		Long Lane (Cul De Sac to Breckenridge St)		0.233				1230		10777		58.3		Poor		$269,425		$431,080

		West Broadway street		0.398				2099		9489		58.2		Poor		$237,225		$379,560

		Kuhn Aly		0.069				362		483		57.9		Poor		$12,075		$19,320

		Dobbin Alley (Hospital Aly to Washington St.)		0.098				519		420		57.5		Poor		$10,500		$10,500

		Foth alley		0.080				421		562		57.5		Poor		$14,050		$14,050

		Mummasburg St		0.106				560		1494		57.3		Poor		$37,350		$59,760

		No name Aly		0.033				172		192		56.7		Poor		$4,800		$7,680

		Wash. St (Section 4-34+60 to Brickyard St)		0.537				2836		9454		56.1		Poor		$236,350		$378,160

		Seminary ave		0.168				889		2964		55.7		Poor		$74,100		$118,560

		Levan Aly		0.048				256		285		54.5		Poor		$7,125		$11,400

		Wainwright Avenue		0.070				370		970		54.3		Poor		$24,250		$38,800

		Pfeffer aly		0.030				158		211		64.3		Fair		$4,220		$4,220

		Racehorse Aly 1		0.377				1989		4851		53.4		Poor		$121,275		$194,040

		South Street		0.112				589		1575		53.1		Poor		$39,375		$63,000

		Lefever Street		0.382				2017		6510		52.5		Poor		$162,750		$260,400

		Wash. St (Section 2-11+00 to 19+32-Breckenridge St)		0.156				826		2755		52.2		Poor		$68,875		$110,200

		Water St		0.436				2300		7667		51.7		Poor		$191,675		$306,680

		Barbehenn Aly		0.077				408		454		51.3		Poor		$11,350		$11,350

		East Railroad St		0.221				1167		2015		50.9		Poor		$50,375		$80,600

		Court Alley		0.464				2452		3542		50.4		Poor		$88,550		$88,550

		Legion Aly (Stratton to Middle St)		0.252				1330		1720		50.0		Poor		$43,000		$68,800

		Linbro Aly		0.076				402		447		49.4		Poor		$11,175		$17,880

		Zerfing aly (Fourth to Franklin St)		0.777				4102		6250		0.0		0		$0		$0

		Patrick Alley		0.075				396		484		47.5		Poor		$12,100		$19,360

		Victor Street		0.116				615		2050		47.5		Poor		$51,250		$82,000

		Gilliland Aly (Delap Ave. to Water St)		0.038				203		271		0.0		Poor		$6,775		$6,775

		Fairview Avenue		0.459				2422		7817		46.4		Poor		$195,425		$312,680

		Hudson Aly (Fourth St. to Sixth St.)		0.114				602		812		45.8		Poor		$20,300		$32,480

		Franklin Street		0.358				1892		4893		45.5		Poor		$122,325		$195,720

		Sickles aly		0.091				480		587		45.2		Poor		$14,675		$23,480

		East Broadway street		0.188				994		5302		49.0		Poor		$132,550		$212,080

		Weaver Alley		0.114				603		710		44.2		Poor		$17,750		$28,400

		Wash. St (Section 3-19+63 to 34+18-Chambersburg St)		0.276				1455		2845		35.5		Poor		$71,125		$113,800

		Stauffer Aly		0.037				196		218		42.1		Poor		$5,450		$8,720

		Sheely Aly		0.127				672		752		41.9		Poor		$18,800		$30,080

		Bush Aly		0.037				197		285		41.9		Poor		$7,125		$7,125

		Elm St		0.090				475		1584		41.7		Poor		$39,600		$63,360

		Highland Avenue		0.484				2555		8517		41.1		Poor		$212,925		$340,680

		Hay st section 2		0.248				1311		4371		38.5		Poor		$109,275		$174,840

		Howard Ave (Middle St to Bufford Ave.)		0.180				953		3180		37.8		Poor		$79,500		$127,200

		Racehorse Aly 2		0.336				1776		3215		37.4		Poor		$80,375		$128,600

		West St		0.268				1416		4720		35.7		Poor		$118,000		$188,800

		Legion Aly (West St. to Stratton St.)		0.399				2105		2340		35.5		Poor		$58,500		$93,600

		Slentz Aly		0.037				195		195		34.3		Poor		$4,875		$7,800

		Pine Street		0.058				307		1024		34.2		Poor		$25,600		$40,960

		Pape Alley		0.050				264		323		34.0		Poor		$8,075		$12,920

		Stevens St		0.224				1185		3950		33.6		Poor		$98,750		$158,000

		Culp Steet		0.175				924		3086		33.0		Poor		$77,150		$123,440

		Smith Aly		0.037				193		240		31.9		Poor		$6,000		$9,600

		Gettys street		0.234				1234		4936		30.8		Poor		$123,400		$197,440

		Monument Aly		0.066				348		348		30.7		Poor		$8,700		$13,920

		King Street		0.278				1470		4900		29.0		Poor		$122,500		$196,000

		Barlow Street		0.244				1287		4291		27.1		Poor		$107,275		$171,640

		Brickyard Aly		0.207				1092		1456		26.5		Poor		$36,400		$36,400

		Red Patch Ave		0.083				440		1467		26.0		Poor		$36,675		$58,680

		Furniture Aly		0.156				825		970		25.0		Poor		$24,250		$24,250

		Wade Avenue		0.029				153		510		21.7		Poor		$12,750		$20,400

		Bream aly		0.079				417		603		20.4		Poor		$15,075		$15,075

		Howard Ave (Prince St to Middle St)		0.210				1108		3695		18.8		Poor		$92,375		$147,800

		Spring Ave		0.395				2088		9750		15.8		Poor		$243,750		$390,000

		Roth Aly		0.112				589		720		15.0		Poor		$18,000		$28,800

		East Lincoln Ave		0.133				703		2344		14.7		Poor		$58,600		$93,760

		Reynolds St section 1		0.149				785		2617		5.7		Poor		$65,425		$104,680

				23.476						330,429						$0		$0





Sample Size

		

		Assuming Normal Distribution

		To be 90% confident we need the following sample size

		AVERAGE CONDITION

		α =		0.1

		zα/2 =		1.645

		σ =		15		assumed

		w =		10

		n =		25

		To be 80% confident we need the following sample size

		AVERAGE CONDITION

		α =		0.1

		zα/2 =		1.28

		σ =		15		assumed

		w =		10

		n =		15

		To be 75% confident we need the following sample size

		AVERAGE CONDITION

		α =		0.1

		zα/2 =		1.15

		σ =		15		assumed

		w =		10

		n =		12

		To be 50% confident we need the following sample size

		AVERAGE CONDITION

		α =		0.1

		zα/2 =		0.675

		σ =		15		assumed

		w =		10

		n =		5

		Reference Probability & Statistics (Jay Devore) Pages 259-60 and table A.3






